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Taurus SC 
Tenntbctde /lnsecttctde 

For sale to use and storage only by tndiVtdualsiftnns ltcensed or regtstered by the state to apply 
tenntttctde and/or general pest control products 

Acttve Ingredient 
Ftproml 

Other lngredtents 
91% 

90 9% 
100 0% 

(5 ammo 1 (2 6 dtchloro 4 (tnfluoromethyl)phenyl) 4 ((1 R S) (tnfiuoromethyl)sulnnyl) 1 H pyrazole 3 
carbomtnle) 

Taurus SC tennt!tctde I msecttctde ccntams 0 B pounds actiVe mgredtent per gallon 

KEEP OUT OF REACH OF CHILDREN 

Caut•on/Precauc16n 
St usted no enllende Ia ellqueta busque a alguten para que se Ia expilque a usted en detalle (If you do 

not understand the label ftnd someone to explam 1t to you tn detatl ) 

(See attached label for addt!tonal precautionary mfonnatton and complete Dtrecttons for Use) 

EPA Reg No 53883 279 

Control Soluttons Inc 
5903 Genoa Red Bluff 
Pasadena TX 77507 1041 

Net Contents 

EPA Est No 5388~ T)(_ ~02 
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Memorandum 

Date: rn I \b I I~ 

ss''2:/o 6- c1 1'1 

ssf~c_ 

To: ~' H2 , Regulatory Manager 

From: Information Services Branch, ITRMD 

Your receipt of this data submission is not an 
indication that MRIDs for the enclosed studies have 
been posted to OPPIN. 

We expect that it will be approximately 5 days 
from the above date before the study-level data is 
available in OPPIN. 

If you have any questions about this process, 
·please contact Teresa Downs (305-5363). 

This is a: ~·fully accepted submission 
il partially accepted submission 

rejected submission 
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Material Sent for Data Extraction 
Reg# 5"3883-271 

Description: No I te - fERlMEieR }<t:Fl'DD 

~ Material(s) Sent to Data Extraction Contractors: 

D New Stamped Label Dated ___ _ 

Notification Dated 3/;cf(J 2 
I • 

D New CSF(s) Dated ____ _ 

D Other: _________ _ 

~ Decision # : ____,4---'7:._.::.?_8_5_,__--=t-p'----------

D Other Action/Comments: ________ _ 
• 

Attach this coversheet to the top of the material or jacket. It 
must be well organized and clipped together, NOT STAPLED. 
Then give the material with this coversheet to staff in the 
Information Services Center (Room S-4900). 

Reviewer: 'DJTNA- Tr l.l T1' 

Phone: ~o7> 7o 7 I Division: 13]) {J:-'P 

Date: ------------------------------------created February 3, 2011 

4



liN !TED STATES ENVIRONMENTAL PROTECTION AGENCY 
WASHINGTON. D.C 20460 

Anne Turnbough, Ph.D. 
Control Solutions, Inc. 
5903 Genoa Red Bluff 
Pasadena, TX 77507-1041 

Dear Dr. Turnbough: 

OFFICE OF (:l!EMICAL SAFETY 
AND POLU T!O:"i PHE\'E:\T!O:\ 

MAR 1 9 2013 

Subject: Application for Pesticide Notification (PRN 98-1 0) 
Add language previously approved under "Applications to Perimeter of Listed 
Structures" directions (pages 14-15) 

Taurus SC 
EPA Reg. No. 53883-279 
Your submission dated February 22,2013 

The Agency is in receipt of your Application for Pesticide Notification under Pesticide 
Registration Notice (PRN) 98-10 dated February 22, 2013 for the above product. The Registration 
Division (RD) has conducted a review of this request for its applicability under PRN 98-10 and 
finds the action requested falls within the scope ofPRN 98-10. The label submitted with the 
application has been stamped "Notification" and will be placed in our records. 

Please be reminded that 40 CFR Part 156.140(a)( 4) requires that a batch code, lot number, or 
other code identifYing the batch of the pesticide distributed and sold be placed on nonrefillable 
containers. The code may appear either on the label (and can be added by non-notification!PR 
Notice 98-1 0) or durably marked on the container itself. 

If you have any questions regarding this letter, please contact Dana Pi !itt, PhD of my staff at 
(703) 305-7071 or via e-mail at pilitLdana(i:uepa.gov. 

53883-279 D 475854 

Richard Gebken 
Product Manager 10 
Insecticide Branch 
Registration Division (7505P) 
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Taurus SC 
Termiticide /Insecticide 

For sale to, use and storage only by individuals/firms licensed or registered by the state to apply 
termiticide and/or general pest control products. 

Active Ingredient 
*Fipronil . .. .. .. .. .. .. .. .. .. .. .. .. . .. .. . .. .. .. .. .. .. .. . 9.1% 

Other Ingredients .. .. . .. . .... . .. . .. .. .. .. .. .. .. .. .. .. .. .. .... . .. .. . .. .. .. .. 90.9% 
100.0% 

*( 5-am i no-1-( 2, 6-d ichloro-4-( trifluorom ethyl )phenyl )-4-( ( 1 , R, S )-( trifiuorom ethyl)sulfi nyi)-1-H-pyrazole-3-
carbonitrile) 

Taurus SC termiticide I insecticide contains 0.8 pounds active ingredient per gallon. 

KEEP OUT OF REACH OF CHILDREN 

Caution/Precauci6n 
Si usted no entiende Ia etiqueta, busque a alguien para que se Ia explique a usted en detalle. (If vou· do 

not understand the label, find someone to explain it to you in detail.) ' 
'c'' 

(See attached label for additional precautionary information and complete Direhtions'.~or Us.o). 

EPA Reg. No. 53883-279 

Control Solutions, Inc. 
5903 Genoa-Red Bluff 
Pasadena, TX 77507-1041 

Net Contents: 

NOTIFICATION 

MAR I 9 2013 

EPA Est. Nc;: ' 
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FIRST AID 
Have the product container or label with you when calling a poison control center or doctor, or going for 
treatment. 
If swallowed: • Call a Poison Control Center or doctor immediately for treatment advice . 

• Have person sip a glass of water if able to swallow . 

• Do not induce vomiting unless told to do so by a poison control center or 
doctor. 

• Do not qive anvthinq bv mouth to an unconscious person . 
If on skin or • Take off contaminated clothing . 
clothing: • Rinse skin immediately with plenty of water for 15-20 minutes . 

• Call a poison control center or doctor for treatment advice . 
If inhaled: • Move person to fresh air . 

• If person is not breathing, call 911 or an ambulance, then give artificial 
respiration, preferably by mouth-to-mouth, if possible. 

• Call a poison control center or doctor for treatment advice . 
If in eyes: • Hold eye open and rinse slowly and gently with water for 15-20 minutes . 

Remove contact lenses, if present, after the first 5 minutes, then continue 
rinsing eye. 

• Call a poison control center or doctor for treatment advice . 
Note to Physician: There is no specific antidote. All treatment should be based on observed signs and 
symptoms of distress in the patient. Overexposure to materials other than this product may have 
occurred. In severe cases of overexposure by oral ingestion, lethargy, muscle tremors, and in extreme 
cases, possibly convulsions may occur. 
Have the product container or label with you when calling a poison control center or doctor, or 
going for treatment. You may also contact SafetyCall® (866) 897-8050 for emergency medical 
treatment information 

PRECAUTIONARY STATEMENTS 
Hazards to Humans and Domestic Animals 

Caution 
Harmful if swallowed, absorbed through skin or inhaled. Do not get in eyes, on skin or on clothing. Do not 
breathe spray mist. Wash thoroughly with soap and water after handling and before eating, drinking, 
chewing gum, or using tobacco. Remove and wash contaminated clothing before reuse. 

Personal Protective Equipment (PPE): 
All pesticide handlers (mixers, loaders, and applicators) must wear long-sleeved shirt and long pants, 
socks, shoes, and chemical-resistant gloves. All pesticide handlers must wear a dust/mist filterin~ . 
respirator (MSHAINIOSH approval number prefix TC-21 C), or a NIOSH approved respirator with any N, 
R, P or HE filter, when working in a non-ventilated space, including but not limited to •:iavti-space;; and 
basements. All pesticide handlers must wear protective eyewear (goggles, a faceshield, or safety,gl:;sses 
with front, brow, and temple protection) when working in a non-ventilated space, incllldlr.g'b;;t not lirr>i'<>d 
to crawl-spaces and basements or when applying termiticide by rodding or sub-slab injection. 
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User Safety Recommendations 
Users should wash hands thoroughly with soap and water before eating, drinking, chewing gum, using 
tobacco or using the toilet. 
Remove contaminated clothing. Then wash body thoroughly with soap and water and put on clean 
clothing. Wash clothing with detergent and hot water before reusing. 
Remove PPE immediately after handling this product. Wash outside of gloves before removing. Wash 
PPE before reusing. 

ENVIRONMENTAL HAZARDS 
This pesticide is toxic to birds, fish, and aquatic invertebrates. Do not apply directly to water, or to areas 
where surface water is present or to intertidal areas below the mean high water mark. Runoff from treated 
areas may be hazardous to aquatic organisms in neighboring areas. Care must be taken to avoid runoff. 
Do not contaminate water by cleaning equipment or disposal of wastes. Do not contaminate water when 
disposing of equipment washwaters. 

DIRECTIONS FOR USE 

It is violation of federal law to use this product in a manner inconsistent with its labeling. 
Read entire label before using this product. 
For sale to, use and storage only by individuals/firms licensed or registered by state to apply termiticide 
and/or general pest control products. States may have more restrictive requirements regarding 
qualifications of persons using this product. Consult the structural pest control regulatory agency of your 
state prior to use of this product. 

USE RESTRICTIONS: 

DIRECTIONS FOR USE 
TO CONTROL TERMITES 

When treating adjacent to an existing structure, the applicator must check the area to be treated, and 
immediate adjacent areas of the structure, for visible and accessible cracks and holes to prevent any 
leaks or significant exposures to persons occupying the structure. People present or residing in the 
structure during application must be advised to remove their pets and themselves from the structum. if 
they see any signs of leakage. After application, the applicator is required to check for leaks. Allleq'<~ 
resulting in the deposition of termiticide in locations other than those prescribed on this label mus\.be . 
cleaned up prior to leaving the application site. Do not allow people or pets to contact contaminat'3d r:raas 
or to reoccupy contaminated areas of the structure until the clean up is completed. 

• Prior to drilling and treating through concrete structures, such as patios, porc:1op; ~i.dewaiKs and 
foundation slabs applicator should first determine that there are no habitable area& below tha: · 
could be unintentionally contaminated by the treatment. 

• Only protected applicators wearing personal protective equipment as required by this prodJ¢(' 
label may be in the area during application. 

• All holes in commonly occupied areas into which this termiticide I insecticide product has been 
applied must be plugged. Plugs must be of a non-cellulose material or covered by an impervious, 
non-cellulose material. 

• Do not apply finished dilution of this product until all heating/air conditioning ducts, air vents, 
plumbing pipes, sewer lines, floor drains, heating pipes and electrical lines/conduits are known 
and identified. Do not puncture or contaminate any of these. 
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• Do not treat within a distance of one foot out from the drip line of edible plants. 

• Do not contaminate public and private water supplies. 

• Do not make treatments while precipitation is occurring. 

• Do not treat soil that is water-saturated or frozen. 

• Use anti-backflow or air gap equipment with filling hoses. 

General Information 
When used in accordance with the directions in this label, this product provides effective prevention 
and/or control of subterranean termites. This product must be applied in a manner which provides a 
continuous treated zone to effectively prevent termites from infesting wood. 
This product may only be applied by licensed technicians familiar with trenching, rodding, short rodding, 
sub-slab injection, low-pressure banded surface applications and foam delivery techniques. This product 
is a highly effective termiticide against a variety of subterranean termites including species of 
Reticulitermes, Zootermopsis, Heterotermes, and Coptotermes. 
Taurus sc is formulated as a water-based suspension concentrate liquid containing 9.1% active 
ingredient. 

Mixing Instructions 
To mix Taurus SC termiticide I insecticide: 

1. Fill the tank 1/4 to 1/3 full with water. The filling hose must be equipped with an anti-backflow device 
or water flow must include an air gap to protect against back siphoning. 

2. Start the pump to begin by-pass agitation and place the end of the treating tool in the tank to allow 
circulation through the hose. 

3. Add the appropriate amount of Taurus SC required to prepare the desired dilution. 
4. Add the remaining water. 
5. Continue to run the pump allowing recirculation through the hose back into the tank until the Taurus 

sc is completely dispersed. 

• To mix a 0.06% dilution, add 0.8 fluid ounces of Taurus sc per gallon of finished dilution. 
• To mix a 0.09% dilution, add 1.2 fluid ounces of Taurus SC per gallon of finished dilution. 
• To mix a 0.125% dilution, add 1.6 fluid ounces of Taurus SC per gallon offinished dilution. 

Application Rates for Termiticide Use 
For most applications, use the 0.06% dilution and apply at a rate of 4 gallons of dilution per 10 linea\ feet 
per foot of depth. For example, for treatment of 10 linear feet with a four-foot depth, use 4 x 4 (16) · 
gallons per 10 linear feet. Do not apply at a concentration less than 0.06%. 
Where severe termite infestations occur, where problem soils occur or where difficult or problem 
construction types are encountered, it may be advisable to use either 0.09% or 0.125% concentration. Apply t~e 
higher concentration at a rate of 4 gallons of solution per 10 linear feet per foot of der,tri. :ccr examnle, for 
treatment of 10 linear feet with a four-foot depth, use 16 (4 x 4) gallons per 10 linear feet. 
In dense soil that will not accept a volume of 4 gallons per linear foot per foot of depth,' t::se lhe 0.12!'% 
dilution, and apply at a rate of 2 gallons per 10 linear feet per foot of depth. For exam pi~. for treatm<J~t o: 
10 linear feet with a four-foot depth, use 8 (2 x 4) gallons per 10 linear feet. When usi~g (hP. iower volt::me 
of application, be careful to maintain a continuous treated zone. If application requires drilling, drill holes 
less than 12" apart to maintain a continuous treated zone. · 

PRE-CONSTRUCTION TREATMENT 
In advance of treatment, applicators must notify the general contractor, construction superintendent, or 
other responsible personnel of the intended Taurus SC application and the intended sites of application. 
Applicators must instruct the person responsible to notify construction workers and other individuals on 
site to vacate the treatment area and not to return until Taurus SC has been absorbed into the soil. Do 
not apply at a dosage and/or concentration lower than 0.06% for applications up to and including 
installation of the final grade. 
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General Information 
Pre-construction treatments include any treatment made during all phases of construction up to and 
including installation of the final grade. Establishing a thorough and complete horizontal and vertical 
treated zone will provide effective pre-construction termite control. 
When foundations are deeper than 4 feet, it is preferable to apply Taurus SC as the backfill is being 
replaced. If the backfill is already in place, the applicator must trench and rod into the trench or trench 
along the foundation walls, around pillars and other foundation elements, at the rate prescribed from 
grade to a minimum depth of 4 feet. When trenching in sloping or tiered soil, the trench must be stepped 
to ensure adequate distribution and to prevent Taurus SC from running out of the trench. When the top of 
the footing is exposed, the soil adjacent to the footing must be treated to a depth not to exceed the 
bottom of the footing. Never treat any structure below the footing. 

Concrete Slab (Including Monolithic, Floating and Supported Concrete Slabs) on Ground or in 
Basements and Crawl Spaces 
Horizontal treated zones: Apply an overall treatment of Taurus SC to the entire surface to be covered by 
the concrete slab. This includes Jiving area, as well as carports, porches, basement floors, and any 
extended entrances. Apply this treatment at the rate of 1 to 1.5 gallons of finished dilution per 10 square 
feet using a coarse spray nozzle and low-pressure spray (Jess than 25 p.s.i.). Spray the dilution evenly 
and uniformly over the entire area to be treated. If the slab is not to be poured the same day as treatment, 
cover the treated soil with a waterproof barrier such as polyethylene sheeting. 
Vertical treated zones: Apply Taurus SCat a rate of 1 gallon of finished dilution per square foot around 
anything penetrating the slab such as utility service and plumbing lines. Apply Taurus SC at a rate of 4 
gallons of finished dilution per 10 linear feet per foot of depth along the inside and outside perimeter of 
foundation walls. The applicator must trench and rod into the trench or trench along the foundation walls 
and around pillars and other foundation elements. If the footing is more than 4 feet below grade, make 
this treatment to a minimum of 4 feet below grade. A trench need not be any wider than 6 inches. Treat 
the soil which will be replaced into the trench using a low-pressure spray (not more than 25 p.s.i. at the 
nozzle). When rodding from grade or from the bottom of a shallow trench, space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. 
It is highly recommended that a complete horizontal treated zone be created prior to the slab pour. 
However, if the slab was poured before a horizontal treatment could be made, refer to the "Post
Construction" section of this label for alternate application instructions. 

Hollow Block Foundations or Voids 
Create a continuous treatment zone by treating hollow block foundations or voids in masonry resting atop 
the footing. If voids in the masonry elements are not openly accessible, drill and treat into these voids by 
applying 2 gallons of finished dilution per 10 linear feet of footing using a nozzle pressure of 25 p.s.i. or 
lower. When using this treatment, drill the access holes as close to the footing as is practical. Drilling 
below the sill plate is acceptable. Applicators must examine the treated areas of voids in block or rubble 
foundation walls closely for possible runoff as a precaution against application leakage. Mechanical · 
alteration to some areas may be required before a treatment can be made. Other areas may not bll · 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pG:s (c, ,:ome in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
Not for use in voids insulated with rigid foam. 

Use with Other Products 
When a borate-based termite control product has been chosen as the primary pre-construction tre2th1ent 
for subterranean termites and is applied in accordance with the directions for use on the borate product's 
label, Taurus SC may be used as an exterior perimeter pre-construction treatment. For an exterior · 
perimeter pre-construction treatment, Taurus SC must be applied in such a way as to create a continuous 
treated zone along the exterior foundation of the structure. A complete and thorough horizontal pre
construction treatment with Taurus SC under the concrete slab is optional. 
Taurus SC may also be applied to critical areas of the interior of the structure including around plumbing 
or utility services penetrating floors, bath and I or shower traps, or along concrete expansion joints, and 
other areas of known or suspected termite activity. 
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Refer to the "POST-CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP ILl) 
STRUCTURAL TERMITE TREATMENT" section of this label for instructions on applications to the 
exterior perimeter of a structure and to critical areas in the interior of the structure. 

POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE TREATMENT 

General Information 
For applications of Taurus SC made after the final grade is installed to protect the structure from termite 
infestation and/or to control existing termite populations, the applicator must trench and rod into the 
trench or trench along the foundation walls, around pillars and other foundation elements, at the rate 
prescribed from grade to the top of the footing. When the footing is more than 4 feet below grade, treat to 
a minimum depth of four feet. The depth of treatment will vary depending on soil type, degree of 
compaction and location of termite activity. When the top of the footing is exposed, the soil adjacent to the 
footing must be treated to a depth not to exceed the bottom of the footing. Never treat any structure below 
the footing. 
To establish a complete exterior perimeter treatment zone along the foundation wall, drill any exterior 
concrete structures adjoining the foundation, such as patios, porches and sidewalks, and treat by sub
slab injection of Taurus SC finished dilution. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 

Concrete Slab Over Soil (Including Monolithic, Floating and Supported Slabs) 

Exterior perimeter: Apply by trenching and redding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider than 6 
inches and must be a minimum of 6 inches deep or to the bottom of the footing. Never treat a structure 
below the footing. Space the rod holes no more than 12 inches apart in a manner which will create a 
continuous treated zone. Mix the finished dilution into the soil before replacing it into the trench. 

Sub-slab injection: Sub-slab injection treatments can be made from inside the structure, or in cases 
where this is not possible, from the outside of the structure by drilling through the foundation as directed 
below. Before treatment, locate and identify all heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits, and avoid contamination or damage to these 
structural elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the foundation including the garage. Drill holes along all concrete expansion 
joints, cracks, plumbing and utility services penetrating the slab. Drill holes along interior partition walls 
when there is clear evidence of termite activity or damage. Space all drill-holes no more than 12 !nche~ 
apart in a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC 
into the drill-holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, 
use a lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occuoied 
areas must be plugged with a non-cellulose material or covered with an impervious, r.vr,'se,lulose 
material. 
Horizontal drilling I rodding I sub-slab injection from the exterior of the foundat1or: U3e this 
technique to treat underneath the slab only when floors or interior design do not allow for treatmer.t by 
vertical drilling. Care must be taken not to rod into heating or air conditioning vents and C:u<;to, water a~d 
sewer plumbing lines, electrical lines and condu"its. Use horizontal short redding practices to creatE' a 
continuous treated zone into the soil proximal to the inside of the foundation wall. Angle drill-holes 
through the outside of the foundation to ensure deposition of Taurus SC below any existing heatinq 
ducts, water and sewer lines, or electrical conduits. Use horizontal long redding practices only when t:1e 
areas to be treated underneath the slab are not accessible by vertical redding or horizontal short rod ding. 
Do not use long rods exceeding 20 feet. For all horizontal redding applications space drill-holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Inject the finished dilution 
of Taurus SC into the drill-holes a rate of 4 gallons per 10 linear feet per foot of depth. All holes must be 
plugged with a non-cellulose material or covered by and impervious, non-cellulose material. 
Bath traps: Treat exposed soil or soil covered with tar or similar sealants beneath or around plumbing 
and/or drain pipe entry areas with a minimum of 1 gallon but not more than 4 gallons of finished dilution 
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per square foot. It may be necessary to remove tar or sealant to ensure adequate soil penetration. Install 
an access door or inspection portal if one is not already present. After inspection and removal of all wood 
or cellulose debris, treat the soil by rod ding or drenching with the finished dilution of Taurus SC. 
Shower drains: To treat the soil beneath and adjacent to shower pan drains, drill through the slab 
adjacent to the shower pan and apply the finished dilution of Taurus SC by sub-slab injection. Foam can 
be used to maximize dispersion. Drill multiple access points adjacent to the drain, and use a directional 
dispersion tip to enhance the treatment of the soil beneath the drain. Treat with a minimum of 1 gallon but 
not more than 4 gallons of finished dilution per shower drain. Horizontal rod ding can be used to access 
and treat soil associated with the shower drain. 

Structures with French Drains and Sump Pumps 
In sites where French drains exist at the footer along the foundation perimeter, common in hollow block 
foundation structures, the soil must be dry before applications can be made. Do not treat soil that is 
saturated or frozen. Do not make treatments while precipitation is occurring. To prevent seepage of 
finished dilution or damage to drains or tiles, do not rod through the slab any closer than 24 inches from 
French drains. Do not apply Taurus SC within 5 feet from the sump pump pit and pump. Do not drill 
through hollow block foundations that border French drains to prevent drainage or seepage from the 
block into the drains. 
Identify and locate French drains, then apply Taurus SC in the following manner: 

1) Unplug the sump pump. Inspect the sump pit for water. If no water is present, keep the sump 
pump unplugged while making the treatment. 

2) If water is in the pump pit, unplug the sump pump and remove four cups of water from the pit. 
Mark the water level. Wait 10 minutes then check the water level in the pit. If the water level has 
risen, there is too much seepage to make a treatment. If the water level has not risen, a treatment 
can be made as long as the sump pump remains unplugged. 

During application, check the sump pump pit every few minutes for the presence of termiticide dilution. If 
dilution is detected, stop the treatment immediately and remove all dilution from the pump pit before 
plugging the pump back in. Dispose of the dilution from the sump pump pit as directed by this label in the 
"Storage and Disposal" section. 

Basement Structures 

Exterior perimeter: Apply by trenching and rod ding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of depth, or, if the 
footing is more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. When trenching in 
sloping or tiered soil, the trench must be stepped to ensure adequate distribution and to prevent Taurus 
SC from running out of the trench. Never treat a structure below the footing. Space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution 
into the soil before replacing it into the trench. 
Inside perimeter: To treat under the basement floor slab, drill vertically through the slab along thei Interior 
perimeter of the foundation. Drill holes along all concrete expansion joints, cracks, and any plumt±ihgor 
utility services penetrating the slab. Drill holes along both sides of partition foundation walls, and around 
piers. Where there is clear evidence of termite activity in a non-foundation interior par•idon· v1all, dril.l holes 
through the slab adjacent to the wall along one side. Space all drill-holes no more than 12 inches dpdrt in 
a manner which will create a continuous treated zone. Inject the finished dilution of Taur',js S:C into t~e 
drill-holes at the rate of 4 gallons per 10 linear feet per foot of depth. When making applications, usA .3 

lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas 
must be plugged with a non-cellulose material or covered with an impervious, non-cellulose materinl. 

Accessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to c,r,y 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
frnished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
redding into the trench. Treat both sides of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
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apply by rodding alone. Where soil type and/or conditions make trenching impossible, apply by rodding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. Read and follow the mixing directions in the "Mixing Instructions" section of this 
label when encountering soil types which will not accept the full application volume. 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Inaccessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
For any inaccessible interior areas, for example where the clearance between the floor joists and ground 
surfaces do not allow for operator access, excavate, if possible, and follow the instructions for accessible 
crawl spaces. When excavation is not possible, apply one or a combination of the following two methods: 

1) Establish a horizontal treated zone by applying 1 gallon of finished dilution of Taurus SC with a 
coarse application nozzle (e.g., Delavan Type RD Raindrop, RD-7 or larger, or Spraying Systems 
Co. 8011 OLP Tee jet or comparable nozzle) per 10 square feet of soil surface using a nozzle 
pressure of less than 25 p.s.i. For any area which cannot be reached with the application wand, 
use one or more extension rods. Do not broadcast or power spray with high pressures. 

2) Establish a horizontal treated zone by drilling through the foundation wall or through the floor 
above and treat the soil adjacent to the foundation at a rate of 1 gallon of finished dilution of 
Taurus SC per 10 square feet. Drill spacing must not exceed 16 inches between drill-holes. Many 
states have smaller interval requirements so check state regulations before application. Treat the 
soil adjacent to foundation elements with short or long rodding techniques without drilling if it is 
possible to reach the soil to be treated with the treatment tool. 

Hollow Block Foundations I Voids 
Establish a continuous treated zone in hollow block foundations or voids in masonry resting on top of the 
footing by drilling and treating into voids of multiple masonry elements of the structure to soil level. If not 
openly accessible, drill and treat into voids of masonry elements. Apply 2 gallons of finished dilution per 
10 linear feet of footing at a nozzle pressure of 25 p.s.i. or less. When making this treatment, drill access 
holes as close as possible to the footing, below the level of the sill plate if necessary. Applicators must 
examine the treated areas for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas until the clean up is completed. 
Not for use in voids insulated with rigid foam. 

Treatment of Structures with Wells or Cisterns 

Do not contaminate wells or cisterns. 
Do not apply Taurus SC within 5 feet of any well or cistern. Treat soil 5 to 10 feet from any well or cister., 
by backfill method only. Treat soil adjacent to water pipes within 3 feet of grade by backfill method Jnly. 
Backfill method: 

1) Trench to remove the soil to be treated and place it into a wheelbarrow or onto heavy plastic 
sheeting or similar material. 

2) Treat the soil at a rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of 
trench depth, or at a rate of 1 gallon per cubic foot of soil. Mix the Taurus SC thoroughly into soil 
while taking care to prevent runoff or spillage. 

3) After the treated soil has completely absorbed the fmished dilution of Taurus SC, put it back into 
the trench. 
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Structures Adjacent to \l>.,i!s I Cisterns and I or Other Bodies of Wa,er 
Prior to application examine any structure with nearby sources of water such as wells, cisterns, ponds, 
streams or other bodies of water, then follow the treatment procedures described below. 

1) If the pipe(s) from the well enter the structure with 3 feet of grade, expose them if possible prior to 
treatment. Treat the soil adjacent to the water pipe(s) using the backfill method described above. 

2) Take precautions, prior to treatment, to limit the risk of Taurus SC being applied into subsurface 
drains which empty into any bodies of water, including evaluating whether treatment of the footer 
could result in contamination of subsurface drains. Take into consideration such factors as depth 
to the drain system, soil type and degree of soil compaction when determining the depth of 
treatment. 

3) Use the treated backfill method, when appropriate (e.g., on the water side of the structure), to 
minimize off-site movement of Taurus SC. 

4) To minimize potential runoff of Taurus SCinto non-target areas, apply a finished dilution of 
0.125% at a rate of 2 gallons per 10 linear feet per foot of depth. 

Plenum Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat the soil exterior to the foundation walls according to the instructions in the "Accessible Crawl Space 
Construction" section of this label. 
Follow the instructions below for interior treatment of plenum structures that use a sealed under floor 
space to circulate heated or cooled air throughout the structure: 

1) Remove sealing fabric and any1hing on the sealing fabric to expose no more than an 18 inch 
width adjacent to all foundation structures, including foundation walls, interior piers, pipes and any 
other structures in contact with soil. Treat according to the instructions for exterior and interior 
treatment in the "Accessible Crawl Space Construction" section of this label. 

2) After the finished dilution of Taurus SC has been absorbed into the soil, return the sealing fabric 
and any1hing removed from the surface of the sealing fabric to their original pre-treatment 
positions. 

Foam Application 
When construction practices, soil subsidence, or other factors make it difficult to establish a continuous 
treated zone with conventional liquid application methods, supplement treat with the use of foam
generating equipment. Foam applications are useful in the treatment of filled stoops and porches, 
chimney bases, into block voids, behind masonry or other veneers, and into stud walls. Utilize 
applications of dry foam only (a range of 15:1 to 50:1 expansion ratio) when treating voids in stud walls. 
Apply foam to wall voids where evidence of termite presence or damage exist or are suspected. 
Foam only treatments under slabs are appropriate when maximum horizontal coverage is desired In 
areas with no deep foundation or footing (for example: around plumbing entries and near settlem'lnt 
cracks in concrete slabs). Use both conventional liquid application and foam treatment in areas where 
both lateral spread and deeper vertical penetration of Taurus SCare desired. Effective treatment:s :1ighly 
dependent on volume and amount of active ingredient. Apply at least 75% of the finished dilution of 
Taurus SC as a liquid treatment, then deliver the remaining 25% or less to the appropriate 3reas .:o.B a 
foam application. The total amount of product applied as a combined foam and liquid'!re<!tment sr!oulrl be 
equivalent to volume of Taurus SC liquid finished dilution required for a liquid applicatlor. alene. Fo<>M 
applications provide a good supplement to liquid applications in difficult to treat areas. 
Foam mixing instructions: 
Prepare the desired finished dilution of Taurus SC, then mix w'ith the manufacturer's recommendec .. 
quantity of foaming agent in foaming equipment. Apply a sufficient volume of Taurus SC foam to establish 
a continuous treated zone at the rates recommended in this label for specific applications. When suKicier•t 
foam volume cannot be applied to achieve the recommended rate of Taurus SC ,supplement the 
treatment with additional liquid finished dilution to assure appropriate treatment volume and concentration 
in the treated area. 

• 1 gallon of finished dilution at a foam expansion ratio of25:1 makes 25 gallons of foam. 
• 1.66 gallons of finished dilution at a foam expansion ratio of 15:1 makes 25 gallons of foam. 
• 2.5 gallons of finished dilution at a foam expansion ratio of 10:1 makes 25 gallons of foam. 
• 5 gallons of finished dilution at a foam expansion ratio of 5:1 makes 25 gallons offoam. 
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POST-CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP ILl) STRUCTURAL 
TERMITE TREATMENT- Not approved for use in Louisiana 

General Information 
This post-construction application of Taurus SC can be made after the final grade is installed to protect 
the structure from termite infestation and/or to control existing termite populations. This treatment method 
is designed to be non-invasive to the interior of the structure with the establishment of a continuous 
treated zone along the exterior of the foundation and only treating interior spaces where termite activity 
has been found. If you have questions regarding this treatment, consult the appropriate state agency. 
Termite activity is defined as the presence of one or more of the following signs of infestation: 

1) Alates (winged termites) have swarmed inside the structure. 
2) Live termites are found to be active within the structure. 
3) There is clear evidence of termite activity on or inside the structure such as the presence of mud 

tubes, galleries in wood. 
Do not apply Taurus SC finished dilution as perimeter /localized interior treatment at a concentration 
lower than 0.06% or at an application volume lower than those specified in the "Application Rates for 
Term iticide Use" section of this label. 

EXTERIOR PERIMETER TREATMENT 
To prevent termite infestation of a structure, exterior perimeter applications of Taurus SC must be made 
in a manner which will create a continuous treated zone. If situations are encountered where the soil will 
not accept the full application volume recommended in the use directions below, read and follow the 
direction in the "Application Rates for Termiticide Use" section of this label. 

Concrete Slab on Ground (Including Monolithic, Floating and Supported Concrete Slabs) 
Apply along the exterior foundation perimeter by trenching and rodding into the trench or by trenching at 
the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. Space the rod 
holes no more than 12 inches apart in a manner which will create a continuous treated zone. Mix the 
finished dilution into the soil before replacing it into the trench. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by rodding alone. Where soil type and/or conditions make trenching impossible, 
apply by rodding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 

Basement and Inaccessible Crawl Space Construction 
Apply along the exterior foundation perimeter by trenching and rodding into the trench or by trenching 
along the foundation walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per 
foot of depth, or, if the footing is more than 4 feet below grade treat to a minimum depth of 4 feet. 
Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the bottom of 
the footing. When trenching in sloping or tiered soil, the trench must be stepped to ensure adequate 
distribution and to prevent Taurus SC from running out of the trench. Space the rod holes no more than 
12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution into the 
soil before replacing it into the trench. Never treat a structure below the footing. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjRr,ent to 
the foundation, apply by rodding alone. Where soil type and/or conditions make trenching imposs•bl.,_. 
apply by rodding. In order to establish a complete exterior perimeter treatment zone, 1•i'Prr and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as pati%, pd~ches.:~ 
sidewalks. For driveways, exterior drilling is necessary only around building supports·cn·Ja!J elemantc 
permanently located at driveway joints. Never treat a structure below the footing. · 
If termite activity is detected inside an inaccessible crawl space, the area must be treu(E.G. Make a 
localized interior treatment at the site of termite activity and extending at least 2 feet i·,,t.,c,t;, directions 
from the activity. Choose the appropriate application technique for treating inaccessible crawl spaG'l . 
construction by referring to the "POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE 
TREATMENT" section of this label. 
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Accessible Crawl Spaces 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
rodding into the trench. Treat outside of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
apply by rodding alone. Where soil type and/or conditions make trenching impossible, apply by rodding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. In order to establish a complete exterior perimeter treatment zone, drilling and sub
slab treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. If situations are encountered where the soil will not accept the full application volume 
recommended in the use directions below, read and follow the direction in the "Application Rates for 
Term iticide Use" section of this label. 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner wh"1ch will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Garages: Attached garage floors should be treated 

Sub-slab injection: Sub-slab injection treatments can be made from inside the garage, or in cases where 
this is not possible, from the outside of the structure by drilling through the foundation as directed below. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the garage foundation. Drill holes along all concrete expansion joints, cracks, 
plumbing and utility services penetrating the slab. Drill holes along interior partition walls when there is 
clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches apart in a 
manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the drill
holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a lateral 
dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas must 
be plugged with a non-cellulose material or covered with an impervious, non-cellulose material such as 
Portland cement. 
Horizontal drilling I rodding I sub-slab injection from the exterior of the garage foundation: Use 
this technique to treat underneath the slab only when interior design do not allow for treatment by vertical 
drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits. Use horizontal short rodding practices to create a continuous 
treated zone along the inside perimeter of the foundation. Angle drill-holes through the outside of the 
foundation to ensure deposition of Taurus SC below any existing heating ducts, water and sewer lines, or 
electrical conduits. Use horizontal long rodding practices only when the areas to be treated undemeath 
the slab are not accessible by vertical rod ding or horizontal short rod ding. Do not use long rods e~ceeding 
20 feet. For all horizontal rod ding applications space drill-holes no more than 12 inches apart in & m<>nr,er 
which will create a continuous treated zone. Inject the finished dilution of Taurus SC in!() t.~e drill-hol<es at 
rate of 4 gallons per 10 linear feet per foot of depth. All holes must be plugged with a noiJ-celluiOFP 
material or covered by an impervious, non-cellulose material such as Portland cement. 

LOCALIZED INTERIOR TREATMENT 
As part of a complete treatment, targeted interior applications may be made to vulnerc:l::lccareas suer. as 
around plumbing or utility services penetrating floors, bath and I or shower traps, or along concre.ie 
expansion joints or settlement cracks. 
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If known termite activity exists in areas inside living spaces or in non-living spaces (such as crawl spaces, 
plenums etc.) of the structure, a localized interior treatment must be made at the immediate vicinity of the 
termite activity and radiating out at least 2 feet from the site in two or more directions. 

Hollow Block Foundations I Voids 
When termite activity is evident in or in the vicinity (within 2 feet) of hollow block foundations or voids in 
masonry resting on the footing, drill the wall adjacent to the evidence, if not openly accessible, and inject 
the finished dilution of Taurus SC into the void at a rate of 2 gallons per 10 linear feet of footing using a 
nozzle of 25 p.s.i. or less. This localized interior treatment to hollow block must be made at the site of the 
termite activity and to areas above the termite activity. Treatment must be applied radiating out at least 2 
feet in two or more directions from the site of activity or along the wall pier or support post. Use of foam 
will maximize dispersion. When using this treatment, drill access hole below the sill plate as close as 
possible to the footing as is practical. 
Applicators must examine the treated areas of voids in block or rubble foundation walls closely for 
possible runoff as a precaution against application leakage. Mechanical alteration to some areas may be 
required before a treatment can be made. Other areas may not be treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
The drilled holes in commonly occupied areas must be plugged with a non-cellulose material or covered 
by an impervious, non-cellulose material such as Portland cement. 

Bath Traps 
If termite activity is evident within 2 feet of a bath trap, exposed soil or soil covered with tar or a similar 
sealant around plumbing and I or drainpipe entry areas must be treated. Tar or sealant may have to be 
removed to ensure adequate soil penetration. Install an access door or inspection portal if one is not 
already present. After all wood and cellulose debris is removed, treat the soil by rod ding or drenching with 
a minimum of 1 gallon to a maximum of 4 gallons of finished dilution of Taurus SC per square foot. 

Shower Drains 
If termite activity is evident within 2 feet of a shower drain, soil beneath and adjacent to the drain must be 
treated. Drill through the slab adjacent to the shower drain and apply the finished dilution of Taurus SC by 
sub-slab injection to the soil below. Multiple access points may be drilled adjacent to the drain. Use of 
foam will maximize dispersion. Use of a directional dispersion tip will further enhance the treatment of the 
soil beneath the drain. Treat the soil with a minimum of 1 gallon but no more than 4 gallons of finished 
dilution per shower drain. Horizontal rodding can also be used to access and treat soil associated with a 
shower drain. 

Retreatment Instructions 
Annual retreatment of a structure is prohibited. Retreatment for subterranean termites can only be 
performed under the following circumstances: 

1 . There is clear evidence of re-infestation. 
2. There is disruption of the treated zone due to construction, excavation, or landscaping and I or 

there is evidence of the breakdown of termiticide treated zone in the soil. 
Treat these vulnerable or re-infested areas using a spot, partial or complete treatment in accordance with 
the application techniques described in this label. The timing and selection of retreatment type w'll vary 
depending on such factors as termite pressure, soil types and conditions, and other factors which may 
reduce the effectiveness of the treated zone. 

POSTS, POLES, WOODEN LANDSCAPE ORNAMENTATIO~· 

DO NOT contaminate wells or cisterns. 

Preventative Treatment: Create a continuous treatment zone in the soil around wouutlil posts, poles, 
fence posts, signs and landscaping ornamentation. Apply the finished dilution of Taurus SCat thqrq'e 'Jf 
4 gallons per 10 linear feet per foot of depth. When performing the treatment at the time of installation, the 
finished dilution may be applied to the soil as it is replaced around the pole or post. The application 
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should place termiticide to a depth of 6 inches below the bottom of posts, poles or other wooden objects 
in contact with soil. 
Curative Treatment: Treat previously installed wooden posts, poles, fence posts, signs and landscaping 

ornamentation with the finished dilution of Taurus SC by sub-surface injection or by gravity flow through 
holes made at the bottom of a trench around posts and poles. When trenching, the trench need not be 
wider than 6 inches and should be 6 inches deep. When sub-surface injecting, treat all sides to create a 
continuous treatment zone. Apply termiticide to a depth of 6 inches below the bottom of the wood. 

TERMITES ABOVE GROUND 

For Control of Termite Aerial Colonies or Drywood Termites 
To treat localized areas of wooden structures, apply the finished dilution of Taurus SC to wooden 
members I voids. To treat inaccessible areas, drill and inject the finished dilution into the damaged wood 
of void spaces with a crack and crevice injector. Foam application can also be made into void spaces. 
To treat termite carton nests in trees or building voids, inject the finished dilution of Taurus SC using a 
pointed injection tool. Multiple injection points to varying depths may be necessary. Physically remove 
carton nest material from building voids when such nests are found. 
After treatment, the applicator is required to check for leaks resulting in the deposition of Taurus SC in 
locations other than those prescribed on this label. When found, this material must be cleaned up before 
leaving the application site. Do not allow people or pets to come in contact with contaminated areas or 
allow them to reoccupy the treatment site until the clean up is completed. 
DO NOT TREAT FRUIT- OR NUT-BEARING TREES. 

DIRECTIONS FOR USE TO CONTROL LISTED PESTS ON OUTSIDE SURFACES AND ALONG 
FOUNDATION PERIMETER OF LISTED STRUCTURES 

Listed structures are residential, institutional, commercial and industrial buildings and utility enclosures. 

USE RESTRICTIONS: 

• Only applicators wearing the personal protective equipment required by this product label may be 
in the area during application. 

• Do not treat within a distance of 1 foot out from the dripline of edible plants. 

• Do not contaminate public or private water supplies. 

• Do not apply to wasp or hornet nests if they are not attached to or within the structure. 

• Do not make treatments during times of precipitation. 

• Do not allow residents, children, other people or pets into the treatment area until sprays have 
dried. After treatment, the applicator is required to check for leaks resulting in the deposition of 
treatment dilution in locations other than those prescribed in this label. When found, this material 
must be cleaned prior to leaving the application site. Do not allow people or pets to contact 
contaminated areas or to reoccupy contaminated areas of the structure until clean up is 
completed. 

• Do not spray air conditioning units or intake vents. 

• Do not use indoors except for application into wall voids. 

• Do not exceed the maximum of two applications per year. 

• Do not apply to playground equipment and pet quarters. 

• Do not apply to applications to runoff or drip from treated surfaces. 
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• Do not apply to boat houses, including their piers or pilings. 

• Do not apply within 5 feet of wells or cisterns. 

• Do not apply to French drains or other permeable drainage. 

• Doors and windows adjacent to application site must be closed during surface application. 

• Do not apply within 15 feet of bodies of fresh water; lakes, reservoirs, rivers, permanent streams, 
marshes, natural ponds and commercial fish ponds. A 15- foot buffer of uniform groundcover 
must exist between application zone and bodies of fresh water (uniform ground cover is defined 
as land which supports vegetation of greater than 2 inches in height throughout). 

• Do not apply within 60 feet of estuarine bodies of water. Estuarine water bodies are brackish, tidal 
water bodies such as bays, mouths of rivers, salt marshes and lagoons. 

Use Taurus SC to kill and to provide residual control of the following pests: 
Ants (acrobat, Argentine, big-headed, carpenter, crazy, odorous, pavement, pharaoh, and thief) 

Use Taurus SC to kill the following pests: 
Asian lady beetles, darkling beetles 
Australian, Oriental, and smoky brown cockroaches 
Black widow, brown recluse, cellar, and hobo spiders 
Box-elder bugs, pill bugs 
Brown and dog ticks 
Centipedes 
Cluster flies 
European earwigs 
House crickets 
Millipedes 
Paper wasps* 
Silverfish 
Yellow jackets 
*Taurus SC is not a knockdown agent 

MIXING INSTRUCTIONS 
For perimeter pest treatments, mix a 0.06% spray dilution of Taurus SC by filling the treatment tank 1/4 to 
1/3 full with water, then add 0.8 fluid ounces of Taurus SC. The filling hose must be equipped with an 
anti-backflow device or the water flow must include an air gap to protect against back siphoning. Add 
more water to the tank while agitating to 1 gallon of finished dilution. 

APPLICATIONS TO OUTSIDE SURFACES OF LISTED STRUCTURES AND INTO WALL VOIDS 
Apply 0.06% of finished Taurus SC dilution as a low-pressure spray to the exterior of the structure where 
listed pests enter, trail around the structure or where they crawl and hide. Treat using a low-pressure 
coarse banded surface spray up to 18 inches in width around doors, windows, vents, pipes, founc!~Vc>n 
cracks, drilled holes or around any exterior openings where listed pests could enter the structure" ¥eke 
sure to treat the joint where exterior siding (wood, vinyl, aluminum or other similar materials) meets the 
cement, brick or block foundation. Treat anywhere electrical, cable or telephone wires enter the houG3. 
This treatment should be made as a general surface spray, crack and crevice spray, o~ ·3 ,.,all void 
application. Taurus SC may be applied as a foam treatment into wall voids to kill and I or control· !<1e 
above listed pests. 
Refer to the Foam Application section of this label for specific foam mixing and applicc.tion instructions. 

APPLICATIONS TO PERIMETER OF LISTED STRUCTURES 
Apply 0.06% Taurus SC finished dilution as a low pressure coarse general surface spray along t~e . 
foundation exterior perimeter to an area one foot up from where the ground meets the foundation. 
Apply 2 quarts of 0.06% finished spray per 160 linear feet (approximately 1.5 gallons finished sp:·ay ~K 
1000 square feet). Nests that are found on the ground within 1 foot of the foundation may be treated. 
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Vegetation touching the structure may offer a route for the entry of ants into the structure without coming 
into contact with the treatment, therefore, remove or prune away any shrubbery, bushes and tree 
branches touching the structures. 

STORAGE AND DISPOSAL 
Do not contaminate water, food or feed by storage or disposal. 
Storage 
Store unused product in original container only,out of reach of children and animals. 
Pesticide Disposal 
Pesticide wastes are acutely hazardous. Improper disposal of excess pesticide is a violation of Federal 
law. If these wastes cannot be disposed of by use according to label instructions, contact your State 
Pesticide or Environmental Control Agency, or the Hazardous Waste representative at the nearest EPA 
Regional Office for guidance. 
Container Disposal 
Nonrefillable Container: Do not reuse or refill this container. Triple rinse or pressure rinse container 
(or equivalent) promptly after emptying; then offer for recycling, if available, or reconditioning, if 
appropriate, or puncture and dispose of in a sanitary landfill, or by incineration, or by other procedures 
approved by state and local authorities. 
Triple rinse containers small enough to shake (capacity :55 gallons) as follows: Empty the 
remaining contents into application equipment or a mix tank and drain for 10 seconds after the flow 
begins to drip. Fill the container 1/4 full with water and recap. Shake for 10 seconds. Pour rinsate into 
application equipment or a mix tank, or store rinsate for later use or disposal. Drain for 10 seconds after 
the flow begins to drip. Repeat this procedure two more times. 
Pressure rinse as follows: Empty the remaining contents into application equipment or mix tank. Hold 
container upside down over application equipment or mix tank, or collect rinsate for later use or disposal. 
Insert pressure rinsing nozzle in the side of the container and rinse at about 40 PSI for at least 30 
seconds. Drain for 10 seconds after the flow begins to drip. 
In case of minor spills or leaks, soak up with sand, earth or other suitable material and dispose of as 
pesticide waste. 

WARRANTY STATEMENT 
Control Solutions, Inc. warrants that this product conforms to the chemical description on the label thereof 
and is reasonably fit for purposes stated on such label only when used in accordance with directions 
under normal use conditions. It is impossible to eliminate all risks inherently associated with use of this 
product. Crop injury, ineffectiveness, or other unintended consequences may result because of such 
factors as weather conditions, presence of other materials, or the manner of use or application, all of 
which are beyond the control of Control Solutions, Inc. To the extent consistent with applicable law, 
Control Solutions, Inc. shall in no event be liable for consequential, special, or indirect damages resulting 
from the use or handling of this product. All such risks shall be assumed by the Buyer. In addition to the 
foregoing, no purchaser of this product (other than an end user) shall be entitled to any reimbursement for 
any loss suffered as a result of any suspension or cancellation of the registration for this product by the 
U.S. Environmental Protection Agency. Except, as expressly provided herein and to the extent consistent 
with applicable law, Control Solutions, Inc. makes no warranties, guarantees, or representations of any 
kind, either expressed or implied, or by usage of trade, statutory or otherwise, with regard to the rroduct 
sold, including, but not limited to merchantability, fitness for a particular purpose, use or eligibilitY. of !h.:> 
product for any particular trade usage. The exclusive remedy of any buyer or user of this produr.t for any 
and all losses, injuries, or damage resulting from or in any way arising from the use, handling, or 
application of this product, whether in contract, warranty, tort, negligence, strict liabi'i'y,.c-r otherwisE', shall 
be damages not exceeding the purchase price paid for this product or, at Control Solution3, Inc. clec~ion, 
the replacement of this product. 

Optional Marketing Language: 

• 78 oz. makes 100 gallons (for use on 78 oz container) 
• 20 oz. makes 25 gallons (for use on 20 oz container) 
• Contains Fipronil, the same active used in Termidor® SC 
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FIRST AID 
Have the product container or label with you when calling a poison control center or doctor, or going for 
treatment. 
If swallowed: • Call a Poison Control Center or doctor immediately for treatment advice . . Have person sip a glass of water if able to swallow . . Do not induce vomiting unless told to do so by a poison control center or 

doctor. . Do not Qive anything by mouth to an unconscious person . 
If on skin or • Take off contaminated clothing . 
clothing: • Rinse skin immediately with plenty of water for 15-20 minutes . 

• Call a poison control center or doctor for treatment advice . 
If inhaled: • Move person to fresh air. 

• If person is not breathing, call911 or an ambulance, then give artificial 
respiration, preferably by mouth-to-mouth, if possible. . Call a ooison control center or doctor for treatment advice . 

If in eyes: • Hold eye open and rinse slowly and gently with water for 15w20 minutes . 
Remove contact lenses, if present, after the first 5 m·tnutes, then continue 
rinsing eye. . Call a ooison control center or doctor for treatment advice . 

Note to Physician: There is no specific antidote. All treatment should be based on observed signs and 
symptoms of distress in the patient. Overexposure to materials other than this product may have 
occurred. In severe cases of overexposure by oral ingestion, lethargy, muscle tremors, and in extreme 
cases, possibly convulsions may ocrur. 
Have the product container or label with you when calling a poison control center or doctor, or 
going for treatment. You may also contact SafetyCall® (866) 897w8050 for emergency medical 
treatment information 

PRECAUTIONARY STATEMENTS 
Hazards to Humans and Domestic Animals 

Caution 
Harmful if swallowed, absorbed through skin or inhaled. Do not get in eyes, on skin or on clothing. Do not 
breathe spray mist. Wash thoroughly with soap and water after handling and before eating, drinking, 
chewing gum, or using tobacco. Remove and wash contaminated clothing before reuse. 

Personal Protective Equipment (PPE): 
All pesticide handlers (mixers, loaders, and applicators) must wear longwsleeved shirt and long pants, 
socks, shoes, and chemicalwresistant gloves. All pesticide handlers must wear a dust/mist filtering 
respirator (MSHA/NIOSH approval number prefix TCw21 C), or a NIOSH approved respirator with any N, 
R, P or HE filter, when working in a nonwventilated space, including but not limited to crawlwspaces and 
basements. All pesticide handlers must wear protective eyewear (goggles, a faceshield, or safety glasses 
with front, brow, and temple protection) when working in a non-ventilated space, including but not limited 
to crawl-spaces and basements or when applying termitlcide by rodding or sub-slab injection. 
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User Safety Recommendations 
Users should wash hands thoroughly with soap and water before eating, drinking, chewing gum, using 
tobacco or using the toilet. 
Remove contaminated clothing. Then wash body thoroughly with soap and water and put on clean 
clothing. Wash clothing with detergent and hot water before reusing. 
Remove PPE immediately after handling this product. Wash outside of gloves before removing. Wash 
PPE before reusing. 

ENVIRONMENTAL HAZARDS 
This pesticide is toxic to birds, fish, and aquatic invertebrates. Do not apply directly to water, or to areas 
where surface water is present or to intertidal areas below the mean high water mark. Runoff from treated 
areas may be hazardous to aquatic organisms in neighboring areas. Care must be taken to avoid runoff. 
Do not contaminate water by cleaning equipment or disposal of wastes. Do not contaminate water when 
disposing of equipment washwaters. 

DIRECTIONS FOR USE 

It is violation of federal law to use this product in a manner inconsistent with its labeling. 
Read entire label before using this product. 
For sale to, use and storage only by individuals/firms licensed or registered by state to apply termiticide 
and/or general pest control products. States may have more restrictive requirements regarding 
qualifications of persons using this product. Consult the structural pest control regulatory agency of your 
state prior to use of this product. 

USE RESTRICTIONS: 

DIRECTIONS FOR USE 
TO CONTROL TERMITES 

When treating adjacent to an existing structure, the applicator must check the area to be treated, and 
immediate adjacent areas of the structure, for visible and accessible cracks and holes to prevent any 
leaks or significant exposures to persons occupying the structure. People present or residing in the 
structure during application must be advised to remove their pets and themselves from the structure if 
they see any signs of leakage. After application, the applicator is required to check for leaks. All leaks 
resulting in the deposition of termiticide in locations other than those prescribed on this label must be 
cleaned up prior to leaving the application site. Do not allow people or pets to contact contaminated areas 
or to reoccupy contaminated areas of the structure until the clean up is completed. 

• Prior to drilling and treating through concrete structures, such as patios, porches, sidewalks and 
foundation slabs applicator should first determine that there are no habitable areas below that 
could be unintentionally contaminated by the treatment. 

• Only protected applicators wearing personal protective equipment as required by this product 
label may be in the area during application. 

• All holes in commonly occupied areas into which this termiticide I insecticide product has been 
applied must be plugged. Plugs must be of a non~cellulose material or covered by an impervious, 
non~cellulose material. 

• Do not apply finished dilution of this product until all heating/air conditioning ducts, air vents, 
plumbing pipes, sewer lines, floor drains, heating pipes and electrical lines/conduits are known 
and identified. Do not puncture or contaminate any of these. 
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**TaurusTM SC is not manufactured by or distributed by BASF. Termidor® SC is a registered 
trademark of BASF. 
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Incorporated 
A Makhteshim-Agan Company 

February 22, 2013 

Document Processing Desk (NOTIF) 
Office of Pesticide Programs (7504P) 
US Environmental Protection Agency 
One Potomac Yard 
2777 S. Crystal Drive 
Room S-4900, 4th Floor 
Arlington, VA 22202 

Attention: Mr. Richard Gebken 
RE: Taurus SC, EPA# 53883-279 

Dear Mr. Gebken: 

Control Solutions Inc. is submitting a request for a Notification to add language previously approved 
under the "Applications to Perimeter of Listed Structures." (pages 14-15) 

"This notification is consistent with the provisions of PR Notice 98-10 and the EPA regulations at 40 CFR 
152.46, and no other changes have been made to the labeling or the confidential statement of formula of 
this product. I understand that it is a violation of 18 U.S.C. Sec. 1001 to willfully make any false statement 
to EPA. I further understand that if this notification is not consistent with the terms of PR Notice 98-10 and 
40 CFR 152.46, this product may be in violation of FIFRA and may be subject to enforcement action and 
penalties under sections 12 and 14 of FIFRA." 

The following documents are enclosed to process this Notification: 

One Application for Pesticide Notification (EPA Form 8570-1 ); 
1 copy of label -highlighted and un-highlighted 

If you have any questions or need additional information, please contact me at 281-892-2532. 

Sincerely, 

Anne Turnbough Ph.D. 
Director, Regulatory Affairs 

5903 Genoa Red Bluff • Pasadena, TX 77507-1041 
281-892-2500 • Fax 281-892-2501 • 

www.controlsolutionsinc.com 
800-242-5562 24



lease read instructions on reverse before completing form Fonn Approved OMB No 2070 0060 -

&EPA United States D Registration OPP Identifier Number 

Environmental Protection Agency D Amendment 
1200 Pennsylvania Avenue, N.W. ~ Other 

Washington, DC 20460-0001 

Application for Pesticide- Section I 
1. Company/Product Number 2. EPA Product Manager 3. Proposed Classification 

Control Solutions Inc./ 53883-279 Mr. Richard Gebken 
4. Company/ Product (Name) PM# ~ None D Restricted 

Taurus SC 10 
5. Name and Address of Applicant (Include ZIP Code) 6. Expedited Review. In accordance with FIFRA Section 
Control Solutions, Inc. 3(c)(3)(b)(i) my product is 'RC11~1'1bffomposition and 
5903 Genoa-Red Bluff labeling to: 

Pasadena, TX 77507-1041 
EPA Reg. No. ~~h!:l ; ., '""!3 

'"'' ' ~ i.oJ 
D Check if this is a new address Product Name 

Section -II 
0 Amendment- Explain below. 0 Final printed labels in response to Agency letter dated 

0 Resubmission in response to Agency letter dated 0 "Me Too" Application. 

IE Notification- Explain below. 0 Other- Explain below. 

Explanation: Use additional page(s} if necessary. (For Section I and Section II.} 
Notification to revise language for clarity under the "Applications to Perimeter of Listed Structures" section. 

"This notification is consistent with the provisions of PR Notice 98~10 and EPA regulations at 40 CFR 152.46, and no other changes have been 
made to the labeling or the confidential statement of formula of this product. I understand that it is a violation of 18 U.S.C. Sec. 1001 to 
willfully make any false statement to EPA. I further understand that if this notification is not consistent with the terms of PR Notice 98~10 and 
40 CFR 152.46, this product may be in violation of FIFRA and I may be subject to enforcement action and penalties under sections 12 and 14 
ofFIFRA" 

Section - Ill 
1. Material This Product Will Be Packaged In: 
Child Resistant Packaging Unit Packaging Water Soluble Packaging 2. Type of Container 

0 Yes• 0 Yes 0 Yes D Metal 

0 0 No 0 No 
D Plastic 

No D Glass 
*Certification must lf"Yes" No. Per If "Yes" No. Per D Paper Unit Packaging Wt. Container Packaging Wt. Container be submitted 

I I D Other (Specify): 
3. Location of Net Contents lnfonnation 4. Size(s) Retail Container 5. Location of Label Directions 

0 On Label 

0 Label 0 Container D On Labeling Accompa_nying Product 

6. Manner in Which Label is Affixed to Product 0 Lithograph 0 Stenciled 

0 Paper glued 0 Other Printed; Seli-itdbesive --
Section -IV . 

1. Contact Point (Complete items directly below for identification of individual to be contacted, if necessal)f, to process ,''f:i; ,1pplicatiof!1_ 
Name Title Telephone No, (lf;lclude Are? r;odf') 
Lisa Adamson 2/l'i .892.2522 

Regulatory Specialist ladamson@controls?l~u!i?_!lSinc.com 

Certification 6. Dr.te Application 

I certify that the statements I have made on this form and all attachments thereto are true, Received 

accurate and complete. I acknowledge that any knowingly false or misleading statement may be ~~l<'Mped) 

punishable by fine or imprisonment or both under applicable law. 
2. Signature 3. Title 

~~ f71 d cvn----'~ Regulatory Specialist 
4. Typed Name 5. Date 

Lisa Adamson 2.13.13 
EPA Form 8570~1 (Rev. 8~94) Prev1ous ed1t1ons are obsolete. 
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Taurus SC 
Termltlcide I Insecticide 

For sale to, use and storage only by individuals/firms licensed or registered by the state to apply 
termiticide and/or general pest control products. 

Active Ingredient 
•Fipronll 

Other Ingredients ................. . 
·································· 9.1% 

90.9% 
100.0% 

'( 5-ami no-1-( 2. 6-dlch loro-4-( trifluonomethyl)phen yl }-4-( ( 1, R, S }-( trifluono methyl )su lfi nyi)-1-H-pyrazole-3-
carbonitrtle) 

Taurus SC termiticide I insecticide contains 0.8 pounds active Ingredient per gallon. 

KEEP OUT OF REACH OF CHILDREN 

Caution/Precauci6n 
Sl usted no entiende Ia etiqueta, busque a alguien para que se Ia explique a usted en details. (If you do 

not understand the label, find someone to explain It to you in detaiL) 

(See attached label for additional precautionary information and complete Directions for Use). 

EPA Reg. No. 53883-279 

Control SoluUons, Inc. 
5903 Genoa-Red Bluff 
Pasadena, TX 77507-1041 

Net Contents: 

EPA Est. No. 
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Do not treat within a distance of one foot out from the drip line of edible plants, 

• Do not contaminate public and private water supplies, 

Do not make treatments while precipitation is occurring, 

• Do not treat soil that is water~saturated or frozen, 

Use anti~backflow or air gap equipment with filling hoses. 

General Information 
When used in accordance with the directions in this label, this product provides effective prevention 
and/or control of subterranean termites. This product must be applied in a manner which provides a 
continuous treated zone to effectively prevent termites from infesting wood. 
This product may only be applied by licensed technicians familiar with trenching, rodding, short rodding, 
sub~slab injection, low-pressure banded surface applications and foam delivery techniques. This product 
is a highly effective tenniticide against a variety of subterranean termites including species of 
Reticulitermes, Zootermopsis, Heterotermes, and Coptotermes. 
Taurus SC is formulated as a water-based suspension concentrate liquid containing 9.1% active 
ingredient. 

Mixing Instructions 
To mix Taurus SC termiticide I insecticide: 

1. Fill the tank 1/4 to 1/3 full with water. The filling hose must be equipped with an anti~backflow device 
or water flow must include an air gap to protect against back siphoning. 

2. Start the pump to begin by~pass agitation and place the end of the treating tool in the tank to allow 
circulation through the hose. 

3. Add the appropriate amount of Taurus SC required to prepare the desired dilution. 
4. Add the remaining water. 
5. Continue to run the pump allowing recirculation through the hose back into the tank until the Taurus 

SC is completely dispersed. 

• To mix a 0.06% dilution, add 0.8 fluid ounces of Taurus SC per gallon of finished dilution. 
• To mix a 0.09% dilution, add 1.2 fluid ounces of Taurus SC per gallon of finished dilution. 

To mix a 0.125% dilution, add 1.6 fluid ounces of Taurus SC per gallon of finished dilution. 

Application Rates for Termiticide Use 
For most applications, use the 0.06% dilution and apply at a rate of 4 gallons of dilution per 10 linear feet 
per foot of depth. For example, for treatment of 10 linear feet with a four-foot depth, use 4 x 4 (16) 
gallons per 10 linear feet. Do not apply at a concentration less than 0.06%. 
Where severe termite Infestations occur, where problem soils occur or where difficult or problem 
construction types are encountered, it may be advisable to use either 0.09% or 0.125% concentration. Apply the 
higher concentration at a rate of 4 gallons of solution per 10 linear feet per foot of depth. For example, for 
treatment of 10 linear feet with a four~foot depth, use 16 (4 x 4) gallons per 10 linear feet. 
In dense soil that will not accept a volume of 4 gallons per linear foot per foot of depth, use the 0.125% 
dilution, and apply at a rate of 2 gallons per 10 linear feet per foot of depth. For example, for treatment of 
10 linear feet with a four-foot depth, use 8 (2 x 4) gallons per 10 linear feet. When using the lower volume 
of application, be careful to maintain a continuous treated zone. If application requires drilling, dri[[ holes 
less than 12" apart to maintain a continuous treated zone. 

PRE-CONSTRUCTION TREATMENT 
In advance of treatment, applicators must notify the general contractor, construction superintendent, or 
other responsible personnel ofthe intended Taurus SC application and the intended sites of application. 
Applicators must instruct the person responsible to notify construction workers and other individuals on 
site to vacate the treatment area and not to return until Taurus SC has been absorbed into the soil. Do 
not apply at a dosage and/or concentration lower than 0.06% for applications up to and including 
installation of the final grade. 
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General Information 
Pre-construction treatments include any treatment made during all phases of construction up to and 
including installation of the final grade. Establishing a thorough and complete horizontal and vertical 
treated zone will provide effective pre-construction termite controL 
When foundations are deeper than 4 feet, it is preferable to apply Taurus SC as the backfill is being 
replaced. If the backfill is already in place, the applicator must trench and rod into the trench or trench 
along the foundation walls, around pillars and other foundation elements, at the rate prescribed from 
grade to a minimum depth of 4 feet. When trenching in sloping or tiered soil, the trench must be stepped 
to ensure adequate distribution and to prevent Taurus SC from running out of the trench. When the top of 
the footing is exposed, the soil adjacent to the footing must be treated to a depth not to exceed the 
bottom of the footing. Never treat any structure below the footing. 

Concrete Slab (Including Monolithic, Floating and Supported Concrete Slabs) on Ground or in 
Basements and Crawl Spaces 
Horizontal treated zones: Apply an overall treatment of Taurus SC to the entire surface to be covered by 
the concrete slab. This includes living area, as well as carports, porches, basement floors, and any 
extended entrances. Apply this treatment at the rate of 1 to 1.5 gallons of finished dilution per 10 square 
feet using a coarse spray nozzle and low-pressure spray (less than 25 p.s.i.). Spray the dilution evenly 
and uniformly over the entire area to be treated. If the slab is not to be poured the same day as treatment, 
cover the treated soil with a waterproof barrier such as polyethylene sheeting. 
Vertical treated zones: Apply Taurus SCat a rate of 1 gallon of finished dilution per square foot around 
anything penetrating the slab such as utility service and plumbing lines. Apply Taurus SCat a rate of 4 
gallons of finished dilution per 10 linear feet per foot of depth along the inside and outside perimeter of 
foundation walls. The applicator must trench and rod into the trench or trench along the foundation walls 
and around pillars and other foundation elements. If the footing is more than 4 feet below grade, make 
this treatment to a minimum of 4 feet below grade. A trench need not be any wider than 6 inches. Treat 
the soil which will be replaced into the trench using a low-pressure spray (not more than 25 p.s.i. at the 
nozzle}. When redding from grade or from the bottom of a shallow trench, space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. 
It is highly recommended that a complete horizontal treated zone be created prior to the slab pour. 
However, if the slab was poured before a horizontal treatment could be made, refer to the "Post
Construction" section of this label for alternate application instructions. 

Hollow Block Foundations or Voids 
Create a continuous treatment zone by treating hollow block foundations or voids in masonry resting atop 
the footing. If voids in the masonry elements are not openly accessible, drill and treat into these voids by 
applying 2 gallons of finished dilution per 10 linear feet of footing using a nozzle pressure of 25 p.s.i. or 
lower. When using this treatment, drill the access holes as close to the footing as is practical. Drilling 
below the sill plate is acceptable. Applicators must examine the treated areas of voids in block or rubble 
foundation walls closely for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
Not for use in voids insulated with rigid foam. 

Use with Other Products 
When a borate-based termite control product has been chosen as the primary pre-construction treatment 
for subterranean termites and is applied in accordance with the directions for use on the borate product's 
label, Taurus SC may be used as an exterior perimeter pre-construction treatment. For an exterior 
perimeter pre-construction treatment, Taurus SC must be applied in such a way as to create a continuous 
treated zone along the exterior foundation of the structure. A complete and thorough horizontal pre
construction treatment with Taurus SC under the concrete slab is optional. 
Taurus SC may also be applied to critical areas of the interior of the structure including around plumbing 
or utility services penetrating floors, bath and I or shower traps, or along concrete expansion joints, and 
other areas of known or suspected termite activity. 
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Refer to the "POST-CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP ILl) 
STRUCTURAL TERMITE TREATMENT" section of this label for instructions on applications to the 
exterior perimeter of a structure and to critical areas in the interior of the structure. 

POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE TREATMENT 

General Information 
For applications of Taurus SC made after the final grade is installed to protect the structure from termite 
infestation and/or to control existing tennite populations, the applicator must trench and rod into the 
trench or trench along the foundation walls, around pillars and other foundation elements, at the rate 
prescribed from grade to the top of the footing. When the footing is more than 4 feet below grade, treat to 
a minimum depth of four feet. The depth of treatment will vary depending on soil type, degree of 
compaction and location of termite activity. When the top of the footing is exposed, the soil adjacent to the 
footing must be treated to a depth not to exceed the bottom of the footing. Never treat any structure below 
the footing. 
To establish a complete exterior perimeter treatment zone along the foundation wall, drill any exterior 
concrete structures adjoining the foundation, such as patios, porches and sidewalks, and treat by sub~ 
slab injection of Taurus SC finished dilution. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 

Concrete Slab Over Soil (Including Monolithic, Floating and Supported Slabs) 

Exterior perimeter: Apply by trenching and redding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider than 6 
inches and must be a minimum of 6 inches deep or to the bottom of the footing. Never treat a structure 
below the footing. Space the rod holes no more than 12 inches apart in a manner which will create a 
continuous treated zone. Mix the finished dilution into the soil before replacing it into the trench. 

Sub~slab injection: Sub~slab injection treatments can be made from inside the structure, or in cases 
where this is not possible, from the outside of the structure by drilling through the foundation as directed 
below. Before treatment, locate and identify all heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits, and avoid contamination or damage to these 
structural elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the foundation including the garage. Drill holes along all concrete expansion 
joints, cracks, plumbing and utility seJVices penetrating the slab. Drill holes along interior partition walls 
when there is clear evidence of termite activity or damage. Space all drill~holes no more than 12 inches 
apart in a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC 
into the drill-holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, 
use a lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied 
areas must be plugged with a non~cellulose material or covered with an impeJVious, non-cellulose 
material. 
Horizontal drilling I redding I sub-slab injection from the exterior of the foundation: Use this 
technique to treat underneath the slab only when floors or interior design do not allow for treatment by 
vertical drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits. Use horizontal short redding practices to create a 
continuous treated zone into the soil proximal to the inside of the foundation wall. Angle drill-holes 
through the outside of the foundation to ensure deposition of Taurus SC below any existing heating 
ducts, water and sewer lines, or electrical conduits. Use horizontal long redding practices only when the 
areas to be treated underneath the slab are not accessible by vertical redding or horizontal short redding. 
Do not use long rods exceeding 20 feet. For all horizontal redding applications space drill-holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Inject the finished dilution 
of Taurus SC into the drill-holes a rate of 4 gallons per 10 linear feet per foot of depth. All holes must be 
plugged with a non-cellulose material or covered by and impeJVious, non~cellulose material. 
Bath traps: Treat exposed soil or soil covered with tar or similar sealants beneath or around plumbing 
and/or drain pipe entry areas with a minimum of 1 gallon but not more than 4 gallons of finished dilution 
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per square foot. Jt may be necessary to remove tar or sealant to ensure adequate soil penetration. Install 
an access door or inspection portal if one is not already present. After inspection and removal of all wood 
or cellulose debris, treat the soil by redding or drenching with the finished dilution of Taurus SC. 
Shower drains: To treat the soil beneath and adjacent to shower pan drains, drill through the slab 
adjacent to the shower pan and apply the finished dilution of Taurus SC by sub~slab injection. Foam can 
be used to maximize dispersion. Drill multiple access points adjacent to the drain, and use a directional 
dispersion tip to enhance the treatment of the soil beneath the drain. Treat with a minimum of 1 gallon but 
not more than 4 gallons of finished dilution per shower drain. Horizontal rodding can be used to access 
and treat soil associated with the shower drain. 

Structures with French Drains and Sump Pumps 
In sites where French drains exist at the footer along the foundation perimeter, common in hollow block 
foundation structures, the soil must be dry before applications can be made. Do not treat soil that is 
saturated or frozen. Do not make treatments while precipitation is occurring. To prevent seepage of 
finished dilution or damage to drains or tiles, do not rod through the slab any closer than 24 inches from 
French drains. Do not apply Taurus SC within 5 feet from the sump pump pit and pump. Do not drill 
through hollow block foundations that border French drains to prevent drainage or seepage from the 
block into the drains. 
Identify and locate French drains, then apply Taurus SC in the following manner: 

1) Unplug the sump pump. Inspect the sump pit for water. If no water is present, keep the sump 
pump unplugged while making the treatment. 

2) If water is in the pump pit, unplug the sump pump and remove four cups of water from the pit. 
Mark the water level. Wait 10 minutes then check the water level in the pit. If the water level has 
risen, there is too much seepage to make a treatment. If the water level has not risen, a treatment 
can be made as long as the sump pump remains unplugged. 

During application, check the sump pump pit every few minutes for the presence of termiticide dilution. If 
dtluUon is detected, stop the treatment immediately and remove all dilution from the pump pit before 
plugging the pump back in. Dispose of the dilution from the sump pump pit as directed by this label in the 
"Storage and Disposal" section. 

Basement Structures 

Exterior perimeter: Apply by trenching and redding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of depth, or, if the 
footing is more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. When trenching in 
sloping or tiered soil, the trench must be stepped to ensure adequate distribution and to prevent Taurus 
SC from running out of the trench. Never treat a structure below the footing. Space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution 
into the soil before replacing it into the trench. 
Inside perimeter: To treat under the basement floor slab, drill vertically through the slab along the interior 
perimeter of the foundation. Drill holes along all concrete expansion joints, cracks, and any plumbing or 
utility services penetrating the slab. Drill holes along both sides of partition foundation walls, and around 
piers. Where there is clear evidence of termite activity in a non-foundation interior partition wall, drill holes 
through the slab adjacent to the wall along one side. Space all drill~holes no more than 12 inches apart in 
a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SCinto the 
drill~holes at the rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a 
lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas 
must be plugged with a non~cellulose material or covered with an impervious, non~ceJJulose material. 

Accessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
rod ding into the trench. Treat both sides of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
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apply by redding alone. Where soil type and/or conditions make trenching impossible, apply by redding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. Read and follow the mixing directions in the "Mixing Instructions" section of this 
label when encountering soil types which will not accept the full application volume. 

Rod holes and trenches must not extend beneath the bottom of the footing. 
Space the rod holes no more than 12 inches apart in a manner which will create a continuous 
treated zone. 

• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 
bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Inaccessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
For any inaccessible interior areas, for example where the clearance between the floor joists and ground 
surfaces do not allow for operator access, excavate, if possible, and follow the instructions for accessible 
crawl spaces. When excavation is not possible, apply one or a combination of the following two methods: 

1) Estabfrsh a horizontal treated zone by applying 1 gallon of finished dilution of Taurus SC with a 
coarse application nozzle (e.g., Delavan Type RD Raindrop, RD-7 or larger, or Spraying Systems 
Co. 8011 OLP Teejet or comparable nozzle) per 10 square feet of soil surface using a nozzle 
pressure of Jess than 25 p.s.i. For any area which cannot be reached with the application wand, 
use one or more extension rods. Do not broadcast or power spray with high pressures. 

2) Establish a horizontal treated zone by drilling through the foundation wall or through the floor 
above and treatthe soil adjacent to the foundation at a rate of 1 gallon of finished dilution of 
Taurus SC per 10 square feet. Drill spacing must not exceed 16 inches between drill-holes. Many 
states have smaller interval requirements so check state regulations before application. Treat the 
soil adjacent to foundation elements with short or long redding techniques without drilling if it is 
possible to reach the soil to be treated with the treatment tool. 

Hollow Block Foundations I Voids 
Establish a continuous treated zone in hollow block foundations or voids in masonry resting on top of the 
footing by drilling and treating into voids of multiple masonry elements of the structure to soil level. If not 
openly accessible, drill and treat into voids of masonry elements. Apply 2 gallons of frnished dilution per 
10 linear feet of footing at a nozzle pressure of 25 p.s.i. or less. When making this treatment, drill access 
holes as close as possible to the footing, below the level of the sill plate if necessary. Applicators must 
examine the treated areas for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas until the clean up is completed. 
Not for use in voids insulated with rigid foam. 

Treatment of Structures with Wells or Cisterns 

Do not contaminate wells or cisterns. 
Do not apply Taurus SC within 5 feet of any well or cistern. Treat soilS to 10 feet from any well or cistern 
by backfill method only. Treat soil adjacent to water pipes within 3 feet of grade by backfill method only. 
Backfill method: 

1) Trench to remove the soil to be treated and place it into a wheelbarrow or onto heavy plastic 
sheeting or similar material. 

2) Treat the soil at a rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of 
trench depth, or at a rate of 1 gallon per cubic foot of soil. Mix the Taurus SC thoroughly into soil 
while taking care to prevent runoff or spillage. 

3) After the treated soil has completely absorbed the finished dilution of Taurus SC, put it back into 
the trench. 
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Structures Adjacent to Wells I Cisterns and I or Other Bodies of Water 
Prior to application examine any structure with nearby sources of water such as wells, cisterns, ponds, 
streams or other bodies of water, then follow the treatment procedures described below. 

1) If the pipe( s) from the well enter the structure with 3 feet of grade, expose them if possible prior to 
treatment. Treat the soil adjacent to the water pipe(s) using the backfdl method described above. 

2) Take precautions, prior to treatment, to limit the risk of Taurus SC being applied into subsurface 
drains which empty into any bodies of water, including evaluating whether treatment of the footer 
could result in contamination of subsurface drains. Take into consideration such factors as depth 
to the drain system, soil type and degree of soil compaction when determining the depth of 
treatment. 

3) Use the treated backfill method, when appropriate (e.g., on the water side of the structure), to 
minimize off~stte movement of Taurus SC. 

4) To minimize potential runoff ofT aurus SC into non~target areas, apply a finished dilution of 
0.125% at a rate of 2 gallons per 10 linear feet per foot of depth. 

Plenum Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated 1o any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat the soil exterior to the foundation walls according to the instructions in the "Accessible Crawl Space 
Construction" section of this label. 
Follow the instructions below for interior treatment of plenum structures that use a sealed under floor 
space to circulate heated or cooled air throughout the structure: 

1) Remove sealing fabric and anything on the sealing fabric to expose no more than an 18 inch 
width adjacent to all foundation structures, including foundation walls, interior piers, pipes and any 
other structures in contact with soil. Treat according to the instructions for exterior and interior 
treatment in the "Accessible Crawl Space Construction" section of this label. 

2) After the finished dilution of Taurus SC has been absorbed into the soil, return the sealing fabric 
and anything removed from the surface of the sealing fabric to their original pre~treatment 
positions. 

Foam Application 
When construction practices, soil subsidence, or other factors make it difficult to establish a continuous 
treated zone with conventional liquid application methods, supplement treat with the use of foam
generating equipment. Foam applications are useful in the treatment of fi!!ed stoops and porches, 
chimney bases, into block voids, behind masonry or other veneers, and into stud wa!!s. Utilize 
applications of dry foam only (a range of15:1 to 50:1 expansion ratio) when treating voids in stud walls. 
Apply foam to wall voids where evidence of termite presence or damage exist or are suspected. 
Foam only treatments under slabs are appropriate when maximum horizontal coverage is desired In 
areas with no deep foundation or footing (for example: around plumbing entries and near settlement 
cracks in concrete slabs). Use both conventional liquid application and foam treatment in areas where 
both lateral spread and deeper vertical penetration of Taurus SCare desired. Effective treatment is highly 
dependent on volume and amount of active ingredient. Apply at least 75% of the finished dilution of 
Taurus SC as a liquid treatment, then deliver the remaining 25% or Jess to the appropriate areas as a 
foam application. The total amount of product applied as a combined foam and liquid treatment should be 
equivalent to volume of Taurus SC liquid finished dilution required for a liquid application alone. Foam 
applications provide a good supplement to liquid applications in difficult to treat areas. 
Foam mixing instructions: 
Prepare the desired finished dilution of Taurus SC, then mix with the manufacturer's recommended 
quantity of foaming agent in foaming equipment. Apply a sufficient volume ofT aurus SC foam to establish 
a continuous treated zone at the rates recommended in this label for specific applications. When sufficient 
foam volume cannot be applied to achieve the recommended rate of Taurus SC ,supplement the 
treatment with additional liquid finished dilution to assure appropriate treatment volume and concentration 
in the treated area. 

• 1 gallon of finished dilution at a foam expansion ratio of 25:1 makes 25 ga!!ons of foam. 
• 1.66 ga!!ons of finished dilution at a foam expansion ratio of 15:1 makes 25 gallons of foam. 
• 2.5 gallons of finished dilution at a foam expansion ratio of 10:1 makes 25 ga!!ons of foam. 
• 5 gallons of finished dilution at a foam expansion ratio of 5:1 makes 25 gallons of foam. 
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POST-CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP ILl) STRUCTURAL 
TERMITE TREATMENT- Not approved for use in Louisiana 

General Information 
This postMconstruction application of Taurus SC can be made after the final grade is installed to protect 
the structure from termite infestation and/or to control existing termite populations. This treatment method 
is designed to be nonMinvasive to the interior of the structure with the establishment of a continuous 
treated zone along the exterior of the foundation and only treating interior spaces where tennite activity 
has been found. If you have questions regarding this treatment, consult the appropriate state agency. 
Termite activity is defined as the presence of one or more of the following signs of infestation: 

1) Alates (winged termites) have swarmed inside the structure. 
2) Uve termites are found to be active within the structure. 
3) There is clear evidence of termite activity on or inside the structure such as the presence of mud 

tubes, galleries in wood. 
Do not apply Taurus SC finished dilution as perimeter I localized interior treatment at a concentration 
lower than 0.06% or at an application volume lower than those specified in the "Application Rates for 
Termiticide Use" section of this label. 

EXTERIOR PERIMETER TREATMENT 
To prevent termite infestation of a structure, exterior perimeter applications of Taurus SC must be made 
in a manner which will create a continuous treated zone. If situations are encountered where the soil will 
not accept the full application volume recommended in the use directions below, read and follow the 
direction in the "Application Rates for Tenniticide Use" section of this label. 

Concrete Slab on Ground (Including Monolithic, Floating and Supported Concrete Slabs) 
Apply along the exterior foundation perimeter by trenching and redding into the trench or by trenching at 
the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. Space the rod 
holes no more than 12 inches apart in a manner which will create a continuous treated zone. Mix the 
finished dilution into the soil before replacing it into the trench. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by redding alone. Where soil type and/or conditions make trenching impossible, 
apply by redding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 

Basement and Inaccessible Crawl Space Construction 
Apply along the exterior foundation perimeter by trenching and redding into the trench or by trenching 
along the foundation walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per 
foot of depth, or, if the footing is more than 4 feet below grade treat to a minimum depth of 4 feet. 
Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the bottom of 
the footing. When trenching in sloping or tiered soil, the trench must be stepped to ensure adequate 
distribution and to prevent Taurus SC from running out of the trench. Space the rod holes no more than 
12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution into the 
soil before replacing it into the trench. Never treat a structure below the footing. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by redding alone. Where soil type and/or conditions make trenching impossible, 
apply by redding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 
If termite activity is detected inside an inaccessible crawl space, the area must be treated. Make a 
localized interior treatment at the site of termite activity and extending at least 2 feet in both directions 
from the activity. Choose the appropriate application technique for treating inaccessible crawl space 
construction by referring to the "POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE 
TREATMENT" section of this label. 
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Accessible Crawl Spaces 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
redding into the trench. Treat outside of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
apply by redding alone. Where soil type and/or conditions make trenching impossible, apply by redding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. In order to establish a complete exterior perimeter treatment zone, drilling and sub
slab treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. If situations are encountered where the soil will not accept the full application volume 
recommended in the use directions below, read and follow the direction in the "Application Rates for 
Termiticide Use" section of this label. 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
Space the rod holes no more than 12 inches apart in a manner which will create a continuous 
treated zone. 

• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 
bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Garages: Attached garage floors should be treated 

Sub-slab injection: Sub-slab injection treatments can be made from inside the garage, or in cases where 
this is not possible, from the outside of the structure by drilling through the foundation as directed below. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the garage foundation. Drill holes along all concrete expansion joints, cracks, 
plumbing and utility services penetrating the slab. Drill holes along interior partition walls when there is 
clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches apart in a 
manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the drill
holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a lateral 
dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas must 
be plugged with a non-cellulose material or covered with an impervious, non-cellulose material such as 
Portland cement. 
Horizontal drilling I redding I sub-slab injection from the exterior of the garage foundation: Use 
this technique to treat underneath the slab only when interior design do not allow for treatment by vertical 
drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits. Use horizontal short rodding practices to create a continuous 
treated zone along the inside perimeter of the foundation. Angle drill-holes through the outside of the 
foundation to ensure deposition of Taurus SC below any existing heating ducts, water and sewer lines, or 
electrical conduits. Use horizontal long redding practices only when the areas to be treated underneath 
the slab are not accessible by vertical redding or horizontal short redding. Do not use long rods exceeding 
20 feet. For all horizontal redding applications space drill-holes no more than 12 inches apart in a manner 
which will create a continuous treated zone. Inject the finished dilution of Taurus SCinto the drill-holes at 
rate of 4 gallons per 10 linear feet per foot of depth. All holes must be plugged with a non-cellulose 
material or covered by an impervious, non-cellulose material such as Portland cement. 

LOCALIZED INTERIOR TREATMENT 
As part of a complete treatment, targeted interior applications may be made to vulnerable areas such as 
around plumbing or utility services penetrating floors, bath and I or shower traps, or along concrete 
expansion joints or settlement cracks. 
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If known termite activity exists in areas inside llving spaces or in non-living spaces (such as crawl spaces, 
plenums etc.) of the structure, a localized interior treatment must be made at the immediate vicinity of the 
termite activity and radiating out at least 2 feet from the site in two or more directions. 

Hollow Block Foundations I Voids 
When termite activity is evident in or in the vicinity {within 2 feet) of hollow block foundations or voids in 
masonry resting on the footing, drill the wall adjacent to the evidence, if not openly accessible, and inject 
the finished dilution of Taurus SC into the void at a rate of 2 gallons per 10 linear feet of footing using a 
nozzle of 25 p.s.i. or less. This localized interior treatment to hollow block must be made at the site of the 
termite activity and to areas above the termite activity. Treatment must be applied radiating out at least 2 
feet in two or more directions from the site of activity or along the wall pier or support post. Use of foam 
will maximize dispersion. When using this treatment, drill access hole below the sill plate as close as 
possible to the footing as is practical. 
Applicators must examine the treated areas of voids in block or rubble foundation walls closely for 
possible runoff as a precaution against application leakage. Mechanical alteration to some areas may be 
required before a treatment can be made. Other areas may not be treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
The drilled holes in commonly occupied areas must be plugged with a non-cellulose material or covered 
by an impervious, non-cellulose material such as Portland cement. 

Bath Traps 
If termite activity is evident within 2 feet of a bath trap, exposed soil or soil covered with tar or a similar 
sealant around plumbing and I or drainpipe entry areas must be treated. Tar or sealant may have to be 
removed to ensure adequate soil penetration. Install an access door or inspection portal if one is not 
already present. After all wood and cellulose debris is removed, treat the soil by redding or drenching with 
a minimum of 1 gallon to a maximum of 4 gallons of finished dilution of Taurus SC per square foot 

Shower Drains 
If termite activity is evident within 2 feet of a shower drain, soil beneath and adjacent to the drain must be 
treated. Drill through the slab adjacent to the shower drain and apply the finished dilution of Taurus SC by 
sub-slab injection to the soil below. Multiple access points may be drilled adjacent to the drain. Use of 
foam will maximize dispersion. Use of a directional dispersion tip will further enhance the treatment of the 
soil beneath the drain. Treat the soil with a minimum of 1 gallon but no more than 4 gallons of finished 
dilution per shower drain. Horizontal redding can also be used to access and treat soil associated with a 
shower drain. 

Retreatment Instructions 
Annual retreatment of a structure is prohibited. Retreatment for subterranean termites can only be 
performed under the following circumstances: 

1. There is clear evidence of re-infestation. 
2. There is disruption of the treated zone due to construction, excavation, or landscaping and I or 

there is evidence of the breakdown of termiticide treated zone in the soil. 
Treat these vulnerable or re-infested areas using a spot, partial or complete treatment in accordance with 
the application techniques described in this label. The timing and selection of retreatment type will vary 
depending on such factors as termite pressure, soil types and conditions, and other factors which may 
reduce the effectiveness of the treated zone. 

POSTS, POLES, WOODEN LANDSCAPE ORNAMENTATION 

DO NOT contaminate wells or cisterns. 

Preventative Treatment: Create a continuous treatment zone in the soil around wooden posts, poles, 
fence posts, signs and landscaping ornamentation. Apply the finished dilution of Taurus SCat the rate of 
4 gallons per 10 linear feet per foot of depth. When performing the treatment at the time of installation, the 
finished dilution may be applied to the soil as it is replaced around the pole or post. The application 
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should place termiticide to a depth of 6 inches below the bottom of posts, poles or other wooden objects 
in contact with soil. 
Curative Treatment: Treat previously installed wooden posts, poles, fence posts, signs and landscaping 

ornamentation with the finished dilution of Taurus SC by subfisuriace injection or by gravity flow through 
holes made at the bottom of a trench around posts and poles. When trenching, the trench need not be 
wider than 6 inches and should be 6 inches deep. When subfisuriace injecting, treat all sides to create a 
continuous treatment zone. Apply termiticide to a depth of 6 inches below the bottom of the wood. 

TERMITES ABOVE GROUND 

For Control of Termite Aerial Colonies or Drywood Termites 
To treat localized areas of wooden structures, apply the finished dilution of Taurus SC to wooden 
members I voids. To treat inaccessible areas, drill and inject the finished dilution into the damaged wood 
of void spaces with a crack and crevice injector. Foam application can also be made into void spaces. 
To treat termite carton nests in trees or building voids, inject the finished dilution of Taurus SC using a 
pointed injection tool. Multiple injection points to varying depths may be necessary. Physically remove 
carton nest material from building voids when such nests are found. 
After treatment, the applicator is required to check for leaks resulting in the deposition of Taurus SC in 
locations other than those prescribed on this label. When found, this material must be cleaned up before 
leaving the application site. Do not allow people or pets to come in contact with contaminated areas or 
allow them to reoccupy the treatment site until the clean up is completed. 
DO NOT TREAT FRUIT- OR NUT-BEARING TREES. 

DIRECTIONS FOR USE TO CONTROL LISTED PESTS ON OUTSIDE SURFACES AND ALONG 
FOUNDATION PERIMETER OF LISTED STRUCTURES 

Listed structures are residential, institutional, commercial and industrial buildings and utility enclosures. 

USE RESTRICTIONS: 

Only applicators wearing the personal protective equipment required by this product label may be 
in the area during application. 

Do not treat within a distance of 1 foot out from the dripline of edible plants. 

Do not contaminate public or private water supplies. 

Do not apply to wasp or hornet nests if they are not attached to or within the structure. 

Do not make treatments during times of precipitation. 

Do not allow residents, children, other people or pets into the treatment area until sprays have 
dried. After treatment, the applicator is required to check for leaks resulting in the deposition of 
treatment dilution in locations other than those prescribed in this label. When found, this material 
must be cleaned prior to leaving the application site. Do not allow people or pets to contact 
contaminated areas or to reoccupy contaminated areas of the structure until clean up is 
completed. 

Do not spray air conditioning units or intake vents. 

Do not use indoors except for application into wall voids. 

Do not exceed the maximum of two applications per year. 

Do not apply to playground equipment and pet quarters. 

Do not apply to applications to runoff or drip from treated surfaces. 
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• Do not apply to boat houses, including their piers or pilings. 

• Do not apply within 5 feet of wells or cisterns. 

• Do not apply to French drains or other permeable drainage. 

Doors and windows adjacent to application site must be closed during surface application. 

Do not apply within 15 feet of bodies of fresh water; lakes, reservoirs, rivers, permanent streams, 
marshes, natural ponds and commercial fish ponds. A 15- foot buffer of uniform groundcover 
must exist between application zone and bodies of fresh water (uniform ground cover is defined 
as land which supports vegetation of greater than 2 inches in height throughout). 

Do not apply within 60 feet of estuarine bodies of water. Estuarine water bodies are brackish, tidal 
water bodies such as bays, mouths of rivers, salt marshes and lagoons. 

Use Taurus SC to kill and to provide residual control of the following pests: 
Ants (acrobat, Argentine, big-headed, carpenter, crazy, odorous, pavement, pharaoh, and thief) 

Use Taurus SC to kill the following pests: 
Asian lady beetles, darkling beetles 
Australian, Oriental, and smoky brown cockroaches 
Black widow, brown recluse, cellar, and hobo spiders 
Box-elder bugs, pill bugs 
Brown and dog ticks 
Centipedes 
Cluster flies 
European earwigs 
House crickets 
Millipedes 
Paper wasps* 
Silverfish 
Yellow jackets 
*Taurus SC is not a knockdown agent. 

MIXING INSTRUCTIONS 
For perimeter pest treatments, mix a 0.06% spray dilution of Taurus SC by filling the treatment tank 1/4 to 
1/3 full with water, then add 0.8 fluid ounces of Taurus SC. The filling hose must be equipped with an 
anti-backflow device or the water flow must include an air gap to protect against back siphoning. Add 
more water to the tank while agitating to 1 gallon off1nished dilution. 

APPLICATIONS TO OUTSIDE SURFACES OF LISTED STRUCTURES AND INTO WALL VOIDS 
Apply 0.06% of finished Taurus SC dilution as a low-pressure spray to the exterior of the structure where 
listed pests enter, trail around the structure or where they crawl and hide. Treat using a low-pressure 
coarse banded surface spray up to 18 inches in width around doors, windows, vents, pipes, foundation 
cracks, drilled holes or around any exterior openings where listed pests could enter the structure. Make 
sure to treat the joint where exterior siding (wood, vinyl, aluminum or other similar materials) meets the 
cement, brick or block foundation. Treat anywhere electrical, cable or telephone wires enter the house. 
This treatment should be made as a general surface spray, crack and crevice spray, or a wall void 
application. Taurus SC may be applied as a foam treatment into wall voids to kill and I or control the 
above listed pests. 
Refer to the Foam Application section of this label for specific foam mixing and application instructions. 

APPLICATIONS TO PERIMETER OF LISTED STRUCTURES 
Apply 0.06% Taurus SC finished dilution as a low pressure coarse general surface spray along the 
foundation exterior perimeter to an area one foot up from where the ground meets the foundation. 
Apply 2 quarts of 0.06% finished spray per 160 linear feet (approximately 1.5 gallons finished spray per 
1000 square feet). Nests that are found on the ground within 1 foot of the foundation may be treated. 
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Vegetation touching the structure may offer a route for the entry of ants into the structure without coming 
into contact with the treatment. therefore. remove or prune away any shrubberv. bushes and tree 
branches touching the structures.Af3f3!y 2 Ej!:IaFts ef Q.Q@% fiRisAeEI Sf3FaY ef Tal:IFl:IS SC 13er 1@Q !iRear feet. 
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pressl.lre esaFSe §eReral sl:lffaee-spr-ay-afaRg-the-fe!:lfiEiatieR eJ<teFla~ter ts aR area 1 feet el:lt frsm 
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STORAGE AND DISPOSAL 
Do not contaminate water, food or feed by storage or disposal. 
Storage 
Store unused product in original container on!y,out of reach of children and animals. 
Pesticide Disposal 
Pesticide wastes are acutely hazardous. Improper disposal of excess pesticide is a violation of Federal 
law. If these wastes cannot be disposed of by use according to !abe! instructions, contact your State 
Pesticide or Environmental Control Agency, or the Hazardous Waste representative at the nearest EPA 
Regional Office for guidance. 
Container Disposal 
Nonrefillable Container: Do not reuse or refill this container. Triple rinse or pressure rinse container 
(or equivalent) promptly after emptying; then offer for recycling, if available, or reconditioning, if 
appropriate, or puncture and dispose of in a sanitary landfill, or by incineration, or by other procedures 
approved by state and local authorities. 
Triple rinse containers small enough to shake (capacity :S 5 gallons) as follows: Empty the 
remaining contents into application equipment or a mix tank and drain for 10 seconds after the flow 
begins to drip. Fill the container 1/4 full with water and recap. Shake for 10 seconds. Pour rinsate into 
application equipment or a mix tank, or store rinsate for later use or disposal. Drain for 10 seconds after 
the flow begins to drip. Repeat this procedure two more times. 
Pressure rinse as follows: Empty the remaining contents into application equipment or mix tank. Hold 
container upside down over application equipment or mix tank, or collect rinsate for later use or disposal. 
Insert pressure rinsing nozzle in the side of the container and rinse at about 40 PSI for at !east 30 
seconds. Drain for 10 seconds after the flow begins to drip. 
In case of minor spills or leaks, soak up with sand, earth or other suitable material and dispose of as 
pesticide waste. 

WARRANTY STATEMENT 
Control Solutions, Inc. warrants that this product conforms to the chemical description on the label thereof 
and is reasonably fit for purposes stated on such label only when used in accordance with directions 
under normal use conditions. It is impossible to eliminate all risks inherently associated with use of this 
product. Crop injury, ineffectiveness, or other unintended consequences may result because of such 
factors as weather conditions, presence of other materials, or the manner of use or application, all of 
which are beyond the control of Control Solutions, Inc. To the extent consistent with applicable law, 
Control Solutions, Inc. shall in no event be liable for consequential, special, or indirect damages resulting 
from the use or handling of this product. All such risks shall be assumed by the Buyer. In addition to the 
foregoing, no purchaser of this product (other than an end user) shall be entitled to any reimbursement for 
any loss suffered as a result of any suspension or cancellation of the registration for this product by the 
U.S. Environmental Protection Agency. Except, as expressly provided herein and to the extent consistent 
with applicable law, Control Solutions, Inc. makes no warranties, guarantees, or representations of any 
kind, either expressed or implied, or by usage of trade, statutory or otherwise, with regard to the product 
sold, induding, but not limited to merchantability, fitness for a particular purpose, use or eligibility of the 
product for any particular trade usage. The exclusive remedy of any buyer or user of this product for any 
and all losses, injuries, or damage resulting from or in any way arising from the use, handling, or 
application of this product, whether in contract, warranty, tort, negligence, strict liability, or otherwise, shall 
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be damages not exceeding the purchase price paid for this product or, at Control Solutions, Inc. election, 
the replacement of this product. 

Optional Marketing Language: 

• 78 oz. makes 100 gallons (for use on 78 oz container) 
20 oz. makes 25 gallons (for use on 20 oz container) 

• Contains Fipronil, the same active used in Termidor® SC 
**TaurusrM SC is not manufactured by or distributed by BASF. Termidor® SC is a registered 

trademark of BASF. 
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Materia I Sent for Data Extraction 
Reg . # _ __::5:._-3_(?_'i>_' 3_,-_0<_I_, __ _ 

Description: ______________ _ 

D Material(s) Sent to Data Extraction Contractors: 

D New Stamped Label Dated ___ _ 

~ Notification Dated ___ ;';<.---'-1_~_/_,2-_ 

D New CSF(s) Dated ____ _ 

D Other: _________ _ 

D Decision # : __ -;.{_-'-'' 1-"'6-'-1 !? ___ _ 

D Other Action/Comments: ________ _ 

File this coversheet and attached materials in thejacket. It must be 
well organized and clipped together, NOT STAPLED. Then give the 
jacket with the coversheet and materials to staff in the Information 
Services Center (ISC) (Room S-4900). If a jacket is full or only 
available as an image, please file materials in a new jacket and bring it 
down to the (ISC). For further information please call 703-605-0716. 

Reviewer: Clayton Myers 

Phone: Division : ----'-'R=D:.._--"'-I =B __ _ 

Date: 
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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY 
WASHINGTON, D.C. 20460 

Shannon Cooley 
Director, Regulatory Affairs 
Control Solutions, Inc. 
5903 Genoa-Red Bluff 
Pasadena, TX 77507 

Subject: Application for Pesticide Notification 
EPA Registration Number: 53883-279 
Date of Submission: July 2, 2012 

Dear Registrant: 

OFFICE OF 
CHEMICAL SAFETY AND 

POLLUTION PREVENTION 

NOTIFICATION 

DEC- 6 2012 

The Agency is in receipt of your Application for Pesticide Notification under 
Pesticide Registration (PRN) 98-10 dated June 28, 2012, for the abovementioned product. 
The Registration Division (RD) has conducted a review of this request for its 
applicability under PRN 98-10 and finds that the actions requested fall within the scope 
ofPRN 98-10. The label submitted with the application has been stamped "Notification" 
and will be placed in our records. 

If you have any questions regarding this letter, please contact Clayton Myers at 
(703) 347-8874, or via email at myers.clayton@epa.gov. 

Enclosures: 

Sincerely, 

~> 
Richard Gebken 
Product Manager 
Insecticide Branch 
Registration Division (7505P) 

Copy of Label Stamped "Notification" 
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Taurus SC 
Termiticide /Insecticide 

For sale to, use and storage only by individuals/firms licensed or registered by the state to apply 
termiticide and/or general pest control products. 

Active Ingredient 
*Fipronil 
Other Ingredients . 

........................................ 9.1% 

····························· ··················· 90.9% 
100.0% 

*( 5-a mino-1-(2, 6-d ich loro-4-(trifiuoromethyl)phenyl)-4-( ( 1 , R, S )-( trifiuoromethyl)su lfinyi)-1-H-pyrazole-3-
carbonitrile) 

Taurus SC termiticide I insecticide contains 0.8 pounds active ingredient per gallon. 

KEEP OUT OF REACH OF CHILDREN 

Caution/Precauci6n 
Si usted no entiende Ia etiqueta, busque a alguien para que se Ia explique a usted en detalle. (If you do 

not understand the label, find someone to explain it to you in detail.) 

(See attached label for additional precautionary ·Information and complete Directions for Use). 

EPA Reg. No. 53883-279 

Control Solutions, Inc. 
5903 Genoa-Red Bluff 
Pasadena, TX 77507-1041 

Net Contents: 

NOTIFIC~IION 

DEC- 6 2012 

EPA Est. No. 53883'TX-002 
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FIRST AID 
Have the product container or label with you when calling a poison control center or doctor, or going for 
treatment. 
If swallowed: • Call a Poison Control Center or doctor immediately for treatment advice . 

• Have person sip a glass of water if able to swallow . 

• Do not induce vomiting unless told to do so by a poison control center or 
doctor. 

• Do not give anything by mouth to an unconscious person . 
If on skin or • Take off contaminated clothing . 
clothing: • Rinse skin immediately with plenty of water for 15-20 minutes . 

• Call a poison control center or doctor for treatment advice . 
If inhaled: • Move person to fresh air . 

• If person is not breathing, call 911 or an ambulance, then give artificial 
respiration, preferably by mouth-to-mouth, if possible. 

• Call a poison control center or doctor for treatment advice . 
If in eyes: • Hold eye open and rinse slowly and gently with water for 15-20 minutes . 

Remove contact lenses, if present, after the first 5 minutes, then continue 
rinsing eye. 

• Call a poison control center or doctor for treatment advice . 
Note to Physician: There is no specific antidote. All treatment should be based on observed signs and 
symptoms of distress in the patient. Overexposure to materials other than this product may have 
occurred. In severe cases of overexposure by oral ingestion, lethargy, muscle tremors, and in extreme 
cases, possibly convulsions may occur. 
Have the product container or label with you when calling a poison control center or doctor, or 
going for treatment. You may also contact SafetyCall® (866) 897-8050 for emergency medical 
treatment information 

PRECAUTIONARY STATEMENTS 
Hazards to Humans and Domestic Animals 

Caution 
Harmful if swallowed, absorbed through skin or inhaled. Do not get in eyes, on skin or on clothing. Do not 
breathe spray mist. Wash thoroughly with soap and water after handling and before eating, drinking, 
chewing gum, or using tobacco. Remove and wash contaminated clothing before reuse. 

Personal Protective Equipment (PPE): 
All pesticide handlers (mixers, loaders, and applicators) must wear long-sleeved shirt and long pants, 
socks, shoes, and chemical-resistant gloves. All pesticide handlers must wear a dust/mist filtering 
respirator (MSHA/NIOSH approval number prefix TC-21C), or a NIOSH approved respirator with any N, 
R, P or HE filter, when working in a non-ventilated space, including but not limited to crawl-spaces and 
basements. All pesticide handlers must wear protective eyewear (goggles, a faceshield, or safety (:lassP.s 
with front, brow, and temple protection) when working in a non-ventilated space, including but not lm'ited 
to crawl-spaces and basements or when applying termiticide by redding or sub-slab injection. 
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User Safety Recommendations 
Users should wash hands thoroughly with soap and water before eating, drinking, chewing gum, using 
tobacco or using the toilet. 
Remove contaminated clothing. Then wash body thoroughly with soap and water and put on clean 
clothing. Wash clothing with detergent and hot water before reusing. 
Remove PPE immediately after handling this product. Wash outside of gloves before removing. Wash 
PPE before reusing. 

ENVIRONMENTAL HAZARDS 
This pesticide is toxic to birds, fish, and aquatic invertebrates. Do not apply directly to water, or to areas 
where surface water is present or to intertidal areas below the mean high water mark. Runoff from treated 
areas may be hazardous to aquatic organisms in neighboring areas. Care must be taken to avoid runoff. 
Do not contaminate water by cleaning equipment or disposal of wastes. Do not contaminate water when 
disposing of equipment washwaters. 

DIRECTIONS FOR USE 

It is violation of federal law to use this product in a manner inconsistent with its labeling. 
Read entire label before using this product. 
For sale to, use and storage only by individuals/firms licensed or registered by state to apply termiticide 
and/or general pest control products. States may have more restrictive requirements regarding 
qualifications of persons using this product. Consult the structural pest control regulatory agency of your 
state prior to use of this product. 

USE RESTRICTIONS: 

DIRECTIONS FOR USE 
TO CONTROL TERMITES 

When treating adjacent to an existing structure, the applicator must check the area to be treated, and 
immediate adjacent areas of the structure, for visible and accessible cracks and holes to prevent any 
leaks or significant exposures to persons occupying the structure. People present or residing in the 
structure during application must be advised to remove their pets and themselves from the structure if 
they see any signs of leakage. After application, the applicator is required to check for leaks. All leaks 
resulting in the deposition of termiticide in locations other than those prescribed on this label must be 
cleaned up prior to leaving the application site. Do not allow people or pets to contact contaminated areas 
or to reoccupy contaminated areas of the structure until the clean up is completed. 

• Prior to drilling and treating through concrete structures, such as patios, porches, sidewall<3 2rc. 
foundation slabs applicator should first determine that there are no habitable areas below that 
could be unintentionally contaminated by the treatment. 

• Only protected applicators wearing personal protective equipment as required by th~s prodt•ct 
label may be in the area during application. 

• All holes in commonly occupied areas into which this termiticide I insecticide P• Niue! has ::ieen 
applied must be plugged. Plugs must be of a non-cellulose material or coverea oy an impervi:>us, 
non-cellulose material. 

• Do not apply finished dilution of this product until all heating/air conditioning ducts, air verts 
plumbing pipes, sewer lines, floor drains, heating pipes and electrical lines/conduits are known 
and identified. Do not puncture or contaminate any of these. 
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• Do not treat within a distance of one foot out from the drip line of edible plants. 

• Do not contaminate public and private water supplies. 

• Do not make treatments while precipitation is occurring. 

• Do not treat soil that is water-saturated or frozen. 

• Use anti-backftow or air gap equipment with filling hoses. 

General Information 
When used in accordance with the directions in this label, this product provides effective prevention 
and/or control of subterranean termites. This product must be applied in manner which provides a 
continuous treated zone to effectively prevent termites from infesting wood. 
This product may only be applied by licensed technicians familiar with trenching, rodding, short redding, 
sub-slab injection, low-pressure banded surface applications and foam delivery techniques. This product 
is a highly effective termiticide against a variety of subterranean termites including species of 
Reticulitermes, Zootermopsis, Heterotermes, and Coptotermes. 
Taurus SC is formulated as a water-based suspension concentrate liquid containing 9.1% active 
ingredient. 

Mixing Instructions 
To mix Taurus SC termiticide I insecticide: 

1. Fill the tank 1/4 to 1/3 full with water. The filling hose must be equipped with an anti-backflow device 
or water ftow must include an air gap to protect against back siphoning. 

2. Start the pump to begin by-pass agitation and place the end of the treating tool in the tank to allow 
circulation through the hose. 

3. Add the appropriate amount of Taurus sc required to prepare the desired dilution. 
4. Add the remaining water. 
5. Continue to run the pump allowing recirculation through the hose back into the tank until the Taurus 

sc is completely dispersed. 

• To mix a 0.06% dilution, add 0.8 ftuid ounces ofTaurus sc per gallon of finished dilution. 
• To mix a 0.09% dilution, add 1.2 fluid ounces of Taurus sc per gallon of finished dilution. 
• To mix a 0.125% dilution, add 1.6 fluid ounces of Taurus sc per gallon of finished dilution. 

Application Rates for Termiticide Use 
For most applications, use the 0.06% dilution and apply at a rate of 4 gallons of dilution per 10 linear feet 
per foot of depth. For example, for treatment of 10 linear feet with a four-foot depth, use 4 x 4 (16) 
gallons per 10 linear feet. Do not apply at a concentration less than 0.06%. 
Where severe termite infestations occur, where problem soils occur or where difficult or problem 
construction types are encountered, it may be advisable to use either 0.09% or 0.125% concentration. Apply the 
higher concentration at a rate of 4 gallons of solution per 10 linear feet per foot of depth. For example, for 
treatment of 10 linear feet with a four-foot depth, use 16 (4 x 4) gallons per 10 linear feet. 
In dense soil that will not accept a volume of 4 gallons per linear foot per foot of depth, use the 0.1(G'/o 
dilution, and apply at a rate of 2 gallons per 10 linear feet per foot of depth. For example, for treatmr>Pt Clf 
10 linear feet with a four-foot depth, use 8 (2 x 4) gallons per 10 linear feet. When using the lower \mi•J.'Tle 
of application, be careful to maintain a continuous treated zone. If application requires c:r;l:illfl, drill hoiPs 
less than 12" apart to maintain a continuous treated zone. 

PRE-CONSTRUCTION TREATMENT 
In advance of treatment, applicators must notify the general contractor, construction sup9rintender 1!, or 
other responsible personnel of the intended Taurus SC application and the intended sites of applicatiun. 
Applicators must instruct the person responsible to notify construction workers and other individuels.N· 
site to vacate the treatment area and not to return until Taurus SC has been absorbed into the so11. Do 
not apply at a dosage and/or concentration lower than 0.06% for applications up to and including 
installation of the final grade. 
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General Information 
Pre-construction treatments include any treatment made during all phases of construction up to and 
including installation of the final grade. Establishing a thorough and complete horizontal and vertical 
treated zone will provide effective pre-construction termite control. 
When foundations are deeper than 4 feet, it is preferable to apply Taurus SC as the backfill is being 
replaced. If the backfill is already in place, the applicator must trench and rod into the trench or trench 
along the foundation walls, around pillars and other foundation elements, at the rate prescribed from 
grade to a minimum depth of 4 feet. When trenching in sloping or tiered soil, the trench must be stepped 
to ensure adequate distribution and to prevent Taurus SC from running out of the trench. When the top of 
the footing is exposed, the soil adjacent to the footing must be treated to a depth not to exceed the 
bottom of the footing. Never treat any structure below the footing. 

Concrete Slab (Including Monolithic, Floating and Supported Concrete Slabs) on Ground or in 
Basements and Crawl Spaces 
Horizontal treated zones: Apply an overall treatment of Taurus SC to the entire surface to be covered by 
the concrete slab. This includes living area, as well as carports, porches, basement floors, and any 
extended entrances. Apply this treatment at the rate of 1 to 1.5 gallons of finished dilution per 10 square 
feet using a coarse spray nozzle and low-pressure spray (less than 25 p.s.i.). Spray the dilution evenly 
and uniformly over the entire area to be treated. If the slab is not to be poured the same day as treatment, 
cover the treated soil with a waterproof barrier such as polyethylene sheeting. 
Vertical treated zones: Apply Taurus SCat a rate of 1 gallon of finished dilution per square foot around 
anything penetrating the slab such as utility service and plumbing lines. Apply Taurus SCat a rate of 4 
gallons of finished dilution per 10 linear feet per foot of depth along the inside and outside perimeter of 
foundation walls. The applicator must trench and rod into the trench or trench along the foundation walls 
and around pillars and other foundation elements. If the footing is more than 4 feet below grade, make 
this treatment to a minimum of 4 feet below grade. A trench need not be any wider than 6 inches. Treat 
the soil which will be replaced into the trench using a low-pressure spray (not more than 25 p.s.i. at the 
nozzle). When redding from grade or from the bottom of a shallow trench, space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. 
It is highly recommended that a complete horizontal treated zone be created prior to the slab pour. 
However, if the slab was poured before a horizontal treatment could be made, refer to the "Post
Construction" section of this label for alternate application instructions. 

Hollow Block Foundations or Voids 
Create a continuous treatment zone by treating hollow block foundations or voids in masonry resting atop 
the footing. If voids in the masonry elements are not openly accessible, drill and treat into these voids by 
applying 2 gallons of finished dilution per 10 linear feet of footing using a nozzle pressure of 25 p.s.i. or 
lower. When using this treatment, drill the access holes as close to the footing as is practical. Drilling 
below the sill plate is acceptable. Applicators must examine the treated areas of voids in block or rubble 
foundation walls closely for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
Not for use in voids insulated with rigid foam. 

Use with Other Products 
When a borate-based termite control product has been chosen as the primary pre-construction tre2trr>ent 
for subterranean termites and is applied in accordance with the directions for use on the borate prcj~~+'s 
label, Taurus SC may be used as an exterior perimeter pre-construction treatment. Fhi B:·l t-xterior 
perimeter pre-construction treatment, Taurus SC must be applied in such a way as to creat8 a co,n:inuo·Js 
treated zone along the exterior foundation of the structure. A complete and thorough tic'rlici~tal pre." · 
construction treatment with Taurus SC under the concrete slab is optional. . . . . 
Taurus SC may also be applied to critical areas of the interior of the structure including arC'und piumbing 
or utility services penetrating floors, bath and I or shower traps, or along concrete expansion joints, and 
other areas of known or suspected termite activity. 
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Refer to the "POST-CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP ILl) 
STRUCTURAL TERMITE TREATMENT' section of this label for instructions on applications to the 
exterior perimeter of a structure and to critical areas in the interior of the structure. 

POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE TREATMENT 

General Information 
For applications of Taurus SC made after the final grade is installed to protect the structure from termite 
infestation and/or to control existing termite populations, the applicator must trench and rod into the 
trench or trench along the foundation walls, around pillars and other foundation elements, at the rate 
prescribed from grade to the top of the footing. When the footing is more than 4 feet below grade, treat to 
a minimum depth of four feet. The depth of treatment will vary depending on soil type, degree of 
compaction and location of termite activity. When the top of the footing is exposed, the soil adjacent to the 
footing must be treated to a depth not to exceed the bottom of the footing. Never treat any structure below 
the footing. 
To establish a complete exterior perimeter treatment zone along the foundation wall, drill any exterior 
concrete structures adjoining the foundation, such as patios, porches and sidewalks, and treat by sub
slab injection of Taurus SC finished dilution. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 

Concrete Slab Over Soil (Including Monolithic, Floating and Supported Slabs) 

Exterior perimeter: Apply by trenching and redding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider than 6 
inches and must be a minimum of 6 inches deep or to the bottom of the footing. Never treat a structure 
below the footing. Space the rod holes no more than 12 inches apart in a manner which will create a 
continuous treated zone. Mix the finished dilution into the soil before replacing it into the trench. 

Sub-slab injection: Sub-slab injection treatments can be made from inside the structure, or in cases 
where this is not possible, from the outside of the structure by drilling through the foundation as directed 
below. Before treatment, locate and identify all heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits, and avoid contamination or damage to these 
structural elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the foundation including the garage. Drill holes along all concrete expansion 
joints, cracks, plumbing and utility services penetrating the slab. Drill holes along interior partition walls 
when there is clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches 
apart in a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC 
into the drill-holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, 
use a lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied 
areas must be plugged with a non-cellulose material or covered with an impervious, non-cellulose 
material. 
Horizontal drilling I redding I sub-slab injection from the exterior of the foundation: Use this 
technique to treat underneath the slab only when floors or interior design do not allow for treatment by 
vertical drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, watf.r and 
sewer plumbing lines, electrical lines and conduits. Use horizontal short redding practices to creatC,'& 
continuous treated zone into the soil proximal to the inside of the foundation wall. Angle drill-holes 
through the outside of the foundation to ensure deposition of Taurus SC below any existing heating .. 
ducts, water and sewer lines, or electrical conduits. Use horizontal long redding pracf•ces u; 1ly when t'le 
areas to be treated underneath the slab are not accessible by vertical redding or horizontal'short rcddin:J. 
Do not use long rods exceeding 20 feet. For all horizontal redding applications space dhli'noles no rcc:o 
than 12 inches apart in a manner which will create a continuous treated zone. Inject thE! tinished diiLitic.n 
of Taurus SC into the drill-holes a rate of 4 gallons per 10 linear feet per foot of depth. /\II h:>les rlJust be 
plugged with a non-cellulose material or covered by and impervious, non-cellulose material. 
Bath traps: Treat exposed soil or soil covered with tar or similar sealants beneath or around plurrt-in(J 
and/or drain pipe entry areas with a minimum of 1 gallon but not more than 4 gallons of finished dilution 
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per square foot. It may be necessary to remove tar or sealant to ensure adequate soil penetration. Install 
an access door or inspection portal if one is not already present. After inspection and removal of all wood 
or cellulose debris, treat the soil by rodding or drenching with the finished dilution of Taurus SC. 
Shower drains: To treat the soil beneath and adjacent to shower pan drains, drill through the slab 
adjacent to the shower pan and apply the finished dilution of Taurus SC by sub-slab injection. Foam can 
be used to maximize dispersion. Drill multiple access points adjacent to the drain, and use a directional 
dispersion tip to enhance the treatment of the soil beneath the drain. Treat with a minimum of 1 gallon but 
not more than 4 gallons of finished dilution per shower drain. Horizontal rodding can be used to access 
and treat soil associated with the shower drain. 

Structures with French Drains and Sump Pumps 
In sites where French drains exist at the footer along the foundation perimeter, common in hollow block 
foundation structures, the soil must be dry before applications can be made. Do not treat soil that is 
saturated or frozen. Do not make treatments while precipitation is occurring. To prevent seepage of 
finished dilution or damage to drains or tiles, do not rod through the slab any closer than 24 inches from 
French drains. Do not apply Taurus SC within 5 feet from the sump pump pit and pump. Do not drill 
through hollow block foundations that border French drains to prevent drainage or seepage from the 
block into the drains. 
Identify and locate French drains, then apply Taurus SC in the following manner: 

1) Unplug the sump pump. Inspect the sump pit for water. If no water is present, keep the sump 
pump unplugged while making the treatment. 

2) If water is in the pump pit, unplug the sump pump and remove four cups of water from the pit. 
Mark the water level. Wait 10 minutes then check the water level in the pit. If the water level has 
risen, there is too much seepage to make a treatment. If the water level has not risen, a treatment 
can be made as long as the sump pump remains unplugged. 

During application, check the sump pump pit every few minutes for the presence of termiticide dilution. If 
dilution is detected, stop the treatment immediately and remove all dilution from the pump pit before 
plugging the pump back in. Dispose of the dilution from the sump pump pit as directed by this label in the 
"Storage and Disposal" section. 

Basement Structures 

Exterior perimeter: Apply by trenching and rodding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of depth, or, if the 
footing is more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. When trenching in 
sloping or tiered soil, the trench must be stepped to ensure adequate distribution and to prevent Taurus 
SC from running out of the trench. Never treat a structure below the footing. Space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution 
into the soil before replacing it into the trench. 
Inside perimeter: To treat under the basement floor slab, drill vertically through the slab along the interior 
perimeter of the foundation. Drill holes along all concrete expansion joints, cracks, and any plumbing or 
utility services penetrating the slab. Drill holes along both sides of partition foundation walls, and around 
piers. Where there is clear evidence of termite activity in a non-foundation interior partition wall, drill holes 
through the slab adjacent to the wall along one side. Space all drill-holes no more than 12 inches apart in 
a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SCinto the 
drill-holes at the rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a 
lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupier! areas 
must be plugged with a non-cellulose material or covered with an impervious, non-cellulose materiaL 

Accessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area tQ b<rt.bated to any 
untreated interior space of the structure. Do not turn the air circulation system back oh until· the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons;()! 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, :Jr; i' the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
rodding into the trench. Treat both sides of foundation and around all piers and pipes. In areas W1"0'P 

physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
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apply by rodding alone. Where soil type and/or conditions make trenching impossible, apply by rodding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. Read and follow the mixing directions in the "Mixing Instructions" section of this 
label when encountering soil types which will not accept the full application volume. 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Inaccessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation systern back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
For any inaccessible interior areas, for example where the clearance between the floor joists and ground 
surfaces do no allow for operator access, excavate, if possible, and follow the instructions for accessible 
crawl spaces. When excavation is not possible, apply one or a combination of the following two methods: 

1) Establish a horizontal treated zone by applying 1 gallon of finished dilution of Taurus SC with a 
coarse application nozzle (e.g., Delavan Type RD Raindrop, RD-7 or larger, or Spraying Systems 
Co. 80110LP Teejet or comparable nozzle) per 10 square feet of soil surface using a nozzle 
pressure of less than 25 p.s.i. For any area which cannot be reached with the application wand, 
use one or more extension rods. Do not broadcast or power spray with high pressures. 

2) Establish a horizontal treated zone by drilling through the foundation wall or through the floor 
above and treat the soil adjacent to the foundation at a rate of 1 gallon of finished dilution of 
Taurus SC per 10 square feet. Drill spacing must not exceed 16 inches between drill-holes. Many 
states have smaller interval requirements so check state regulations before application. Treat the 
soil adjacent to foundation elements with short or long rodding techniques without drilling if it is 
possible to reach the soil to be treated with the treatment tool. 

Hollow Block Foundations I Voids 
Establish a continuous treated zone in hollow block foundations or voids in masonry resting on top of the 
footing by drilling and treating into voids of multiple masonry elements of the structure to soil level. If not 
openly accessible, drill and treat into voids of masonry elements. Apply 2 gallons of finished dilution per 
10 linear feet of footing at a nozzle pressure of 25 p.s.i. or less. When making this treatment, drill access 
holes as close as possible to the footing, below the level of the sill plate if necessary. Applicators must 
examine the treated areas for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas until the clean up is completed. 
Not for use in voids insulated with rigid foam. 

Treatment of Structures with Wells or Cisterns 

Do not contaminate wells or cisterns. 
Do not apply Taurus SC within 5 feet of any well or cistern. Treat soil 5 to 10 feet from any well or ~istern 
by backfill method only. Treat soil adjacent to water pipes within 3 feet of grade by backfill method cr. I;. 
Backfill method: 

1) Trench to remove the soil to be treated and place it into a wheelbarrow or ont::i hca''Y plastic · 
sheeting or similar material. 

2) Treat the soil at a rate of 4 gallons of finished dilution of Taurus SC per 10 linec.r fe3t per foot uf 
trench depth, or at a rate of 1 gallon per cubic foot of soil. Mix the Taurus SC: thoroughly i~\o .. soil 
while taking care to prevent runoff or spillage. 

3) After the treated soil has completely absorbed the finished dilution of Taurus SC, put it back 1nto 
the trench. 
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Structures Adjacent to Wells I Cisterns and I or Other Bodies of Water 
Prior to application examine any structure with nearby sources of water such as wells, cisterns, ponds, 
streams or other bodies of water, then follow the treatment procedures described below. 

1) If the pipe(s) from the well enter the structure with 3 feet of grade, expose them is possible prior 
to treatment. Treat the soil adjacent to the water pipe(s) using the backfill method described 
above. 

2) Take precautions, prior to treatment, to limit the risk of Taurus SC being applied into subsurface 
drains which empty into any bodies of water, including evaluating whether treatment of the footer 
could result in contamination of subsurface drains. Take into consideration such factors as depth 
to the drain system, soil type and degree of soil compaction when determining the depth of 
treatment. 

3) Use the treated backfill method, when appropriate (e.g., on the water side of the structure), to 
minimize off-site movement of Taurus SC. 

4) To minimize potential runoff of Taurus SCinto non-target areas, apply a finished dilution of 
0.125% at a rate of 2 gallons per 10 linear feet per foot of depth. 

Plenum Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat the soil exterior to the foundation walls according to the instructions in the "Accessible Crawl Space 
Construction" section of this label. 
Follow the instructions below for interior treatment of plenum structures that use a sealed under floor 
space to circulate heated or cooled air throughout the structure: 

1) Remove sealing fabric and anything on the sealing fabric to expose no more than an 18 inch 
width adjacent to all foundation structures, including foundation walls, interior piers, pipes and any 
other structures in contact with soil. Treat according to the instructions for exterior and interior 
treatment in the "Accessible Crawl Space Construction" section of this label. 

2) After the finished dilution of Taurus SC has been absorbed into the soil, return the sealing fabric 
and anything removed from the surface of the sealing fabric to their original pre-treatment 
positions. 

Foam Application 
When construction practices, soil subsidence, or other factors make it difficult to establish a continuous 
treated zone with conventional liquid application methods, supplement treat with the use of foam
generating equipment. Foam applications are useful in the treatment of filled stoops and porches, 
chimney bases, into block voids, behind masonry or other veneers, and into stud walls. Utilize 
applications of dry foam only (a range of 15:1 to 50:1 expansion ratio) when treating voids in stud walls. 
Apply foam to wall voids where evidence of termite presence or damage exist or are suspected. 
Foam only treatments under slabs are appropriate when maximum horizontal coverage is desired In 
areas with no deep foundation or footing (for example: around plumbing entries and near settlement 
cracks in concrete slabs). Use both conventional liquid application and foam treatment in areas where 
both lateral spread and deeper vertical penetration of Taurus SC are desired. Effective treatment is highly 
dependent on volume and amount of active ingredient. Apply at least 75% of the finished dilution of 
Taurus SC as a liquid treatment, then deliver the remaining 25% or less to the appropriate areas as a 
foam application. The total amount of product applied as a combined foam and liquid treatment should be 
equivalent to volume of Taurus SC liquid finished dilution required for a liquid application alone. Foam 
applications provide a good supplement to liquid applications in difficult to treat areas. 
Foam mixing instructions: 
Prepare the desired finished dilution of Taurus SC, then mix with the manufacturer's recommended 
quantity of foaming agent in foaming equipment. Apply a sufficient volume of Taurus SC foam to es!r~hlish 
a continuous treated zone at the rates recommended in this label for specific applicati0n=e ··Nhen sufficient 
foam volume cannot be applied to achieve the recommended rate of Taurus SC ,suppleme11t the 
treatment with additional liquid finished dilution to assure appropriate treatment volume :-;m'd concer,t;at:on 
in the treated area. 

• 1 gallon of finished dilution at a foam expansion ratio of 25:1 makes 25 gallons of foam. 
• 1.66 gallons of finished dilution at a foam expansion ratio of 15:1 makes 25 gallons of foc;r.1. 
• 2.5 gallons of finished dilution at a foam expansion ratio of 10:1 makes 25 gallons of foam. 

53



• 5 gallons of finished dilution at a foam expansion ratio of 5:1 makes 25 gallons of foam. 

POST-CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP ILl) STRUCTURAL 
TERMITE TREATMENT- Not approved for use in Louisiana 

General Information 
This post-construction application of Taurus SC can be made after the final grade is installed to protect 
the structure from termite infestation and/or to control existing termite populations. This treatment method 
is designed to be non-invasive to the interior of the structure with the establishment of a continuous 
treated zone along the exterior of the foundation and only treating interior spaces where termite activity 
has been found. If you have questions regarding this treatment, consult the appropriate state agency. 
Termite activity is defined as the presence of one or more of the following signs of infestation: 

1) Alates (winged termites) have swarmed inside the structure. 
2) Live termites are found to be active within the structure. 
3) There is clear evidence of termite activity on or inside the structure such as the presence of mud 

tubes, galleries in wood. 
Do not apply Taurus SC finished dilution as perimeter /localized interior treatment at a concentration 
lower than 0.06% or at an application volume lower than those specified in the "Application Rates for 
Termiticide Use" section of this label. 

EXTERIOR PERIMETER TREATMENT 
To prevent termite infestation of a structure, exterior perimeter applications of Taurus SC must be made 
in a manner which will create a continuous treated zone. If situations are encountered where the soil will 
not accept the full application volume recommended in the use directions below, read and follow the 
direction in the "Application Rates for Termiticide Use" section of this label. 

Concrete Slab on Ground (Including Monolithic, Floating and Supported Concrete Slabs) 
Apply along the exterior foundation perimeter by trenching and redding into the trench or by trenching at 
the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. Space the rod 
holes no more than 12 inches apart in a manner which will create a continuous treated zone. Mix the 
finished dilution into the soil before replacing it into the trench. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by redding alone. Where soil type and/or conditions make trenching impossible, 
apply by redding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 

Basement and Inaccessible Crawl Space Construction 
Apply along the exterior foundation perimeter by trenching and redding into the trench or by trenching 
along the foundation walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per 
foot of depth, or, if the footing is more than 4 feet below grade treat to a minimum depth of 4 feet. 
Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the bottom of 
the footing. When trenching in sloping or tiered soil, the trench must be stepped to ensure adequate 
distribution and to prevent Taurus SC from running out of the trench. Space the rod holes no more than 
12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution into the 
soil before replacing it into the trench. Never treat a structure below the footing. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjaGent to 
the foundation, apply by redding alone. Where soil type and/or conditions make trenching impossible, 
apply by rod ding. In order to establish a complete exterior perimeter treatment zone, drilling and sun"&lab 
treatment will be necessary wherever adjoining concrete structures exist such as pati~JS, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports.or wall elem3ntf 
permanently located at driveway joints. Never treat a structure below the footing. 
If termite activity is detected inside an inaccessible crawl space, the area must be tre'3'e<i. Make;:; 
localized interior treatment at the site of termite activity and extending at least 2 feet i~ hnth directions 
from the activity. Choose the appropriate application technique for treating inaccessible crawl sp<>ce 
construction by referring to the "POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TER•viiTE 
TREATMENT" section of this label. 
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Accessible Crawl Spaces 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
redding into the trench. Treat outside of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
apply by redding alone. Where soil type and/or conditions make trenching impossible, apply by redding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. In order to establish a complete exterior perimeter treatment zone, drilling and sub
slab treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. If situations are encountered where the soil will not accept the full application volume 
recommended in the use directions below, read and follow the direction in the "Application Rates for 
Termiticide Use" section of this label. 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Garages: Attached garage floors should be treated 

Sub-slab injection: Sub-slab injection treatments can be made from inside the garage, or in cases where 
this is not possible, from the outside of the structure by drilling through the foundation as directed below. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the garage foundation. Drill holes along all concrete expansion joints, cracks, 
plumbing and utility services penetrating the slab. Drill holes along interior partition walls when there is 
clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches apart in a 
manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the drill
holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a lateral 
dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas must 
be plugged with a non-cellulose material or covered with an impervious, non-cellulose material such as 
Portland cement. 
Horizontal drilling I rodding I sub-slab injection from the exterior of the garage foundation: Use 
this technique to treat underneath the slab only when interior design do not allow for treatment by vertical 
drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits. Use horizontal short redding practices to create a continuous 
treated zone along the inside perimeter of the foundation. Angle drill-holes through the outside of the 
foundation to ensure deposition of Taurus SC below any existing heating ducts, water and sewer lines, or 
electrical conduits. Use horizontal long redding practices only when the areas to be treated undernaath 
the slab are not accessible by vertical redding or horizontal short rod ding. Do not use long rods exceeding 
20 feet. For all horizontal rod ding applications space drill-holes no more than 12 inches apart in a rr.&r,r.er 
which will create a continuous treated zone. Inject the finished dilution of Taurus SCinto the drill-ho;&s at 
rate of 4 gallons per 10 linear feet per foot of depth. All holes must be plugged with a ~on: cellulose 
material or covered by an impervious, non-cellulose material such as Portland cement. 

LOCALIZED INTERIOR TREATMENT 
As part of a complete treatment, targeted interior applications may be made to vulner?b;e a<eas such as 
around plumbing or utility services penetrating floors, bath and I or shower traps, or along concrete 
expansion joints or settlement cracks. 
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If known termite activity exists in areas inside living spaces or in non-living spaces (such as crawl spaces, 
plenums etc.) of the structure, a localized interior treatment must be made at the immediate vicinity of the 
termite activity and radiating out at least 2 feet from the site in two or more directions. 

Hollow Block Foundations I Voids 
When termite activity is evident in or in the vicinity (within 2 feet) of hollow block foundations or voids in 
masonry resting on the footing, drill the wall adjacent to the evidence, if not openly accessible, and inject 
the finished dilution of Taurus SC into the void at a rate of 2 gallons per 10 linear feet of footing using a 
nozzle of 25 p.s.i. or less. This localized interior treatment to hollow block must be made at the site of the 
termite activity and to areas above the termite activity. Treatment must be applied radiating out at least 2 
feet in two or more directions from the site of activity or along the wall pier or support post. Use of foam 
will maximize dispersion. When using this treatment, drill access hole below the sill plate as close as 
possible to the footing as is practical. 
Applicators must examine the treated areas of voids in block or rubble foundation walls closely for 
possible runoff as a precaution against application leakage. Mechanical alteration to some areas may be 
required before a treatment can be made. Other areas may not be treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
The drilled holes in commonly occupied areas must be plugged with a non-cellulose material or covered 
by an impervious, non-cellulose material such as Portland cement. 

Bath Traps 
If termite activity is evident within 2 feet of a bath trap, exposed soil or soil covered with tar or a similar 
sealant around plumbing and I or drainpipe entry areas must be treated. Tar or sealant may have to be 
removed to ensure adequate soil penetration. Install an access door or inspection portal if one is not 
already present. After all wood and cellulose debris is removed, treat the soil by rodding or drenching with 
a minimum of 1 gallon to a maximum of 4 gallons of finished dilution of Taurus SC per square foot. 

Shower Drains 
If termite activity is evident within 2 feet of a shower drain, soil beneath and adjacent to the drain must be 
treated. Drill through the slab adjacent to the shower drain and apply the finished dilution of Taurus SC by 
sub-slab injection to the soil below. Multiple access points may be drilled adjacent to the drain. Use of 
foam will maximize dispersion. Use of a directional dispersion tip will further enhance the treatment of the 
soil beneath the drain. Treat the soil with a minimum of 1 gallon but no more than 4 gallons of finished 
dilution per shower drain. Horizontal rodding can also be used to access and treat soil associated with a 
shower drain. 

Retreatment Instructions 
Annual retreatment of a structure is prohibited. Retreatment for subterranean termites can only be 
performed under the following circumstances: 

1. There is clear evidence of re-infestation. 
2. There is disruption of the treated zone due to construction, excavation, or landscaping and I or 

there is evidence of the breakdown of termiticide treated zone in the soil. 
Treat these vulnerable or re-infested areas using a spot, partial or complete treatment in accordance with 
the application techniques described in this label. The timing and selection of retreatment type will vary 
depending on such factors as termite pressure, soil types and conditions, and other factors which May 
reduce the effectiveness of the treated zone. 

POSTS, POLES, WOODEN LANDSCAPE ORNAMENTATION 

DO NOT contaminate wells or cisterns. 

Preventative Treatment: Create a continuous treatment zone in the soil around woo':len rosts, p;;:cc, 
fence posts, signs and landscaping ornamentation. Apply the finished dilution of Taurvs BG at the rate of 
4 gallons per 10 linear feet per foot of depth. When performing the treatment at the time of installAtion, the 
finished dilution may be applied to the soil as it is replaced around the pole or post. The applicatie>11 
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should place termiticide to a depth of 6 inches below the bottom of posts, poles or other wooden objects 
in contact with soil. 
Curative Treatment: Treat previously installed wooden posts, poles, fence posts, signs and landscaping 

ornamentation with the finished dilution of Taurus SC by sub-surface injection or by gravity flow through 
holes made at the bottom of a trench around posts and poles. When trenching, the trench need not be 
wider than 6 inches and should be 6 inches deep. When sub-surface injecting, treat all sides to create a 
continuous treatment zone. Apply termiticide to a depth of 6 inches below the bottom of the wood. 

TERMITES ABOVE GROUND 

For Control of Termite Aerial Colonies or Drywood Termites 
To treat localized areas of wooden structures, apply the finished dilution of Taurus SC to wooden 
members I voids. To treat inaccessible areas, drill and inject the finished dilution into the damaged wood 
of void spaces with a crack and crevice injector. Foam application can also be made into void spaces. 
To treat termite carton nests in trees or building voids, inject the finished dilution of Taurus SC using a 
pointed injection tool. Multiple injection points to varying depths may be necessary. Physically remove 
carton nest material from building voids when such nests are found. 
After treatment, the applicator is required to check for leaks resulting in the deposition of Taurus SC in 
locations other than those prescribed on this label. When found, this material must be cleaned up before 
leaving the application site. Do not allow people or pets to come in contact with contaminated areas or 
allow them to reoccupy the treatment site until the clean up is completed. 
DO NOT TREAT FRUIT- OR NUT-BEARING TREES. 

DIRECTIONS FOR USE TO CONTROL LISTED PESTS ON OUTSIDE SURFACES AND ALONG 
FOUNDATION PERIMETER OF LISTED STRUCTURES 

Listed structures are residential, institutional, commercial and industrial buildings and utility enclosures. 

USE RESTRICTIONS: 

• Only applicators wearing the personal protective equipment required by this product label may be 
in the area during application. 

• Do not treat within a distance of 1 foot out from the dripline of edible plants. 

• Do not contaminate public or private water supplies. 

• Do not apply to wasp or hornet nests if they are not attached to or within the structure. 

• Do not make treatments during times of precipitation. 

• Do not allow residents, children, other people or pets into the treatment area until sprays have 
dried. After treatment, the applicator is required to check for leaks resulting in the deposition of 
treatment dilution in locations other than those prescribed in this label. When found, this material 
must be cleaned prior to leaving the application site. Do not allow people or pets to contact 
contaminated areas or to reoccupy contaminated areas of the structure until clean up is 
completed. 

• Do not spray air conditioning units or intake vents. 

• Do not use indoors except for application into wall voids. 

• Do not exceed the maximum of two applications per year. 

• Do not apply to playground equipment and pet quarters. 

• Do not apply to applications to runoff or drip from treated surfaces. 

57



• Do not apply to boat houses, including their piers or pilings. 

• Do not apply within 5 feet of wells or cisterns. 

• Do not apply to French drains or other permeable drainage. 

• Doors and windows adjacent to application site must be closed during surface application. 

• Do not apply within 15 feet of bodies of fresh water; lakes, reservoirs, rivers, permanent streams, 
marshes, natural ponds and commercial fish ponds. A 15- foot buffer of uniform groundcover 
must exist between application zone and bodies of fresh water (uniform ground cover is defined 
as land which supports vegetation of greater than 2 inches in height throughout). 

• Do not apply within 60 feet of estuarine bodies of water. Estuarine water bodies are brackish, tidal 
water bodies such as bays, mouths of rivers, salt marshes and lagoons. 

Use Taurus SC to kill and to provide residual control of the following pests: 
Ants (acrobat, Argentine, big-headed, carpenter, crazy, odorous, pavement, pharaoh, and thief) 

Use Taurus SC to kill the following pests: 
Asian lady beetles, darkling beetles 
Australian, Oriental, and smoky brown cockroaches 
Black widow, brown recluse, cellar, and hobo spiders 
Box-elder bugs, pill bugs 
Brown and dog ticks 
Centipedes 
Cluster flies 
European earwigs 
House crickets 
Millipedes 
Paper wasps* 
Silverfish 
Yellow jackets 
*Taurus SC is not a knockdown agent. 

MIXING INSTRUCTIONS 
For perimeter pest treatments mix a 0.06% spray dilution of Taurus SC by filling the treatment tank 1/4 to 
1/3 full with water, then ad 0.8 fluid ounces of Taurus SC. The filling hose must be equipped with an anti
backflow device or the water flow must include an air gap to protect against back siphoning. Add more 
water to the tank while agitating to 1 gallon of finished dilution. 

APPLICATIONS TO OUTSIDE SURFACES OF LISTED STRUCTURES AND INTO WALL VOIDS 
Apply 0.06% of finished Taurus SC dilution as a low-pressure spray to the exterior of the structure where 
listed pests enter, trail around the structure or where they crawl and hide. Treat using a low-pressure 
coarse banded surface spray up to 18 inches in width around doors, windows, vents, pipes, foundation 
cracks, drilled holes or around any exterior openings where listed pests could enter the structure. Make 
sure to treat the joint where exterior siding (wood, vinyl, aluminum or other similar materials) meets the 
cement, brick or block foundation. Treat anywhere electrical, cable or telephone wires enter the house. 
This treatment should be made as a general surface spray, crack and crevice spray, or a wall void 
application. Taurus SC may be applied as a foam treatment into wall voids to kill and I or cortrol the 
above listed pests. 
Refer to the Foam Application section of this label for specific foam mixing and applic;qti()n instructions. 

APPLICATIONS TO PERIMETER OF LISTED STRUCTURES 
Apply 2 quarts of 0.06% finished spray of Taurus SC per 160 linear feet. 
Refer to the "Foam Application" section of this label for specific foam mixing and application instrL•ctions. 
Except for foam applications made into wall voids, apply 0.06% of finished Taurus SC dilution as 3 low
pressure coarse general surface spray along the foundation exterior perimeter to an area 1 foot o~~ frcm 
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and 1 foot up from where the ground meets the foundation. Apply 2 quarts of 0.06% finished spray of 
TAURUS SC per linear feet. Do not exceed a maximum of 2 applications per year. Nests that are found 
on the ground within 1 foot of the foundation may be treated. 
Vegetation touching the structure may offer a route for the entry of ants into the structure without coming 
into contact with the treatment; therefore, remove or prune away any shrubbery, bushes, and tree 
branches touching the structure. 

STORAGE AND DISPOSAL 
Do not contaminate water, food or feed by storage or disposal. 
Storage 
Store unused product in original container only, out of reach of children and animals. 
Pesticide Disposal 
Pesticide wastes are acutely hazardous. Improper disposal of excess pesticide is a violation of Federal 
law. If these wastes cannot be disposed of by use according to label instructions, contact your State 
Pesticide or Environmental Control Agency, or the Hazardous Waste representative at the nearest EPA 
Regional Office for guidance. 
Container Disposal 
Nonrefillable Container: Do not reuse or refill this container. Triple rinse or pressure rinse container 
(or equivalent) promptly after emptying; then offer for recycling, if available, or reconditioning, if 
appropriate, or puncture and dispose of in a sanitary landfill, or by incineration, or by other procedures 
approved by state and local authorities. 
Triple rinse containers small enough to shake (capacity :55 gallons) as follows: Empty the 
remaining contents into application equipment or a mix tank and drain for 10 seconds after the flow 
begins to drip. Fill the container 1/4 full with water and recap. Shake for 10 seconds. Pour rinsate into 
application equipment or a mix tank, or store rinsate for later use or disposal. Drain for 10 seconds after 
the flow begins to drip. Repeat this procedure two more times. 
Pressure rinse as follows: Empty the remaining contents into application equipment or mix tank. Hold 
container upside down over application equipment or mix tank, or collect rinsate for later use or disposal. 
Insert pressure rinsing nozzle in the side of the container and rinse at about 40 PSI for at least 30 
seconds. Drain for 10 seconds after the flow begins to drip. 
In case of minor spills or leaks, soak up with sand, earth or other suitable material and dispose of as 
pesticide waste. 

WARRANTY STATEMENT 
Control Solutions, Inc. warrants that this product conforms to the chemical description on the label thereof 
and is reasonably fit for purposes stated on such label only when used in accordance with directions 
under normal use conditions. It is impossible to eliminate all risks inherently associated with use of this 
product. Crop injury, ineffectiveness, or other unintended consequences may result because of such 
factors as weather conditions, presence of other materials, or the manner of use or application, all of 
which are beyond the control of Control Solutions, Inc. To the extent consistent with applicable law, 
Control Solutions, Inc. shall in no event be liable for consequential, special, or indirect damages resulting 
from the use or handling of this product. All such risks shall be assumed by the Buyer. In addition to the 
foregoing, no purchaser of this product (other than an end user) shall be entitled to any reimbursement for 
any loss suffered as a result of any suspension or cancellation of the registration for this product by the 
U.S. Environmental Protection Agency. Except, as expressly provided herein and to the extent consistent 
with applicable law, Control Solutions, Inc. makes no warranties, guarantees, or representations of:<?ny 
kind, either expressed or implied, or by usage of trade, statutory or otherwise, with regard to the prvduct 
sold, including, but not limited to merchantability, fitness for a particular purpose, use or eligibility of cl1e 
product for any particular trade usage. The exclusive remedy of any buyer or user of thi~ prpduct for "r'y 
and all losses, injuries, or damage resulting from or in any way arising from the use, hcmd:inq, or 
application of this product, whether in contract, warranty, tort, negligence, strict liability, or otherwice, rhe>ll 
be damages not exceeding the purchase price paid for this product or, at Control Solutions, Inc. election, 
the replacement of this product. 

Optional Marketing Language: 
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• 78 oz. makes 100 gallons (for use on 78 oz container) 
• 20 oz. makes 25 gallons (for use on 20 oz container) 
• Contains Fipronil, the same active used in Termidor® SC 

**TaurusTM SC is not manufactured by or distributed by BASF. Termidor® SC is a registered 
trademark of BASF. 
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July 2, 2012 

Document Processing Desk (NOTIF) 
Office of Pesticide Programs (7504P) 
U.S. Environmental Protection Agency 
Room S-4900, One Potomac Yard 
2 777 S. Crystal Drive 
Arlington, VA 22202-4501 

Re: EPA Reg. No. 53883-279 

Dear Sir or Madam: 

CONTROL 
SOLUTIONS 
incorporated 

The clean version of Notification that was sent in 4-16-12 had a mistake in the last section of the label. A 
few sentences were inadvertently left off. CA DPR requiring changes to label (similar to EPA #7969-21 0) 
before they will approve the label. Notification per PRN 98-10 (mainly headers/editorial). 

"This notification is consistent with the provisions of PR Notice 98-10 and EPA 
regulations at 40 CFR 152.46, and no other changes have been made to the labeling 
or the confidential statement of formula of this product. I understand that it is a 
violation of 18 U.S.C. Sec. 1001 to willfully make any false statement to EPA. I 
further understand that if this notification is not consistent with the terms of PR 
Notice 98-10 and 40 CFR 152.46, this product may be in violation ofFIFRA and I 
may be subject to enforcement action and penalties under sections 12 and 14 of 
FIFRA." 

The following documents are enclosed in support of this application 
8570-1 
1 copy of label- highlighted and un-highlighted 

Please contact me directly should you need any additional information, 

Sincerely, 

5X~G~ 
Shannon Cooley 
Regulatory Affairs 

5903 Genoa Red Bluff • Pasadena, TX 77507-1041 
281-892-2500 • Fax 281-892-2501 

• www.controlsolutionsinc.com 
• 800-242-5562 
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Ple•se rt111d imtructio111 on reverse befom comnleL . •. • form. Form An• roved ....... 18 No. 2070-0060 I oxnlro• 2-28-95 

United States § Registration OPP Identifier Number 

&EPA Environmental Protection Agency Amendment 
Washington, DC 20460 Other 

Application for Pesticide - Section I 
1. Company/Product Number 2. EPA Product Manager 3. Proposed Classification 
53883-279 Richard Gebken 

0None D Restricted 
4. Company/Product (Name) PM# 
Taurus SC Termiticide/lnsecticide 10 

5. Name and Address of Applicant (Include ZIP Code/ 6. Expedited Reveiw. In accordance with FIFRA Section 3(c)(3) 

Control Solutions, Inc. (b)(i), my product is similar or identical in composition and labeling 

5903 Genoa-Red Bluff to: 

Pasadena, TX 77507 EPA Reg. No. 

D Check if this is s now sddross Product Name 

Section -II 

D Amendment M Explain below. u Final printed labels in repsonse to 
Agency letter doted 

D Resubmission in response to Agency letter dated D "Me Too" Application. 

0 
Notification M Explain below. D Other - Explain below. 

Explanation: Use additional page(s) if necessary. (For section I and Section II.) 

The clean version of Notification that was sent in 4-16-12 had a mistake in the last section of the label. A 
few sentences were inadvertently left off. CA DPR requiring changes to label (similar to EPA #7969-210) 
before they will approve the label. Notification per PRN 98-10 (mainly headers/editorial). 

Section - Ill 
1. Material Thle Product Will Be Packaged In: 

ChildMResistant Packaging Unit Packaging Water Soluble Packaging 2. Type of Container 8 Yes Er·· B Yes []"'"' ?tastic 
No No No Glass 

• Certification must 
If "Yes" No. per If "Yes" No. per Paper 
Unit Packaging wgt. container Package wgt container Other (Specify) 

bB submitttKI 
I 

3. Location of Net Contents Information 4. Size(s) Retail Container 5. Location of label Directions 

LJ Label U Container f=::j Attached to container 

6. Manner in Which Lebel is Affixed to Product UUthogroph D Other 
Paper ftlued 
Stanci 8d 

Section -IV 
~-~ 

I. Contact Point (Complete items directly bolow for idontification of individual to bo contactod, if nocossary, to procoss this applica#on.) 

Name Title Telephone No. Uric,1v1•u\rea Code) 
Shannon Cooley Regulatory Affairs 2& 1-&S2-~521 

Certification ~ 6. DatU Ao.,li~.:'ltion I . . 

I certify that the statements I have made on this form and all attachments thereto are true, accurate end complete. , l Re~eived 
I acknowledge that any knowlinglly false or misleading statement may be punishable by fine or imprisonment o~ tstamped) 
both under applicable lew. ' 

2.Sig~M;~~ {:-:~7~' 
3. Title 

Director, Regulatory Affairs 

4. Typed Nome {7 5. Date 

Shannon Cooley July 2, 2012 

.. 
EPA Form 8570M1 IRev. 3M94) PreVIous ed1t10ns are obsolete . Whito · EPA File Copy (original! YaUow · App&cant Copy 
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Taurus SC 
Termiticide /Insecticide 

For sale to, use and storage only by individuals/firms licensed or registered by the state to apply 
termiticide and/or general pest control products. 

Active Ingredient 
*Fipronil 

Other Ingredients ... 
................. ···························· 9.1% 

··················· 90.9% 
100.0% 

*( 5-am ino-1-(2, 6-d ich loro-4-(trifluoromethyl)phenyl)-4-( ( 1 , R, S)-{triftuoromethyl)su lfinyi)-1-H-pyrazole-3-
carbonitrile) 

Taurus SC termiticide I insecticide contains 0.8 pounds active ingredient per gallon. 

KEEP OUT OF REACH OF CHILDREN 

Caution/Precauci6n 
Si usted no entiende Ia etiqueta, busque a alguien para que se Ia explique a usted en detalle. {If you do 

not understand the label, find someone to explain it to you in detail.) 

(See attached label for additional precautionary information and complete Directions for Use). 

EPA Reg. No. 53883-279 

Control Solutions, Inc. 
5903 Genoa-Red Bluff 
Pasadena, TX 77507-1041 

Net Contents: 

EPA Est. No. 53883-TX-002 
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FIRST AID 
Have the product container or label with you when calling a poison control center or doctor, or going for 
treatment. 
If swallowed: • Call a Poison Control Center or doctor immediately for treatment advice . 

• Have person sip a glass of water if able to swallow . 

• Do not induce vomiting unless told to do so by a poison control center or 
doctor. 

• Do not Qive anythinQ by mouth to an unconscious person . 
If on skin or • Take off contaminated clothing . 
clothing: • Rinse skin immediately with plenty of water for 15-20 minutes . 

• Call a poison control center or doctor for treatment advice . 
If inhaled: • Move person to fresh air. 

• If person is not breathing, call 911 or an ambulance, then give artificial 
respiration, preferably by mouth-to-mouth, if possible. 

• Call a poison control center or doctor for treatment advice . 
If in eyes: • Hold eye open and rinse slowly and gently with water for 15-20 minutes . 

Remove contact lenses, if present, after the first 5 minutes, then continue 
rinsing eye. 

• Call a poison control center or doctor for treatment advice . 
Note to Physician: There is no specific antidote. All treatment should be based on observed signs and 
symptoms of distress in the patient. Overexposure to materials other than this product may have 
occurred. In severe cases of overexposure by oral ingestion, lethargy, muscle tremors, and in extreme 
cases, possibly convulsions may occur. 
Have the product container or label with you when calling a poison control center or doctor, or 
going for treatment. You may also contact SafetyCalle (866) 897-8050 for emergency medical 
treatment information 

PRECAUTIONARY STATEMENTS 
Hazards to Humans and Domestic Animals 

Caution 
Harmful if swallowed, absorbed through skin or inhaled. Do not get in eyes, on skin or on clothing. Do not 
breathe spray mist. Wash thoroughly with soap and water after handling and before eating, drinking, 
chewing gum, or using tobacco. Remove and wash contaminated clothing before reuse. 

Personal Protective Equipment (PPE): 
All pesticide handlers (mixers, loaders, and applicators) must wear long-sleeved shirt and long pants, 
socks, shoes, and chemical-resistant gloves. All pesticide handlers must wear a dust/mist filtering 
respirator (MSHNNIOSH approval number prefix TC-21C), or a NIOSH approved respirator with any N, 
R, P or HE filter, when working in a non-ventilated space, including but not limited to crawl-spaces and 
basements. All pesticide handlers must wear protective eyewear (goggles, a faceshield, or safety glasses 
with front, brow, and temple protection) when working in a non-ventilated space, including but not limited 
to crawl-spaces and basements or when applying termiticide by rodding or sub-slab injection. 
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User Safety Recommendations 
Users should wash hands thoroughly with soap and water before eating, drinking, chewing gum, using 
tobacco or using the toilet. 
Remove contaminated clothing. Then wash body thoroughly with soap and water and put on clean 
clothing. Wash clothing with detergent and hot water before reusing. 
Remove PPE immediately after handling this product. Wash outside of gloves before removing. Wash 
PPE before reusing. 

ENVIRONMENTAL HAZARDS 
This pesticide is toxic to birds, fish, and aquatic invertebrates. Do not apply directly to water, or to areas 
where surface water is present or to intertidal areas below the mean high water mark. Runoff from treated 
areas may be hazardous to aquatic organisms in neighboring areas. Care must be taken to avoid runoff. 
Do not contaminate water by cleaning equipment or disposal of wastes. Do not contaminate water when 
disposing of equipment washwaters. 

DIRECTIONS FOR USE 

It is violation of federal law to use this product in a manner inconsistent with its labeling. 
Read entire label before using this product. 
For sale to, use and storage only by individuals/firms licensed or registered by state to apply termiticide 
and/or general pest control products. States may have more restrictive requirements regarding 
qualifications of persons using this product. Consult the structural pest control regulatory agency of your 
state prior to use of this product. 

USE RESTRICTIONS: 

DIRECTIONS FOR USE 
TO CONTROL TERMITES 

When treating adjacent to an existing structure, the applicator must check the area to be treated, and 
immediate adjacent areas of the structure, for visible and accessible cracks and holes to prevent any 
leaks or significant exposures to persons occupying the structure. People present or residing in the 
structure during application must be advised to remove their pets and themselves from the structure if 
they see any signs of leakage. After application, the applicator is required to check for leaks. All leaks 
resulting in the deposition of termiticide in locations other than those prescribed on this label must be 
cleaned up prior to leaving the application site. Do not allow people or pets to contact contaminated areas 
or to reoccupy contaminated areas of the structure until the clean up is completed. 

• Prior to drilling and treating through concrete structures, such as patios, porches, sidewalks and 
foundation slabs applicator should first determine that there are no habitable areas below that 
could be unintentionally contaminated by the treatment. 

• Only protected applicators wearing personal protective equipment as required by this product 
label may be in the area during application. 

• All holes in commonly occupied areas into which this termiticide I insecticide product has b3en 
applied must be plugged. Plugs must be of a non-cellulose material or covereti.oy nn impe~.'iC'JS, 
non-cellulose material. 

• Do not apply finished dilution of this product until all heating/air conditioning ducts, air vents, 
plumbing pipes, sewer lines, floor drains, heating pipes and electrical lines/conduits are VN'W•I 

and identified. Do not puncture or contaminate any of these. 
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• Do not treat within a distance of one foot out from the drip line of edible plants. 

• Do not contaminate public and private water supplies. 

• Do not make treatments while precipitation is occurring. 

• Do not treat soil that is water-saturated or frozen. 

• Use anti-backflow or air gap equipment with filling hoses. 

General Information 
When used in accordance with the directions in this label, this product provides effective prevention 
and/or control of subterranean termites. This product must be applied in manner which provides a 
continuous treated zone to effectively prevent termites from infesting wood. 
This product may only be applied by licensed technicians familiar with trenching, rodding, short rodding, 
sub-slab injection, low-pressure banded surface applications and foam delivery techniques. This product 
is a highly effective termiticide against a variety of subterranean termites including species of 
Reticulitermes, Zootermopsis, Heterotermes, and Coptotermes. 
Taurus SC is formulated as a water-based suspension concentrate liquid containing 9.1% active 
ingredient. 

Mixing Instructions 
To mix Taurus SC termiticide I insecticide: 

1. Fill the tank 1/4 to 1/3 full with water. The filling hose must be equipped with an anti-backflow device 
or water flow must include an air gap to protect against back siphoning. 

2. Start the pump to begin by-pass agitation and place the end of the treating tool in the tank to allow 
circulation through the hose. 

3. Add the appropriate amount of Taurus SC required to prepare the desired dilution. 
4. Add the remaining water. 
5. Continue to run the pump allowing recirculation through the hose back into the tank until the Taurus 

sc is completely dispersed. 

• To mix a 0.06% dilution, add 0.8 fluid ounces of Taurus sc per gallon of finished dilution. 
• To mix a 0.09% dilution, add 1.2 fluid ounces ofTaurus SC per gallon of finished dilution. 
• To mix a 0.125% dilution, add 1.6 fluid ounces ofTaurus sc per gallon of finished dilution. 

Application Rates for Termiticide Use 
For most applications, use the 0.06% dilution and apply at a rate of 4 gallons of dilution per 10 linear feet 
per foot of depth. For example, for treatment of 10 linear feet with a four-foot depth, use 4 x 4 (16) 
gallons per 10 linear feet. Do not apply at a concentration less than 0.06%. 
Where severe termite infestations occur, where problem soils occur or where difficult or problem 
construction types are encountered, it may be advisable to use either 0.09% or 0.125% concentration. Apply the 
higher concentration at a rate of 4 gallons of solution per 10 linear feet per foot of depth. For example, for 
treatment of 10 linear feet with a four-foot depth, use 16 (4 x 4) gallons per 10 linear feet. 
In dense soil that will not accept a volume of 4 gallons per linear foot per foot of depth, use the 0.125% 
dilution, and apply at a rate of 2 gallons per 10 linear feet per foot of depth. For example, for treatment of 
10 linear feet with a four-foot depth, use 8 (2 x 4) gallons per 10 linear feet. When using the Jower>1olume 
of application, be careful to maintain a continuous treated zone. If application requires drilling, drill' holes 
less than 12" apart to maintain a continuous treated zone. 

PRE-CONSTRUCTION TREATMENT 
In advance of treatment, applicators must notify the general contractor, construction superintendeni, or 
other responsible personnel of the intended Taurus SC application and the intended sitos 'o' applicddo,l. 
Applicators must instruct the person responsible to notify construction workers and othe~ individuHI'> \'f• 
site to vacate the treatment area and not to return until Taurus SC has been absorbed i.1to :he soil. Do 
not apply at a dosage and/or concentration lower than 0.06% for applications up to and including 
installation of the final grade. 
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General Information 
Pre-construction treatments include any treatment made during all phases of construction up to and 
including installation of the final grade. Establishing a thorough and complete horizontal and vertical 
treated zone will provide effective pre-construction termite control. 
When foundations are deeper than 4 feet, it is preferable to apply Taurus SC as the backfill is being 
replaced. If the backfill is already in place, the applicator must trench and rod into the trench or trench 
along the foundation walls, around pillars and other foundation elements, at the rate prescribed from 
grade to a minimum depth of 4 feet. When trenching in sloping or tiered soil, the trench must be stepped 
to ensure adequate distribution and to prevent Taurus SC from running out of the trench. When the top of 
the footing is exposed, the soil adjacent to the footing must be treated to a depth not to exceed the 
bottom of the footing. Never treat any structure below the footing. 

Concrete Slab (Including Monolithic, Floating and Supported Concrete Slabs) on Ground or in 
Basements and Crawl Spaces 
Horizontal treated zones: Apply an overall treatment of Taurus SC to the entire surface to be covered by 
the concrete slab. This includes living area, as well as carports, porches, basement floors, and any 
extended entrances. Apply this treatment at the rate of 1 to 1.5 gallons of finished dilution per 10 square 
feet using a coarse spray nozzle and low-pressure spray (less than 25 p.s.i.). Spray the dilution evenly 
and uniformly over the entire area to be treated. If the slab is not to be poured the same day as treatment, 
cover the treated soil with a waterproof barrier such as polyethylene sheeting. 
Vertical treated zones: Apply Taurus SCat a rate of 1 gallon of fln.lshed dilution per square foot around 
anything penetrating the slab such as utility service and plumbing lines. Apply Taurus SCat a rate of 4 
gallons of finished dilution per 10 linear feet per foot of depth along the inside and outside perimeter of 
foundation walls. The applicator must trench and rod into the trench or trench along the foundation walls 
and around pillars and other foundation elements. If the footing is more than 4 feet below grade, make 
this treatment to a minimum of 4 feet below grade. A trench need not be any wider than 6 inches. Treat 
the soil which will be replaced into the trench using a low-pressure spray (not more than 25 p.s.i. at the 
nozzle). When redding from grade or from the bottom of a shallow trench, space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. 
It is highly recommended that a complete horizontal treated zone be created prior to the slab pour. 
However, if the slab was poured before a horizontal treatment could be made, refer to the "Post
Construction" section of this label for alternate application instructions. 

Hollow Block Foundations or Voids 
Create a continuous treatment zone by treating hollow block foundations or voids in masonry resting atop 
the footing. If voids in the masonry elements are not openly accessible, drill and treat into these voids by 
applying 2 gallons of finished dilution per 10 linear feet of foof1ng using a nozzle pressure of 25 p.s.i. or 
lower. When using this treatment, drill the access holes as close to the footing as is practical. Drilling 
below the sill plate is acceptable. Applicators must examine the treated areas of voids in block or rubble 
foundation walls closely for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
Not for use in voids insulated with rigid foam. 

Use with Other Products 
When a borate-based termite control product has been chosen as the primary pre-construction treatment 
for subterranean termites and is applied in accordance with the directions for use on the borate product's 
label, Taurus SC may be used as an exterior perimeter pre-construction treatment. Fer cr. exterior 
perimeter pre-construction treatment, Taurus SC must be applied in such a way as to cre'ato a continuous 
treated zone along the exterior foundation of the structure. A complete and thorough lru.t:o~tal pre
construction treatment with Taurus SC under the concrete slab is optional. 
Taurus SC may also be applied to critical areas of the interior of the structure includill!J c.round pl~mbing 
or utility services penetrating floors, bath and I or shower traps, or along concrete expansion joints, a~d 
other areas of known or suspected termite activity. 
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Refer to the "POST-CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP ILl) 
STRUCTURAL TERMITE TREATMENT" section of this label for instructions on applications to the 
exterior perimeter of a structure and to critical areas in the interior of the structure. 

POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE TREATMENT 

General Information 
For applications of Taurus SC made after the final grade is installed to protect the structure from termite 
infestation and/or to control existing termite populations, the applicator must trench and rod into the 
trench or trench along the foundation walls, around pillars and other foundation elements, at the rate 
prescribed from grade to the top of the footing. When the footing is more than 4 feet below grade, treat to 
a minimum depth of four feet. The depth of treatment will vary depending on soil type, degree of 
compaction and location of termite activity. When the top of the footing is exposed, the soil adjacent to the 
footing must be treated to a depth not to exceed the bottom of the footing. Never treat any structure below 
the footing. 
To establish a complete exterior perimeter treatment zone along the foundation wall, drill any exterior 
concrete structures adjoining the foundation, such as patios, porches and sidewalks, and treat by sub
slab injection of Taurus SC finished dilution. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 

Concrete Slab Over Soil (Including Monolithic, Floating and Supported Slabs) 

Exterior perimeter: Apply by trenching and redding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider than 6 
inches and must be a minimum of 6 inches deep or to the bottom of the footing. Never treat a structure 
below the footing. Space the rod holes no more than 12 inches apart in a manner which will create a 
continuous treated zone. Mix the finished dilution into the soil before replacing it into the trench. 

Sub-slab injection: Sub-slab injection treatments can be made from inside the structure, or in cases 
where this is not possible, from the outside of the structure by drilling through the foundation as directed 
below. Before treatment, locate and identify all heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits, and avoid contamination or damage to these 
structural elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the foundation including the garage. Drill holes along all concrete expansion 
joints, cracks, plumbing and utility services penetrating the slab. Drill holes along interior partition walls 
when there is clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches 
apart in a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC 
into the drill-holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, 
use a lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied 
areas must be plugged with a non-cellulose material or covered with an impervious, non-cellulose 
material. 
Horizontal drilling I rodding I sub-slab injection from the exterior of the foundation: Use this 
technique to treat underneath the slab only when floors or interior design do not allow for treatment by 
vertical drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits. Use horizontal short redding practices to create. ·3 
continuous treated zone into the soil proximal to the inside of the foundation wall. Angle drill-holes 
through the outside of the foundation to ensure deposition of Taurus SC below any existing heatir•Q 
ducts, water and sewer lines, or electrical conduits. Use horizontal long redding practi:as crly when the 
areas to be treated underneath the slab are not accessible by vertical rod ding or horizontal short ro~dinp. 
Do not use long rods exceeding 20 feet. For all horizontal redding applications space d;):l·holes nomur& 
than 12 inches apart in a manner which will create a continuous treated zone. Inject the f:nished d!lutio~ 
of Taurus SC into the drill-holes a rate of 4 gallons per 10 linear feet per foot of depth. ·Alii .oles m:.ist'be 
plugged with a non-cellulose material or covered by and impervious, non-cellulose ma,<:rial. 
Bath traps: Treat exposed soil or soil covered with tar or similar sealants beneath or around plunlbing 
and/or drain pipe entry areas with a minimum of 1 gallon but not more than 4 gallons of finished Gilution 
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per square foot. It may be necessary to remove tar or sealant to ensure adequate soil penetration. Install 
an access door or inspection portal if one is not already present. After inspection and removal of all wood 
or cellulose debris, treat the soil by rodding or drenching with the finished dilution of Taurus SC. 
Shower drains: To treat the soil beneath and adjacent to shower pan drains, drill through the slab 
adjacent to the shower pan and apply the fln'1shed dilution of Taurus SC by sub-slab injection. Foam can 
be used to maximize dispersion. Drill multiple access points adjacent to the drain, and use a directional 
dispersion tip to enhance the treatment of the soil beneath the drain. Treat with a minimum of 1 gallon but 
not more than 4 gallons of finished dilution per shower drain. Horizontal rodding can be used to access 
and treat soil associated with the shower drain. 

Structures with French Drains and Sump Pumps 
In sites where French drains exist at the footer along the foundation perimeter, common in hollow block 
foundation structures, the soil must be dry before applications can be made. Do not treat soil that is 
saturated or frozen. Do not make treatments while precipitation is occurring. To prevent seepage of 
finished dilution or damage to drains or tiles, do not rod through the slab any closer than 24 inches from 
French drains. Do not apply Taurus SC within 5 feet from the sump pump pit and pump. Do not drill 
through hollow block foundations that border French drains to prevent drainage or seepage from the 
block into the drains. 
Identify and locate French drains, then apply Taurus SC in the following manner: 

1) Unplug the sump pump. Inspect the sump pit for water. If no water is present, keep the sump 
pump unplugged while making the treatment. 

2) If water is in the pump pit, unplug the sump pump and remove four cups of water from the pit. 
Mark the water level. Wait 10 minutes then check the water level in the pit. If the water level has 
risen, there is too much seepage to make a treatment. If the water level has not risen, a treatment 
can be made as long as the sump pump remains unplugged. 

During application, check the sump pump pit every few minutes for the presence of termiticide dilution. If 
dilution is detected, stop the treatment immediately and remove all dilution from the pump pit before 
plugging the pump back in. Dispose of the dilution from the sump pump pit as directed by this label in the 
"Storage and Disposal" section. 

Basement Structures 

Exterior perimeter: Apply by trenching and rodding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of depth, or, if the 
footing is more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. When trenching in 
sloping or tiered soil, the trench must be stepped to ensure adequate distribution and to prevent Taurus 
SC from running out of the trench. Never treat a structure below the footing. Space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution 
into the soil before replacing it into the trench. 
Inside perimeter: To treat under the basement floor slab, drill vertically through the slab along the interior 
perimeter of the foundation. Drill holes along all concrete expansion joints, cracks, and any plumbing or 
utility services penetrating the slab. Drill holes along both sides of partition foundation walls, and around 
piers. Where there is clear evidence of termite activity in a non-foundation interior partition wall, drill holes 
through the slab adjacent to the wall along one side. Space all dr'rl!-holes no more than 12 inches apart in 
a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the 
drill-holes at the rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a 
lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas 
must be plugged with a non-cellulose material or covered with an impervious, non-cellulose materia~. 

Accessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to.t:T lroo'lted to any 
untreated interior space of the structure. Do not turn the air circulation system back or. until 'he 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 ;;allons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footin!,i,' c,l, if the koting 1s 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching :md 
rodding into the trench. Treat both sides of foundation and around all piers and pipes. In areas w~.ere 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the fou.ldation, 
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apply by redding alone. Where soil type and/or conditions make trenching impossible, apply by redding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. Read and follow the mixing directions in the "Mixing Instructions" section of this 
label when encountering soil types which will not accept the full application volume. 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Inaccessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
For any inaccessible interior areas, for example where the clearance between the floor joists and ground 
surfaces do no allow for operator access, excavate, if possible, and follow the instructions for accessible 
crawl spaces. When excavation is not possible, apply one or a combination of the following two methods: 

1) Establish a horizontal treated zone by applying 1 gallon of finished dilution ofTaurus SC with a 
coarse application nozzle (e.g., Delavan Type RD Raindrop, RD-7 or larger, or Spraying Systems 
Co. 80110LP Teejet or comparable nozzle) per 10 square feet of soil surface using a nozzle 
pressure of Jess than 25 p.s.i. For any area which cannot be reached with the application wand, 
use one or more extension rods. Do not broadcast or power spray with high pressures. 

2) Establish a horizontal treated zone by drilling through the foundation wall or through the floor 
above and treat the soil adjacent to the foundation at a rate of 1 gallon of finished dilution of 
Taurus SC per 10 square feet. Drill spacing must not exceed 16 inches between drill-holes. Many 
states have smaller interval requirements so check state regulations before application. Treat the 
soil adjacent to foundation elements with short or long redding techniques without drilling if it is 
possible to reach the soil to be treated with the treatment tool. 

Hollow Block Foundations I Voids 
Establish a continuous treated zone in hollow block foundations or voids in masonry resting on top of the 
footing by drilling and treating into voids of multiple masonry elements of the structure to soil level. If not 
openly accessible, drill and treat into voids of masonry elements. Apply 2 gallons of finished dilution per 
10 linear feet of footing at a nozzle pressure of 25 p.s.i. or Jess. When making this treatment, drill access 
holes as close as possible to the footing, below the level of the sill plate if necessary. Applicators must 
examine the treated areas for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas until the clean up is completed. 
Not for use in voids insulated with rigid foam. 

Treatment of Structures with Wells or Cisterns 

Do not contaminate wells or cisterns. 
Do not apply Taurus SC within 5 feet of any well or cistern. Treat soil 5 to 10 feet from any well or Li3~<.r:1 
by backfill method only. Treat soil adjacent to water pipes within 3 feet of grade by backfill method onlv .. 
Backfill method: 

1) Trench to remove the soil to be treated and place it into a wheelbarrow or ontp·r.E.&vy plastic 
sheeting or similar material. 

2) Treat the soil at a rate of 4 gallons of finished dilution of Taurus SC per 10 linec1.o :~o~ot per tc::-t cf 
trench depth, or at a rate of 1 gallon per cubic foot of soil. Mix the Taurus SC thoiuughly into soil 
while taking care to prevent runoff or spillage. · · 

3) After the treated soil has completely absorbed the finished dilution of Taurus sc.;; put it back i.1to 
the trench. 
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Structures Adjacent to Wells I Cisterns and I or Other Bodies of Water 
Prior to application examine any structure with nearby sources of water such as wells, cisterns, ponds, 
streams or other bodies of water, then follow the treatment procedures described below. 

1) If the pipe{s) from the well enter the structure with 3 feet of grade, expose them is possible prior 
to treatment. Treat the soil adjacent to the water pipe(s) using the backfill method described 
above. 

2) Take precautions, prior to treatment, to limit the risk of Taurus SC being applied into subsurface 
drains which empty into any bodies of water, including evaluating whether treatment of the footer 
could result in contamination of subsurface drains. Take into consideration such factors as depth 
to the drain system, soil type and degree of soil compaction when determining the depth of 
treatment. 

3) Use the treated backfill method, when appropriate (e.g., on the water side of the structure), to 
minimize off-site movement of Taurus SC. 

4) To minimize potential runoff of Taurus SCinto non-target areas, apply a finished dilution of 
0.125% at a rate of 2 gallons per 10 linear feet per foot of depth. 

Plen urn Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat the soil exterior to the foundation walls according to the instructions in the "Accessible Crawl Space 
Construction" section of this label. 
Follow the instructions below for interior treatment of plenum structures that use a sealed under floor 
space to circulate heated or cooled air throughout the structure: 

1) Remove sealing fabric and anything on the sealing fabric to expose no more than an 18 inch 
width adjacent to all foundation structures, including foundation walls, interior piers, pipes and any 
other structures in contact with soil. Treat according to the instructions for exterior and interior 
treatment in the "Accessible Crawl Space Construction" section of this label. 

2) After the finished dilution of Taurus SC has been absorbed into the soil, return the sealing fabric 
and anything removed from the surface of the sealing fabric to their original pre-treatment 
positions. 

Foam Application 
When construction practices, soil subsidence, or other factors make it difficult to establish a continuous 
treated zone with conventional liquid application methods, supplement treat with the use of foam
generating equipment. Foam applications are useful in the treatment of filled stoops and porches, 
chimney bases, into block voids, behind masonry or other veneers, and into stud walls. Utilize 
applications of dry foam only (a range of 15:1 to 50:1 expansion ratio) when treating voids in stud walls. 
Apply foam to wall voids where evidence of termite presence or damage exist or are suspected. 
Foam only treatments under slabs are appropriate when maximum horizontal coverage is desired In 
areas with no deep foundation or footing (for example: around plumbing entries and near settlement 
cracks in concrete slabs). Use both conventional liquid application and foam treatment in areas where 
both lateral spread and deeper vertical penetration of Taurus SC are desired. Effective treatment is highly 
dependent on volume and amount of active ingredient. Apply at least 75% of the finished dilution of 
Taurus SC as a liquid treatment, then deliver the remaining 25% or less to the appropriate areas as a 
foam application. The total amount of product applied as a combined foam and liquid treatment sh'J~ 1c' nq 
equivalent to volume of Taurus SC liquid finished dilution required for a liquid application alone. Foam 
applications provide a good supplement to liquid applications in difficult to treat areas. 
Foam mixing instructions: 
Prepare the desired finished dilution of Taurus SC, then mix with the manufacturers recommended 
quantity of foaming agent in foaming equipment. Apply a sufficient volume of Taurus S~ h'2m to e~tabli_.;h 
a continuous treated zone at the rates recommended in this label for specific applications.· When sufficient 
foam volume cannot be applied to achieve the recommended rate of Taurus SC ,sup,:>:<-r.13nt the 
treatment with additional liquid finished dilution to assure appropriate treatment volur,rc o.r.d concentrstion 
in the treated area. 

• 1 gallon of finished dilution at a foam expansion ratio of 25:1 makes 25 gallons of foam. 
• 1.66 gallons of finished dilution at a foam expansion ratio of 15:1 makes 25 gallons of foam. 
• 2.5 gallons of finished dilution at a foam expansion ratio of 10:1 makes 25 gallons of foam. 
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• 5 gallons of finished dilution at a foam expansion ratio of 5:1 makes 25 gallons of foam. 

POST-CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP ILl) STRUCTURAL 
TERMITE TREATMENT- Not approved for use in Louisiana 

General Information 
This post-construction application of Taurus SC can be made after the final grade is installed to protect 
the structure from termite infestation and/or to control existing termite populations. This treatment method 
is designed to be non-invasive to the interior of the structure with the establishment of a continuous 
treated zone along the exterior of the foundation and only treating interior spaces where termite activity 
has been found. If you have questions regarding this treatment, consult the appropriate state agency. 
Termite activity is defined as the presence of one or more of the following signs of infestation: 

1) Alates (winged termites) have swarmed inside the structure. 
2) Live termites are found to be active within the structure. 
3) There is clear evidence of termite activity on or inside the structure such as the presence of mud 

tubes, galleries in wood. 
Do not apply Taurus SC finished dilution as perimeter /localized interior treatment at a concentration 
lower than 0.06% or at an application volume lower than those specified in the "Application Rates for 
Termiticide Use" section of this label. 

EXTERIOR PERIMETER TREATMENT 
To prevent termite infestation of a structure, exterior perimeter applications of Taurus SC must be made 
in a manner which will create a continuous treated zone. If situations are encountered where the soil will 
not accept the full application volume recommended in the use directions below, read and follow the 
direction in the "Application Rates for Termiticide Use" section of this label. 

Concrete Slab on Ground (Including Monolithic, Floating and Supported Concrete Slabs) 
Apply along the exterior foundation perimeter by trenching and rodding into the trench or by trenching at 
the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. Space the rod 
holes no more than 12 inches apart in a manner which will create a continuous treated zone. Mix the 
finished dilution into the soil before replacing it into the trench. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by rodding alone. Where soil type and/or conditions make trenching impossible, 
apply by rodding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 

Basement and Inaccessible Crawl Space Construction 
Apply along the exterior foundation perimeter by trenching and rodding into the trench or by trenching 
along the foundation walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per 
foot of depth, or, if the footing is more than 4 feet below grade treat to a minimum depth of 4 feet. 
Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the bottom of 
the footing. When trenching in sloping or tiered soil, the trench must be stepped to ensure adequate 
distribution and to prevent Taurus SC from running out of the trench. Space the rod holes no more lh&r, 
12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution in•o .the 
soil before replacing it into the trench. Never treat a structure below the footing. 
In areas where physical obstructions exist that prevent trenching, such as concrete Welikwc.>s adjacert to 
the foundation, apply by rodding alone. Where soil type and/or conditions make trenching irdpossib:e, 
apply by rodding. In order to establish a complete exterior perimeter treatment zone, dri>liriQ and sut-s!2b 
treatment will be necessary wherever adjoining concrete structures exist such as patios, 'porchesw. 
sidewalks. For driveways, exterior drilling is necessary only around building supports 6i wa11 elements 
permanently located at driveway joints. Never treat a structure below the footing. 
If termite activity is detected inside an inaccessible crawl space, the area must be treated. Make·, 
localized interior treatment at the site of termite activity and extending at least 2 feet in both directions 
from the activity. Choose the appropriate application technique for treating inaccessible crawl spoi::o 
construction by referring to the "POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMilE 
TREATMENT" section of this label. 
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Accessible Crawl Spaces 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
rodding into the trench. Treat outside of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
apply by rodding alone. Where soil type and/or conditions make trenching impossible, apply by rodding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. In order to establish a complete exterior perimeter treatment zone, drilling and sub
slab treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. If situations are encountered where the soil will not accept the full application volume 
recommended in the use directions below, read and follow the direction in the "Application Rates for 
Termiticide Use" section of this label. 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Garages: Attached garage floors should be treated 

Sub-slab injection: Sub-slab injection treatments can be made from inside the garage, or in cases where 
this is not possible, from the outside of the structure by drilling through the foundation as directed below. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the garage foundation. Drill holes along all concrete expansion joints, cracks, 
plumbing and utility services penetrating the slab. Drill holes along interior partition walls when there is 
clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches apart in a 
manner which will create a continuous treated zone. Inject the finished dilution of Taurus SCinto the drill
holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a lateral 
dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas must 
be plugged with a non-cellulose material or covered with an impervious, non-cellulose material such as 
Portland cement. 
Horizontal drilling I rodding I sub-slab injection from the exterior of the garage foundation: Use 
this technique to treat underneath the slab only when interior design do not allow for treatment by vertical 
drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits. Use horizontal short rodding practices to create a continuous 
treated zone along the inside perimeter of the foundation. Angle drill-holes through the outside of the. · 
foundation to ensure deposition of Taurus SC below any existing heating ducts, water and sewer lin('s, or 
electrical conduits. Use horizontal long rod ding practices only when the areas to be treated undemP.'llh 
the slab are not accessible by vertical rodding or horizontal short rodding. Do not use lo;l;J· r::>ds exce<;>ding 
20 feet. For all horizontal rodding applications space drill-holes no more than 12 inches apo:rt in a f'lanner 
which will create a continuous treated zone. Inject the finished dilution of Taurus SC ini<> t: '" drill-ho'e:? '"lt 
rate of 4 gallons per 10 linear feet per foot of depth. All holes must be plugged with a noi,"Cellulose 
material or covered by an impervious, non-cellulose material such as Portland cement. 

LOCALIZED INTERIOR TREATMENT 
As part of a complete treatment, targeted interior applications may be made to vulnerable areas such as 
around plumbing or utility services penetrating floors, bath and I or shower traps, or along concrf'!e 
expansion joints or settlement cracks. 
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If known termite activity exists in areas inside living spaces or in non-living spaces (such as crawl spaces, 
plenums etc.) of the structure, a localized interior treatment must be made at the immediate vicinity of the 
termite activity and radiating out at least 2 feet from the site in two or more directions. 

Hollow Block Foundations I Voids 
When termite activity is evident in or in the vicinity (within 2 feet) of hollow block foundations or voids in 
masonry resting on the footing, drill the wall adjacent to the evidence, if not openly accessible, and inject 
the finished dilution of Taurus SC into the void at a rate of 2 gallons per 10 linear feet of footing using a 
nozzle of 25 p.s.i. or less. This localized interior treatment to hollow block must be made at the site of the 
termite activity and to areas above the termite activity. Treatment must be applied radiating out at least 2 
feet in two or more directions from the site of activity or along the wall pier or support post. Use of foam 
will maximize dispersion. When using this treatment, drill access hole below the sill plate as close as 
possible to the footing as is practical. 
Applicators must examine the treated areas of voids in block or rubble foundation walls closely for 
possible runoff as a precaution against application leakage. Mechanical alteration to some areas may be 
required before a treatment can be made. Other areas may not be treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
The drilled holes in commonly occupied areas must be plugged with a non-cellulose material or covered 
by an impervious, non-cellulose material such as Portland cement. 

Bath Traps 
If tenmile activity is evident within 2 feet of a bath trap, exposed soil or soil covered with tar or a similar 
sealant around plumbing and I or drainpipe entry areas must be treated. Tar or sealant may have to be 
removed to ensure adequate soil penetration. Install an access door or inspection portal if one is not 
already present. After all wood and cellulose debris is removed, treat the soil by rod ding or drenching with 
a minimum of 1 gallon to a maximum of 4 gallons of finished dilution of Taurus SC per square foot. 

Shower Drains 
If termite activity is evident within 2 feet of a shower drain, soil beneath and adjacent to the drain must be 
treated. Drill through the slab adjacent to the shower drain and apply the finished dilution of Taurus SC by 
sub-slab injection to the soil below. Multiple access points may be drilled adjacent to the drain. Use of 
foam will maximize dispersion. Use of a directional dispersion tip will further enhance the treatment of the 
soil beneath the drain. Treat the soil with a minimum of 1 gallon but no more than 4 gallons of finished 
dilution per shower drain. Horizontal rodding can also be used to access and treat soil associated with a 
shower drain. 

Retreatment Instructions 
Annual retreatment of a structure is prohibited. Retreatment for subterranean termites can only be 
performed under the following circumstances: 

1. There is clear evidence of re-infestation. 
2. There is disruption of the treated zone due to construction, excavation, or landscaping and I or 

there is evidence of the breakdown of termiticide treated zone in the soil. 
Treat these vulnerable or re-infested areas using a spot, partial or complete treatment in accordan::3 1•/!th 
the application techniques described in this label. The timing and selection of retreatment type will vary 
depending on such factors as termite pressure, soil types and conditions, and other factors which inay 
reduce the effectiveness of the treated zone. 

POSTS, POLES, WOODEN LANDSCAPE ORNAMENTATION 

DO NOT contaminate wells or cisterns. 

Preventative Treatment: Create a continuous treatment zone in the soil around wooden posts, pnl"'s 
fence posts, signs and landscaping ornamentation. Apply the finished dilution of Taurus SC at the rate of 
4 gallons per 10 linear feet per foot of depth. When performing the treatment at the time of instal!3tio:>n,.the 
finished dilution may be applied to the soil as it is replaced around the pole or post. The application 
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should place termiticide to a depth of 6 inches below the bottom of posts, poles or other wooden objects 
in contact with soil. 
Curative Treatment: Treat previously installed wooden posts, poles, fence posts, signs and landscaping 

ornamentation with the finished dilution of Taurus SC by sub-surface injection or by gravity flow through 
holes made at the bottom of a trench around posts and poles. When trenching, the trench need not be 
wider than 6 inches and should be 6 inches deep. When sub-surface injecting, treat all sides to create a 
continuous treatment zone. Apply termiticide to a depth of 6 inches below the bottom of the wood. 

TERMITES ABOVE GROUND 

For Control of Termite Aerial Colonies or Drywood Termites 
To treat localized areas of wooden structures, apply the finished dilution of Taurus SC to wooden 
members I voids. To treat inaccessible areas, drill and inject the finished dilution into the damaged wood 
of void spaces with a crack and crevice injector. Foam application can also be made into void spaces. 
To treat termite carton nests in trees or building voids, inject the finished dilution of Taurus SC using a 
pointed injection tool. Multiple injection points to varying depths may be necessary. Physically remove 
carton nest material from building voids when such nests are found. 
After treatment, the applicator is required to check for leaks resulting in the deposition of Taurus SC in 
locations other than those prescribed on this label. When found, this material must be cleaned up before 
leaving the application site. Do not allow people or pets to come in contact with contaminated areas or 
allow them to reoccupy the treatment site until the clean up is completed. 
DO NOT TREAT FRUIT- OR NUT-BEARING TREES. 

DIRECTIONS FOR USE TO CONTROL LISTED PESTS ON OUTSIDE SURFACES AND ALONG 
FOUNDATION PERIMETER OF LISTED STRUCTURES 

Listed structures are residential, institutional, commercial and industrial buildings and utility enclosures. 

USE RESTRICTIONS: 

• Only applicators wearing the personal protective equipment required by this product label may be 
in the area during application. 

• Do not treat within a distance of 1 foot out from the dripline of edible plants. 

• Do not contaminate public or private water supplies. 

• Do not apply to wasp or hornet nests if they are not attached to or within the structure. 

• Do not make treatments during times of precipitation. 

• Do not allow residents, children, other people or pets into the treatment area until sprays have 
dried. After treatment, the applicator is required to check for leaks resulting in the deposition of 
treatment dilution in locations other than those prescribed in this label. When found, this material 
must be cleaned prior to leaving the application site. Do not allow people or pets to contac(, 
contaminated areas or to reoccupy contaminated areas of the structure until clean up is 
completed. 

• Do not spray air conditioning units or intake vents. 

• Do not use indoors except for application into wall voids. 

• Do not exceed the maximum of two applications per year. 

• Do not apply to playground equipment and pet quarters. 

• Do not apply to applications to runoff or drip from treated surfaces. 
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• Do not apply to boat houses, including their piers or pilings. 

• Do not apply within 5 feet of wells or cisterns. 

• Do not apply to French drains or other permeable drainage. 

• Doors and windows adjacent to application site must be closed during surface application. 

• Do not apply within 15 feet of bodies of fresh water; lakes, reservoirs, rivers, permanent streams, 
marshes, natural ponds and commercial fish ponds. A 15- foot buffer of uniform groundcover 
must exist between application zone and bodies of fresh water (uniform ground cover is defined 
as land which supports vegetation of greater than 2 inches in height throughout). 

• Do not apply within 60 feet of estuarine bodies of water. Estuarine water bodies are brackish, tidal 
water bodies such as bays, mouths of rivers, salt marshes and lagoons. 

Use Taurus SC to kill and to provide residual control of the following pests: 
Ants (acrobat, Argentine, big-headed, carpenter, crazy, odorous, pavement, pharaoh, and thief) 

Use Taurus SC to kill the following pests: 
Asian lady beetles, darkling beetles 
Australian, Oriental, and smoky brown cockroaches 
Black widow, brown recluse, cellar, and hobo spiders 
Box-elder bugs, pill bugs 
Brown and dog ticks 
Centipedes 
Cluster flies 
European earwigs 
House crickets 
Millipedes 
Paper wasps* 
Silverfish 
Yellow jackets 
*Taurus SC is not a knockdown agent. 

MIXING INSTRUCTIONS 
For perimeter pest treatments mix a 0.06% spray dilution of Taurus SC by filling the treatment tank 1/4 to 
1/3 full with water, then ad 0.8 fluid ounces of Taurus SC. The filling hose must be equipped with an anti
backflow device or the water flow must include an air gap to protect against back siphoning. Add more 
water to the tank while agitating to 1 gallon of finished dilution. 

APPLICATIONS TO OUTSIDE SURFACES OF LISTED STRUCTURES AND INTO WALL VOIDS 
Apply 0.06% of finished Taurus SC dilution as a low-pressure spray to the exterior of the structure where 
listed pests enter, trail around the structure or where they crawl and hide. Treat using a low-pressure 
coarse banded surface spray up to 18 inches in width around doors, windows, vents, pipes, foundi<ti0rr 
cracks, drilled holes or around any exterior openings where listed pests could enter the structure. Milk" 
sure to treat the joint where exterior siding (wood, vinyl, aluminum or other similar materials) meets th'l 
cement, brick or block foundation. Treat anywhere electrical, cable or telephone wire$ o;frler the house. 
This treatment should be made as a general surface spray, crack and crevice spray, or a wall void 
application. Taurus SC may be applied as a foam treatment into wall voids to kill and i'cVcdntrol tho 
above listed pests. 
Refer to the Foam Application section of this label for specific foam mixing and appliC:dror instructions. 

APPLICATIONS TO PERIMETER OF LISTED STRUCTURES 
Apply 2 quarts of 0.06% finished spray of Taurus SC per 160 linear feet. 
Refer to the "Foam Application" section of this label for specific foam mixing and application instr~i::tions. 
Except for foam applications made into wall voids, apply 0.06% of finished Taurus SC dilution as a low
pressure coarse general surface spray along the foundation exterior perimeter to an area 1 foot out from 
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and 1 foot up from where the ground meets the foundation. Apply 2 quarts of 0.06% finished spray of 
TAURUS SC per linear feet. Do not exceed a maximum of 2 applications per year. Nests that are found 
on the ground within 1 foot of the foundation may be treated. 
Vegetation touching the structure may offer a route for the entry of ants into the structure without coming 
into contact with the treatment; therefore, remove or prune away any shrubbery, bushes, and tree 
branches touching the structure. 

STORAGE AND DISPOSAL 
Do not contaminate water, food or feed by storage or disposal. 
Storage 
Store unused product in original container only, out of reach of children and animals. 
Pesticide Disposal 
Pesticide wastes are acutely hazardous. Improper disposal of excess pesticide is a violation of Federal 
Jaw. If these wastes cannot be disposed of by use according to label instructions, contact your State 
Pesticide or Environmental Control Agency, or the Hazardous Waste representative at the nearest EPA 
Regional Office for guidance. 
Container Disposal 
Nonrefillable Container: Do not reuse or refill this container. Triple rinse or pressure rinse container 
(or equivalent) promptly after emptying; then offer for recycling, if available, or reconditioning, if 
appropriate, or puncture and dispose of in a sanitary landfill, or by incineration, or by other procedures 
approved by state and local authorities. 
Triple rinse containers small enough to shake (capacity=> 5 gallons) as follows: Empty the 
remaining contents into application equipment or a mix tank and drain for 10 seconds after the flow 
begins to drip. Fill the container 1/4 full with water and recap. Shake for 10 seconds. Pour rinsate into 
application equipment or a mix tank, or store rinsate for later use or disposal. Drain for 10 seconds after 
the flow begins to drip. Repeat this procedure two more times. 
Pressure rinse as follows: Empty the remaining contents into application equipment or mix tank. Hold 
container upside down over application equipment or mix tank, or collect rinsate for later use or disposal. 
Insert pressure rinsing nozzle in the side of the container and rinse at about 40 PSI for at least 30 
seconds. Drain for 10 seconds after the flow begins to drip. 
In case of minor spills or leaks, soak up with sand, earth or other suitable material and dispose of as 
pesticide waste. 

WARRANTY STATEMENT 
Control Solutions, Inc. warrants that this product conforms to the chemical description on the label thereof 
and is reasonably fit for purposes stated on such label only when used in accordance with directions 
under normal use conditions. It is impossible to eliminate all risks inherently associated with use of this 
product. Crop injury, ineffectiveness, or other unintended consequences may result because of such 
factors as weather conditions, presence of other materials, or the manner of use or application, all of 
which are beyond the control of Control Solutions, Inc. To the extent consistent with applicable law, 
Control Solutions, Inc. shall in no event be liable for consequential, special, or indirect damages resulting 
from the use or handling of this product. All such risks shall be assumed by the Buyer. In addition to the 
foregoing, no purchaser of this product (other than an end user) shall be entitled to any reimbursement for 
any Joss suffered as a result of any suspension or cancellation of the registration for this product bv il "' 
U.S. Environmental Protection Agency. Except, as expressly provided herein and to the extent consistP.nt 
with applicable law, Control Solutions, Inc. makes no warranties, guarantees, or representations ot 'l~Y 
kind, either expressed or implied, or by usage of trade, statutory or otherwise, with re£•&rd tc the prodvct 
sold, including, but not limited to merchantability, fitness for a particular purpose, use <.Jr elig;bility of the 
product for any particular trade usage. The exclusive remedy of any buyer or user ofllii-> p10duct for a1y 
and all losses, injuries, or damage resulting from or in any way arising from the use, hanoling, or 
application of this product, whether in contract, warranty, tort, negligence, strict liabilify, ':lrotherwi3e, shall 
be damages not exceeding the purchase price paid for this product or, at Control Solutions, Inc. eledon, 
the replacement of this product. 

Optional Marketing Language: 
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• 78 oz. makes 100 gallons (for use on 78 oz container) 
• 20 oz. makes 25 gallons (for use on 20 oz container) 
• Contains Fipronil, the same active used in Termidor® SC 

**TaurusTM SC is not manufactured by or distributed by BASF. Termidor® SC is a registered 
trademark of BASF. 
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Material Sent for Data Extraction 

Reg. # __ . ._.5:"""3-"-~-"-~"""3_·=,;1.=-<7-J"z~-

Description: 

D Material(s) Sent to Data Extraction Contractors: 

w New Stamped Label Dated sJ2,j,1-

D Notification Dated 

D New CSF(s) Dated 

D Other: 

D Other Action/Comments: ________ _ 

File this coversheet and attached materials in the jacket. It must be 
well organized and clipped together, NOT STAPLED. Then give the 
jacket with the coversheet and materials to staff in the Information 
Services Center (ISC) (Room S-4900). If a jacket is full or only 
available as an image, please file materials in a new jacket and bring it 
down to the (ISC). For further information please call 703-605-0716. 

RD-IB 
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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY 

WASHINGTON, D.C. 20460 

Anne Turnbough 
Director, Regulatory Affairs 

. Control Solutions, Inc. 
5903 Genoa-Red Bluff 
Pasadena, TX 77507-1041 

OFFICE OF 
CHEMICAL SAFETY AND 

POLLUTION PREVENTION 

August 20, 2012 

Subject: Label Amendment-adding beehive restriction statement to front panel 
Product Name: Taurus SC 
EPA Reg. No.: 53883-279 
Application Dated: June 28, 2012 
Decision Number: 468558 

Dear Ms. Turnbough: 

The labeling referred to above, submitted in connection with registration under the 
Federal Insecticide, Fungicide, and Rodenticide Act, as amended, is acceptable. A stamped copy 
of the label is enclosed for your records 

If you have any questions, you may contact Clayton Myers at (703) 347-8874 or 
myers.clavton!@epa.gov. 

Enclosure: 
Stamped Label 

Sincerely, 

~~ 
Richard J. Gebken, Product Manager 
Insecticide Branch 
Registration Division (7505P) 

80



Taurus SC 
Termiticide /Insecticide 

For sale to, use and storage only by individuals/firms licensed or registered by the state to apply 
termiticide and/or general pest control products. 

Active Ingredient 
*Fipronil . ... ... ... ... ... ... ... .. ... ... ... ... ... ... . 9.1% 

Other Ingredients . . .. . ... ... ... ... ... .. ... ... ... ... ... .. ... ... ... ... ... . 90.9% 
100.0% 

*( 5~am ino-1-(2, 6-d ichloro-4-(trifl uoromethyl) ph en yl)-4-( ( 1 , R, S )-( trifl uoromethyl)su lfinyi)-1-H-pyrazole-3-
carbonitrile) 

Taurus SC termiticide I insecticide contains 0.8 pounds active ingredient per gallon. 

KEEP OUT OF REACH OF CHILDREN 

Caution/Precauci6n 
Si usted no entiende Ia etiqueta, busque a alguien para que se Ia explique a usted en detalle. (If you do 

not understand the label, find someone to explain it to you in detail.) 

(See attached label for additional precautionary information and complete Directions for Use). 

EPA Reg. No. 53883-279 

Control Solutions, Inc. 
5903 Genoa-Red Bluff 
Pasadena, TX 77507 ~ 1041 

Net Contents: 

''' ,_ 

EPA Est. No. 53883-TX-0'()2 
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FIRST AID 
Have the product container or label with you when calling a poison control center or doctor, or going for 
treatment. 
If swallowed: • Call a Poison Control Center or doctor immediately for treatment advice . 

• Have person sip a glass of water if able to swallow . 

• Do not induce vomiting unless told to do so by a poison control center or 
doctor. 

• Do not give anything l)y_ mouth to an unconscious person . 
If on skin or • Take off contaminated clothing . 
clothing: • Rinse skin immediately with plenty of water for 15-20 minutes . 

• Call a poison control center or doctor for treatment advice . 
If inhaled: • Move person to fresh air . 

• If person is not breathing, call 911 or an ambulance, then give artificial 
respiration, preferably by mouth-to-mouth, if possible. 

• Call a poison control center or doctor for treatment advice . 
If in eyes: • Hold eye open and rinse slowly and gently with water for 15-20 minutes . 

Remove contact lenses, if present, after the first 5 minutes, then continue 
rinsing eye. 

• Call a poison control center or doctor for treatment advice . 
Note to Physician: There is no specific antidote. All treatment should be based on observed signs and 
symptoms of distress in the patient. Overexposure to materials other than this product may have 
occurred. In severe cases of overexposure by oral ingestion, lethargy, muscle tremors, and in extreme 
cases, ,:>ossiblyconvulsions may_ occur. 
Have the product container or label with you when calling a poison control center or doctor, or 
going for treatment. You may also contact SafetyCall® (866) 897-8050 for emergency medical 
treatment information 

PRECAUTIONARY STATEMENTS 
Hazards to Humans and Domestic Animals 

Caution 
Harmful if swallowed, absorbed through skin or inhaled. Do not get in eyes, on skin or on clothing. Do not 
breathe spray mist. Wash thoroughly with soap and water after handling and before eating, drinking, 
chewing gum, or using tobacco. Remove and wash contaminated clothing before reuse. 

Personal Protective Equipment (PPE): 
All pesticide handlers (mixers, loaders, and applicators) must wear long-sleeved shirt and long pants, 
socks, shoes, and chemical-resistant gloves. All pesticide handlers must wear a dus!lm·rst frltering 
respirator (MSHA!NIOSH approval number prefix TC-21 C), or a NIOSH approved respirator with any N, 
R, P or HE filter, when working in a non-ventilated space, including but not limited to crawl-spaces and 
basements. All pesticide handlers must wear protective eyewear (goggles, a faceshield, or safety glasses 
with front, brow, and temple protection) when working in a non-ventilated space, including but no.t 'lid1ited 
to crawl-spaces and basements or when applying termiticide by redding or sub-slab injection. 
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User Safety Recommendations 
Users should wash hands thoroughly with soap and water before eating, drinking, chewing gum, using 
tobacco or using the toilet. 
Remove contaminated clothing. Then wash body thoroughly with soap and water and put on clean 
clothing. Wash clothing with detergent and hot water before reusing. 
Remove PPE immediately after handling this product. Wash outside of gloves before removing. Wash 
PPE before reusing. 

ENVIRONMENTAL HAZARDS 
This pesticide is toxic to birds, fish, and aquatic invertebrates. Do not apply directly to water, or to areas 
where surface water is present or to intertidal areas below the mean high water mark. Runoff from treated 
areas may be hazardous to aquatic organisms in neighboring areas. Care must be taken to avoid runoff. 
Do not contaminate water by cleaning equipment or disposal of wastes. Do not contaminate water when 
disposing of equipment washwaters. 

DIRECTIONS FOR USE 

It is violation of federal law to use this product in a manner inconsistent with its labeling. 
Read entire label before using this product. 
For sale to, use and storage only by individuals/firms licensed or registered by state to apply termiticide 
and/or general pest control products. States may have more restrictive requirements regarding 
qualifications of persons using this product. Consult the structural pest control regulatory agency of your 
state prior to use of this product. 

USE RESTRICTIONS: 

DIRECTIONS FOR USE 
TO CONTROL TERMITES 

When treating adjacent to an existing structure, the applicator must check the area to be treated, and 
immediate adjacent areas of the structure, for visible and accessible cracks and holes to prevent any 
leaks or significant exposures to persons occupying the structure. People present or residing in the 
structure during application must be advised to remove their pets and themselves from the structure if 
they see any signs of leakage. After application, the applicator is required to check for leaks. All leaks 
resulting in the deposition of termiticide in locations other than those prescribed on this label must be 
cleaned up prior to leaving the application site. Do not allow people or pets to contact contaminated areas 
or to reoccupy contaminated areas of the structure until the clean up is completed. 

• Prior to drilling and treating through concrete structures, such as patios, porches, sidewalks and 
foundation slabs applicator should first determine that there are no habitable areas below tho:t 
could be unintentionally contaminated by the treatment. 

• Only protected applicators wearing personal protective equipment as required by this product 
label may be in the area during application. 

• All holes in commonly occupied areas into which this termiticide I insecticide product has bee;, 
applied must be plugged. Plugs must be of a non-cellulose material or covered by an impervious, 
non-cellulose material. 

• Do not apply finished dilution of this product until all heating/air conditioning ducts, air vent~ 
plumbing pipes, sewer lines, floor drains, heating pipes and electrical lines/conduits are kn0w~ 
and identified. Do not puncture or contaminate any of these. 
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• Do not treat within a distance of one foot out from the drip line of edible plants. 

• Do not contaminate public and private water supplies. 

• Do not make treatments while precipitation is occurring. 

• Do not treat soil that is water-saturated or frozen. 

• Use anti-backflow or air gap equipment with filling hoses. 

General Information 
When used in accordance with the directions in this label, this product provides effective prevention 
and/or control of subterranean termites. This product must be applied in manner which provides a 
continuous treated zone to effectively prevent termites from infesting wood. 
This product may only be applied by licensed technicians familiar with trenching, redding, short rodding, 
sub-slab injection, low-pressure banded surface applications and foam delivery techniques. This product 
is a highly effective termiticide against a variety of subterranean termites including species of 
Reticulitermes, Zootermopsis, Heterotermes, and Coptotermes. 
Taurus sc is formulated as a water-based suspension concentrate liquid containing 9.1% active 
ingredient. 

Mixing Instructions 
To mix Taurus sc termiticide I insecticide: 

1. Fill the tank 1/4 to 1/3 full with water. The filling hose must be equipped with an anti-backflow device 
or water flow must include an air gap to protect against back siphoning. 

2. Start the pump to begin by-pass agitation and place the end of the treating tool in the tank to allow 
circulation through the hose. 

3. Add the appropriate amount of Taurus sc required to prepare the desired dilution. 
4. Add the remaining water. 
5. Continue to run the pump allowing recirculation through the hose back into the tank until the Taurus 

sc is completely dispersed. 

• To mix a 0.06% dilution, add 0.8 fluid ounces of Taurus sc per gallon of finished dilution. 
• To mix a 0.09% dilution, add 1.2 fluid ounces of Taurus sc per gallon of finished dilution. 
• To mix a 0.125% dilution, add 1.6 fluid ounces of Taurus sc per gallon of finished dilution. 

Application Rates for Termiticide Use 
For most applications, use the 0.06% dilution and apply at a rate of 4 gallons of dilution per 10 linear feet 
per foot of depth. For example, for treatment of 10 linear feet with a four-foot depth, use 4 x 4 (16) 
gallons per 10 linear feet. Do not apply at a concentration less than 0.06%. 
Where severe termite infestations occur, where problem soils occur or where difficult or problem 
construction types are encountered, it may be advisable to use either 0.09% or 0.125% concentration. Apply the 
higher concentration at a rate of 4 gallons of solution per 10 linear feet per foot of depth. For example, for 
treatment of 10 linear feet with a four-foot depth, use 16 (4 x 4) gallons per 10 linear feet. 
In dense soil that will not accept a volume of 4 gallons per linear foot per foot of depth, use the 0)257o 
dilution, and apply at a rate of 2 gallons per 10 linear feet per foot of depth. For example, for treatment of 
10 linear feet with a four-foot depth, use 8 (2 x 4) gallons per 10 linear feet. When using the lower \loi·Jt+.e 
of application, be careful to maintain a continuous treated zone. If application requires drilling, drill holes 
less than 12" apart to maintain a continuous treated zone. 

PRE-CONSTRUCTION TREATMENT 
In advance of treatment, applicators must notify the general contractor, construction superintende, 11, ur 
other responsible personnel of the intended Taurus SC application and the intended sites of applicati<m. 
Applicators must instruct the person responsible to notify construction workers and other individua's on 
site to vacate the treatment area and not to return until Taurus SC has been absorbed into the soil Do 
not apply at a dosage and/or concentration lower than 0.06% for applications up to and including 
installation of the final grade. 
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General Information 
Pre-construction treatments include any treatment made during all phases of construction up to and 
including installation of the final grade. Establishing a thorough and complete horizontal and vertical 
treated zone will provide effective pre-construction termite control. 
When foundations are deeper than 4 feet, it is preferable to apply Taurus SC as the backfill is being 
replaced. If the backfill is already in place, the applicator must trench and rod into the trench or trench 
along the foundation walls, around pillars and other foundation elements, at the rate prescribed from 
grade to a minimum depth of 4 feet. When trenching in sloping or tiered soil, the trench must be stepped 
to ensure adequate distribution and to prevent Taurus SC from running out of the trench. When the top of 
the footing is exposed, the soil adjacent to the footing must be treated to a depth not to exceed the 
bottom of the footing. Never treat any structure below the footing. 

Concrete Slab (Including Monolithic, Floating and Supported Concrete Slabs) on Ground or in 
Basements and Crawl Spaces 
Horizontal treated zones: Apply an overall treatment of Taurus SC to the entire surface to be covered 
by the concrete slab. This includes living area, as well as carports, porches, basement floors, and any 
extended entrances. Apply this treatment at the rate of 1 to 1.5 gallons of finished dilution per 10 square 
feet using a coarse spray nozzle and low-pressure spray (less than 25 p.s.i.). Spray the dilution evenly 
and uniformly over the entire area to be treated. If the slab is not to be poured the same day as treatment, 
cover the treated soil with a waterproof barrier such as polyethylene sheeting. 
Vertical treated zones: Apply Taurus SC at a rate of 1 gallon of finished dilution per square foot around 
anything penetrating the slab such as utility service and plumbing lines. Apply Taurus SCat a rate of 4 
gallons of finished dilution per 10 linear feet per foot of depth along the inside and outside perimeter of 
foundation walls. The applicator must trench and rod into the trench or trench along the foundation walls 
and around pillars and other foundation elements. If the footing is more than 4 feet below grade, make 
this treatment to a minimum of 4 feet below grade. A trench need not be any wider than 6 inches. Treat 
the soil which will be replaced into the trench using a low-pressure spray (not more than 25 p.s.i. at the 
nozzle). When rodding from grade or from the bottom of a shallow trench, space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. 
It is highly recommended that a complete horizontal treated zone be created prior to the slab pour. 
However, if the slab was poured before a horizontal treatment could be made, refer to the "Post
Construction" section of this label for alternate application instructions. 

Hollow Block Foundations or Voids 
Create a continuous treatment zone by treating hollow block foundations or voids in masonry resting atop 
the footing. If voids in the masonry elements are not openly accessible, drill and treat into these voids by 
applying 2 gallons of finished dilution per 10 linear feet of footing using a nozzle pressure of 25 p.s.i. or 
lower. When using this treatment, drill the access holes as close to the footing as is practical. Drilling 
below the sill plate is acceptable. Applicators must examine the treated areas of voids in block or rubble 
foundation walls closely for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
Not for use in voids insulated with rigid foam. 

Use with Other Products 
When a borate-based termite control product has been chosen as the primary pre-construction treatri 1ent 
for subterranean termites and is applied in accordance with the directions for use on the borate prodllei:s 
label, Taurus SC may be used as an exterior perimeter pre-construction treatment. For an exterior 
perimeter pre-construction treatment, Taurus SC must be applied in such a way as to create a cortmm~s 
treated zone along the exterior foundation of the structure. A complete and thorough horizontal pre: 
construction treatment with Taurus SC under the concrete slab is optional. 
Taurus SC may also be applied to critical areas of the interior of the structure including around pl61 .1~;,,~ 
or utility services penetrating floors, bath and I or shower traps, or along concrete expansion joints. and 
other areas of known or suspected termite activity. 
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Refer to the "POST-CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP ILl) 
STRUCTURAL TERMITE TREATMENT" section of this label for instructions on applications to the 
exterior perimeter of a structure and to critical areas in the interior of the structure. 

POST -CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE TREATMENT 

General Information 
For applications of Taurus SC made after the final grade is installed to protect the structure from termite 
infestation and/or to control existing termite populations, the applicator must trench and rod into the 
trench or trench along the foundation walls, around pillars and other foundation elements, at the rate 
prescribed from grade to the top of the footing. When the footing is more than 4 feet below grade, treat to 
a minimum depth of four feet. The depth of treatment will vary depending on soil type, degree of 
compaction and location of termite activity. When the top of the footing is exposed, the soil adjacent to the 
footing must be treated to a depth not to exceed the bottom of the footing. Never treat any structure below 
the footing. 
To establish a complete exterior perimeter treatment zone along the foundation wall, drill any exterior 
concrete structures adjoining the foundation, such as patios, porches and sidewalks, and treat by sub
slab injection of Taurus SC finished dilution. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 

Concrete Slab Over Soil (Including Monolithic, Floating and Supported Slabs) 

Exterior perimeter: Apply by trenching and rod ding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider than 6 
inches and must be a minimum of 6 inches deep or to the bottom of the footing. Never treat a structure 
below the footing. Space the rod holes no more than 12 inches apart in a manner which will create a 
continuous treated zone. Mix the finished dilution into the soil before replacing it into the trench. 

Sub-slab injection: Sub-slab injection treatments can be made from inside the structure, or in cases 
where this is not possible, from the outside of the structure by drilling through the foundation as directed 
below. Before treatment, locate and identify all heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits, and avoid contamination or damage to these 
structural elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the foundation including the garage. Drill holes along all concrete expansion 
joints, cracks, plumbing and utility services penetrating the slab. Drill holes along interior partition walls 
when there is clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches 
apart in a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC 
into the drill-holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, 
use a lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied 
areas must be plugged with a non-cellulose material or covered with an impervious, non-cellulose 
material. 
Horizontal drilling I redding I sub-slab injection from the exterior of the foundation: Use this 
technique to treat underneath the slab only when floors or interior design do not allow for treatment by 
vertical drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits. Use horizontal short rod ding practices to creat'l." 
continuous treated zone into the soil proximal to the inside of the foundation wall. Angle drill-holes. 
through the outside of the foundation to ensure deposition of Taurus SC below any existing heatlrc 
ducts, water and sewer lines, or electrical conduits. Use horizontal long redding practices only when 'the 
areas to be treated underneath the slab are not accessible by vertical rodding or horizontal short rod ding. 
Do not use long rods exceeding 20 feet. For all horizontal rodding applications space drill-holes nc ;r,c,re 
than 12 inches apart in a manner which will create a continuous treated zone. Inject the finished di:ut;e:.n 
of Taurus SC into the drill-holes a rate of 4 gallons per 10 linear feet per foot of depth. All holes must b( 
plugged with a non-cellulose material or covered by and impervious, non-cellulose material. 
Bath traps: Treat exposed soil or soil covered with tar or similar sealants beneath or around plumbing 
and/or drain pipe entry areas with a minimum of 1 gallon but not more than 4 gallons of finished d•I'J'io1 
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per square foot. It may be necessary to remove tar or sealant to ensure adequate soil penetration. Install 
an access door or inspection portal if one is not already present. After inspection and removal of all wood 
or cellulose debris, treat the soil by redding or drenching with the finished dilution of Taurus SC. 
Shower drains: To treat the soil beneath and adjacent to shower pan drains, drill through the slab 
adjacent to the shower pan and apply the finished dilution of Taurus SC by sub-slab injection. Foam can 
be used to maximize dispersion. Drill multiple access points adjacent to the drain, and use a directional 
dispersion tip to enhance the treatment of the soil beneath the drain. Treat with a minimum of 1 gallon but 
not more than 4 gallons of finished dilution per shower drain. Horizontal redding can be used to access 
and treat soil associated with the shower drain. 

Structures with French Drains and Sump Pumps 
In sites where French drains exist at the footer along the foundation perimeter, common in hollow block 
foundation structures, the soil must be dry before applications can be made. Do not treat soil that is 
saturated or frozen. Do not make treatments while precipitation is occurring. To prevent seepage of 
finished dilution or damage to drains or tiles, do not rod through the slab any closer than 24 inches from 
French drains. Do not apply Taurus SC within 5 feet from the sump pump pit and pump. Do not drill 
through hollow block foundations that border French drains to prevent drainage or seepage from the 
block into the drains. 
Identify and locate French drains, then apply Taurus SC in the following manner: 

1) Unplug the sump pump. Inspect the sump pit for water. If no water is present, keep the sump 
pump unplugged while making the treatment. 

2) If water is in the pump pit, unplug the sump pump and remove four cups of water from the pit. 
Mark the water level. Wait 10 minutes then check the water level in the pit. If the water level has 
risen, there is too much seepage to make a treatment. If the water level has not risen, a treatment 
can be made as long as the sump pump remains unplugged. 

During application, check the sump pump pit every few minutes for the presence of termiticide dilution. If 
dilution is detected, stop the treatment immediately and remove all dilution from the pump pit before 
plugging the pump back in. Dispose of the dilution from the sump pump pit as directed by this label in the 
"Storage and Disposal" section. 

Basement Structures 

Exterior perimeter: Apply by trenching and redding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution ofTaurus SC per 10 linear feet per foot of depth, or, if the 
footing is more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. When trenching in 
sloping or tiered soil, the trench must be stepped to ensure adequate distribution and to prevent Taurus 
SC from running out of the trench. Never treat a structure below the footing. Space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution 
into the soil before replacing it into the trench. 
Inside perimeter: To treat under the basement floor slab, drill vertically through the slab along the interior 
perimeter of the foundation. Drill holes along all concrete expansion joints, cracks, and any plumbing or 
utility services penetrating the slab. Drill holes along both sides of partition foundation walls, and around 
piers. Where there is clear evidence of termite activity in a non-foundation interior partition wall, drill holes 
through the slab adjacent to the wall along one side. Space all drill-holes no more than 12 inches apart in 
a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SCinto the 
drill-holes at the rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a 
lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas 
must be plugged with a non-cellulose material or covered with an impervious, non-cellulose materi?l 

Accessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to ar.y 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of · 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the !(luting 's 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenchir1g and 
redding into the trench. Treat both sides of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundn~io~. 
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apply by redding alone. Where soil type and/or conditions make trenching impossible, apply by redding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. Read and follow the mixing directions in the "Mixing Instructions" section of this 
label when encountering soil types which will not accept the full application volume. 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Inaccessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
For any inaccessible interior areas, for example where the clearance between the floor joists and ground 
surfaces do no allow for operator access, excavate, if possible, and follow the instructions for accessible 
crawl spaces. When excavation is not possible, apply one or a combination of the following two methods: 

1) Establish a horizontal treated zone by applying 1 gallon of finished dilution of Taurus SC with a 
coarse application nozzle (e.g., Delavan Type RD Raindrop, RD-7 or larger, or Spraying Systems 
Co. 8011 OLP Teejet or comparable nozzle) per 10 square feet of soil surface using a nozzle 
pressure of less than 25 p.s.i. For any area which cannot be reached with the application wand, 
use one or more extension rods. Do not broadcast or power spray with high pressures. 

2) Establish a horizontal treated zone by drilling through the foundation wall or through the floor 
above and treat the soil adjacent to the foundation at a rate of 1 gallon of finished dilution of 
Taurus SC per 10 square feet. Drill spacing must not exceed 16 inches between drill-holes. Many 
states have smaller interval requirements so check state regulations before application. Treat the 
soil adjacent to foundation elements with short or long redding techniques without drilling if it is 
possible to reach the soil to be treated with the treatment tool. 

Hollow Block Foundations I Voids 
Establish a continuous treated zone in hollow block foundations or voids in masonry resting on top of the 
footing by drilling and treating into voids of multiple masonry elements of the structure to soil level. If not 
openly accessible, drill and treat into voids of masonry elements. Apply 2 gallons of finished dilution per 
10 linear feet of footing at a nozzle pressure of 25 p.s.i. or less. When making this treatment, drill access 
holes as close as possible to the footing, below the level of the sill plate if necessary. Applicators must 
examine the treated areas for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas until the clean up is completed. 
Not for use in voids insulated with rigid foam. 

Treatment of Structures with Wells or Cisterns 

Do not contaminate wells or cisterns. 
Do not apply Taurus SC within 5 feet of any well or cistern. Treat soil 5 to 10 feet from any well or-~:starn 
by backfill method only. Treat soil adjacent to water pipes within 3 feet of grade by backfill method ulllf. 
Backfill method: 

1) Trench to remove the soil to be treated and place it into a wheelbarrow or onto heavy plastic 
sheeting or similar material. 

2) Treat the soil at a rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet perJocico' 
trench depth, or at a rate of 1 gallon per cubic foot of soil. Mix the Taurus SC thoroughly irito soil 
while taking care to prevent runoff or spillage. 

3) After the treated soil has completely absorbed the finished dilution of Taurus SC, put it back into 
the trench. 
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Structures Adjacent to Wells I Cisterns and I or Other Bodies of Water 
Prior to application examine any structure with nearby sources of water such as wells, cisterns, ponds, 
streams or other bodies of water, then follow the treatment procedures described below. 

1) If the pipe(s) from the well enter the structure with 3 feet of grade, expose them is possible prior 
to treatment. Treat the soil adjacent to the water pipe(s) using the backfill method described 
above. 

2) Take precautions, prior to treatment, to limit the risk of Taurus SC being applied into subsurface 
drains which empty into any bodies of water, including evaluating whether treatment of the footer 
could result in contamination of subsurface drains. Take into consideration such factors as depth 
to the drain system, soil type and degree of soil compaction when determining the depth of 
treatment. 

3) Use the treated backfill method, when appropriate (e.g., on the water side of the structure), to 
minimize off-site movement of Taurus SC. 

4) To minimize potential runoff of Taurus SCinto non-target areas, apply a finished dilution of 
0.125% at a rate of 2 gallons per 10 linear feet per foot of depth. 

Plenum Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat the soil exterior to the foundation walls according to the instructions in the "Accessible Crawl Space 
Construction" section of this label. 
Follow the instructions below for interior treatment of plenum structures that use a sealed under floor 
space to circulate heated or cooled air throughout the structure: 

1) Remove sealing fabric and anything on the sealing fabric to expose no more than an 18 inch 
width adjacent to all foundation structures, including foundation walls, interior piers, pipes and any 
other structures in contact with soil. Treat according to the instructions for exterior and interior 
treatment in the "Accessible Crawl Space Construction" section of this label. 

2) After the finished dilution of Taurus SC has been absorbed into the soil, return the sealing fabric 
and anything removed from the surface of the sealing fabric to their original pre-treatment 
positions. 

Foam Application 
When construction practices, soil subsidence, or other factors make it difficult to establish a continuous 
treated zone with conventional liquid application methods, supplement treat with the use of foam
generating equipment. Foam applications are useful in the treatment of filled stoops and porches, 
chimney bases, into block voids, behind masonry or other veneers, and into stud walls. Utilize 
applications of dry foam only (a range of 15:1 to 50:1 expansion ratio) when treating voids in stud walls. 
Apply foam to wall voids where evidence of termite presence or damage exist or are suspected. 
Foam only treatments under slabs are appropriate when maximum horizontal coverage is desired In 
areas with no deep foundation or footing (for example: around plumbing entries and near settlement 
cracks in concrete slabs). Use both conventional liquid application and foam treatment in areas where 
both lateral spread and deeper vertical penetration of Taurus SCare desired. Effective treatment is highly 
dependent on volume and amount of active ingredient. Apply at least 75% of the finished dilution of 
Taurus SC as a liquid treatment, then deliver the remaining 25% or less to the appropriate areas as a 
foam application. The total amount of product applied as a combined foam and liquid treatment should be 
equivalent to volume of Taurus SC liquid finished dilution required for a liquid application alone. Foam 
applications provide a good supplement to liquid applications in difficult to treat areas. 
Foam mixing instructions: 
Prepare the desired finished dilution of Taurus SC, then mix with the manufacturer's recommenaec. 
quantity of foaming agent in foaming equipment. Apply a sufficient volume of Taurus SC foam to cEtab:ish 
a continuous treated zone at the rates recommended in this label for specific applications. When suffic:ent 
foam volume cannot be applied to achieve the recommended rate of Taurus SC ,supplement the 
treatment with additional liquid finished dilution to assure appropriate treatment volume and conc:e~iJation 
in the treated area. 

• 1 gallon of finished dilution at a foam expansion ratio of 25:1 makes 25 gallons of foam. 
• 1.66 gallons of finished dilution at a foam expansion ratio of 15:1 makes 25 gallons of foam. 
• 2.5 gallons of finished dilution at a foam expansion ratio of 10:1 makes 25 gallons of loan 1. 
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• 5 gallons of finished dilution at a foam expansion ratio of 5:1 makes 25 gallons of foam. 

POST-CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP ILl) STRUCTURAL 
TERMITE TREATMENT- Not approved for use in Louisiana 

General Information 
This post-construction application of Taurus SC can be made after the final grade is installed to protect 
the structure from termite infestation and/or to control existing termite populations. This treatment method 
is designed to be non-invasive to the interior of the structure with the establishment of a continuous 
treated zone along the exterior of the foundation and only treating interior spaces where termite activity 
has been found. If you have questions regarding this treatment, consult the appropriate state agency. 
Termite activity is defined as the presence of one or more of the following signs of infestation: 

1) Alates (winged termites) have swarmed inside the structure. 
2) Live termites are found to be active within the structure. 
3) There is clear evidence of termite activity on or inside the structure such as the presence of mud 

tubes, galleries in wood. 
Do not apply Taurus SC finished dilution as perimeter /localized interior treatment at a concentration 
lower than 0.06% or at an application volume lower than those specified in the "Application Rates for 
Termiticide Use" section of this label. 

EXTERIOR PERIMETER TREATMENT 
To prevent termite infestation of a structure, exterior perimeter applications of Taurus SC must be made 
in a manner which will create a continuous treated zone. If situations are encountered where the soil will 
not accept the full application volume recommended in the use directions below, read and follow the 
direction in the "Application Rates for Termiticide Use" section of this label. 

Concrete Slab on Ground (Including Monolithic, Floating and Supported Concrete Slabs) 
Apply along the exterior foundation perimeter by trenching and rod ding into the trench or by trenching at 
the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. Space the rod 
holes no more than 12 inches apart in a manner which will create a continuous treated zone. Mix the 
finished dilution into the soil before replacing it into the trench. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by rodding alone. Where soil type and/or conditions make trenching impossible, 
apply by rod ding. In order to establ'lsh a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 

Basement and Inaccessible Crawl Space Construction 
Apply along the exterior foundation perimeter by trenching and rodding into the trench or by trenching 
along the foundation walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per 
foot of depth, or, if the footing is more than 4 feet below grade treat to a minimum depth of 4 feet. 
Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the bottom of 
the footing. When trenching in sloping or tiered soil, the trench must be stepped to ensure adequate 
distribution and to prevent Taurus SC from running out of the trench. Space the rod holes no more than 
12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution into the 
soil before replacing it into the trench. Never treat a structure below the footing. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways ad~acent to 
the foundation, apply by rodding alone. Where soil type and/or conditions make trenching impossitile, 
apply by rodding. In order to establish a complete exterior perimeter treatment zone, drilling and 'su'b ·Slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or. 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall eleml!nts 
permanently located at driveway joints. Never treat a structure below the footing. 
If termite activity is detected inside an inaccessible crawl space, the area must be treated. Make a 
localized interior treatment at the site of termite activity and extending at least 2 feet in both direcdnns 
from the activity. Choose the appropriate application technique for treating inaccessible crawl space 
construction by referring to the "POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TER~AITE 
TREATMENT" section of this label. · 
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Accessible Crawl Spaces 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soiL 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet Apply by trenching, or by trenching and 
rod ding into the trench. Treat outside of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
apply by rodding alone. Where soil type and/or conditions make trenching impossible, apply by rodding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. In order to establish a complete exterior perimeter treatment zone, drilling and sub
slab treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. If situations are encountered where the soil will not accept the full application volume 
recommended in the use directions below, read and follow the direction in the "Application Rates for 
Termiticide Use" section of this labeL 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Garages: Attached garage floors should be treated 

Sub-slab injection: Sub-slab injection treatments can be made from inside the garage, or in cases where 
this is not possible, from the outside of the structure by drilling through the foundation as directed below. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the garage foundation. Drill holes along all concrete expansion joints, cracks, 
plumbing and utility services penetrating the slab. Drill holes along interior partition walls when there is 
clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches apart in a 
manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the drill
holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a lateral 
dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas must 
be plugged with a non-cellulose material or covered with an impervious, non-cellulose material such as 
Portland cement 
Horizontal drilling I rodding I sub-slab injection from the exterior of the garage foundation: Use 
this technique to treat underneath the slab only when interior design do not allow for treatment by vertical 
drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits. Use horizontal short rodding practices to create a continuous 
treated zone along the inside perimeter of the foundation. Angle drill-holes through the outside of the 
foundation to ensure deposition of Taurus SC below any existing heating ducts, water and sewer lines, or 
electrical conduits. Use horizontal long rodding practices only when the areas to be treated underneath 
the slab are not accessible by vertical rod ding or horizontal short rodding. Do not use long rods "~Geec!ing 
20 feet For all horizontal rod ding applications space drill-holes no more than 12 inches apart in a'ri1ahner 
which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the drill'h018s:3t 
rate of 4 gallons per 10 linear feet per foot of depth. All holes must be plugged with a non-cellulose 
material or covered by an impervious, non-cellulose material such as Portland cement 

LOCALIZED INTERIOR TREATMENT 
As part of a complete treatment, targeted interior applications may be made to vulnerable areas such 'l~ 
around plumbing or utility services penetrating floors, bath and I or shower traps, or along concrete 
expansion joints or settlement cracks. 
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If known termite activity exists in areas inside living spaces or in non-living spaces (such as crawl spaces, 
plenums etc.) of the structure, a localized interior treatment must be made at the immediate vicinity of the 
termite activity and radiating out at least 2 feet from the site in two or more directions. 

Hollow Block Foundations I Voids 
When termite activity is evident in or in the vicinity (within 2 feet) of hollow block foundations or voids in 
masonry resting on the footing, drill the wall adjacent to the evidence, if not openly accessible, and inject 
the finished dilution of Taurus SC into the void at a rate of 2 gallons per 10 linear feet of footing using a 
nozzle of 25 p.s."r. or less. This localized interior treatment to hollow block must be made at the site of the 
termite activity and to areas above the termite activity. Treatment must be applied radiating out at least 2 
feet in two or more directions from the site of activity or along the wall pier or support post. Use of foam 
will maximize dispersion. When using this treatment, drill access hole below the sill plate as close as 
possible to the footing as is practical. 
Applicators must examine the treated areas of voids in block or rubble foundation walls closely for 
possible runoff as a precaution against application leakage. Mechanical alteration to some areas may be 
required before a treatment can be made. Other areas may not be treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
The drilled holes in commonly occupied areas must be plugged with a non-cellulose material or covered 
by an impervious, non-cellulose material such as Portland cement. 

Bath Traps 
If termite activity is ev·rdent within 2 feet of a bath trap, exposed soil or soil covered with tar or a similar 
sealant around plumbing and I or drainpipe entry areas must be treated. Tar or sealant may have to be 
removed to ensure adequate soil penetration. Install an access door or inspection portal if one is not 
already present. After all wood and cellulose debris is removed, treat the soil by rodding or drenching with 
a minimum of 1 gallon to a maximum of 4 gallons of finished dilution of Taurus SC per square foot. 

Shower Drains 
If termite activity is evident within 2 feet of a shower drain, soil beneath and adjacent to the drain must be 
treated. Drill through the slab adjacent to the shower drain and apply the finished dilution of Taurus SC by 
sub-slab injection to the soil below. Multiple access points may be drilled adjacent to the drain. Use of 
foam will maximize dispersion. Use of a directional dispersion tip will further enhance the treatment of the 
soil beneath the drain. Treat the soil with a minimum of 1 gallon but no more than 4 gallons of finished 
dilution per shower drain. Horizontal rodding can also be used to access and treat soil associated with a 
shower drain. 

Retreatment Instructions 
Annual retreatment of a structure is prohibited. Retreatment for subterranean termites can only be 
performed under the following circumstances: 

1. There is clear evidence of re-infestation. 
2. There is disruption of the treated zone due to construction, excavation, or landscaping and I or 

there is evidence of the breakdown of termiticide treated zone in the soil. 
Treat these vulnerable or re-infested areas using a spot, partial or complete treatment in accordance with 
the application techniques described in this label. The timing and selection of retreatment type will vary 
depending on such factors as termite pressure, soil types and conditions, and other factors which may 
reduce the effectiveness of the treated zone. 

L_ ____________ ~PO~S~T~S~·~P~O~L=E~S~,W~O~O~D~E~N~L=A~N~D~S~C~A~P~E~O~R~N~A~M=E~N~TA~T~I~O~N~---------~ 

DO NOT contaminate wells or cisterns. 

Preventative Treatment: Create a continuous treatment zone in the soil around wooden posts, poles, 
fence posts, signs and landscaping ornamentation. Apply the finished dilution of Taurus SCat the.'FltE' nf 
4 gallons per 10 linear feet per foot of depth. When performing the treatment at the time of installation, the 
finished dilution may be applied to the soil as it is replaced around the pole or post. The applicati<:'n 
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should place termiticide to a depth of 6 inches below the bottom of posts, poles or other wooden objects 
in contact with soil. 
Curative Treatment: Treat previously installed wooden posts, poles, fence posts, signs and landscaping 

ornamentation with the finished dilution of Taurus SC by sub-surface injection or by gravity flow through 
holes made at the bottom of a trench around posts and poles. When trenching, the trench need not be 
wider than 6 inches and should be 6 inches deep. When sub-surface injecting, treat all sides to create a 
continuous treatment zone. Apply termiticide to a depth of 6 inches below the bottom of the wood. 

TERMITES ABOVE GROUND 

For Control of Termite Aerial Colonies or Drywood Termites 
To treat localized areas of wooden structures, apply the finished dilution of Taurus SC to wooden 
members I voids. To treat inaccessible areas, drill and inject the finished dilution into the damaged wood 
of void spaces with a crack and crevice injector. Foam application can also be made into void spaces. 
To treat termite carton nests in trees or building voids, inject the finished dilution of Taurus SC using a 
pointed injection tool. Multiple injection points to varying depths may be necessary. Physically remove 
carton nest material from building voids when such nests are found. 
After treatment, the applicator is required to check for leaks resulting in the deposition of Taurus SC in 
locations other than those prescribed on this label. When found, this material must be cleaned up before 
leaving the application site. Do not allow people or pets to come in contact with contaminated areas or 
allow them to reoccupy the treatment site until the clean up is completed. 
DO NOT TREAT FRUIT- OR NUT-BEARING TREES. 

DIRECTIONS FOR USE TO CONTROL LISTED PESTS ON OUTSIDE SURFACES AND ALONG 
FOUNDATION PERIMETER OF LISTED STRUCTURES 

Listed structures are residential, institutional, commercial and industrial buildings and utility enclosures. 

USE RESTRICTIONS: 

• Only applicators wearing the personal protective equipment required by this product label may be 
in the area during application. 

• Do not treat within a distance of 1 foot out from the drip line of edible plants. 

• Do not contaminate public or private water supplies. 

• Do not apply to wasp or hornet nests if they are not attached to or within the structure. 

• Do not make treatments during times of precip'rtation. 

• Do not allow residents, children, other people or pets into the treatment area until sprays have 
dried. After treatment, the applicator is required to check for leaks resulting in the deposition of 
treatment dilution in locations other than those prescribed in this label. When found, this material 
must be cleaned prior to leaving the application site. Do not allow people or pets to contact 
contaminated areas or to reoccupy contaminated areas of the structure until clean up is 
completed. 

• Do not spray air conditioning units or intake vents. 

• Do not use indoors except for application into wall voids. 

• Do not exceed the maximum of two applications per year. 

• Do not apply to playground equipment and pet quarters. 

• Do not apply to applications to runoff or drip from treated surfaces. 
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• Do not apply to boat houses, including their piers or pilings. 

• Do not apply within 5 feet of wells or cisterns. 

• Do not apply to French drains or other permeable drainage. 

• Doors and windows adjacent to application site must be closed during surface application. 

• Do not apply within 15 feet of bodies of fresh water; lakes, reservoirs, rivers, permanent streams, 
marshes, natural ponds and commercial fish ponds. A 15- foot buffer of uniform groundcover 
must exist between application zone and bodies of fresh water (uniform ground cover is defined 
as land which supports vegetation of greater than 2 inches in height throughout). 

• Do not apply within 60 feet of estuarine bodies of water. Estuarine water bodies are brackish, tidal 
water bodies such as bays, mouths of rivers, salt marshes and lagoons. 

Use Taurus SC to kill and to provide residual control of the following pests: 
Ants (acrobat, Argentine, big-headed, carpenter, crazy, odorous, pavement, pharaoh, and thief) 

Use Taurus SC to kill the following pests: 
Asian lady beetles, darkling beetles 
Australian, Oriental, and smoky brown cockroaches 
Black widow, brown recluse, cellar, and hobo spiders 
Box-elder bugs, pill bugs 
Brown and dog ticks 
Centipedes 
Cluster flies 
European earwigs 
House crickets 
Millipedes 
Paper wasps* 
Silverfish 
Yellow jackets 
• Taurus SC is not a knockdown agent. 

MIXING INSTRUCTIONS 
For perimeter pest treatments mix a 0.06% spray dilution of Taurus SC by filling the treatment tank 1/4 to 
1/3 full with water, then ad 0.8 fluid ounces of Taurus SC. The filling hose must be equipped with an anti
backflow device or the water flow must include an air gap to protect against back siphoning. Add more 
water to the tank while agitating to 1 gallon of finished dilution. 

APPLICATIONS TO OUTSIDE SURFACES OF LISTED STRUCTURES AND INTO WALL VOIDS 
Apply 0.06% of finished Taurus SC dilution as a low-pressure spray to the exterior of the structure where 
listed pests enter, trail around the structure or where they crawl and hide. Treat using a low-pressure 
coarse banded surface spray up to 18 inches in width around doors, windows, vents, pipes, foundation 
cracks, drilled holes or around any exterior openings where listed pests could enter the structure. Make 
sure to treat the joint where exterior siding (wood, vinyl, aluminum or other similar materials) meets the 
cement, brick or block foundation. Treat anywhere electrical, cable or telephone wires enter the hou£e. 
This treatment should be made as a general surface spray, crack and crevice spray, or a wall void 
application. Taurus SC may be applied as a foam treatment into wall voids to kill and I or control the. 
above listed pests. 
Refer to the Foam Application section of this label for specific foam mixing and application instructions. 

APPLICATIONS TO PERIMETER OF LISTED STRUCTURES 
Apply 2 quarts of 0.06% finished spray of Taurus SC per 160 linear feet. Refer to the "Foam Applic-aticn'' 
section of this label for specific foam mixing and application instructions. 

94



TAURUS SC per 160 linear feet. Do not exceed a maximum of 2 applications per year. Nests that are 
found on the ground within 1 foot of the foundation may be treated. 
Vegetation touching the structure may offer a route for the entry of ants into the structure without coming 
into contact with the treatment; therefore, remove or prune away any shrubbery, bushes, and tree 
branches touching the structure. 

STORAGE AND DISPOSAL 
Do not contaminate water, food or feed by storage or disposal. 
Storage 
Store unused product in original container only,out of reach of children and animals. 
Pesticide Disposal 
Pesticide wastes are acutely hazardous. Improper disposal of excess pesticide is a violation of Federal 
law. If these wastes cannot be disposed of by use according to label instructions, contact your State 
Pesticide or Environmental Control Agency, or the Hazardous Waste representative at the nearest EPA 
Regional Office for guidance. 
Container Disposal 
Nonrefillable Container: Do not reuse or refill this container. Triple rinse or pressure rinse container 
(or equivalent) promptly after emptying; then offer for recycling, if available, or reconditioning, if 
appropriate, or puncture and dispose of in a sanitary landfill, or by incineration, or by other procedures 
approved by state and local authorities. 
Triple rinse containers small enough to shake (capacity s 5 gallons) as follows: Empty the 
remaining contents into application equipment or a mix tank and drain for 10 seconds after the flow 
begins to drip. Fill the container 1/4 full with water and recap. Shake for 10 seconds. Pour rinsate into 
application equipment or a mix tank, or store rinsate for later use or disposal. Drain for 10 seconds after 
the fiow begins to drip. Repeat this procedure two more times. 
Pressure rinse as follows: Empty the remaining contents into application equipment or mix tank. Hold 
container upside down over application equipment or mix tank, or collect rinsate for later use or disposal. 
Insert pressure rinsing nozzle in the side of the container and rinse at about 40 PSI for at least 30 
seconds. Drain for 10 seconds after the flow begins to drip. 
In case of minor spills or leaks, soak up with sand, earth or other suitable material and dispose of as 
pesticide waste. 

WARRANTY STATEMENT 
Control Solutions, Inc. warrants that this product conforms to the chemical description on the label thereof 
and is reasonably fit for purposes stated on such label only when used in accordance with directions 
under normal use conditions. It is impossible to eliminate all risks inherently associated with use of this 
product. Crop injury, ineffectiveness, or other unintended consequences may result because of such 
factors as weather conditions, presence of other materials, or the manner of use or application, all of 
which are beyond the control of Control Solutions, Inc. To the extent consistent with applicable law, 
Control Solutions, Inc. shall in no event be liable for consequential, special, or indirect damages resulting 
from the use or handling of this product. All such risks shall be assumed by the Buyer. In addition to the 
foregoing, no purchaser of this product (other than an end user) shall be entitled to any reimbursement for 
any loss suffered as a result of any suspension or cancellation of the registration for this product by the 
U.S. Environmental Protection Agency. Except, as expressly provided herein and to the extent consistent 
with applicable law, Control Solutions, Inc. makes no warranties, guarantees, or representations of any 
kind, either expressed or implied, or by usage of trade, statutory or otherwise, with regard to the product 
sold, including, but not limited to merchantability, fitness for a particular purpose, use or eligibility of tli£ 
product for any particular trade usage. The exclusive remedy of any buyer or user of this product' for any 
and all losses, injuries, or damage resulting from or in any way arising from the use, handling, or 
application of this product, whether in contract, warranty, tort, negligence, strict liability, or otherwise, shall 
be damages not exceeding the purchase price paid for this product or, at Control Solutions, Inc. ej,.c+i0n, 
the replacement of this product. 

Optional Marketing Language: 

• 78 oz. makes 100 gallons (for use on 78 oz container) 
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• 20 oz. makes 25 gallons (for use on 20 oz container) 
• Contains Fipronil, the same active used in Termidor® SC 

**TaurusTM SC is not manufactured by or distributed by BASF. Termidor® SC is a registered 
trademark of BASF. 
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June 28, 2012 

Document Processing Desk (NOTIF) 
Office of Pesticide Programs (7504P) 
U.S. Enviroumental Protection Agency 
Room S-4900, One Potomac Yard 
2 777 S. Crystal Drive 
Arlington, VA 22202-4501 

Re: Minor Label Amendment 
EPA Reg. No. 53883-279 

Dear Sir or Madam: 

CONTROL 
SOLUTIONS 
incorporated 

Control Solutions, Inc. (CSI) is requesting a minor label amendment to add in an additional restriction 
statement "DO NOT use onlin commercial bee hives" per EPA request on 6/27/12 in accordance with 
stewardship agreement. 

The following documents are enclosed in support of this application. 
8570-1 
1 copy of label- highlighted and un-highlighted 

Please contact me directly should you need any additional information. 

Sincerely, 

-A-v\.)1\ . .Q_ '('() Turt"--bou~ 
Anne Turnbough, Ph.D. 
Director, Regulatory Affairs 

5903 Genoa Red Bluff • Pasadena, TX 77507-1041 
281-892-2500 • Fax 281-892-2501 

• www.controlsolutionsinc.com 
• 800-242-5562 
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Plel&tl re•d imtructioM on fiiVen• before como/in.. .. form. Form Annroved. v .... ,e No. "t'l70-Q060 Ao ,_, o>mlros 2-28-95 
United States § Registration OPP Identifier Number 

&EPA Environmental Protection Agency Amendment 
Washington, DC 20460 Other 

Application for Pesticide - Section I 
1. Company/Product Number 2. EPA Product Manager 3. Proposed Classification 

53883-279 Richard Gebken 
0Nono 0 Restricted 

4. Company/Product (Name) PM# 
Taurus SC Termiticide/lnsecticide 10 

5. Name and Address of Applicant (lncludo ZIP Codo} 6. Expedited Reveiw. In accordance with FIFRA Section 3(c)(3) 

Control Solutions, Inc. (b)(i), my product is similar or identical in composition and labeling 

5903 Genoa-Red Bluff to: 

Pasadena, TX 77507 
EPA Reg. No. 

0 ChBck if this is a nBw sddross Product Name 

Section -II 

0 Amendment w Explain below. u Final printed labels in repsonse to 
Agency letter dated 

0 Resubmission in response to Agency letter dated 0 "Me Too" Application. 

0 
Notification w Explain below. 0 Other w Explain below. 

Explanation: Use additional page(s) if necessary. (For section I and Section II.) 

Control Solutions, Inc. (CSI) is requesting a minor label amendment to add in an additional restriction 
statement" DO NOT use on/in bee hives" per EPA request 6/27/12 in accordance with stewardship 
agreement. 

Section - Ill 
1. Material Thl• Product Will Be Packaged In: 

Child-Resistant Packaging Unit Packaging Water Soluble Packaging 2. Type of Container 

Er·· 8 Yes 8 Yes 

~-·"' Plastic 
No No No Glass 

• Certification must If "Yes" No. per If "Yes" No. per Paper 
Unit Packaging wgt. container Package wgt container Other (Specify) 

be submitted 
I 

3. location of Net Contents Information 4. Si.ze(s) Retail Container 5. Location of label Directions 

u label U Container l=j Attached to container 

6. Manner in Which label is Affixed to Product DUthograph 0 Other 
Paper ~lued 
Stenciod 

Section -IV 
1. Contact Point (Complete items directly below for identification of individual to bfl contsctBd, if necessary, to process this app/icst"c:1.} 

Name Title Telephone No. (lrldu:Je:Area Code) 

Anne Turnbouqh Director, Regulatory Affairs 281-892-2532 

Certification 6. De:tit 'Application ' I 
I certify that the statements I have made on this form and all attachments thereto ere true, accurate and complete. Rec'.tJ.f.p;,;, 

' 
I acknowledge that any knowlinglly false or misleading statement may be punishable by tina or imprisonment or (St3n;pedl I both under applicable law. 

. 

2.:4~· 
flf. -I (ftt L ~ (}__ 

3. Title 

Director, Regulatory Affairs 

'"'-"-'-
4. Typed Name / 5. Date 

Anne Turnbough June 28, 2012 

.. 
EPA Form 8570~1 !Rev. 3~94) Prevtous ed1t1ons ere obsolete. 

.. 
Wh>to • EPA File Copy (anginal! Yellow • App&cant Copy 
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Taurus SC 
Termiticlde /Insecticide 

For sale to, use and storage only by individuals/firms licensed or registered by the state to apply 
termiticide and/or general pest control products. 

Active Ingredient 
*Fipronil 

Other Ingredients 
9.t% 

90.9% 
tOO.O% 

•( 5-a min <r t ·(2, 6-dichloro-4-(trifl u oromethyl)phenyl)+( ( t, R, S)-(trifl uoro m ethyl)sulfinyl)- t -H-pyrazole-3-
carbonitrile) 

Taurus SC termiticide I insecticide contains 0.8 pounds active ingredient per gallon. 

KEEP OUT OF REACH OF CHILDREN 

Caution/Precauci6n 
Si usted no entiende Ia etiqueta, busque a alguien para que se Ia explique a usted en detalle. (If you do 

not understand the label, find someone to explain it to you in detail.) 

(See attached label for additional precautionary information and complete Directions for Use). 

EPA Reg. No. 53883-279 

Control Solutions, Inc. 
5903 Genoa~Red Bluff 
Pasadena, TX 77507-1041 

Net Contents: 

EPA Est. No. 53883-TX-002 

---~ Fonnatted: Font: Bold 

--- Formatted: Font: Not Bold 
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FIRST AID 
Have the product container or label with you when calling a poison control center or doctor, or going for 
treatment. 
If swallowed: • Call a Poison Control Center or doctor immediately for treatment advice . 

• Have person sip a glass of water if able to swallow . 

• Do not induce vomiting unless told to do so by a poison control center or 
doctor. 

• Do not Qive anythinQ by mouth to an unconscious person . 
If on skin or . Take off contaminated clothing . 
clothing: • Rinse skin immediately with plenty of water for 15~20 minutes . . Call a poison control center or doctor for treatment advice . 
If inhaled: • Move person to fresh air . . If person is not breathing, call 911 or an ambulance, then give artificial 

respiration, preferably by mouth-to-mouth, if possible. 

• Call a ooison control center or doctor for treatment advice . 
If in eyes: • Hold eye open and rinse slowly and gently with water for 15-20 minutes . 

Remove contact lenses, if present, after the first 5 minutes, then continue 
rinsing eye. 

• Call a ooison control center or doctor for treatment advice . 
Note to Physician: There is no specific anHdote. All treatment should be based on observed signs and 
symptoms of distress in the patient. Overexposure to materials other than this product may have 
occurred. In severe cases of overexposure by oral ingestion, lethargy, muscle tremors, and in extreme 
cases, possibly convulsions may occur. 
Have the product container or label with you when calling a poison control center or doctor, or 
going for treatment. You may also contact SafetyCalr (866) 897-8050 for emergency medical 
treatment information 

PRECAUTIONARY STATEMENTS 
Hazards to Humans and Domestic Animals 

Caution 
Harmful if swallowed, absorbed through skin or inhaled. Do not get in eyes, on skin or on clothing. Do not 
breathe spray mist. Wash thoroughly with soap and water after handling and before eating, drinking, 
chewing gum, or using tobacco. Remove and wash contaminated clothing before reuse. 

Personal Protective Equipment (PPE): 
All pesticide handlers (mixers, loaders, and applicators) must wear long-sleeved shirt and long pants, 
socks, shoes, and chemical-resistant gloves. All pesticide handlers must wear a dusUmist filtering 
respirator (MSHA/NIOSH approval number prefix TC-21 C), or a NIOSH approved respirator with any N, 
R, P or HE filter, when working in a non-ventilated space, including but not limited to crawl-spaces and 
basements. All pesticide handlers must wear protective eyewear (goggles, a faceshield, or safety glasses 
with front, brow, and temple protection) when working in a non-ventilated space, including but not limited 
to crawl-spaces and basements or when applying termiticide by rodding or sub-slab injection. 
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User Safety Recommendations 
Users should wash hands thoroughly with soap and water before eating, drinking, chewing gum, using 
tobacco or using the toilet. 
Remove contaminated clothing. Then wash body thoroughly with soap and water and put on clean 
clothing. Wash clothing with detergent and hot water before reusing. 
Remove PPE immediately after handling this product. Wash outside of gloves before removing. Wash 
PPE before reusing. 

ENVIRONMENTAL HAZARDS 
This pesticide is toxic to birds, fish, and aquatic invertebrates. Do not apply directly to water, or to areas 
where surface water is present or to intertidal areas below the mean high water mark. Runoff from treated 
areas may be hazardous to aquatic organisms in neighboring areas. Care must be taken to avoid runoff. 
Do not contaminate water by cleaning equipment or disposal of wastes. Do not contaminate water when 
disposing of equipment washwaters. 

DIRECTIONS FOR USE 

It is violation of federal law to use this product in a manner inconsistent with its labeling. 
Read entire label before using this product. 
For sale to, use and storage only by individuals/firms licensed or registered by state to apply terrniticide 
and/or general pest control products. States may have more restrictive requirements regarding 
qualifications of persons using this product. Consult the structural pest control regulatory agency of your 
state prior to use of this product. 

USE RESTRICTIONS: 

DIRECTIONS FOR USE 
TO CONTROL TERMITES 

When treating adjacent to an existing structure, the applicator must check the area to be treated, and 
immediate adjacent areas of the structure, for visible and accessible cracks and holes to prevent any 
leaks or significant exposures to persons occupying the structure. People present or residing in the 
structure during application must be advised to remove their pets and themselves from the structure if 
they see any signs of leakage. After application, the applicator is required to check for leaks. All leaks 
resulting in the deposition of termiticide in locations other than those prescribed on this label must be 
cleaned up prior to leaving the application site. Do not allow people or pets to contact contaminated areas 
or to reoccupy contaminated areas of the structure until the clean up is completed. 

• Prior to drilling and treating through concrete structures, such as patios, porches, sidewalks and 
foundation slabs applicator should first determine that there are no habitable areas below that 
could be unintentionally contaminated by the treatment. 

• Only protected applicators wearing personal protective equipment as required by this product 
label may be in the area during application. 

• All holes in commonly occupied areas into which this terrnitidde I insecticide product has been 
applied must be plugged. Plugs must be of a non-cellulose material or covered by an impervious, 
non-cellulose material. 

Do not apply finished dilution of this product until all heating/air conditioning ducts, air vents, 
plumbing pipes, sewer lines, floor drains, heating pipes and electrical lines/conduits are known 
and identified. Do not puncture or contaminate any of these. 
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• Do not treat within a distance of one foot out from the drip line of edible plants. 

• Do not contaminate public and private water supplies. 

• Do not make treatments while precipitation is occurring. 

Do not treat soil that is water-saturated or frozen. 

• Use anti-backflow or air gap equipment with filling hoses. 

General Information 
When used in accordance with the directions in this label, this product provides effective prevention 
and/or control of subterranean termites. This product must be applied in manner which provides a 
continuous treated zone to effectively prevent termites from infesting wood. 
This product may only be applied by licensed technicians familiar with trenching, redding, short rod ding, 
sub-slab injection, low-pressure banded surface applications and foam delivery techniques. Th.ts product 
is a highly effective termiticide against a variety of subterranean termites including species of 
Reticulitermes, Zootermopsis, Heterotermes, and Coptotermes. 
Taurus sc is formulated as a water-based suspension concentrate liquid containing 9.1% active 
ingredient. 

Mixing Instructions 
To mix Taurus SC termiticide I insecticide: 

1. Fill the tank 1/4 to 1/3 full with water. The filling hose must be equipped with an anti-backflow device 
or water flow must include an air gap to protect against back siphoning. 

2. Start the pump to begin by-pass agitation and place the end of the treating tool in the tank to allow 
circulation through the hose. 

3. Add the appropriate amount of Taurus sc required to prepare the desired dilution. 
4. Add the remaining water. 
5. Continue to run the pump allowing recirculation through the hose back into the tank until the Taurus 

sc is completely dispersed. 

To mix a 0.06% dilution, add 0.8 fluid ounces of Taurus sc per gallon of finished dilution. 
• To mix a 0.09% dilution, add 1.2 fluid ounces of Taurus sc per gallon of finished dilution. 
• To mix a 0.125% dilution, add 1.6 fluid ounces of Taurus sc per gallon of finished dilution. 

Application Rates for Termiticide Use 
For most applications, use the 0.06% dilution and apply at a rate of 4 gallons of dilution per 10 linear feet 
per foot of depth. For example, for treatment of 10 linear feet with a four-foot depth, use 4 x 4 (16) 
gallons per 10 linear feet. Do not apply at a concentration less than 0.06%. 
Where severe termite infestations occur, where problem soils occur or where difficult or problem 
construction types are encountered, it may be advisable to use either 0.09% or 0.125% concentration. Apply the 
higher concentration at a rate of 4 gallons of solution per 10 linear feet per foot of depth. For example, for 
treatment of 10 linear feet with a four-foot depth, use 16 (4 x 4) gallons per 10 linear feet. 
In dense soil that will not accept a volume of 4 gallons per linear foot per foot of depth, use the 0.125% 
dilution, and apply at a rate of 2 gallons per 10 linear feet per foot of depth. For example, for treatment of 
10 linear feet with a four-foot depth, use 8 (2 x 4) gallons per 10 linear feet. When using the lower volume 
of application, be careful to maintain a continuous treated zone. If application requires drilling, drill holes 
less than 12" apart to maintain a continuous treated zone. 

PRE-CONSTRUCTION TREATMENT 
In advance of treatment, applicators must notify the general contractor, construction superintendent, or 
other responsible personnel of the intended Taurus SC application and the intended sites of application. 
Applicators must instruct the person responsible to notify construction workers and other individuals on 
site to vacate the treatment area and not to return until Taurus SC has been absorbed into the soil. Do 
not apply at a dosage and/or concentration lower than 0.06% for applications up to and including 
installation of the final grade. 
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Genera! Information 
Pre-construction treatments in dude any treatment made dwing all phases of construction up to and 
including installation of the fmaJ grade. Establishing a thorough and complete horizontal and vertical 
treated zone will provide effective pre-construction termite control. 
When foundations are deeper than 4 feet, it is preferable to apply Taurus SC as the backfill is being 
replaced. If the backfill is already in place, the applicator must trench and rod into the trench or trench 
along the foundation walls, around pillars and other foundation elements, at the rate prescribed from 
grade to a minimum depth of 4 feet. When trenching in sloping or tiered soil, the trench must be stepped 
to ensure adequate distribution and to prevent Taurus SC from running out of the trench. When the top of 
the footing is exposed, the soil adjacent to the footing must be treated to a depth not to exceed the 
bottom of the footing. Never treat any structure below the footing. 

Concrete Slab (Including Monolithic, Floating and Supported Concrete Slabs) on Ground or in 
Basements and Crawl Spaces 
Horizontal treated zones: Apply an overall treatment of Taurus SC to the entire surface to be covered 
by the concrete slab. This includes living area, as well as carports, porches, basement floors, and any 
extended entrances. Apply this treatment at the rate of 1 to 1.5 gallons of finished dilution per 10 square 
feet using a coarse spray nozzle and !ow-pressure spray (less than 25 p.s.i.). Spray the dilution evenly 
and uniformly over the entire area to be treated. If the slab is not to be poured the same day as treatment, 
cover the treated soil with a waterproof barrier such as polyethylene sheeting. 
Vertical treated zones: Apply Taurus SCat a rate of 1 gallon of finished dilution per square foot around 
anything penetrating the slab such as utility service and plumbing lines. Apply Taurus SCat a rate of 4 
gallons of finished dilution per 10 linear feet per foot of depth along the inside and outside perimeter of 
foundation walls. The applicator must trench and rod into the trench or trench along the foundation walls 
and around pillars and other foundation elements. If the footing is more than 4 feet below grade, make 
this treatment to a minimum of 4 feet below grade. A trench need not be any wider than 6 inches. Treat 
the soil which will be replaced into the trench using a Jaw-pressure spray (not more than 25 p.s.i. at the 
nozzle). When redding from grade or from the bottom of a shallow trench, space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. 
It is highly recommended that a complete horizontal treated zone be created prior to the slab pour. 
However, if the slab was poured before a horizontal treatment could be made, refer to the "Post
Construction" section of this !abe! for alternate application instructions. 

Hollow Block Foundations or Voids 
Create a continuous treatment zone by treating hollow block foundations or voids in masonry resting atop 
the footing. If voids in the masonry elements are not openly accessible, drill and treat into these voids by 
applying 2 gallons of finished dilution per 10 linear feet of footing using a nozzle pressure of 25 p.s.i. or 
!ower. When using this treatment, drill the access holes as close to the footing as is practical. Drilling 
below the sill plate is acceptable. Applicators must examine the treated areas of voids in block or rubble 
foundation walls closely for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
!abel must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
Not for use in voids insulated with rigid foam. 

Use with Other Products 
When a borate-based termite control product has been chosen as the primary pre-construction treatment 
for subterranean termites and is applied in accordance with the directions for use on the borate product's 
!abe!, Taurus SC may be used as an exterior perimeter pre-construction treatment. For an exterior 
perimeter pre-construction treatment, Taurus SC must be applied in such a way as to create a continuous 
treated zone along the exterior foundation of the structure. A complete and thorough horizontal pre
construction treatment with Taurus SC under the concrete slab is optional. 
Taurus SC may also be applied to critical areas of the interior of the structure including around plumbing 
or utility services penetrating floors, bath and I or shower traps, or along concrete expansion joints, and 
other areas of known or suspected termite activity. 
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Refer to the "POST-CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP ILl) 
STRUCTURAL TERMITE TREATMENT" section of this label for instructions on applications to the 
exterior perimeter of a structure and to critical areas in the interior of the structure. 

POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE TREATMENT 

General Information 
For applications of Taurus SC made after the final grade is installed to protect the structure from termite 
infestation and/or to control existing termite populations, the applicator must trench and rod into the 
trench or trench along the foundation walls, around pillars and other foundation elements, at the rate 
prescribed from grade to the top of the footing. When the footing is more than 4 feet below grade, treat to 
a minimum depth of four feet. The depth of treatment will vary depending on soH type, degree of 
compaction and location of termite activity. When the top of the footing is exposed, the soil adjacent to the 
footing must be treated to a depth not to exceed the bottom of the footing. Never treat any structure below 
the footing. 
To establish a complete exterior perimeter treatment zone along the foundation wall, drill any exterior 
concrete structures adjoining the foundation, such as patios, porches and sidewalks, and treat by sub
slab injection of Taurus SC finished dilution. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 

Concrete Slab Over Soil (Including Monolithic, Floating and Supported Slabs) 

Exterior perimeter: Apply by trenching and rod ding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider than 6 
inches and must be a minimum of 6 inches deep or to the bottom of the footing. Never treat a structure 
below the footing. Space the rod holes no more than 12 inches apart in a manner which will create a 
continuous treated zone. Mix the finished dilution into the soil before replacing it into the trench. 

Sub-slab injection: Sub-slab injection treatments can be made from inside the structure, or in cases 
where this is not possible, from the outside of the structure by drilling through the foundation as directed 
below. Before treatment, locate and identify all heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits, and avoid contamination or damage to these 
structural elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the foundation including the garage. Drill holes along all concrete expansion 
joints, cracks, plumbing and utility services penetrating the slab. Drill holes along interior partition walls 
when there is clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches 
apart in a manner which will create a continuous treated zone.lnject the finished dilution of Taurus SC 
into the drill-holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, 
use a lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied 
areas must be plugged with a non-cellulose material or covered with an impervious, non-cellulose 
material. 
Horizontal drilling I rod ding I sub-slab injection from the exterior of the foundation: Use this 
technique to treat underneath the slab only when floors or interior design do not allow for treatment by 
vertical drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits. Use horizontal short rod ding practices to create a 
continuous treated zone into the soil proximal to the inside of the foundation wall. Angle drill-holes 
through the outside of the foundation to ensure deposition of Taurus SC below any existing heating 
ducts, water and sewer lines, or electrical conduits. Use horizontal long rod ding practices only when the 
areas to be treated underneath the slab are not accessible by vertical rodding or horizontal short rodding. 
Do not use long rods exceeding 20 feet. For all horizontal rod ding applications space drill-holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Inject the finished dilution 
of Taurus SC into the drill-holes a rate of 4 gallons per 10 linear feet per foot of depth. All holes must be 
plugged with a non-cellulose material or covered by and impervious, non-cellulose material. 
Bath traps: Treat exposed soil or soil covered with tar or similar sealants beneath or around plumbing 
and/or drain pipe entry areas with a minimum of 1 gallon but not more than 4 gallons of finished dilution 
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per square foot. It may be necessary to remove tar or sealant to ensure adequate soil penetration. Install 
an access door or inspection portal if one is not already present. After inspection and removal of all wood 
or cellulose debris, treat the soil by rod ding or drenching with the finished dilution of Taurus SC. 
Shower drains: To treat the soil beneath and adjacent to shower pan drains, drill through the slab 
adjacent to the shower pan and apply the finished dilution of Taurus SC by sub~slab injection. Foam can 
be used to maximize dispersion. Drill multiple access points adjacent to the drain, and use a directional 
dispersion tip to enhance the treatment of the soil beneath the drain. Treat with a minimum of 1 gallon but 
not more than 4 gallons of finished dilution per shower drain. Horizontal redding can be used to access 
and treat soil associated with the shower drain. 

Structures with French Drains and Sump Pumps 
In sites where French drains exist at the footer along the foundation perimeter, common in hollow block 
foundation structures, the soil must be dry before applications can be made. Do not treat soil that is 
saturated or frozen. Do not make treatments while precipitaf1on is occurring. To prevent seepage of 
finished dilution or damage to drains or tiles, do not rod through the slab any closer than 24 inches from 
French drains. Do not apply Taurus SC within 5 feet from the sump pump pit and pump. Do not drill 
through hollow block foundations that border French drains to prevent drainage or seepage from the 
block into the drains. 
Identify and locate French drains, then apply Taurus SC in the following manner: 

1) Unplug the sump pump. Inspect the sump pit for water. If no water is present, keep the sump 
pump unplugged while making the treatment. 

2) If water is in the pump pit, unplug the sump pump and remove four cups of water from the pit. 
Mark the water level. Wait 10 minutes then check the water level in the pit. If the water level has 
risen, there is too much seepage to make a treatment. If the water level has not risen, a treatment 
can be made as long as the sump pump remains unplugged. 

During application, check the sump pump pit every few minutes for the presence of termiticide dilution. If 
dilution is detected, stop the treatment immediately and remove all dilution from the pump pit before 
plugging the pump back in. Dispose of the dilution from the sump pump pit as directed by this label in the 
"Storage and Disposal" section. 

Basement Structures 

Exterior perimeter: Apply by trenching and redding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of depth, or, if the 
footing is more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. When trenching in 
sloping or tiered soil, the trench must be stepped to ensure adequate distribution and to prevent Taurus 
SC from running out of the trench. Never treat a structure below the footing. Space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution 
into the soil before replacing it into the trench. 
Inside perimeter: To treat under the basement floor slab, drill vertically through the slab along the interior 
perimeter of the foundation. Drill holes along all concrete expansion joints, cracks, and any plumbing or 
utility services penetrating the slab. Drill holes along both sides of partition foundation walls, and around 
piers. Where there is clear evidence of termite activity in a non~ foundation interior partition wall, drill holes 
through the slab adjacent to the wall along one side. Space all drill~holes no more than 12 inches apart in 
a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the 
drill~holes at the rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a 
lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas 
must be plugged with a non~cellulose material or covered with an impervious, non~cellulose material. 

Accessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termitic'1de treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet Apply by trenching, or by trenching and 
redding into the trench. Treat both sides of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
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apply by rodding alone. Where soil type and/or conditions make trenching impossible, apply by rodding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. Read and follow the mixing directions in the "Mixing Instructions" section of this 
label when encountering soil types which will not accept the full application volume. 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 
bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Jnaccessible Crawl Space Construction 
Before treatment turn off any air c·trculation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not tum the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
For any inaccessible interior areas, for example where the clearance between the floor joists and ground 
surfaces do no allow for operator access, excavate, if possible, and follow the instructions for accessible 
crawl spaces. When excavation is not possible, apply one or a combination of the following two methods: 

1) Establish a horizontal treated zone by applying 1 gallon of finished dilution of Taurus SC with a 
coarse application nozzle (e.g., Delavan Type RD Raindrop, RD-7 or larger, or Spraying Systems 
Co. 80110LP Teejet or comparable nozzle) per 10 square feet of soil surface using a nozzle 
pressure of less than 25 p.s.i. For any area which cannot be reached with the application wand, 
use one or more extension rods. Do not broadcast or power spray with high pressures. 

2) Establish a horizontal treated zone by drilling through the foundation wall or through the floor 
above and treat the soil adjacent to the foundation at a rate of 1 gallon of finished dilution of 
Taurus SC per 10 square feet. Drill spacing must not exceed 16 inches between drill-holes. 
Many states have smaller interval requirements so check state regulations before application. 
Treat the soil adjacent to foLmdation elements with short or long rod ding techniques without 
drilling if it is possible to reach the soil to be treated with the treatment tool. 

Hollow Block Foundations I Voids 
Establish a continuous treated zone in hollow block foundations or voids in masonry resting on top of the 
footing by drilling and treating into voids of multiple masonry elements of the structure to soil level. If not 
openly accessible, drill and treat into voids of masonry elements. Apply 2 gallons of finished dilution per 
10 linear feet of footing at a nozzle pressure of 25 p.s.i. or less. When making this treatment, drill access 
holes as close as possible to the footing, below the level of the sill plate if necessary. Applicators must 
examine the treated areas for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas until the clean up is completed. 
Not for use in voids insulated with rigid foam. 

Treatment of Structures with Wells or Cisterns 

Do not contaminate wells or cisterns. 
Do not apply Taurus SC within 5 feet of any well or cistern. Treat soil 5 to 10 feet from any well or cistern 
by backfill method only. Treat soil adjacent to water pipes within 3 feet of grade by backfill method only. 
Backfill method: 

1) Trench to remove the soil to be treated and place it into a wheelbarrow or onto heavy plastic 
sheeting or similar material. 

2) Treat the soil at a rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of 
trench depth, or at a rate of 1 gallon per cub"tc foot of soil. Mix the Taurus SC thoroughly into soil 
while taking care to prevent runoff or spillage. 

3) After the treated soil has completely absorbed the finished dilution of Taurus SC, put it back into 
the trench. 
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Structures Adjacent to Wells I Cisterns and I or Other Bodies of Water 
Prior to application examine any structure with nearby sources of water such as wells, cisterns, ponds, 
streams or other bodies of water, then follow the treatment procedures described below. 

1) If the pipe(s) from the well enter the structure with 3 feet of grade, expose them is possible prior 
to treatment. Treat the soil adjacent to the water pipe(s) using the backfill method described 
above. 

2) Take precautions, prior to treatment, to limit the risk of Taurus SC being applied into subsurface 
drains which empty into any bodies of water, including evaluating whether treatment of the footer 
could result in contamination of subsurface drains. Take into consideration such factors as depth 
to the drain system, soil type and degree of soil compaction when determining the depth of 
treatment. 

3) Use the treated backfill method, when appropriate (e.g., on the water side of the structure), to 
minimize off-site movement of Taurus SC. 

4) To minimize potential runoff of Taurus SC into non-target areas, apply a finished dilution of 
0.125% at a rate of 2 gallons per 10 linear feet per foot of depth. 

Plenum Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat the soil exterior to the foundation walls according to the instructions in the "Accessible Crawl Space 
Construction" section of this label. 
Follow the instructions below for interior treatment of plenum structures that use a sealed under floor 
space to circulate heated or cooled air throughout the structure: 

1) Remove sealing fabric and anything on the sealing fabric to expose no more than an 18 inch 
width adjacent to all foundation structures, including foundation walls, interior piers, pipes and any 
other structures in contact with soil. Treat according to the instructions for exterior and interior 
treatment in the "Accessible Crawl Space Construction" section of this label. 

2) After the finished dilution of Taurus SC has been absorbed into the soil, return the sealing fabric 
and anything removed from the surface of the sealing fabric to their original pre-treatment 
positions. 

Foam Application 
When construction practices, soil subsidence, or other factors make it difficult to establish a continuous 
treated zone with conventional liquid application methods, supplement treat with the use of foam
generating equipment. Foam applications are useful in the treatment of filled stoops and porches, 
chimney bases, into block voids, behind masonry or other veneers, and into stud walls. Utilize 
applications of dry foam only (a range of 15:1 to 50:1 expansion ratio) when treating voids in stud walls. 
Apply foam to wall voids where evidence of termite presence or damage exist or are suspected. 
Foam only treatments under slabs are appropriate when maximum horizontal coverage is desired In 
areas with no deep foundation or footing (for example: around plumbing entries and near settlement 
cracks in concrete slabs). Use both conventional liquid application and foam treatment in areas where 
both lateral spread and deeper vertical penetration of Taurus SCare desired. Effective treatment is highly 
dependent on volume and amount of active ingredient. Apply at least 75% of the finished dilution of 
Taurus SC as a liquid treatment, then deliver the remaining 25% or less to the appropriate areas as a 
foam application. The total amount of product applied as a combined foam and liquid treatment should be 
equivalent to volume of Taurus SC liquid finished dilution required for a liquid application alone. Foam 
applications provide a good supplement to liquid applications in difficult to treat areas. 
Foam mixing instructions: 
Prepare the desired finished dilution of Taurus SC, then mix with the manufacturer's recommended 
quantity of foaming agent in foaming equipment. Apply a sufficient volume of Taurus SC foam to establish 
a continuous treated zone at the rates recommended in this label for specific applications. When sufficient 
foam volume cannot be applied to achieve the recommended rate of Taurus SC ,supplement the 
treatment with additional liquid finished dilution to assure appropriate treatment volume and concentration 
in the treated area. 

1 gallon of finished dilution at a foam expansion ratio of 25:1 makes 25 gallons of foam. 
1.66 gallons of finished dilution at a foam expansion ratio of 15:1 makes 25 gallons of foam. 

• 2.5 gallons of finished dilution at a foam expansion ratio of 10:1 makes 25 gallons of foam. 
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• 5 gallons of finished dilution at a foam expansion ratio of 5:1 makes 25 gallons of foam. 

POST-CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP ILl) STRUCTURAL 
TERMITE TREATMENT- Not approved for use in Louisiana 

General information 
This post-construction appncation of Taurus SC can be made after the final grade is installed to protect 
the structure from termite infestation and/or to control existing termite populations. This treatment method 
is designed to be non-invasive to the interior of the structure with the establishment of a continuous 
treated zone along the exterior of the foundation and only treating interior spaces where termite activity 
has been found. If you have questions regarding this treatment, consult the appropriate state agency. 
Termite activity is defined as the presence of one or more of the following signs of infestation: 

1) Alates (winged termites) have swarmed inside the structure. 
2) Uve termites are found to be active within the structure. 
3) There is clear evidence of termite activity on or inside the structure such as the presence of mud 

tubes, galleries in wood. 
Do not apply Taurus SC finished dilution as perimeter /localized interior treatment at a concentration 
lower than 0.06% or at an application volume lower than those specified in the "Application Rates for 
Termiticide Use" section of this label. 

EXTERIOR PERIMETER TREATMENT 
To prevent termite infestation of a structure, exterior perimeter applications of Taurus SC must be made 
in a manner which will create a continuous treated zone. If situations are encountered where the soil will 
not accept the full application volume recommended in the use directions below, read and follow the 
direction in the "Application Rates for Termiticide Use" section of this label. 

Concrete Slab on Ground (Including Monolithic, Floating and Supported Concrete Slabs) 
Apply along the exterior foundation perimeter by trenching and redding into the trench or by trenching at 
the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. Space the rod 
holes no more than 12 inches apart in a manner which will create a continuous treated zone. Mix the 
finished dilution into the soil before replacing it into the trench. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by redding alone. Where soil type and/or corxlitions make trenching impossible, 
apply by redding. ln order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 

Basement and Inaccessible Crawl Space Construction 
Apply along the exterior foundation perimeter by trench.lng and redding into the trench or by trenching 
along the foundation walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per 
foot of depth, or, if the footing is more than 4 feet below grade treat to a minimum depth of 4 feet. 
Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the bottom of 
the footing. When trenching in sloping or tiered soil, the trench must be stepped to ensure adequate 
distribution and to prevent Taurus SC from running out of the trench. Space the rod holes no more than 
12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution into the 
soil before repladng it into the trench. Never treat a structure below the footing. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by redding alone. Where soil type and/or conditions make trenching impossible, 
apply by redding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 
If termite activity is detected inside an inaccessible crawl space, the area must be treated. Make a 
localized interior treatment at the site of termite activity and extending at least 2 feet in both directions 
from the activity. Choose the appropriate application technique for treating inaccessible crawl space 
construction by referring to the "POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE 
TREATMENT" section of this label. 
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Accessible Crawl Spaces 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not tum the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC tenniticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
redding into the trench. Treat outside of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
apply by redding alone. Where soil type and/or conditions make trenching impossible, apply by redding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. In order to establish a complete exterior perimeter treatment zone, drilling and sub
slab treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. If situations are encountered where the soil will not accept the full application volume 
recommended in the use directions below, read and follow the direction in the "Application Rates for 
Tenniticide Use" section of this label. 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
Space the rod holes no more than 12 inches apart in a manner which will create a continuous 
treated zone. 

• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 
bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Garages: Attached garage floors should be treated 

Sub-slab injection: Sub-slab injection treatments can be made from inside the garage, or in cases where 
this is not possible, from the outside of the structure by drilling through the foundation as directed below. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 
Vertical drilling 1 injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the garage foundation. Drill holes along all concrete expansion joints, cracks, 
plumbing and utility services penetrating the slab. Drill holes along interior partition walls when there is 
clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches apart in a 
manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the drill
holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a lateral 
dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas must 
be plugged with a non-cellulose material or covered with an impervious, non-cellulose material such as 
Portland cement. 
Horizontal drilling I rod ding I sub-slab injection from the exterior of the garage foundation: Use 
this technique to treat underneath the slab only when interior design do not allow for treatment by vertical 
drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits. Use horizontal short redding practices to create a continuous 
treated zone along the inside perimeter of the foundation. Angle drill-holes through the outside of the 
foundation to ensure deposition of Taurus SC below any existing heating ducts, water and sewer lines, or 
electrical conduits. Use horizontal long redding practices only when the areas to be treated underneath 
the slab are not accessible by vertical rod ding or horizontal short redding. Do not use long rods exceeding 
20 feet. For all horizontal redding applications space drill-holes no more than 12 inches apart in a manner 
which will create a continuous treated zone. Inject the finished dilution of Taurus SCinto the drill-holes at 
rate of 4 gallons per 10 linear feet per foot of depth. All holes must be plugged with a non-cellulose 
material or covered by an impervious, non-cellulose material such as Portland cement. 

LOCALIZED INTERIOR TREATMENT 
As part of a complete treatment, targeted interior applications may be made to vulnerable areas such as 
around plumbing or utility services penetrating floors, bath and I or shower traps, or along concrete 
expansion joints or settlement cracks. 
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If kQ9_~ termite activity exists in areas inside living spaces or in non~Jiving spaces (such as crawl spaces, 
plenums etc.) of the structure, a localized interior treatment must be made at the immediate vicinity of the 
termite activity and radiating out at least 2 feet from the site in two or more directions. 

Hollow Block Foundations I Voids 
When termite activity is evident in or in the vicinity (within 2 feet) of hollow block foundations or voids in 
masonry resting on the footing, drill the wall adjacent to the evidence, if not openly accessible, and inject 
the finished dilution of Taurus SCinto the void at a rate of 2 gallons per 10 linear feet of footing using a 
nozzle of 25 p.s.i. or less. This localized interior treatment to hollow block must be made at the site of the 
termite activity and to areas above the termite activity. Treatment must be applied radiating out at least 2 
feet in two or more directions from the site of activity or along the wall pier or support post. Use of foam 
will maximize dispersion. When using this treatment, drill access hole below the sill plate as close as 
possible to the footing as is practical. 
Applicators must examine the treated areas of voids in block or rubble foundation walls closely for 
possible runoff as a precaution against application leakage. Mechanical alteration to some areas may be 
required before a treatment can be made. Other areas may not be treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
The drilled holes in commonly occupied areas must be plugged with a non~cellulose material or covered 
by an impervious, non~cellulose material such as Portland cement. 

Bath Traps 
If termite activity is evident within 2 feet of a bath trap, exposed soil or soil covered with tar or a similar 
sealant around plumbing and I or drainpipe entry areas must be treated. Tar or sealant may have to be 
removed to ensure adequate soil penetration. Install an access door or inspection portal if one is not 
already present. After all wood and cellulose debris is removed, treat the soil by rodding or drenching with 
a minimum of 1 gallon to a maximum of 4 gallons of finished dilution of Taurus SC per square foot. 

Shower Drains 
If tennite activity is evident within 2 feet of a shower drain, soil beneath and adjacent to the drain must be 
treated. Drill through the slab adjacent to the shower drain and apply the finished dilution of Taurus SC by 
sub~slab injection to the soil below. Multiple access points may be drilled adjacent to the drain. Use of 
foam will maximize dispersion. Use of a directional dispersion tip will further enhance the treatment of the 
soil beneath the drain. Treat the soil with a minimum of 1 gallon but no more than 4 gallons of finished 
dilution per shower drain. Horizontal rodding can also be used to access and treat soil associated with a 
shower drain. 

Retreatment Instructions 
Annual retreatment of a structure is prohibited. Retreatment for subterranean termites can only be 
performed under the following circumstances: 

1. There is clear evidence of re~infestation. 
2. There is disruption of the treated zone due to construction, excavation, or landscaping and I or 

there is evidence of the breakdown oftenniticide treated zone in the soil. 
Treat these vulnerable or re~infested areas using a spot, partial or complete treatment in accordance with 
the application techniques described in this label. The timing and selection of retreatment type will vary 
depending on such factors as termite pressure, soil types and conditions, and other factors which may 
reduce the effectiveness of the treated zone. 

POSTS, POLES, WOODEN LANDSCAPE ORNAMENTATION 

OeO fletNOT contaminate wells or cisterns. 

F-Gf-.fl.Ereventative t}reatment: Create a continuous treatment zone in the soil around wooden posts, 
poles, fence posts, signs and landscaping ornamentation. Apply the finished dilution of Taurus SCat the 
rate of 4 gallons per 10 linear feet per foot of depth. When performing the treatment at the time of 
installation, the finished dilution may be applied to the soil as it is replaced around the pole or post. The 
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application should place tenniticide to a depth of 6 inches below the bottom of posts, poles or other 
wooden objects in contact with soil. 
F-Gr-a ~Qurative tireatment: Treat previously installed wooden posts, poles, fence posts, signs and 
landscaping ornamentation with the finished dilution of Taurus SC by sub-surface injection or by gravity 
flow through holes made at the bottom of a trench around posts and poles. When trenching, the trench 
need not be wider than 6 inches and should be 6 inches deep. When sub-surface injecting, treat all sides 
to create a continuous treatment zone. Apply tennrticide to a depth of61nches below the bottom of the 
wood. 

TERMITES ABOVE GROUND 

For Control of Tennlte Aerial Colonies or Drywood Tennltes 
To treat localized areas of wooden structures, apply the finished dilution of Taurus SC to wooden 
members I voids. To treat inaccessible areas, drill and inject the finished dilution into the damaged wood 
of void spaces with a crack and crevice injector. Foam application can also be made into void spaces. 
To treat termite carton nests in trees or building voids, inject the finished dilution of Taurus SC using a 
pointed injection tool. Multiple injection points to varying depths may be necessary. Physically remove 
carton nest material from building voids when such nests are found. 
After treatment, the applicator Is required to check for leaks resulting in the deposition of Taurus SC in 
locations other than those prescribed on this label. When found, this material must be cleaned up before 
leaving the application site. Do not allow people or pets to come in contact with contaminated areas or 
allow them to reoccupy the treatment site until the clean up is completed. 
DO NOT TREAT FRUIT- OR NUT-BEARING TREES. 

DIRECTIONS FOR USE TO CONTROL PERIMEITER LISTED PESTS ON OUTSIDE SURFACES AND 
ALONG FOUNDATION PERIMETER OF LISTED STRUCTURES 

Listed structures are residential institutional commercial and industrial buildings and utilitv endosures. 

USE RESTRICTIONS: 

• Only applicators wearing the personal protective equipment required by this product label may be 
in the area during application. 

Do not treat within a distance of 1 foot out from the dripline of edible plants. 

• Do not contaminate public or private water supplies. 

Do not apply to wasp or hornet nests If they ere not attached to or within the structure. 

• Do not make treatments during times of precipitation. 

• Do not allow residents, dlildren, other people or pets into the treatment area until sprays have 
dried. After treatment, the applicator is required to check for leaks resulting in the deposition of 
treatment dilution in locations other than those prescribed in this label. When found, this material 
must be cleaned prior to leaving the application srte. Do not allow people or pets to contact 
contaminated ereas or to reoccupy contaminated areas of the structure until clean up is 
completed. 

• Do not spray air conditioning units or intake vents. 

Do not use indoors except for application into wall voids. 

• Do not exceed the maximum of two applications per year. 

• Do not apply to playground equipment and pet quarters. 

• Do not apply to applications to runoff or drip from treated surfaces. 
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• Do not apply to boat houses, including their piers or pilings. 

Do not apply within 5 feet of wells or cistems. 

• Do not apply to French drains or other permeable drainage. 

Doors and windows adjacent to application site must be closed during surface application. 

• Do not apply within 15 feet of bodies of fresh water; Jakes, reservoirs, rivers, permanent streams, 
marshes, natural ponds and commercial fish ponds. A 15- foot buffer of uniform groundcover 
must exist between application zone and bodies of fresh water (uniform ground cover is defined 
as land which supports vegetation of greater than 2 inches in height throughout). 

• Do not apply within 60 feet of estuarine bodies of water. Estuarine water bodies are brackish, tidal 
water bodies such as bays, mouths of rivers, salt marshes and lagoons. 

Use Taurus SC to kill and to provide residual control of the following pests: 
Ants (acrobat, Argentine, big-headed, carpenter, crazy, odorous, pavement, pharaoh, and thief) 

Use Taurus SC to kill the following pests: 
Asian lady beetles, darkling beetles 
Australian, Oriental, and smoky brown cockroaches 
Black widow, brown recluse, cellar, and hobo spiders 
Box-elder bugs, pill bugs 
Brown and dog ticks 
Centipedes 
Cluster flies 
European earwigs 
House crickets 
Millipedes 
Paper wasps"' 
Silverfish 
Yellow jackets 
*Taurus SC is not a knockdown agent. 

Moong-lns-ns MIXING INSTRUCTIONS 
For perimeter pest treatments mix a 0.06% spray dilution of Taurus SC by filling the treatment tank 11_~ to 
1/3 full with water, then ad 0.8 fluid ounces of Taurus SC. The filling hose must be equipped with an ?1Jf!
backflow device or the water flow must include an air gap to protect against back siphoning. Add more 
water to the tank while agitating to 1 gallon of finished dilution. 

APPLICATIONS TO OUTSIDE SURFACES OF LISTED STRUCTURES AND INTO WALL VOIDS ~~~~~ ~~~/ {c ·•::•::rm:::•::tt:::ed::::'cc'::::•".::"c.:':::•l:::_d ______ _) 
Apply 0.06% of finished Taurus SC dilution as a row-pressure spray to the exterior of the structure where -
listed pests enter, trail around the structure or where they crawl and hide. Afse-.aFJFJlY aretmG aRy eJ:teFier 
ef)eR!Rgs wAere rtsteEI JO)ests eoulcl eRtertAe strHGtHre sHeA-as-Treat using a low-pressure coarse banded 
surface spray up to 18 inches in width around doors, windows, vents, pipes, foundation cracks~ or-drilled 
holes or around any exterior openings where listed pests could enter the structure.~Make sure to treat the 
joint where exterior siding (wood, vinyl, aluminum or other similar materials) meets the cement, brick or 
block foundation. Treat anywhere electrical, cable or telephone wires enter the house. This treatment 
should be made as a general surface spray, crack and crevice spray, or a wall void application. Taurus 
SC may be applied as a foam treatment into wall voids to kill and J or control the above listed pests. 
Refer to the F~a~ ~_Qplicati?_r)_ ::;~~!~o~ of ttJ.i~.Ja_bel forsR~~j~_c foam_ !!l}?<_i~g and B:PRI!~_ation i_n::;_tr~-~~ons ... _ .... · { Formatted: Font: s'old '""- -.-. =:J 

_ -.. _.-·-· {~,=.=,m=a~tt:::ed=,=,~ojn·=.:·;Sc:k:,:-:::=====.:::::J:;: PPLIC TIONS TO PERIMETER OF LISTED STRUCTURES 
A.r)ply 2 quarts of 0.06% finished. spray of Taurus sc per 16o lirlear:teet~-
Refer to the "Foam Application" section of this label for specific foam mixing and application instructions. 
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Except for foam applications made into wall voids, apply 0.06% of finished Taurus SC dilution as a low
Pressure coarse general surface spray along the fourxlation exterior perimeter app\ieatieR is \imi\e9 to an 
area 1 foot out from and 1 foot up from were the ground meets the foundation. Apply 2 quarts of 0.06% 
finished spray of TAURUS SC per 160 linear feet. Do not exceed a maximum of 2 applications per year. 
Nests that are found on the ground within 1 foot of the foundation may be treated. 
Vegetation touching the structure may offer a route for the entry of ants into the structure without coming 
into contact with the treatment; therefore, remove or prune away any shrubbery, bushes, and tree 
branches touching the structure. 

STORAGE AND DISPOSAL 
Do not contaminate water, food or feed by storage or disposal. 
Storage 
Store unused product in original container only,out of reach of children and animals. 
Pesticide Disposal 
Pesticide wastes are acutely hazardous. Improper disposal of excess pesticide is a violation of Federal 
law. If these wastes cannot be disposed of by use according to label instructions, contact your State 
Pesticide or Environmental Control Agency, or the Hazardous Waste representative at the nearest EPA 
Regional Office for guidance. 
Container Disposal 
Nonrefillable Container: Do not reuse or refill this container. Triple rinse or pressure rinse container 
(or equivalent) promptly after emptying; then offer for recycling, if available, or reconditioning, if 
appropriate, or puncture and dispose of in a sanitary landfill, or by incineration, or by other procedures 
approved by state and local authorities. 
Triple rinse containers small enough to shake (capacity s 5 gallons) as follows: Empty the 
remaining contents into application equipment or a mix tank and drain for 10 seconds after the flow 
begins to drip. Fill the container 1/4 full with water and recap. Shake for 10 seconds. Pour rinsate into 
application equipment or a mix tank, or store rinsate for later use or disposal. Drain for 10 seconds after 
the flow begins to drip. Repeat this procedure two more times. 
Pressure rinse as follows: Empty the remaining contents into application equipment or mix tank. Hold 
container upside down over application equipment or mix tank, or collect rinsate for later use or disposal. 
Insert pressure rinsing nozzle in the side of the container and rinse at about 40 PSI for at least 30 
seconds. Drain for 10 seconds after the flow begins to drip. 
In case of minor spills or leaks, soak up with sand, earth or other suitable material and dispose of as 
pesticide waste. 

WARRANTY STATEMENT 
Control Solutions, Inc. warrants that this product conforms to the chemical description on the label thereof 
and is reasonably fit for purposes stated on such label only when used in accordance with directions 
under normal use conditions. It is impossible to eliminate all risks inherently associated with use of this 
product. Crop injury, ineffectiveness, or other unintended consequences may result because of such 
factors as weather conditions, presence of other materials, or the manner of use or application, all of 
which are beyond the control of Control Solutions, Inc. To the extent consistent with applicable law, 
Control Solutions, Inc. shall in no event be liable for consequential, special, or indirect damages resulting 
from the use or handling of this product. All such risks shall be assumed by the Buyer. In addition to the 
foregoing, no purchaser of this product (other than an end user) shall be entitled to any reimbursement for 
any loss suffered as a result of any suspension or cancellation of the registration for this product by the 
U.S. Environmental Protection Agency. Except, as expressly provided herein and to the extent consistent 
with applicable law, Control Solutions, Inc. makes no warranties, guarantees, or representations of any 
kind, either expressed or implied, or by usage of trade, statutory or otherwise, with regard to the product 
sold, including, but not limited to merchantability, fitness for a particular purpose, use or eligibility of the 
product for any particular trade usage. The exdusive remedy of any buyer or user of this product for any 
and all losses, injuries, or damage resulting from or in any way arising from the use, handling, or 
application of this product, whether in contract, warranty, tort, negligence, strict liability, or otherwise, shall 
be damages not exceeding the purchase price paid for this product or, at Control Solutions, Inc. election, 
the replacement of this product. 
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Optional Marketing Language: 

78 oz. makes 100 gallons (for use on 78 oz container) 
• 20 oz. makes 25 gallons (for use on 20 oz container) 

Contains Fipronl!, the same active used in Termldor® SC 
**Taurus™ SC is not manufactured by or distributed by BASF. Termidor® SC is a registered 

trademark of BASF. 
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Materia I Sent for Data Extraction 

Reg # -""""5_._:?.:i"-";=zs=~=6--=a'-'-'J...l.-9 __ _ 

Description: C:s F N%\2-• <:J~-L OJ 
• 

D Material(s) Sent to Data Extraction Contractors: 

D New Stamped Label Dated ___ _ 

Notification Dated Y ~ 1'1- IL 

D New CSF(s) Dated ____ _ 

D Other: _________ __ 

D Decision #: ____________ _ 

D Other Action/Comments: ________ _ 

Attach this coversheet to the top of the material or jacket. It 
must be well organized and clipped together, NOT STAPLED. 
Then give the material with this coversheet to staff in the 
Information Ser · s Center (Room S-4900). 

Reviewer: __,___,,.....,...."'-"---"---"' 

Phone: ~~~~~ Division: 01~ --1'-A-+.1.-----

Date: ------------------------------created February 3, 2011 
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April 17, 2012 

Ms. Jane M. Miller 
Control Solutions, Inc. 
c/o Biologic, Inc. 
Brookfield, CT 06804 

UNITED STATES ENVIRONMENTAL PROTECTION AGENCY 
WASHINGTON, D.C. 204Ei0 

OFFICE OF 
PREVENTION, PE~iTICIOES 
AND TOXIC SUBSTANCES 

Subject: CSF Notification for Pesticide Notice 98-10 

Dear: Ms. Miller: 

The Agency is in receipt of your Application for Pesticide Notification under Pesticide 
Registration Notice (PRN) 98-10 dated March 23,2012 for the following product(s). 

Taurus SC EPA Reg. No. 53883-279 

The Registration Division (RD) has conducted a review of this request for its applicability under 
PRN 98-10 and finds that the action(s) requested fall within the scope ofPRN 98-10. The Confidential 
Statement of Formula (CSF) and/or label submitted with the application has been stamped 
"Notification" and will be placed in our records. 

If you have any questions, please contact Regina Foushee'-Smith at 703-605-0780 . 

. ~ly, r:. ' 
XK/l~UL __ 

Richard Gebken 
Product Manager 
Insecticide Branch 
Registration Division 
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March 23,2012 

Document Processing Desk (NOTIF) 
Office of Pesticide Programs (7504P) 
US Environmental Protection Agency 
One Potomac Yard 
2777 S. Crystal Drive 
Room S-4900, 4'h Floor 
Arlington, VA 22202 

Attention: Mr. Richard Gebken (PM#13) 

Re: "Taurus SC"; EPA Reg. No. 53883-279 

BIOLOGIC~ Inc. 
agribusiness professionals 

Submission of Revised Basic & Alternate CSF's to add Additional Producing 
Establishments 

Dear Mr. Gebken: 

On behalf of Control Solutions, Inc. please find enclosed an Application for Pesticide Notification to add 
alternate EPA producing establishments to the EPA approved Confidential Statements of Formula. In 
addition, as we were reviewing the approved CSF's we noted that the amounts in column 5a. did not 
correlate to the percent by weight in column 5b., and did not add up to I ,000 lbs. We have corrected this 
on the revised CSF's. 

"This notification is consistent with the provisions of PR Notice 98-10 and the EPA regulations at 40 
CFR 152.46, and no other changes have been made to the labeling or the confidential statement of 
formula of this product. I understand that it is a violation of 18 U.S.C. Sec. 1001 to willfully make any 
false statement to EPA. I further understand that if this notification is not consistent with the terms ofPR 
Notice 98-10 and 40 CFR 152.46, this product may be in violation of FIFRA and may be subject to 
enforcement action and penalties under sections 12 and 14 of FIFRA." 

The following documents are enclosed to process this Notification: 

I. Application for Pesticide Notification (EPA Form 8570-1) 
2. One(!) copy of the currently approved Basic Formulation CSF and alternates I through 8 

(EPA Form 8570-4) 
3. One(!) copy of the revised Basic and Alternate CSF's #I, 2, 3, 4, 5 & 6 (EPA Foaa 

8570-4) 

These new revised Confidential Statements of Formula replace all previously submitted CSF's. 

Should you have any questions, or wish to reach me, please feel free to contact our office at 203-71') · 
1200 . 

. ,-· 

Sil)~Jfely, 
' " / \'l tv'\ \ \..----····/ 

; ), i \J '--¥ 
J~e 0\ller 
Agent to Control Solutions, Inc. 

115 Obtuse Hill Road • Brookfield, CT 06804 
Tel: 203.740.1200 • Fax: 203.740.1220 
Email: jmiller@biologicconsulting.com 
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P1e11se re11d instructions on rev.n:• b#lfore con1{ II tom~. Form ~egrovi OMB No. 2070-0Q!!O •• -' ovni••• 2-28,9S 

United States § Registration OPP Identifier Number 

&EPA Environmental Protection Agency Amendment 
Washington, DC 20460 Other 

Application for Pesticide - Section I 
1. Company/Product Number 2. EPA Product Manager 3. Proposed Classification 

53883-279 K. Davis 
DNone D Restricted 

4. Company/Product (Nama) PM# 
Taurus SC 25 

5. Nama and Address of Applicant (Include ZIP Code) 6. Expedited Reveiw. In accordance with FIFRA Section 3(c)(3) 

Control Solutions, Inc. (b)(i), my product is similar or identical in composition and labeling 

C/0 Biologic, Inc. 115 Obtuse Hill Road to: r.; !fJ7'~ r, r""" i~ ~..,~ ?=· .~. 1 
Brookfield, CT 06804 

EPA Reg. No. ~ ~'.;·~ t a~·~·: 

D Chock if this is snow address Product Name 
1\F'i? 1 7 2Di2 

Section -II 

D 
Amendment- Explain below. [.{J Final printed labels in repsonse to 

Agency letter dated 

D 
Resubmission in response to Agency letter dated 

D 
.. Ma Too .. Application. 

0 Notification- Explain below. 
D 

Other- Explain below. 

Explanation: Use additional page(s) if necessary. (For section I and Section II.) 

This is a notification to submit revised Basic and alternate CSF's to add EPA producing establishments as per PR Notice 98-10. This notification is consistent 
with the provisions of PR Notice 98-10 and the EPA regulations at40 CFR 152.46, and no other changes have been made to the labeling or the confidential 
statement of formula of this product. I understand that it is a violation of 18 U.S. C. Sec. 1001 to willfully make any false statement to EPA. I further understand 
that if this notification is not consistent with the terms of PR Notice 98-10 and 40 CFR 152.46, this product may be in violation of FIFRA and may be subject to 
enforcement action and penalties under sections 12 and 14 of FIFRA. 

Section - Ill 
1. Material This Product Will Be Packaged In: 

Child-Resistant Packaging Unit Packaging Water Soluble Packaging 2. Type of Container 

Er·· Et·· B Yes g··· ptastic 
No No No Glass 

• C8rlification must 
If .. Yes" No. per If "Yes .. No. per Paper 
Unit Packaging wgt. container Package wgt container Other (Specify) 

btJ submitttJd 
I 

3. location of Net Contents Information 4. Size(s) Retail Container 5. Location of Label Directions 

LJ label U Container El 
6. Manner in Which Label is Affixed to Product UUthograph 0 Other ---Paper ~lued 

Stenci 8d . 

Section- IV ·····-
1. Contact Point (Complete items diroctly bolow for idontification of individual to bo contacted, if nscBssary, to procBss this ap.7!fcathn.) 

• • -
Name Title Telephone No. ClhC:Iuda Ar88 ('Ode• 

Jane M. Miller Agent (203) 740-1ZOO . ·-
Certification 6. Date Applica"66n' 

I certify that the statements I have made on this form and all attachments thereto are true, accurate and complete. Rece;:ved 

I acknowledge thet any knowlinglly false or misleading statement may be punishable by fine or imprisorvnent or 
both under applicable law. 

(Stamped) 

2. Signature 3. Title 

/y rv" ~f\/1 ~L-::=• Agent 

4. Typo~(Name \ 5. Date 

Jane M~iller , March 23, 2012 
.. .../ 

.. 
EPA Form 8570-1 !Rev. 3-94) PreVIous ed1t1ons are obsolete. White • EPA File Copy (anginal) YoAow • Appficant Copy 
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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY 
WASHINGTON, D.C. 20460 

Anne Turnbough 
Director, Regulatory Affairs 
Control Solutions, Inc. 
5903 Genoa-Red Bluff 
Pasadena, T)( 77507 

Subject: Application for Pesticide Notification 
EPA Registration Number: 53883-279 
Date of Submission: April16, 2012 

Dear Registrant: 

OFFICE OF 
CHEMICAL SAFETY AND 

POLLUTION PREVENTION 

NOTIFICATION 

MAY 3- 20!2 

The Agency is in receipt of your Application for Pesticide Notification under 
Pesticide Registration (PRN) 98-10 dated April16, 2012, for the abovementioned 
product. The Registration Division (RD) has conducted a review of this request for its 
applicability under PRN 98-10 and finds that the actions requested fall within the scope 
of PRN 98-10. The label submitted with the application has been stamped "Notification" 
and will be placed in our records. 

If you have any questions regarding this letter, please contact Clayton Myers at 
(703) 347-8874, or via email at myers.clayton@epa.gov. 

Enclosures: 

Sincerely, 

Richard Gebken 
Product Manager 
Insecticide Branch 
Registration Division (7 5 05P) 

Copy of Label Stamped "Notification" 

I 
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Taurus SC 
Termiticide /Insecticide 

NOTIFICATION 

MAY 3- 2012 

For sale to, use and storage only by individualslfimrs licensed or registered by the state to apply 
termiticide and/or general pest control products. 

Active Ingredient 
*Fipronil 
Other Ingredients ... 

·················· ..... 9.1% 
.................... ..... .................... 90.9% 

100.0% 

*( 5-am ino-1-{2, 6-d ichloro-4-( triftuoromethyl)phenyl)-4-( ( 1 , R, S)-( trifluoromethyl )su lfi nyi)-1-H-pyrazole-3-
carbonitrile) 

Taurus SC termiticide I insecticide contains 0.8 pounds active ingredient per gallon. 

KEEP OUT OF REACH OF CHILDREN 

Caution/Precauci6n 
Si usted no entiende Ia etiqueta, busque a alguien para que se Ia explique a usted en detalle. (If you do 

not understand the label, find someone to explain it to you in detail.) 

(See attached label for additional precautionary information and complete Directions for Use). 

EPA Reg. No. 53883-279 

Control Solutions, Inc. 
5903 Genoa-Red Bluff 
Pasadena, TX 77507-1041 

Net Contents: 

EPA Est. No. 53883-TX-002 
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FIRST AID 
Have the product container or label with you when calling a poison control center or doctor, or going for 
treatment. 
If swallowed: • Call a Poison Control Center or doctor immediately for treatment advice . 

• Have person sip a glass of water if able to swallow . 

• Do not induce vomiting unless told to do so by a poison control center or 
doctor. 

• Do not give anything by mouth to an unconscious person . 
If on skin or • Take off contaminated clothing . 
clothing: • Rinse skin immediately with plenty of water for 15-20 minutes . 

• Call a poison control center or doctor for treatment advice . 
If inhaled: • Move person to fresh air . 

• If person is not breathing, call 911 or an ambulance, then give artificial 
respiration, preferably by mouth-to-mouth, if possible. 

• Call a poison control center or doctor for treatment advice . 
If in eyes: • Hold eye open and rinse slowly and gently with water for 15-20 minutes . 

Remove contact lenses, if present, after the first 5 minutes, then continue 
rinsing eye. 

• Call a poison control center or doctor for treatment advice . 
Note to Physician: There is no specific antidote. All treatment should be based on observed signs and 
symptoms of distress in the patient. Overexposure to materials other than this product may have 
occurred. In severe cases of overexposure by oral ingestion, lethargy, muscle tremors, and in extreme 
cases, possibly convulsions may occur. 
Have the product container or label with you when calling a poison control center or doctor, or 
going for treatment. You may also contact SafetyCall® (866) 897-8050 for emergency medical 
treatment information 

PRECAUTIONARY STATEMENTS 
Hazards to Humans and Domestic Animals 

Caution 
Harmful if swallowed, absorbed through skin or inhaled. Do not get in eyes, on skin or on clothing. Do not 
breathe spray mist. Wash thoroughly with soap and water after handling and before eating, drinking, 
chewing gum, or using tobacco. Remove and wash contaminated clothing before reuse. 

Personal Protective Equipment (PPE): 
All pesticide handlers (mixers, loaders, and applicators) must wear long-sleeved shirt and long pants, 
socks, shoes, and chemical-resistant gloves. All pesticide handlers must wear a dust/mist filtering 
respirator (MSHNNIOSH approval number prefix TC-21 C), or a NIOSH approved respirator with any N, 
R, P or HE filter, when working in a non-ventilated space, including but not limited to crawl-spaces and 
basements. All pesticide handlers must wear protective eyewear (goggles, a faceshield, or safety glasses 
with front, brow, and temple protection) when working in a non-ventilated space, including but not limited 
to crawl-spaces and basements or when applying termiticide by rodding or sub-slab injection. 
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User Safety Recommendations 
Users should wash hands thoroughly with soap and water before eating, drinking, chewing gum, using 
tobacco or using the toilet. 
Remove contaminated clothing. Then wash body thoroughly with soap and water and put on clean 
clothing. Wash clothing with detergent and hot water before reusing. 
Remove PPE immediately after handling this product. Wash outside of gloves before removing. Wash 
PPE before reusing. 

ENVIRONMENTAL HAZARDS 
This pesticide is toxic to birds, fish, and aquatic invertebrates. Do not apply directly to water, or to areas 
where surface water is present or to intertidal areas below the mean high water mark. Runoff from treated 
areas may be hazardous to aquatic organisms in neighboring areas. Care must be taken to avoid runoff. 
Do not contaminate water by cleaning equipment or disposal of wastes. Do not contaminate water when 
disposing of equipment washwaters. 

DIRECTIONS FOR USE 

It is violation of federal law to use this product in a manner inconsistent with its labeling. 
Read entire label before using this product. 
For sale to, use and storage only by individuals/firms licensed or registered by state to apply termiticide 
and/or general pest control products. States may have more restrictive requirements regarding 
qualifications of persons using this product. Consult the structural pest control regulatory agency of your 
state prior to use of this product. 

USE RESTRICTIONS: 

DIRECTIONS FOR USE 
TO CONTROL TERMITES 

When treating adjacent to an existing structure, the applicator must check the area to be treated, and 
immediate adjacent areas of the structure, for visible and accessible cracks and holes to prevent any 
leaks or significant exposures to persons occupying the structure. People present or residing in the 
structure during application must be advised to remove their pets and themselves from the structure if 
they see any signs of leakage. After application, the applicator is required to check for leaks. All leaks 
resulting in the deposition of termiticide in locations other than those prescribed on this label must be 
cleaned up prior to leaving the application site. Do not allow people or pets to contact contaminated areas 
or to reoccupy contaminated areas of the structure until the clean up is completed. 

• Prior to drilling and treating through concrete structures, such as patios, porches, sidewalks and 
foundation slabs applicator should first determine that there are no habitable areas below that 
could be unintentionally contaminated by the treatment. 

• Only protected applicators wearing personal protective equipment as required by this product 
label may be in the area during application. 

• All holes in commonly occupied areas into which this termiticide I insecticide product has been 
applied must be plugged. Plugs must be of a non-cellulose material or covered by an impervious, 
non-cellulose material. 

• Do not apply finished dilution of this product until all heating/air conditioning ducts, air vents, 
plumbing pipes, sewer lines, floor drains, heating pipes and electrical lines/conduits are known 
and identified. Do not puncture or contaminate any of these. 
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• Do not treat within a distance of one foot out from the drip line of edible plants. 

• Do not contaminate public and private water supplies. 

• Do not make treatments while precipitation is occurring. 

• Do not treat soil that is water-saturated or frozen. 

• Use anti-backflow or air gap equipment with filling hoses. 

General Information 
When used in accordance with the directions in this label, this product provides effective prevention 
and/or control of subterranean termites. This product must be applied in manner which provides a 
continuous treated zone to effectively prevent termites from infesting wood. 
This product may only be applied by licensed technicians familiar with trenching, redding, short redding, 
sub-slab injection, low-pressure banded surface applications and foam delivery techniques. This product 
is a highly effective terrniticide against a variety of subterranean termites including species of 
Reticulitermes, Zootermopsls, Heterotermes, and Coptotermes. 
Taurus sc is formulated as a water-based suspension concentrate liquid containing 9.1% active 
ingredient. 

Mixing Instructions 
To mix Taurus SC termiticide I insecticide: 

1. Fill the tank 1/4 to 1/3 full with water. The filling hose must be equipped with an anti-backflow device 
or water flow must include an air gap to protect against back siphoning. 

2. Start the pump to begin by-pass agitation and place the end of the treating tool in the tank to allow 
circulation through the hose. 

3. Add the appropriate amount of Taurus sc required to prepare the desired dilution. 
4. Add the remaining water. 
5. Continue to run the pump allowing recirculation through the hose back into the tank until the Taurus 

sc is completely dispersed. 

• To mix a 0.06% dilution, add 0.8 fiuid ounces of Taurus sc per gallon of finished dilution. 
• To mix a 0.09% dilution, add 1.2 fiuid ounces ofTaurus sc per gallon of finished dilution. 
• To mix a 0.125% dilution, add 1.6 fluid ounces of Taurus sc per gallon of finished dilution. 

Application Rates for Termiticide Use 
For most applications, use the 0.06% dilution and apply at a rate of 4 gallons of dilution per 10 linear feet 
per foot of depth. For example, for treatment of 10 linear feet with a four-foot depth, use 4 x 4 (16) 
gallons per 10 linear feet. Do not apply at a concentration less than 0.06%. 
Where severe termite infestations occur, where problem soils occur or where difficult or problem 
construction types are encountered, it may be advisable to use either 0.09% or 0.125% concentration. Apply the 
higher concentration at a rate of 4 gallons of solution per 10 linear feet per foot of depth. For example, for 
treatment of 10 linear feet with a four-foot depth, use 16 (4 x 4) gallons per 10 linear feet. 
In dense soil that will not accept a volume of 4 gallons per linear foot per foot of depth, use the 0.125% 
dilution, and apply at a rate of 2 gallons per 10 linear feet per foot of depth. For example, for treatment of 
10 linear feet with a four-foot depth, use 8 (2 x 4) gallons per 10 linear feet. When using the lower volume 
of application, be careful to maintain a continuous treated zone. If application requires drilling, drill holes 
less than 12" apart to maintain a continuous treated zone. 

PRE-CONSTRUCTION TREATMENT 
In advance of treatment, applicators must notify the general contractor, construction superintendent, or 
other responsible personnel of the intended Taurus SC application and the intended sites of application. 
Applicators must instruct the person responsible to notify construction workers and other individuals on 
site to vacate the treatment area and not to return until Taurus SC has been absorbed into the soil. Do 
not apply at a dosage and/or concentration lower than 0.06% for applications up to and including 
installation of the final grade. 
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General Information 
Pre-construction treatments include any treatment made during all phases of construction up to and 
including installation of the final grade. Establishing a thorough and complete horizontal and vertical 
treated zone will provide effective pre-construction termite control. 
When foundations are deeper than 4 feet, it is preferable to apply Taurus SC as the backfill is being 
replaced. If the backfill is already in place, the applicator must trench and rod into the trench or trench 
along the foundation walls, around pillars and other foundation elements, at the rate prescribed from 
grade to a minimum depth of 4 feet. When trenching in sloping or tiered soil, the trench must be stepped 
to ensure adequate distribution and to prevent Taurus SC from running out of the trench. When the top of 
the footing is exposed, the soil adjacent to the footing must be treated to a depth not to exceed the 
bottom of the footing. Never treat any structure below the footing. 

Concrete Slab (Including Monolithic, Floating and Supported Concrete Slabs) on Ground or in 
Basements and Crawl Spaces 
Horizontal treated zones: Apply an overall treatment of Taurus SC to the entire surface to be covered 
by the concrete slab. This includes living area, as well as carports, porches, basement floors, and any 
extended entrances. Apply this treatment at the rate of 1 to 1.5 gallons of finished dilution per 10 square 
feet using a coarse spray nozzle and low-pressure spray (less than 25 p.s.i.). Spray the dilution evenly 
and uniformly over the entire area to be treated. If the slab is not to be poured the same day as treatment, 
cover the treated soil with a waterproof barrier such as polyethylene sheeting. 
Vertical treated zones: Apply Taurus SCat a rate of 1 gallon of finished dilution per square foot around 
anything penetrating the slab such as utility service and plumbing lines. Apply Taurus SCat a rate of 4 
gallons of finished dilution per 10 linear feet per foot of depth along the inside and outside perimeter of 
foundation walls. The applicator must trench and rod into the trench or trench along the foundation walls 
and around pillars and other foundation elements. If the footing is more than 4 feet below grade, make 
this treatment to a minimum of 4 feet below grade. A trench need not be any wider than 6 inches. Treat 
the soil which will be replaced into the trench using a low-pressure spray (not more than 25 p.s.i. at the 
nozzle). When rodding from grade or from the bottom of a shallow trench, space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. 
It is highly recommended that a complete horizontal treated zone be created prior to the slab pour. 
However, if the slab was poured before a horizontal treatment could be made, refer to the "Post
Construction" section of this label for alternate application instructions. 

Hollow Block Foundations or Voids 
Create a continuous treatment zone by treating hollow block foundations or voids in masonry resting atop 
the footing. If voids in the masonry elements are not openly accessible, drill and treat into these voids by 
applying 2 gallons of finished dilution per 10 linear feet of footing using a nozzle pressure of 25 p.s.i. or 
lower. When using this treatment, drill the access holes as close to the footing as is practical. Drilling 
below the sill plate is acceptable. Applicators must examine the treated areas of voids in block or rubble 
foundation walls closely for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment s·1te until the clean up is 
completed. 
Not for use in voids insulated with rigid foam. 

Use with Other Products 
When a borate-based termite control product has been chosen as the primary pre-construction treatment 
for subterranean termites and is applied in accordance with the directions for use on the borate product's 
label, Taurus SC may be used as an exterior perimeter pre-construction treatment. For an exterior 
perimeter pre-construction treatment, Taurus SC must be applied in such a way as to create a continuous 
treated zone along the exterior foundation of the structure. A complete and thorough horizontal pre
construction treatment with Taurus SC under the concrete slab is optional. 
Taurus SC may also be applied to critical areas of the interior of the structure including around plumbing 
or utility services penetrating floors, bath and I or shower traps, or along concrete expansion joints, and 
other areas of known or suspected termite activity. 
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Refer to the "POST-CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP ILl) 
STRUCTURAL TERMITE TREATMENT" section of this label for instructions on applications to the 
exterior perimeter of a structure and to critical areas in the interior of the structure. 

POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE TREATMENT 

General Information 
For applications of Taurus SC made after the final grade is installed to protect the structure from termite 
infestation and/or to control existing termite populations, the applicator must trench and rod into the 
trench or trench along the foundation walls, around pillars and other foundation elements, at the rate 
prescribed from grade to the top of the footing. When the footing is more than 4 feet below grade, treat to 
a minimum depth of four feet. The depth of treatment will vary depending on soil type, degree of 
compaction and location of termite activity. When the top of the footing is exposed, the soil adjacent to the 
footing must be treated to a depth not to exceed the bottom of the footing. Never treat any structure below 
the footing. 
To establish a complete exterior perimeter treatment zone along the foundation wall, drill any exterior 
concrete structures adjoining the foundation, such as patios, porches and sidewalks, and treat by sub
slab injection of Taurus SC finished dilution. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 

Concrete Slab Over Soil (Including Monolithic, Floating and Supported Slabs) 

Exterior perimeter: Apply by trenching and redding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider than 6 
inches and must be a minimum of 6 inches deep or to the bottom of the footing. Never treat a structure 
below the footing. Space the rod holes no more than 12 inches apart in a manner which will create a 
continuous treated zone. Mix the finished dilution into the soil before replacing it into the trench. 

Sub-slab injection: Sub-slab injection treatments can be made from inside the structure, or in cases 
where this is not possible, from the outside of the structure by drilling through the foundation as directed 
below. Before treatment, locate and identify all heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits, and avoid contamination or damage to these 
structural elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the foundation including the garage. Drill holes along all concrete expansion 
joints, cracks, plumbing and utility services penetrating the slab. Drill holes along interior partition walls 
when there is clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches 
apart in a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC 
into the drill-holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, 
use a lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied 
areas must be plugged with a non-cellulose material or covered with an impervious, non-cellulose 
material. 
Horizontal drilling I redding I sub-slab injection from the exterior of the foundation: Use this 
technique to treat underneath the slab only when floors or interior design do not allow for treatment by 
vertical drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits. Use horizontal short redding practices to create a 
continuous treated zone into the soil proximal to the inside of the foundation wall. Angle drill-holes 
through the outside of the foundation to ensure deposition of Taurus SC below any existing heating 
ducts, water and sewer lines, or electrical conduits. Use horizontal long redding practices only when the 
areas to be treated underneath the slab are not accessible by vertical redding or horizontal short rod ding. 
Do not use long rods exceeding 20 feet. For all horizontal redding applications space drill-holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Inject the finished dilution 
of Taurus SC into the drill-holes a rate of 4 gallons per 10 linear feet per foot of depth. All holes must be 
plugged with a non-cellulose material or covered by and impervious, non-cellulose material. 
Bath traps: Treat exposed soil or soil covered with tar or similar sealants beneath or around plumbing 
and/or drain pipe entry areas with a minimum of 1 gallon but not more than 4 gallons of finished dilution 
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per square foot. It may be necessary to remove tar or sealant to ensure adequate soil penetration. Install 
an access door or inspection portal if one is not already present. After inspection and removal of all wood 
or cellulose debris, treat the soil by rodding or drenching with the finished dilution of Taurus SC. 
Shower drains: To treat the soil beneath and adjacent to shower pan drains, drill through the slab 
adjacent to the shower pan and apply the finished dilution of Taurus SC by sub-slab injection. Foam can 
be used to maximize dispersion. Drill multiple access points adjacent to the drain, and use a directional 
dispersion tip to enhance the treatment of the soil beneath the drain. Treat with a minimum of 1 gallon but 
not more than 4 gallons of finished dilution per shower drain. Horizontal rodding can be used to access 
and treat soil associated with the shower drain. 

Structures with French Drains and Sump Pumps 
In sites where French drains exist at the footer along the foundation perimeter, common in hollow block 
foundation structures, the soil must be dry before applications can be made. Do not treat soil that is 
saturated or frozen. Do not make treatments while precipitation is occurring. To prevent seepage of 
finished dilution or damage to drains or tiles, do not rod through the slab any closer than 24 inches from 
French drains. Do not apply Taurus SC within 5 feet from the sump pump pit and pump. Do not drill 
through hollow block foundations that border French drains to prevent drainage or seepage from the 
block into the drains. 
Identify and locate French drains, then apply Taurus SC in the following manner: 

1) Unplug the sump pump. Inspect the sump pit for water. If no water is present, keep the sump 
pump unplugged while making the treatment. 

2) If water is in the pump pit, unplug the sump pump and remove four cups of water from the pit. 
Mark the water level. Wait 10 minutes then check the water level in the pit. If the water level has 
risen, there is too much seepage to make a treatment. If the water level has not risen, a treatment 
can be made as long as the sump pump remains unplugged. 

During application, check the sump pump pit every few minutes for the presence of termiticide dilution. If 
dilution is detected, stop the treatment immediately and remove all dilution from the pump pit before 
plugging the pump back in. Dispose of the dilution from the sump pump pit as directed by this label in the 
"Storage and Disposal" section. 

Basement Structures 

Exterior perimeter: Apply by trenching and rodding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of depth, or, if the 
footing is more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. When trenching in 
sloping or tiered soil, the trench must be stepped to ensure adequate distribution and to prevent Taurus 
SC from running out of the trench. Never treat a structure below the footing. Space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution 
into the soil before replacing it into the trench. 
Inside perimeter: To treat under the basement floor slab, drill vertically through the slab along the interior 
perimeter of the foundation. Drill holes along all concrete expansion joints, cracks, and any plumbing or 
utility services penetrating the slab. Drill holes along both sides of partition foundation walls, and around 
piers. Where there is clear evidence of termite activity in a non-foundation interior partition wall, drill holes 
through the slab adjacent to the wall along one side. Space all drill-holes no more than 12 inches apart in 
a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SCinto the 
drill-holes at the rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a 
lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas 
must be plugged with a non-cellulose material or covered with an impervious, non-cellulose material. 

Accessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
rodding into the trench. Treat both sides of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
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apply by redding alone. Where soil type and/or conditions make trenching impossible, apply by redding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. Read and follow the mixing directions in the "Mixing Instructions" section of this 
label when encountering soil types which will not accept the full application volume. 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Inaccessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
For any inaccessible interior areas, for example where the clearance between the floor joists and ground 
surfaces do no allow for operator access, excavate, if possible, and follow the instructions for accessible 
crawl spaces. When excavation is not possible, apply one or a combination of the following two methods: 

1) Establish a horizontal treated zone by applying 1 gallon of finished dilution ofTaurus SC with a 
coarse application nozzle (e.g., Delavan Type RD Raindrop, RD-7 or larger, or Spraying Systems 
Co. 8011 OLP Tee jet or comparable nozzle) per 10 square feet of soil surface using a nozzle 
pressure of less than 25 p.s.i. For any area which cannot be reached with the application wand, 
use one or more extension rods. Do not broadcast or power spray with high pressures. 

2) Establish a horizontal treated zone by drilling through the foundation wall or through the floor 
above and treat the soil adjacent to the foundation at a rate of 1 gallon of finished dilution of 
Taurus SC per 10 square feet. Drill spacing must not exceed 16 inches between drill-holes. Many 
states have smaller interval requirements so check state regulations before application. Treat the 
soil adjacent to foundation elements with short or long redding techniques without drilling if it is 
possible to reach the soil to be treated with the treatment tool. 

Hollow Block Foundations I Voids 
Establish a continuous treated zone in hollow block foundations or voids in masonry resting on top of the 
footing by drilling and treating into voids of multiple masonry elements of the structure to soil level. If not 
openly accessible, drill and treat into voids of masonry elements. Apply 2 gallons of finished dilution per 
10 linear feet of footing at a nozzle pressure of 25 p.s.i. or less. When making this treatment, drill access 
holes as close as possible to the footing, below the level of the sill plate if necessary. Applicators must 
examine the treated areas for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas until the clean up is completed. 
Not for use in voids insulated with rigid foam. 

Treatment of Structures with Wells or Cisterns 

Do not contaminate wells or cisterns. 
Do not apply Taurus SC within 5 feet of any well or cistern. Treat soil 5 to 10 feet frorn any well or cistern 
by backfill method only. Treat soil adjacent to water pipes within 3 feet of grade by backfill method only. 
Backfill method: 

1) Trench to remove the soil to be treated and place it into a wheelbarrow or onto heavy plastic 
sheeting or similar material. 

2) Treat the soil at a rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of 
trench depth, or at a rate of 1 gallon per cubic foot of soil. Mix the Taurus SC thoroughly into soil 
while taking care to prevent runoff or spillage. 

3) After the treated soil has completely absorbed the finished dilution of Taurus SC, put it back into 
the trench. 
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Structures Adjacent to Wells I Cisterns and I or Other Bodies of Water 
Prior to application examine any structure with nearby sources of water such as wells, cisterns, ponds, 
streams or other bodies of water, then follow the treatment procedures described below. 

1) If the pipe(s) from the well enter the structure with 3 feet of grade, expose them is possible prior 
to treatment. Treat the soil adjacent to the water pipe(s) using the backfill method described 
above. 

2) Take precautions, prior to treatment, to limit the risk of Taurus SC being applied into subsurface 
drains which empty into any bodies of water, including evaluating whether treatment of the footer 
could result in contamination of subsurface drains. Take into consideration such factors as depth 
to the drain system, soil type and degree of soil compaction when determining the depth of 
treatment. 

3) Use the treated backfill method, when appropriate (e.g., on the water side of the structure), to 
minimize off-site movement of Taurus SC. 

4) To minimize potential runoff of Taurus SC into non-target areas, apply a finished dilution of 
0.125% at a rate of 2 gallons per 10 linear feet per foot of depth. 

Plenum Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat the soil exterior to the foundation walls according to the instructions in the "Accessible Crawl Space 
Construction" section of this label. 
Follow the instructions below for interior treatment of plenum structures that use a sealed under floor 
space to circulate heated or cooled air throughout the structure: 

1) Remove sealing fabric and anything on the sealing fabric to expose no more than an 18 inch 
width adjacent to all foundation structures, including foundation walls, interior piers, pipes and any 
other structures in contact with soil. Treat according to the instructions for exterior and interior 
treatment in the "Accessible Crawl Space Construction" section of this label. 

2) After the finished dilution of Taurus SC has been absorbed into the soil, return the sealing fabric 
and anything removed from the surface of the sealing fabric to their original pre-treatment 
positions. 

Foam Application 
When construction practices, soil subsidence, or other factors make it difficult to establish a continuous 
treated zone with conventional liquid application methods, supplement treat with the use of foam
generating equipment. Foam applications are useful in the treatment of filled stoops and porches, 
chimney bases, into block voids, behind masonry or other veneers, and into stud walls. Utilize 
applications of dry foam only (a range of 15:1 to 50:1 expansion ratio) when treating voids in stud walls. 
Apply foam to wall voids where evidence of termite presence or damage exist or are suspected. 
Foam only treatments under slabs are appropriate when maximum horizontal coverage is desired In 
areas with no deep foundation or footing (for example: around plumbing entries and near settlement 
cracks in concrete slabs). Use both conventional liquid application and foam treatment in areas where 
both lateral spread and deeper vertical penetration of Taurus SC are desired. Effective treatment is highly 
dependent on volume and amount of active ingredient. Apply at least 75% of the finished dilution of 
Taurus SC as a liquid treatment, then deliver the remaining 25% or less to the appropriate areas as a 
foam application. The total amount of product applied as a combined foam and liquid treatment should be 
equivalent to volume of Taurus SC liquid finished dilution required for a liquid application alone. Foam 
applications provide a good supplement to liquid applications in difficult to treat areas. 
Foam mixing instructions: 
Prepare the desired finished dilution of Taurus SC, then mix with the manufacturer's recommended 
quantity of foaming agent in foaming equipment. Apply a sufficient volume of Taurus SC foam to establish 
a continuous treated zone at the rates recommended in this label for specific applications. When sufficient 
foam volume cannot be applied to achieve the recommended rate of Taurus SC ,supplement the 
treatment with additional liquid finished dilution to assure appropriate treatment volume and concentration 
in the treated area. 

• 1 gallon of finished dilution at a foam expansion ratio of 25:1 makes 25 gallons of foam. 
• 1.66 gallons of finished dilution at a foam expansion ratio of 15:1 makes 25 gallons of foam. 
• 2.5 gallons of finished dilution at a foam expansion ratio of 10:1 makes 25 gallons of foam. 
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• 5 gallons of finished dilution at a foam expansion ratio of 5:1 makes 25 gallons of foam. 

POST-CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP ILl) STRUCTURAL 
TERMITE TREATMENT- Not approved for use in Louisiana 

General Information 
This post-construction application of Taurus SC can be made after the final grade is installed to protect 
the structure from termite infestation and/or to control existing termite populations. This treatment method 
is designed to be non-invasive to the interior of the structure with the establishment of a continuous 
treated zone along the exterior of the foundation and only treating interior spaces where termite activity 
has been found. If you have questions regarding this treatment, consult the appropriate state agency. 
Termite activity is defined as the presence of one or more of the following signs of infestation: 

1) Alates (winged termites) have swarmed inside the structure. 
2) Live termites are found to be active within the structure. 
3) There is clear evidence of termite activity on or inside the structure such as the presence of mud 

tubes, galleries in wood. 
Do not apply Taurus SC finished dilution as perimeter /localized interior treatment at a concentration 
lower than 0.06% or at an application volume lower than those specified in the "Application Rates for 
Termiticide Use" section of this label. 

EXTERIOR PERIMETER TREATMENT 
To prevent termite infestation of a structure, exterior perimeter applications of Taurus SC must be made 
in a manner which will create a continuous treated zone. If situations are encountered where the soil will 
not accept the full application volume recommended in the use directions below, read and follow the 
direction in the "Application Rates for Termiticide Use" section of this label. 

Concrete Slab on Ground (Including Monolithic, Floating and Supported Concrete Slabs) 
Apply along the exterior foundation perimeter by trenching and redding into the trench or by trenching at 
the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. Space the rod 
holes no more than 12 inches apart in a manner which will create a continuous treated zone. Mix the 
finished dilution into the soil before replacing it into the trench. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by redding alone. Where soil type and/or conditions make trenching impossible, 
apply by redding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 

Basement and Inaccessible Crawl Space Construction 
Apply along the exterior foundation perimeter by trenching and redding into the trench or by trenching 
along the foundation walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per 
foot of depth, or, if the footing is more than 4 feet below grade treat to a minimum depth of 4 feet. 
Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the bottom of 
the footing. When trenching in sloping or tiered soil, the trench must be stepped to ensure adequate 
distribution and to prevent Taurus SC from running out of the trench. Space the rod holes no more than 
12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution into the 
soil before replacing it into the trench. Never treat a structure below the footing. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by redding alone. Where soil type and/or conditions make trenching impossible, 
apply by redding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 
If termite activity is detected inside an inaccessible crawl space, the area must be treated. Make a 
localized interior treatment at the site of termite activity and extending at least 2 feet in both directions 
from the activity. Choose the appropriate application technique for treating inaccessible crawl space 
construction by referring to the "POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE 
TREATMENT" section of this label. 
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Accessible Crawl Spaces 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soiL 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet Apply by trenching, or by trenching and 
redding into the trench. Treat outside of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
apply by redding alone. Where soil type and/or conditions make trenching impossible, apply by redding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. In order to establish a complete exterior perimeter treatment zone, drilling and sub
slab treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. If situations are encountered where the soil will not accept the full application volume 
recommended in the use directions below, read and follow the direction in the "Application Rates for 
Termiticide Use" section of this labeL 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Garages: Attached garage floors should be treated 

Sub-slab injection: Sub-slab injection treatments can be made from inside the garage, or in cases where 
this is not possible, from the outside of the structure by drilling through the foundation as directed below. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the garage foundation. Drill holes along all concrete expansion joints, cracks, 
plumbing and utility services penetrating the slab. Drill holes along interior partition walls when there is 
clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches apart in a 
manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the drill
holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a lateral 
dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas must 
be plugged with a non-cellulose material or covered with an impervious, non-cellulose material such as 
Portland cement 
Horizontal drilling I redding I sub-slab injection from the exterior of the garage foundation: Use 
this technique to treat underneath the slab only when interior design do not allow for treatment by vertical 
drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits. Use horizontal short redding practices to create a continuous 
treated zone along the inside perimeter of the foundation. Angle drill-holes through the outside of the 
foundation to ensure deposition of Taurus SC below any existing heating ducts, water and sewer lines, or 
electrical conduits. Use horizontal long redding practices only when the areas to be treated underneath 
the slab are not accessible by vertical redding or horizontal short redding. Do not use long rods exceeding 
20 feet For all horizontal redding applications space drill-holes no more than 12 inches apart in a manner 
which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the drill-holes at 
rate of 4 gallons per 10 linear feet per foot of depth. All holes must be plugged with a non-cellulose 
material or covered by an impervious, non-cellulose material such as Portland cement 

LOCALIZED INTERIOR TREATMENT 
As part of a complete treatment, targeted interior applications may be made to vulnerable areas such as 
around plumbing or utility services penetrating floors, bath and I or shower traps, or along concrete 
expansion joints or settlement cracks. 
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If known termite activity exists in areas inside living spaces or in non-living spaces (such as crawl spaces, 
plenums etc.) of the structure, a localized interior treatment must be made at the immediate vicinity of the 
termite activity and radiating out at least 2 feet from the site in two or more directions. 

Hollow Block Foundations I Voids 
When termite activity is evident in or in the vicinity (within 2 feet) of hollow block foundations or voids in 
masonry resting on the footing, drill the wall adjacent to the evidence, if not openly accessible, and inject 
the finished dilution of Taurus SC into the void at a rate of 2 gallons per 10 linear feet of footing using a 
nozzle of 25 p.s.i. or less. This localized interior treatment to hollow block must be made at the site of the 
termite activity and to areas above the termite activity. Treatment must be applied radiating out at least 2 
feet in two or more directions from the site of activity or along the wall pier or support post. Use of foam 
will maximize dispersion. When using this treatment, drill access hole below the sill plate as close as 
possible to the footing as is practical. 
Applicators must examine the treated areas of voids in block or rubble foundation walls closely for 
possible runoff as a precaution against application leakage. Mechanical alteration to some areas may be 
required before a treatment can be made. Other areas may not be treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
The drilled holes in commonly occupied areas must be plugged with a non-cellulose material or covered 
by an impervious, non-cellulose material such as Portland cement. 

Bath Traps 
If termite activity is evident within 2 feet of a bath trap, exposed soil or soil covered with tar or a similar 
sealant around plumbing and I or drainpipe entry areas must be treated. Tar or sealant may have to be 
removed to ensure adequate soil penetration. Install an access door or inspection portal if one is not 
already present. After all wood and cellulose debris is removed, treat the soil by redding or drenching with 
a minimum of 1 gallon to a maximum of 4 gallons of finished dilution of Taurus SC per square foot. 

Shower Drains 
If termite activity is evident within 2 feet of a shower drain, soil beneath and adjacent to the drain must be 
treated. Drill through the slab adjacent to the shower drain and apply the finished dilution of Taurus SC by 
sub-slab injection to the soil below. Multiple access points may be drilled adjacent to the drain. Use of 
foam will maximize dispersion. Use of a directional dispersion tip will further enhance the treatment of the 
soil beneath the drain. Treat the soil with a minimum of 1 gallon but no more than 4 gallons of finished 
dilution per shower drain. Horizontal redding can also be used to access and treat soil associated with a 
shower drain. 

Retreatment Instructions 
Annual retreatment of a structure is prohibited. Retreatment for subterranean termites can only be 
performed under the following circumstances: 

1. There is clear evidence of re-infestation. 
2. There is disruption of the treated zone due to construction, excavation, or landscaping and I or 

there is evidence of the breakdown of termiticide treated zone in the soil. 
Treat these vulnerable or re-infested areas using a spot, partial or complete treatment in accordance with 
the application techniques described in this label. The timing and selection of retreatment type will vary 
depending on such factors as termite pressure, soil types and conditions, and other factors which may 
reduce the effectiveness of the treated zone. 

POSTS, POLES, WOODEN LANDSCAPE ORNAMENTATION 

DO NOT contaminate wells or cisterns. 

Preventative Treatment: Create a continuous treatment zone in the soil around wooden posts, poles, 
fence posts, signs and landscaping ornamentation. Apply the finished dilution of Taurus SC at the rate of 
4 gallons per 10 linear feet per foot of depth. When performing the treatment at the time of installation, the 
finished dilution may be applied to the soil as it is replaced around the pole or post. The application 
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should place termiticide to a depth of 6 inches below the bottom of posts, poles or other wooden objects 
in contact with soil. 
Curative Treatment: Treat previously installed wooden posts, poles, fence posts, signs and landscaping 

ornamentation with the finished dilution of Taurus SC by sub-surface injection or by gravity flow through 
holes made at the bottom of a trench around posts and poles. When trenching, the trench need not be 
wider than 6 inches and should be 6 inches deep. When sub-surface injecting, treat all sides to create a 
continuous treatment zone. Apply termiticide to a depth of 6 inches below the bottom of the wood. 

TERMITES ABOVE GROUND 

For Control of Termite Aerial Colonies or Drywood Termites 
To treat localized areas of wooden structures, apply the finished dilution of Taurus SC to wooden 
members I voids. To treat inaccessible areas, drill and inject the finished dilution into the damaged wood 
of void spaces with a crack and crevice injector. Foam application can also be made into void spaces. 
To treat termite carton nests in trees or building voids, inject the finished dilution of Taurus SC using a 
pointed injection tool. Multiple injection points to varying depths may be necessary. Physically remove 
carton nest material from building voids when such nests are found. 
After treatment, the applicator is required to check for leaks resulting in the deposition of Taurus SC in 
locations other than those prescribed on this label. When found, this material must be cleaned up before 
leaving the application site. Do not allow people or pets to come in contact with contaminated areas or 
allow them to reoccupy the treatment site until the clean up is completed. 
DO NOT TREAT FRUIT- OR NUT-BEARING TREES. 

DIRECTIONS FOR USE TO CONTROL LISTED PESTS ON OUTSIDE SURFACES AND ALONG 
FOUNDATION PERIMETER OF LISTED STRUCTURES 

Listed structures are residential, institutional, commercial and industrial buildings and utility enclosures. 

USE RESTRICTIONS: 

• Only applicators wearing the personal protective equipment required by this product label may be 
in the area during application. 

• Do not treat within a distance of 1 foot out from the drip line of edible plants. 

• Do not contaminate public or private water supplies. 

• Do not apply to wasp or hornet nests if they are not attached to or within the structure. 

• Do not make treatments during times of precipitation. 

• Do not allow residents, children, other people or pets into the treatment area until sprays have 
dried. After treatment, the applicator is required to check for leaks resulting in the deposition of 
treatment dilution in locations other than those prescribed in this label. When found, this material 
must be cleaned prior to leaving the application site. Do not allow people or pets to contact 
contaminated areas or to reoccupy contaminated areas of the structure until clean up is 
completed. 

• Do not spray air conditioning units or intake vents. 

• Do not use indoors except for application into wall voids. 

• Do not exceed the maximum of two applications per year. 

• Do not apply to playground equipment and pet quarters. 

• Do not apply to applications to runoff or drip from treated surfaces. 
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• Do not apply to boat houses, including their piers or pilings. 

• Do not apply within 5 feet of wells or cisterns. 

• Do not apply to French drains or other permeable drainage. 

• Doors and windows adjacent to application site must be closed during surface application. 

• Do not apply within 15 feet of bodies of fresh water; lakes, reservoirs, rivers, permanent streams, 
marshes, natural ponds and commercial fish ponds. A 15- foot buffer of uniform groundcover 
must exist between application zone and bodies of fresh water (uniform ground cover is defined 
as land which supports vegetation of greater than 2 inches in height throughout). 

• Do not apply within 60 feet of estuarine bodies of water. Estuarine water bodies are brackish, tidal 
water bodies such as bays, mouths of rivers, salt marshes and lagoons. 

Use Taurus SC to kill and to provide residual control of the following pests: 
Ants (acrobat, Argentine, big-headed, carpenter, crazy, odorous, pavement, pharaoh, and thief) 

Use Taurus SC to kill the following pests: 
Asian lady beetles, darkling beetles 
Australian, Oriental, and smoky brown cockroaches 
Black widow, brown recluse, cellar, and hobo spiders 
Box-elder bugs, pill bugs 
Brown and dog ticks 
Centipedes 
Cluster flies 
European earwigs 
House crickets 
Millipedes 
Paper wasps* 
Silverfish 
Yellow jackets 
*Taurus SC is not a knockdown agent. 

MIXING INSTRUCTIONS 
For perimeter pest treatments mix a 0.06% spray dilution of Taurus SC by filling the treatment tank 1/4 to 
1/3 full with water, then ad 0.8 fluid ounces of Taurus SC. The filling hose must be equipped with an anti
backflow device or the water flow must include an air gap to protect against back siphoning. Add more 
water to the tank while agitating to 1 gallon of finished dilution. 

APPLICATIONS TO OUTSIDE SURFACES OF LISTED STRUCTURES AND INTO WALL VOIDS 
Apply 0.06% of finished Taurus SC dilution as a low-pressure spray to the exterior of the structure where 
listed pests enter, trail around the structure or where they crawl and hide. Treat using a low-pressure 
coarse banded surface spray up to 18 inches in width around doors, windows, vents, pipes, foundation 
cracks, drilled holes or around any exterior openings where listed pests could enter the structure. Make 
sure to treat the joint where exterior siding (wood, vinyl, aluminum or other similar materials) meets the 
cement, brick or block foundation. Treat anywhere electrical, cable or telephone wires enter the house. 
This treatment should be made as a general surface spray, crack and crevice spray, or a wall void 
application. Taurus SC may be applied as a foam treatment into wall voids to kill and I or control the 
above listed pests. 
Refer to the Foam Application section of this label for specific foam mixing and application instructions. 

APPLICATIONS TO PERIMETER OF LISTED STRUCTURES 

Except for foam applications made into wall voids, apply 0.06% of finished Taurus SC dilution as a low
pressure coarse general surface spray along the foundation exterior perimeter to an area 1 foot out from 
and 1 foot up from were the ground meets the foundation. Apply 2 quarts of 0.06% finished spray of 
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TAURUS SC per 160 linear feet. Do not exceed a maximum of 2 applications per year. Nests that are 
found on the ground within 1 foot of the foundation may be treated. 
Vegetation touching the structure may offer a route for the entry of ants into the structure without coming 
into contact with the treatment; therefore, remove or prune away any shrubbery, bushes, and tree 
branches touching the structure. 

STORAGE AND DISPOSAL 
Do not contaminate water, food or feed by storage or disposal. 
Storage 
Store unused product in original container only,out of reach of children and animals. 
Pesticide Disposal 
Pesticide wastes are acutely hazardous. Improper disposal of excess pesticide is a violation of Federal 
law. If these wastes cannot be disposed of by use according to label instructions, contact your State 
Pesticide or Environmental Control Agency, or the Hazardous Waste representative at the nearest EPA 
Regional Office for guidance. 
Container Disposal 
Nonrefillable Container: Do not reuse or refill this container. Triple rinse or pressure rinse container 
(or equivalent) promptly after emptying; then offer for recycling, if available, or reconditioning, if 
appropriate, or puncture and dispose of in a sanitary landfill, or by incineration, or by other procedures 
approved by state and local authorities. 
Triple rinse containers small enough to shake (capacity:$ 5 gallons) as follows: Empty the 
remaining contents into application equipment or a mix tank and drain for 10 seconds after the flow 
begins to drip. Fill the container 1/4 full with water and recap. Shake for 10 seconds. Pour rinsate into 
application equipment or a mix tank, or store rinsate for later use or disposal. Drain for 10 seconds after 
the flow begins to drip. Repeat this procedure two more times. 
Pressure rinse as follows: Empty the remaining contents into application equipment or mix tank. Hold 
container upside down over application equipment or mix tank, or collect rinsate for later use or disposal. 
Insert pressure rinsing nozzle in the side of the container and rinse at about 40 PSI for at least 30 
seconds. Drain for 10 seconds after the flow begins to drip. 
In case of minor spills or leaks, soak up with sand, earth or other suitable material and dispose of as 
pesticide waste. 

WARRANTY STATEMENT 
Control Solutions, Inc. warrants that this product conforms to the chemical description on the label thereof 
and is reasonably fit for purposes stated on such label only when used in accordance with directions 
under normal use conditions. It is impossible to eliminate all risks inherently associated with use of this 
product. Crop injury, ineffectiveness, or other unintended consequences may result because of such 
factors as weather conditions, presence of other materials, or the manner of use or application, all of 
which are beyond the control of Control Solutions, Inc. To the extent consistent with applicable law, 
Control Solutions, Inc. shall in no event be liable for consequential, special, or indirect damages resulting 
from the use or handling of this product. All such risks shall be assumed by the Buyer. In addition to the 
foregoing, no purchaser of this product (other than an end user) shall be entitled to any reimbursement for 
any loss suffered as a result of any suspension or cancellation of the registration for this product by the 
U.S. Environmental Protection Agency. Except, as expressly provided herein and to the extent consistent 
with applicable law, Control Solutions, Inc. makes no warranties, guarantees, or representations of any 
kind, either expressed or implied, or by usage of trade, statutory or otherwise, with regard to the product 
sold, including, but not limited to merchantability, fitness for a particular purpose, use or eligibility of the 
product for any particular trade usage. The exclusive remedy of any buyer or user of this product for any 
and all losses, injuries, or damage resulting from or in any way arising from the use, handling, or 
application of this product, whether in contract, warranty, tort, negligence, strict liability, or otherwise, shall 
be damages not exceeding the purchase price paid for this product or, at Control Solutions, Inc. election, 
the replacement of this product. 

Optional Marketing Language: 

• 78 oz. makes 100 gallons (for use on 78 oz container) 
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• 20 oz. makes 25 gallons (for use on 20 oz container) 
• Contains Fipronil, the same active used in Termidor® SC 

**TaurusTM SC is not manufactured by or distributed by BASF. Termidor® SC is a registered 
trademark of BASF. 
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April16, 2012 

Document Processing Desk (NOTIF) 
Office of Pesticide Programs (7504P) 
U.S. Environmental Protection Agency 
Room S-4900, One Potomac Yard 
2777 S. Crystal Drive 
Arlington, VA 22202-450 I 

Re: EPA Reg. No. 53883-279 

Dear Sir or Madam: 

CONTROL 
SOLUTIONS 
incorporated 

Control Solutions, Inc. (CSI) is requesting a notification due to CDPR requiring changes to label (similar to 
EPA #7969-21 0) before they will approve the label for registration. 

"This notification is consistent with the provisions ofPR Notice 98-10 and EPA 
regulations at 40 CFR 152.46, and no other changes have been made to the labeling 
or the confidential statement of formula of this product. I understand that it is a 
violation of 18 U.S.C. Sec. 1001 to willfully make any false statement to EPA. I 
further understand that if this notification is not consistent with the terms of PR 
Notice 98-10 and 40 CFR 152.46, this product may be in violation ofFIFRA and I 
may be subject to enforcement action and penalties under sections 12 and 14 of 
FIFRA." 

The following documents are enclosed in support of this application 
8570-1 
1 copy oflabel- highlighted and un-highlighted 

Please contact me directly should you need any additional information, 

sincert: r--

-rt_~~\ 
Anne Turnbough Ph.D. 
Director, Regulatory Affairs 

5903 Genoa Red Bluff • Pasadena, TX 77507-1041 
281-892-2500 • Fax 281-892-2501 

• www.controlsolutionsinc.com 
• 800-242-5562 
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Pfeue resd imtructiom on /'livens befont comPietit ,-arm. Form Aooroved. Ob,,.., No. 2070M0060 I exnireo 2-28-95 

United States § Registration OPP Identifier Number 

&EPA Environmental Protection Agency Amendment 
Washington, DC 20460 Other 

Application for Pesticide - Section I 
1. Company/Product Number 2. EPA Product Manager 3. Proposed Classification 
53883-279 Richard Gebken [_2]Nono D Restricted 

4. Company/Product (Nama) PM# 
Taurus SC Termiticide/lnsecticide 10 

5. Name end Address of Applicant (lncludo ZIP Code) 6. Expedited Reveiw. In accordance with FIFRA Section 3(c)(3) 

Control Solutions, Inc. (b)(i), my product is similar or identical in composition and labeling 

5903 Genoa-Red Bluff to: 

Pasadena, TX 77507 
EPA Reg. No. 

D Chock if this Is a new addross Product Name 

Section -II 

D Amendment - Explain below. u Final printed labels in repsonse to 
Agency Iotter dated 

D Resubmission in response to Agency letter dated D "Me Too" Application. 

0 Notification M Explain below. D Other M Explain below. 

Explanation: Use additional pege(s) if necessary. (For section I and Section II.) 

CA DPR requiring changes to label (similar to EPA #7969-210) before they will approve the label. 
Notification per PRN 98-10 (mainly headers/editorial). 

Section - Ill 
1. Material Thlc Product Will Be Packaged In: 

Child-Resistant Packaging Unit Packaging Water Soluble Packaging 2. Type of Container 

Er·· Er·· B Yes 

~r~ No No 
P1astic 

No Glass 

* Certification must 
If "Yes" No. per If "Yes" No. per Paper 
Unit Packaging wgt. container Package wgt container Other (Specify) 

be submitted 
I 

3. Location of Nat Contents Information 4. Siza(s) Retail Container 5. Location of Label Directions 
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Taurus SC 
Termiticide I Insecticide 

For sale to, use and storage only by individuals/firms licensed or registered by the state to apply 
tennitidde and/or general pest control products. 

Active Ingredient 
*Fipronil 
Other Ingredients . 

9.1% 
90.9% 

100.0% 

•( 5-a mino-1-(2, 6-d ich I oro-4-(trifl uoromethyl) phenyt)-4-( ( 1 , R, S )-(trifluoro methyt)s u lflnyi)-1-H-pyrazole-3-
carbonitrile) 

Taurus SC termiticide I insecticide contains 0.8 pounds active ingredient per gallon. 

KEEP OUT OF REACH OF CHILDREN 

Caution/Precauci6n 
Si usted no entiende Ia etiqueta, busque a alguien para que se Ia explique a us ted en detalle. (If you do 

not understand the label, find someone to explain it to you in detail.) 

(See attached label for additional precautionary Information and complete DirecUons for Use}. 

EPA Reg. No. 53883-279 

Control Solutions, Inc. 
5903 Genoa-Red Bluff 
Pasadena, TX n507-1041 

Net Contents: 

EPA Est. No. 53883-TX-()02 
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FIRST AID 
Have the product container or label with you when calling a poison control center or doctor, or going for 
treatment. 
If swallowed: . Call a Poison Control Center or doctor immediately for treatment advice . 

• Have person sip a glass of water if able to swallow . . Do not induce vomiting unless told to do so by a poison control center or 
doctor. . Do not qive anvthinq bv mouth to an unconscious person . 

If on skin or • Take off contaminated clothing . 
clothing: • Rinse skin immediately with plenty of water for 15-20 minutes . . Call a poison control center or doctor for treatment advice . 
If inhaled: • Move person to fresh air . 

• If person is not breathing, call 911 or an ambulance, then give artificial 
respiration, preferably by mouth-to-mouth, if possible. 

• Call a poison control center or doctor for treatment advice . 
If in eyes: • Hold eye open and rinse slowly and gently with water for 15~20 minutes . 

Remove contact lenses, if present, after the f1rst 5 minutes, then continue 
rinsing eye. 

• Call a poison control center or doctor for treatment advice . 
Note to Physician: There is no specific antidote. All treatment should be based on observed signs and 
symptoms of distress in the patient. Overexposure to materials other than this product may have 
occurred. In severe cases of overexposure by oral ingestion, lethargy, muscle tremors, and in extreme 
cases, possibly convulsions may occur. 
Have the product container or label with you when calling a poison control center or doctor, or 
going for treatment. You may also contact SafetyCal!® (866) 897 ..aoso for emergency medical 
treatment information 

PRECAUTIONARY STATEMENTS 
Hazards to Humans and Domestic Animals 

Caution 
Harmful if swallowed, absorbed through skin or inhaled. Do not get in eyes, on skin or on clothing. Do not 
breathe spray mist. Wash thoroughly with soap and water after handling and before eating, drinking, 
chewing gum, or using tobacco. Remove and wash contaminated clothing before reuse. 

Personal Protective Equipment (PPE): 
All pesticide handlers (mixers, loaders, and applicators) must wear long-sleeved shirt and long pants, 
socks, shoes, and chemical-resistant gloves. All pesticide handlers must wear a dust/mist filtering 
respirator (MSHA/NIOSH approval number prefix TC-21C), or a NIOSH approved respirator with any N, 
R, P or HE filter, when working in a non~venti!ated space, including but not limited to crawl-spaces and 
basements. All pesticide handlers must wear protective eyewear (goggles, a faceshie!d, or safety glasses 
with front, brow, and temple protection) when working in a non~ventilated space, including but not limited 
to crawl-spaces and basements or when applying termiticide by rodding or sub~slab injection. 
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User Safety Recommendations 
Users should wash hands thoroughly with soap and water before eating, drinking, chewing gum, using 
tobacco or using the toilet. 
Remove contaminated clothing. Then wash body thoroughly with soap and water and put on clean 
clothing. Wash clothing with detergent and hot water before reusing. 
Remove PPE immediately after handling this product. Wash outside of gloves before removing. Wash 
PPE before reusing. 

ENVIRONMENTAL HAZARDS 
This pesticide is toxic to birds, fish, and aquatic invertebrates. Do not apply directly to water, or to areas 
where surface water is present or to intertidal areas below the mean high water mark. Runoff from treated 
areas may be hazardous to aquatic organisms in neighboring areas. Care must be taken to avoid runoff. 
Do not contaminate water by cleaning equipment or disposal of wastes. Do not contaminate water when 
disposing of equipment washwaters. 

DIRECTIONS FOR USE 

It is violation of federal law to use this product in a manner inconsistent with its labeling. 
Read entire label before using this product. 
For sale to, use and storage only by individuals/firms licensed or registered by state to apply terrniticide 
and/or general pest control products. States may have more restrictive requirements regarding 
qualifications of persons using this product. Consult the structural pest control regulatory agency of your 
state prior to use of this product. 

USE RESTRICTIONS: 

DIRECTIONS FOR USE 
TO CONTROL TERMITES 

When treating adjacent to an existing structure, the applicator must check the area to be treated, and 
immediate adjacent areas of the structure, for visible and accessible cracks and holes to prevent any 
leaks or significant exposures to persons occupying the structure. People present or residing in the 
structure during application must be advised to remove their pets and themselves from the structure if 
they see any signs of leakage. After application, the applicator is required to check for leaks. All leaks 
resulting in the deposition of termiticide in locations other than those prescribed on this label must be 
cleaned up prior to leaving the application site. Do not allow people or pets to contact contaminated areas 
or to reoccupy contaminated areas of the structure until the clean up is completed. 

• Prior to drilling and treating through concrete structures, such as patios, porches, sidewalks and 
foundation slabs applicator should first determine that there are no habitable areas below that 
could be unintentionally contaminated by the treatment. 

Only protected applicators wearing personal protective equipment as required by this product 
label may be in the area during application. 

All holes in commonly occupied areas into which this termiticide I insecticide product has been 
applied must be plugged. Plugs must be of a non-cellulose material or covered by an impervious, 
non-cellulose material. 

Do not apply finished dilution of this product until all heating/air conditioning ducts, air vents, 
plumbing pipes, sewer lines, floor drains, heating pipes and electrical lines/conduits are known 
and identified. Do not puncture or contaminate any of these. 
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• Do not treat within a distance of one foot out from the drip line of edible plants. 

• Do not contaminate public and private water supplies. 

• Do not make treatments while precipitation is occurring. 

• Do not treat soil that is water-saturated or frozen. 

• Use anti-backflow or air gap equipment with filling hoses. 

General Information 
When used in accordance with the directions in this label, this product provides effective prevention 
and/or control of subterranean tennites. This product must be applied in manner which provides a 
continuous treated zone to effectively prevent termites from infesting wood. 
This product may only be applied by licensed technicians familiar with trenching, rodding, short rod ding, 
sub-slab injection, low-pressure banded surface applications and foam delivery techniques. This product 
is a highly effective termiticide against a variety of subterranean termites including species of 
Reticulitermes, Zootermopsis, Heterotermes, and Coptotermes. 
Taurus sc is formulated as a water-based suspension concentrate liquid containing 9.1% active 
ingredient. 

Mixing Instructions 
To mix Taurus SC tenniticide I insecticide: 

1. Fill the tank 1/4 to 1/3 full with water. The filling hose must be equipped with an anti-backflow device 
or water flow must include an air gap to protect against back siphoning. 

2. Start the pump to begin by-pass agitation and place the end of the treating tool in the tank to allow 
circulation through the hose. 

3. Add the appropriate amount of Taurus SC required to prepare the desired dilution. 
4. Add the remaining water. 
5. Continue to run the pump allowing recirculation through the hose back into the tank until the Taurus 

sc is completely dispersed. 

To mix a 0.06% dilution, add 0.8 fluid ounces of Taurus SC per gallon of finished dilution. 
• To mix a 0.09% dilution, add 1.2 fluid ounces of Taurus sc per gallon of finished dilution. 
• To mix a 0.125% dilution, add 1.6 fluid ounces of Taurus sc per gallon of finished dilution. 

Application Rates for Termiticide Use 
For most applications, use the 0.06% dilution and apply at a rate of 4 gallons of dilution per 10 linear feet 
per foot of depth. For example, for treatment of 10 linear feet with a four-foot depth, use 4 x 4 (16) 
gallons per 10 linear feet. Do not apply at a concentration less than 0.06%. 
Where severe termite infestations occur, where problem soils occur or where difficult or problem 
construction types are encountered, it may be advisable to use either 0.09% or 0.125% concentration. Apply the 
higher concentration at a rate of 4 gallons of solution per 10 linear feet per foot of depth. For example, for 
treatment of 10 linear feet with a four-foot depth, use 16 (4 x 4) gallons per 10 linear feet. 
In dense soil that will not accept a volume of 4 gallons per linear foot per foot of depth, use the 0.125% 
dilution, and apply at a rate of 2 gallons per 10 linear feet per foot of depth. For example, for treatment of 
10 linear feet with a four-foot depth, use 8 (2 x 4) gallons per 10 linear feet. When using the lower volume 
of application, be careful to maintain a continuous treated zone. If application requires drilling, drill holes 
less than 12" apart to maintain a continuous treated zone. 

PRE-CONSTRUCTION TREATMENT 
In advance of treatment, applicators must notify the general contractor, construction superintendent, or 
other responsible personnel of the intended Taurus SC application and the intended sites of application. 
Applicators must instruct the person responsible to notify construction workers and other individuals on 
site to vacate the treatment area and not to return until Taurus SC has been absorbed into the soil. Do 
not apply at a dosage and/or concentration lower than 0.06% for applications up to and including 
installation of the final grade. 
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General Information 
Pre-construction treatments include any treatment made during all phases of construction up to and 
including installation of the final grade. Establishing a thorough and complete horizontal and vertical 
treated zone will provide effective pre-construction termite control. 
When foundations are deeper than 4 feet, it is preferable to apply Taurus SC as the backfill is being 
replaced. If the backfill is already in place, the applicator must trench and rod into the trench or trench 
along the foundation walls, around pillars and other foundation elements, at the rate prescribed from 
grade to a minimum depth of 4 feet. When trenching in sloping or tiered soil, the trench must be stepped 
to ensure adequate distribution and to prevent Taurus SC from running out of the trench. When the top of 
the footing is exposed, the soil adjacent to the footing must be treated to a depth not to exceed the 
bottom of the footing. Never treat any structure below the footing. 

Concrete Slab (Including Monolithic, Floating and Supported Concrete Slabs) on Ground or in 
Basements and Crawl Spaces 
Horizontal treated zones: Apply an overall treatment of Taurus SC to the entire surface to be covered 
by the concrete slab. This includes living area, as well as carports, porches, basement floors, and any 
extended entrances. Apply this treatment at the rate of 1 to 1.5 gallons of finished dilution per 10 square 
feet using a coarse spray nozzle and low-pressure spray (less than 25 p.s.L). Spray the dilution evenly 
and uniformly over the entire area to be treated. If the slab is not to be poured the same day as treatment, 
cover the treated soil with a waterproof barrier such as polyethylene sheeting. 
Vertical treated zones: Apply Taurus SCat a rate of 1 gallon of finished dilution per square foot around 
anything penetrating the slab such as utility service and plumbing lines. Apply Taurus SCat a rate of 4 
gallons of finished dilution per 10 linear feet per foot of depth along the inside and outside perimeter of 
foundation walls. The applicator must trench and rod into the trench or trench along the foundation walls 
and around pillars and other foundation elements. If the footing is more than 4 feet below grade, make 
this treatment to a minimum of 4 feet below grade. A trench need not be any wider than 6 inches. Treat 
the soil which will be replaced into the trench using a low-pressure spray (not more than 25 p.s.i. at the 
nozzle). When rodding from grade or from the bottom of a shallow trench, space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. 
It is highly recommended that a complete horizontal treated zone be created prior to the slab pour. 
However, if the slab was poured before a horizontal treatment could be made, refer to the "Post
Construction" section of this label for alternate application instructions. 

Hollow Block Foundations or Voids 
Create a continuous treatment zone by treating hollow block foundations or voids in masonry resting atop 
the footing. If voids in the masonry elements are not openly accessible, drill and treat into these voids by 
applying 2 gallons of finished dilution per 10 linear feet of footing using a nozzle pressure of 25 p.s.i. or 
lower. When using this treatment, drill the access holes as close to the footing as is practical. Drilling 
below the sill plate is acceptable. Applicators must examine the treated areas of voids in block or rubble 
foundation walls closely for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
Not for use in voids insulated with rigid foam. 

Use with Other Products 
When a borate-based termite control product has been chosen as the primary pre-construction treatment 
for subterranean termites and is applied in accordance with the directions for use on the borate product's 
label, Taurus SC may be used as an exterior perimeter pre-construction treatment. For an exterior 
perimeter pre-construction treatment, Taurus SC must be applied in such a way as to create a continuous 
treated zone along the exterior foundation of the structure. A complete and thorough horizontal pre
construction treatment with Taurus SC under the concrete slab is optional. 
Taurus SC may also be applied to critical areas of the interior of the structure including around plumbing 
or utility services penetrating floors, bath and I or shower traps, or along concrete expansion joints, and 
other areas of known or suspected termite activity. 
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Refer to the "POST-CONSTRUCTION EXTERIOR PERIMETER I LOCALIZED INTERIOR (EP ILl) 
STRUCTURAL TERMITE TREATMENT" section of this label for instructions on applications to the 
exterior perimeter of a structure and to critical areas in the interior of the structure. 

POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE TREATMENT 

General Information 
For applications of Taurus SC made after the final grade is installed to protect the structure from termite 
infestation and/or to control existing termite populations, the applicator must trench and rod into the 
trench or trench along the foundation walls, around pillars and other foundation elements, at the rate 
prescribed from grade to the top of the footing. When the footing is more than 4 feet below grade, treat to 
a minimum depth of four feet. The depth of treatment will vary depending on soil type, degree of 
compaction and location of termite activity. When the top of the footing is exposed, the soil adjacent to the 
footing must be treated to a depth not to exceed the bottom of the footing. Never treat any structure below 
the footing. 
To establish a complete exterior perimeter treatment zone along the foundation wall, drill any exterior 
concrete structures adjoining the foundation, such as patios, porches and sidewalks, and treat by sub
slab injection of Taurus SC finished dilution. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing Jines, electrical Jines and conduits, and avoid contamination or damage to these structural 
elements. 

Concrete Slab Over Soil (Including Monolithic, Floating and Supported Slabs) 

Exterior perimeter: Apply by trenching and rodding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider than 6 
inches and must be a minimum of 6 inches deep or to the bottom of the footing. Never treat a structure 
below the footing. Space the rod holes no more than 12 inches apart in a manner which will create a 
continuous treated zone. Mix the f1nished dilution into the soil before replacing it into the trench. 

Sub-slab injection: Sub-slab injection treatments can be made from inside the structure, or in cases 
where this is not possible, from the outside of the structure by drilling through the foundation as directed 
below. Before treatment, locate and identify all heating or air conditioning vents and ducts, water and 
sewer plumbing lines, electrical lines and conduits, and avoid contamination or damage to these 
structural elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the foundation including the garage. Drill holes along all concrete expansion 
joints, cracks, plumbing and utility services penetrating the slab. Drill holes along interior partition walls 
when there is clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches 
apart in a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC 
into the drill-holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, 
use a lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied 
areas must be plugged with a non-cellulose material or covered with an impervious, non-cellulose 
material. 
Horizontal drilling I rod ding I sub-slab injection from the exterior of the foundation: Use this 
technique to treat underneath the slab only when floors or interior design do not allow for treatment by 
vertical drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and 
sewer plumbing Jines, electrical lines and conduits. Use horizontal short rodding practices to create a 
continuous treated zone into the soil proximal to the inside of the foundation wall. Angle drill-holes 
through the outside of the foundation to ensure deposition of Taurus SC below any existing heating 
ducts, water and sewer lines, or electrical conduits. Use horizontal long rod ding practices only when the 
areas to be treated underneath the slab are not accessible by vertical rod ding or horizontal short rodding. 
Do not use long rods exceeding 20 feet. For all horizontal rodding applications space drill-holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Inject the fmished dilution 
of Taurus SC into the drill-holes a rate of 4 gallons per 10 linear feet per foot of depth. All holes must be 
plugged with a non-cellulose material or covered by and impervious, non-cellulose material. 
Bath traps: Treat exposed soil or soil covered with tar or similar sealants beneath or around plumbing 
and/or drain pipe entry areas with a minimum of 1 gallon but no! more than 4 gallons of finished dilution 
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per square foot. It may be necessary to remove tar or sealant to ensure adequate soil penetration. Install 
an access door or inspection portal if one is not already present. After inspection and removal of all wood 
or cellulose debris, treat the soil by rod ding or drenching with the finished dilution of Taurus SC. 
Shower drains: To treat the soil beneath and adjacent to shower pan drains, drill through the slab 
adjacent to the shower pan and apply the finished dilution of Taurus SC by sub-slab injection. Foam can 
be used to maximize dispersion. Drill multiple access points adjacent to the drain, and use a directional 
dispersion tip to enhance the treatment of the soil beneath the drain. Treat with a minimum of 1 gallon but 
not more than 4 gallons of finished dilution per shower drain. Horizontal rod ding can be used to access 
and treat soil associated with the shower drain. 

Structures with French Drains and Sump Pumps 
In sites where French drains exist at the footer along the foundation perimeter, common in hollow block 
foundation structures, the soil must be dry before applications can be made. Do not treat soil that is 
saturated or frozen. Do not make treatments while precipitation is occurring. To prevent seepage of 
finished dilution or damage to drains or tiles, do not rod through the slab any closer than 24 inches from 
French drains. Do not apply Taurus SC within 5 feet from the sump pump pit and pump. Do not drill 
through hollow block foundations that border French drains to prevent drainage or seepage from the 
block into the drains. 
Identify and locate French drains, then apply Taurus SC in the following manner: 

1} Unplug the sump pump. Inspect the sump pit for water. If no water is present, keep the sump 
pump unplugged while making the treatment. 

2) If water is in the pump pit, unplug the sump pump and remove four cups of water from the pit. 
Mark the water level. Wait 10 minutes then check the water level in the pit. If the water level has 
risen, there is too much seepage to make a treatment. If the water level has not risen, a treatment 
can be made as long as the sump pump remains unplugged. 

During application, check the sump pump pit every few minutes for the presence of termiticide dilution. If 
dilution is detected, stop the treatment immediately and remove all dilution from the pump pit before 
plugging the pump back in. Dispose of the dilution from the sump pump pit as directed by this label in the 
"Storage and Disposal" section. 

Basement Structures 

Exterior perimeter: Apply by trenching and rodding into the trench or by trenching along the foundation 
walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of depth, or, if the 
footing is more than 4 feet below grade treat to a minimum depth of 4 feet. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. When trenching in 
sloping or tiered soil, the trench must be stepped to ensure adequate distribution and to prevent Taurus 
SC from running out of the trench. Never treat a structure below the footing. Space the rod holes no more 
than 12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution 
into the soil before replacing it into the trench. 
Inside perimeter: To treat under the basement floor slab, drill vertically through the slab along the interior 
perimeter of the foundation. Drill holes along all concrete expansion joints, cracks, and any plumbing or 
utility services penetrating the slab. Drill holes along both sides of partition foundation walls, and around 
piers. Where there is clear evidence of termite activity in a non-foundation interior partition wall, drill holes 
through the slab adjacent to the wall along one side. Space all drill-holes no more than 12 inches apart in 
a manner which will create a continuous treated zone. Inject the finished dilution of Taurus SC into the 
drill-holes at the rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a 
lateral dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas 
must be plugged with a non-cellulose material or covered with an impervious, non-cellulose material. 

Accessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
rodding into the trench. Treat both sides of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
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apply by rodding alone. Where soil type and/or conditions make trenching impossible, apply by redding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. Read and follow the mixing directions in the "Mixing Instructions" section of this 
label when encountering soil types which will not accept the full application volume. 

• Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 
bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Inaccessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not tum the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
For any inaccessible interior areas, for example where the clearance between the floor joists and ground 
surfaces do no allow for operator access, excavate, if possible, and follow the instructions for accessible 
crawl spaces. When excavation is not possible, apply one or a combination of the following two methods: 

1) Establish a horizontal treated zone by applying 1 gallon of finished dilution of Taurus SC with a 
coarse application nozzle (e.g., Delavan Type RD Raindrop, RD-7 or larger, or Spraying Systems 
Co. 8011 OLP Teejet or comparable nozzle) per 10 square feet of soil surface using a nozzle 
pressure of less than 25 p.s.i. For any area which cannot be reached with the application wand, 
use one or more extension rods. Do not broadcast or power spray with high pressures. 

2) Establish a horizontal treated zone by drilling through the foundation wall or through the floor 
above and treat the soil adjacent to the foundation at a rate of 1 gallon of finished dilution of 
Taurus SC per 10 square feet. Drill spacing must not exceed 16 inches between drill-holes. 
Many states have smaller interval requirements so check state regulations before application. 
Treat the soil adjacent to foundation elements with short or long rod ding techniques without 
drilling if it is possible to reach the soil to be treated with the treatment tool. 

Hollow Block Foundations I Voids 
Establish a continuous treated zone in hollow block foundations or voids in masonry resting on top of the 
footing by drilling and treating into voids of multiple masonry elements of the structure to soil level. If not 
openly accessible, drill and treat into voids of masonry elements. Apply 2 gallons of finished dilution per 
10 linear feet of footing at a nozzle pressure of 25 p.s.i. or less. When making this treatment, drill access 
holes as close as possible to the footing, below the level of the sill plate if necessary. Applicators must 
examine the treated areas for possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be made. Other areas may not be 
treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas until the clean up is completed. 
Not for use in voids insulated with rigid foam. 

Treatment of Structures with Wells or Cisterns 

Do not contaminate wells or cisterns. 
Do not apply Taurus SC within 5 feet of any well or cistern. Treat soil 5 to 10 feet from any well or cistern 
by backfill method only. Treat soil adjacent to water pipes within 3 feet of grade by backfill method only. 
Backfill method: 

1) Trench to remove the soil to be treated and place it into a wheelbarrow or onto heavy plastic 
sheeting or similar material. 

2) Treat the soil at a rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per foot of 
trench depth, or at a rate of 1 gallon per cubic foot of soil. Mix the Taurus SC thoroughly into soil 
while taking care to prevent runoff or spillage. 

3) After the treated soil has completely absorbed the finished dilution of Taurus SC, put it back into 
the trench. 
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Structures Adjacent to Wells I Cisterns and I or Other Bodies of Water 
Prior to application examine any structure with nearby sources of water such as wells, cisterns, ponds, 
streams or other bodies of water, then follow the treatment procedures described below. 

1) If the pipe(s) from the well enter the structure with 3 feet of grade, expose them is possible prior 
to treatment. Treat the soil adjacent to the water pipe(s) using the backfill method described 
above. 

2) Take precautions, prior to treatment, to limit the risk of Taurus SC being applied into subsurface 
drains which empty into any bodies of water, including evaluating whether treatment of the footer 
could result in contamination of subsurface drains. Take into consideration such factors as depth 
to the drain system, soil type and degree of soil compaction when determining the depth of 
treatment. 

3) Use the treated backfill method, when appropriate (e.g., on the water side of the structure), to 
minimize off-site movement of Taurus SC. 

4) To minimize potential runoff of Taurus SCinto non-target areas, apply a finished dilution of 
0.125% at a rate of 2 gallons per 10 linear feet per foot of depth. 

Plenum Construction 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not turn the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat the soil exterior to the foundation walls according to the instructions in the "Accessible Crawl Space 
Construction" section of this label. 
Follow the instructions below for interior treatment of plenum structures that use a sealed under floor 
space to circulate heated or cooled air throughout the structure: 

1) Remove sealing fabric and anything on the sealing fabric to expose no more than an 18 inch 
width adjacent to all foundation structures, induding foundation walls, interior piers, pipes and any 
other structures in contact with soil. Treat according to the instructions for exterior and interior 
treatment in the "Accessible Crawl Space Construction" section of this label. 

2) After the finished dilution of Taurus SC has been absorbed into the soil, return the sealing fabric 
and anything removed from the surface of the sealing fabric to their original pre-treatment 
positions. 

Foam Application 
When construction practices, soil subsidence, or other factors make it difficult to establish a continuous 
treated zone with conventional liquid application methods, supplement treat with the use of foam
generating equipment. Foam applications are useful in the treatment of filled stoops and porches, 
chimney bases, into block voids, behind masonry or other veneers, and into stud walls. Utilize 
applications of dry foam only (a range of 15:1 to 50:1 expansion ratio) when treating voids in stud walls. 
Apply foam to wall voids where evidence of termite presence or damage exist or are suspected. 
Foam only treatments under slabs are appropriate when maximum horizontal coverage is desired In 
areas with no deep foundation or footing (for example: around plumbing entries and near settlement 
cracks in concrete slabs). Use both conventional liquid application and foam treatment in areas where 
both lateral spread and deeper vertical penetration of Taurus SCare desired. Effective treatment is highly 
dependent on volume and amount of active ingredient. Apply at least 75% of the finished dilution of 
Taurus SC as a liquid treatment, then deliver the remaining 25% or less to the appropriate areas as a 
foam application. The total amount of product applied as a combined foam and liquid treatment should be 
equivalent to volume of Taurus SC liquid finished dilution required for a liquid application alone. Foam 
applications provide a good supplement to liquid applications in difficult to treat areas. 
Foam mixing instructions: 
Prepare the desired finished dilution of Taurus SC, then mix with the manufacturer's recommended 
quantity of foaming agent in foaming equipment. Apply a sufficient volume of Taurus SC foam to establish 
a continuous treated zone at the rates recommended in this label for specific applications. When sufficient 
foam volume cannot be applied to achieve the recommended rate of Taurus SC ,supplement the 
treatment with additional liquid finished dilution to assure appropriate treatment volume and concentration 
in the treated area. 

• 1 gallon of finished dilution at a foam expansion ratio of 25:1 makes 25 gallons offoam. 
• 1.66 gallons of finished dilution at a foam expansion ratio of 15:1 makes 25 gallons of foam. 
• 2.5 gallons of finished dilution at a foam expansion ratio of 10:1 makes 25 gallons of foam. 
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• 5 gallons of finished dilution at a foam expansion ratio of 5:1 makes 25 gallons of foam. 

POST-CONSTRUCTION EXTERIOR PERIMETER/ LOCALIZED INTERIOR (EP ILl) STRUCTURAL 
TERMITE TREATMENT- Not approved for use in Louisiana 

General Information 
This post-construction application of Taurus SC can be made after the final grade is installed to protect 
the structure from termite infestation and/or to control existing termite populations. This treatment method 
is designed to be non-invasive to the interior of the structure with the establishment of a continuous 
treated zone along the exterior of the foundation and only treating interior spaces where termite activity 
has been found. If you have questions regarding this treatment, consult the appropriate state agency. 
Termite activity is defined as the presence of one or more of the following signs of infestation: 

1) Alates (winged termites) have swarmed inside the structure. 
2) Live termites are found to be active within the structure. 
3) There is clear evidence of termite activity on or inside the structure such as the presence of mud 

tubes, galleries in wood. 
Do not apply Taurus SC finished dilution as perimeter /localized interior treatment at a concentration 
lower than 0.06% or at an application volume lower than those specified in the "Application Rates for 
Termiticide Use" section of this label. 

EXTERJOR PERIMETER TREATMENT 
To prevent termite infestation of a structure, exterior perimeter applications of Taurus SC must be made 
in a manner which will create a continuous treated zone. If situations are encountered where the soil will 
not accept the full application volume recommended in the use directions below, read and follow the 
direction in the "Application Rates for Termiticide Use" section of this label. 

Concrete Slab on Ground (Including Monolithic, Floating and Supported Concrete Slabs) 
Apply along the exterior foundation perimeter by trenching and rodding into the trench or by trenching at 
the rate of 4 gallons of finished dilution per 10 linear feet per foot of depth. Trenches need not be wider 
than 6 inches and must be a minimum of 6 inches deep or to the bottom of the footing. Space the rod 
holes no more than 12 inches apart in a manner which will create a continuous treated zone. Mix the 
finished dilution into the soil before replacing it into the trench. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by rodding alone. Where soil type and/or conditions make trenching impossible, 
apply by rodding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 

Basement and Inaccessible Crawl Space Construction 
Apply along the exterior foundation perimeter by trenching and rodding into the trench or by trenching 
along the foundation walls at the rate of 4 gallons of finished dilution of Taurus SC per 10 linear feet per 
foot of depth, or, if the footing is more than 4 feet below grade treat to a minimum depth of 4 feet. 
Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the bottom of 
the footing. When trenching in sloping or tiered soil, the trench must be stepped to ensure adequate 
distribution and to prevent Taurus SC from running out of the trench. Space the rod holes no more than 
12 inches apart in a manner which will create a continuous treated zone. Mix the finished dilution into the 
soil before replacing it into the trench. Never treat a structure below the footing. 
In areas where physical obstructions exist that prevent trenching, such as concrete walkways adjacent to 
the foundation, apply by rodding alone. Where soil type and/or conditions make trenching impossible, 
apply by rodding. In order to establish a complete exterior perimeter treatment zone, drilling and sub-slab 
treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. For driveways, exterior drilling is necessary only around building supports or wall elements 
permanently located at driveway joints. Never treat a structure below the footing. 
If termite activity is detected inside an inaccessible crawl space, the area must be treated. Make a 
localized interior treatment at the site of termite activity and extending at least 2 feet in both directions 
from the activity. Choose the appropriate application technique for treating inaccessible crawl space 
construction by referring to the "POST-CONSTRUCTION CONVENTIONAL STRUCTURAL TERMITE 
TREATMENT" section of this label. 
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Accessible Crawl Spaces 
Before treatment turn off any air circulation equipment that moves air from the area to be treated to any 
untreated interior space of the structure. Do not tum the air circulation system back on until the 
application of Taurus SC is completed and has been absorbed into the soil. 
Treat crawl spaces by applying a vertical Taurus SC termiticide treatment at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply by trenching, or by trenching and 
rodding into the trench. Treat outside of foundation and around all piers and pipes. In areas where 
physical obstructions exist that prevent trenching, such as concrete walkways adjacent to the foundation, 
apply by rodding alone. Where soil type and/or conditions make trenching impossible, apply by redding. 
When the top of the footing is exposed, treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. In order to establish a complete exterior perimeter treatment zone, drilling and sub
slab treatment will be necessary wherever adjoining concrete structures exist such as patios, porches or 
sidewalks. If situations are encountered where the soil will not accept the full application volume 
recommended in the use directions below, read and follow the direction in the "Application Rates for 
Termiticide Use" section of this label. 

Rod holes and trenches must not extend beneath the bottom of the footing. 
• Space the rod holes no more than 12 inches apart in a manner which will create a continuous 

treated zone. 
• Trenches need not be wider than 6 inches and must be a minimum of 6 inches deep or to the 

bottom of the footing. When trenching in sloping or tiered soil, the trench must be stepped to 
ensure adequate distribution and to prevent Taurus SC from running out of the trench. Mix the 
finished dilution into the soil before replacing it into the trench. 

Garages: Attached garage floors should be treated 

Sub-slab injection: Sub-slab injection treatments can be made from inside the garage, or in cases where 
this is not possible, from the outside of the structure by drilling through the foundation as directed below. 
Before treatment, locate and identify all heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits, and avoid contamination or damage to these structural 
elements. 
Vertical drilling I injection: Make treatments under the slab by drilling vertically through the slab along 
the interior perimeter of the garage foundation. Drill holes along all concrete expansion joints, cracks, 
plumbing and utility services penetrating the slab. Drill holes along interior partition walls when there is 
clear evidence of termite activity or damage. Space all drill-holes no more than 12 inches apart in a 
manner which will create a continuous treated zone. Inject the finished dilution of Taurus SCinto the drill
holes at a rate of 4 gallons per 10 linear feet per foot of depth. When making applications, use a lateral 
dispersal nozzle to achieve the best results. After treatment, all holes in commonly occupied areas must 
be plugged with a non-cellulose material or covered with an impervious, non-cellulose material such as 
Portland cement. 
Horizontal drilling I redding I sub-slab injection from the exterior of the garage foundation: Use 
this technique to treat underneath the slab only when interior design do not allow for treatment by vertical 
drilling. Care must be taken not to rod into heating or air conditioning vents and ducts, water and sewer 
plumbing lines, electrical lines and conduits. Use horizontal short redding practices to create a continuous 
treated zone along the inside perimeter of the foundation. Angle drill-holes through the outside of the 
foundation to ensure deposition of Taurus SC below any existing heating ducts, water and sewer lines, or 
electrical conduits. Use horizontal long redding practices only when the areas to be treated underneath 
the slab are not accessible by vertical redding or horizontal short redding. Do not use long rods exceeding 
20 feet. For all horizontal redding applications space drill-holes no more than 12 inches apart in a manner 
which will create a continuous treated zone. Inject the finished dilution of Taurus SCinto the drill-holes at 
rate of 4 gallons per 10 linear feet per foot of depth. All holes must be plugged with a non-cellulose 
material or covered by an impervious, non-cellulose material such as Portland cement. 

LOCALIZED INTERIOR TREATMENT 
As part of a complete treatment, targeted interior applications may be made to vulnerable areas such as 
around plumbing or utility services penetrating floors, bath and I or shower traps, or along concrete 
expansion joints or settlement cracks. 
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If krl9:Wii termite activity exists in areas inside living spaces or in non-living spaces (such as crawl spaces, 
plenums etc.) of the structure, a localized interior treatment must be made at the immediate vicinity of the 
termite activity and radiating out at least 2 feet from the site in two or more directions. 

Hollow Block Foundations I Voids 
When termite activity is evident in or in the vicinity (within 2 feet) of hollow block foundations or voids in 
masonry resting on the footing, drill the wall adjacent to the evidence, if not openly accessible, and inject 
the finished dilution of Taurus SCinto the void at a rate of 2 gallons per 10 linear feet of footing using a 
nozzle of 25 p.s.i. or less. This localized interior treatment to hollow block must be made at the site of the 
termite activity and to areas above the tennite activity. Treatment must be applied radiating out at least 2 
feet in two or more directions from the site of activity or along the wall pier or support post. Use of foam 
will maximize dispersion. When using this treatment, drill access hole below the sill plate as close as 
possible to the footing as is practical. 
Applicators must examine the treated areas of voids in block or rubble foundation walls closely for 
possible runoff as a precaution against application leakage. Mechanical alteration to some areas may be 
required before a treatment can be made. Other areas may not be treatable. 
All leaks resulting during the application of Taurus SC in locations other than those prescribed on this 
label must be cleaned up before leaving the application site. Do not allow people or pets to come in 
contact with contaminated areas or allow them to reoccupy the treatment site until the clean up is 
completed. 
The drilled holes in commonly occupied areas must be plugged with a non-cellulose material or covered 
by an impervious, non-cellulose material such as Portland cement. 

Bath Traps 
If termite activity is evident within 2 feet of a bath trap, exposed soil or soil covered with tar or a similar 
sealant around plumbing and I or drainpipe entry areas must be treated. Tar or sealant may have to be 
removed to ensure adequate soil penetration. Install an access door or inspection portal if one is not 
already present. After all wood and cellulose debris is removed, treat the soil by rodding or drenching with 
a minimum of 1 gallon to a maximum of 4 gallons of finished dilution of Taurus SC per square foot. 

Shower Drains 
If termite activity is evident within 2 feet of a shower drain, soil beneath and adjacent to the drain must be 
treated. Drill through the slab adjacent to the shower drain and apply the finished dilution of Taurus SC by 
sub-slab injection to the soil below. Multiple access points may be drilled adjacent to the drain. Use of 
foam will maximize dispersion. Use of a directional dispersion tip will further enhance the treatment of the 
soil beneath the drain. Treat the soil with a minimum of 1 gallon but no more than 4 gallons of finished 
dilution per shower drain. Horizontal rodding can also be used to access and treat soil associated with a 
shower drain. 

Retreatment Instructions 
Annual retreatment of a structure is prohibited. Retreatment for subterranean termites can only be 
perfonned under the following circumstances: 

1. There is clear evidence of re-infestation. 
2. There is disruption of the treated zone due to construction, excavation, or landscaping and I or 

there is evidence of the breakdown of tenniticide treated zone in the soil. 
Treat these vulnerable or re-infested areas using a spot, partial or complete treatment in accordance with 
the application techniques described in this label. The timing and selection of retreatment type will vary 
depending on such factors as termite pressure, soil types and conditions, and other factors which may 
reduce the effectiveness of the treated zone. 

POSTS, POLES, WOODEN LANDSCAPE ORNAMENTATION 

DeO -AetNOT contaminate wells or cisterns. 

~freventative tireatment: Create a continuous treatment zone in the soil around wooden posts, 
poles, fence posts, signs and landscaping ornamentation. Apply the finished dilution of Taurus SCat the 
rate of 4 gallons per 10 linear feet per foot of depth. When performing the treatment at the time of 
installation, the finished dilution may be applied to the soil as it is replaced around the pole or post. The 

.···{ Formatted: Underline 
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application should place termiticide to a depth of 6 inches below the bottom of posts, poles or other 
wooden objects in contact with soil. 
Mf-.a Gfurative tireatment: Treat previously installed wooden posts, poles, fence posts, signs and 
landscaping ornamentation with the finished dilution of Taurus SC by sub-surface injection or by gravity 
flow through holes made at the bottom of a trench around posts and poles. When trenching, the trench 
need not be wider than 6 inches and should be 6 inches deep. When sub-surface injecting, treat all sides 
to create a continuous treatment zone. Apply termiticide to a depth of 6 inches below the bottom of the 
wood. 

TERMITES ABOVE GROUND 

For Control of Termite Aerial Colonies or Drywood Termites 
To treat localized areas of wooden structures, apply the finished dilution of Taurus SC to wooden 
members I voids. To treat inaccessible areas, drill and inject the finished dilution into the damaged wood 
of void spaces with a crack and crevice injector. Foam application can also be made into void spaces. 
To treat termite carton nests in trees or building voids, inject the finished dilution ofT aurus SC using a 
pointed injection tool. Multiple injection points to varying depths may be necessary. Physically remove 
carton nest material from building voids when such nests are found. 
After treatment, the applicator is required to check for leaks resulting in the deposition of Taurus SC in 
locations other than those prescribed on this label. When found, this material must be cleaned up before 
leaving the application site. Do not allow people or pets to come in contact with contaminated areas or 
allow them to reoccupy the treatment site until the clean up is completed. 
DO NOT TREAT FRUIT- OR NUT-BEARING TREES. 

DIRECTIONS FOR USE TO CONTROL I'E-RIME-+ER- LISTED PESTS ON OUTSIDE SURFACES AND 
ALONG FOUNDATION PERIMETER OF LISTED STRUCTURES 

Listed structures are residential. institutionaL commercial and industrial buildings and utility enclosures. 

USE RESTRICTIONS: 

Only applicators wearing the personal protective equipment required by this product label may be 
in the area during application. 

Do not treat within a distance of 1 foot out from the dripline of edible plants. 

• Do not contaminate public or private water supplies. 

Do not apply to wasp or hornet nests if they are not attached to or within the structure. 

Do not make treatments during times of precipilation. 

Do not allow residents, children, other people or pets into the treatment area until sprays have 
dried. After treatment, the applicator is required to check for leaks resulting in the deposition of 
treatment dilution in locations other than those prescribed in this label. When found, this material 
must be cleaned prior to leaving the application site. Do not allow people or pets to contact 
contaminated areas or to reoccupy contaminated areas of the structure until clean up is 
completed. 

• Do not spray air conditioning units or intake vents. 

• Do not use indoors except for application into wall voids. 

• Do not exceed the maximum of two applications per year. 

• Do not apply to playground equipment and pet quarters. 

Do not apply to applications to runoff or drip from treated surfaces. 
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• Do not apply to boat houses, including their piers or pilings. 

Do not apply within 5 feet of wells or cisterns. 

Do not apply to French drains or other permeable drainage. 

• Doors and windows adjacent to application site must be closed during surface application. 

Do not apply within 15 feet of bodies of fresh water; lakes, reservoirs, rivers, permanent streams, 
marshes, natural ponds and commercial fish ponds. A 15~ foot buffer of uniform groundcover 
must exist between application zone and bodies offresh water (uniform ground cover is defined 
as land which supports vegetation of greater than 2 inches in height throughout). 

Do not apply within 60 feet of estuarine bodies of water. Estuarine water bodies are brackish, tidal 
water bodies such as bays, mouths of rivers, salt marshes and lagoons. 

Use Taurus SC to kill and to provide residual control of the following pests: 
Ants (acrobat, Argentine, big~headed, carpenter, crazy, odorous, pavement, pharaoh, and thief) 

Use Taurus SC to kill the following pests: 
Asian lady beetles, darkling beetles 
Australian, Oriental, and smoky brown cockroaches 
Black widow, brown recluse, cellar, and hobo spiders 
Box-elder bugs, pill bugs 
Brown and dog ticks 
Centipedes 
Cluster flies 
European earwigs 
House crickets 
Millipedes 
Paper wasps* 
Silvertlsh 
Yellow jackets 
*Taurus SC is not a knockdown agent. 

Mil<!Rg-!Rst<usti<>ns MIXING INSTRUCTIONS 
For perimeter pest treatments mix a 0.06% spray dilution of Taurus SC by filling the treatment tank 1/4__to 
1/3 full with water, then ad 0.8 fluid ounces of Taurus SC. The filling hose must be equipped with an ~~nJj~ 
backflow device or the water flow must include an air gap to protect against back siphoning. Add more 
water to the tank while agitating to 1 gallon of finished dilution. 

APPLICATIONS TO OUTSIDE SURFACES OF LISTED STRUCTURES AND INTO WALL VOIDS __________ .•. -j Fo,matted: Foot Bold 
Apply 0.06% of finished Taurus SC dilution as a low-pressure spray to the exterior of the structure where '-''--'-""---'-'--'-'--------' 
listed pests enter, trail around the structure or where they crawl and hide. /\lse 8J3f3IY are~:~ml aRy e?(terier 
~gs wAere listeEI f3ests ee!Jld-eRteF-tfle..s.trueture-St:JeA-a-s-Treat using a low-pressure coarse banded 
surface spray up to 18 inches in width around doors, windows, vents, pipes, foundation cracks~ GF-drilled 
holes or around any exterior openings where listed pests could enter the structure.-:-Make sure to treat the 
joint where exterior siding (wood, vinyl, aluminum or other similar materials) meets the cement, brick or 
block foundation. Treat anywhere electrical, cable or telephone wires enter the house. This treatment 
should be made as a general surface spray, crack and crevice spray, or a wall void application. Taurus 
SC may be applied as a foam treatment into wall voids to kill and I or control the above listed pests. 
Refer to the F~alll Apglication section of this label for SRecific foam mixing and application inst~(J_ct_ion~. _______ . ( Formatted: Font: Bold 

j~F;o:::,:::m:':a~tt::::ed=,=,=o=ot=: ;Bo=ld=======~ APPLICATIONS TO PERIMETER OF LISTED STRUCTURES _n ___ n 
Apply 2 quarts of 0.06% finished spray of Taurus SC per 160 linear feet. 
Refer to the "Foam Application" section of this label for specific foam mixing and application instructions. 
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Except for foam applications made into wall voids, apply 0.06% of finished Taurus SC dilution as a low
pressure coarse general surface spray along the foundation exterior perimeter 3J3J3lieatieR isliFAited to an 
area 1 foot out from and 1 foot up from were the ground meets the foundation. Apply 2 quarts of 0.06% 
finished spray of TAURUS SC per 160 linear feet. Do not exceed a maximum of 2 applications per year. 
Nests that are found on the ground within 1 foot of the foundation may be treated. 
Vegetation touching the structure may offer a route for the entry of ants into the structure without coming 
into contact with the treatment; therefore, remove or prune away any shrubbery, bushes, and tree 
branches touching the structure. 

STORAGE AND DISPOSAL 
Do not contaminate water, food or feed by storage or disposal. 
Storage 
Store unused product in original container only,out of reach of children and animals. 
Pesticide Disposal 
Pesticide wastes are acutely hazardous. Improper disposal of excess pesticide is a violation of Federal 
law. If these wastes cannot be disposed of by use according to label instructions, contact your State 
Pesticide or Environmental Control Agency, or the Hazardous Waste representative at the nearest EPA 
Regional Office for guidance. 
Container Disposal 
Nonrefillable Container: Do not reuse or refill this container. Triple rinse or pressure rinse container 
(or equivalent) promptly after emptying; then offer for recycling, if available, or reconditioning, if 
appropriate, or puncture and dispose of in a sanitary landfill, or by incineration, or by other procedures 
approved by state and local authorities. 
Triple rinse containers small enough to shake (capacity S 5 gallons) as follows: Empty the 
remaining contents into application equipment or a mix tank and drain for 10 seconds after the flow 
begins to drip. Fill the container 1/4 full with water and recap. Shake for 10 seconds. Pour rinsate into 
application equipment or a mix tank, or store rinsate for later use or disposal. Drain for 10 seconds after 
the flow begins to drip. Repeat this procedure two more times. 
Pressure rinse as follows: Empty the remaining contents into application equipment or mix tank. Hold 
container upside down over application equipment or mix tank, or collect rinsate for later use or disposal. 
Insert pressure rinsing nozzle in the side of the container and rinse at about 40 PSI for at least 30 
seconds. Drain for 10 seconds after the flow begins to drip. 
In case of minor spills or leaks, soak up with sand, earth or other suitable material and dispose of as 
pesticide waste. 

WARRANTY STATEMENT 
Control Solutions, Inc. warrants that this product conforms to the chemical description on the label thereof 
and is reasonably fit for purposes stated on such label only when used in accordance with directions 
under normal use conditions. It is impossible to eliminate all risks inherently associated with use of this 
product. Crop injury, ineffectiveness, or other unintended consequences may result because of such 
factors as weather conditions, presence of other materials, or the manner of use or application, all of 
which are beyond the control of Control Solutions, Inc. To the extent consistent with applicable law, 
Control Solutions, Inc. shall in no event be liable for consequential, special, or indirect damages resulting 
from the use or handling of this product. All such risks shall be assumed by the Buyer. In addition to the 
foregoing, no purchaser of this product (other than an end user) shall be entitled to any reimbursement for 
any loss suffered as a result of any suspension or cancellation of the registration for this product by the 
U.S. Environmental Protection Agency. Except, as expressly provided herein and to the extent consistent 
with applicable law, Control Solutions, Inc. makes no warranties, guarantees, or representations of any 
kind, either expressed or implied, or by usage of trade, statutory or othe!Wise, with regard to the product 
sold, including, but not limited to merchantability, fitness for a particular purpose, use or eligibility of the 
product for any particular trade usage. The exclusive remedy of any buyer or user of this product for any 
and all losses, injuries, or damage resulting from or in any way arising from the use, handling, or 
application of this product, whether in contract, warranty, tort, negligence, strict liability, or othe!Wise, shall 
be damages not exceeding the purchase price paid for this product or, at Control Solutions, Inc. election, 
the replacement of this product. 
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Optional Marketing Language: 

• 78 oz. makes 100 gallons (for use on 78 oz container) 
20 oz. makes 25 gallons (for use on 20 oz container) 
Contains Fipronil, the same active used in Termidor® SC 

**Taurus™ SC is not manufactured by or distributed by BASF. Termidor® SC is a registered 
trademark of BASF. 
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December 19, 2011 

Document Processing Desk (Final Labeling) 
Office of Pesticide Programs (7504P) 
U.S. Environmental Protection Agency 
Room S-4900, One Potomac Yard 
2777 S. Crystal Drive 
Arlington, VA 22202-4501 

Attn: Richard Gebken 
Product Manager (10) 

RE: Final labeling for: 

CONTROL 
SOLUTIONS 
incorporated 

TAURUS SC TERM/TIC/DE/INSECTICIDE, EPA Reg. No. 53883-279 

Dear Sir or Madam: 

Enclosed please find 2 copies of final labeling as instructed per your Notice of Registration dated 4-20-11. 

Should you have any questions or need additional information for this submission, please do not hesitate to contact us at the 
address or phone/fax numbers listed below. 

Sincerely, 

-~C~Ghc~ 
Shan non Cooley 
Regulatory Affairs Specialist II 

5903 Genoa Red Bluff • Pasadena, TX 77507-1041 
281-892-2500 • Fax 281-892-2501 

• www.controlsolutionsinc.com 
• 800-242-5562 177
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TAURUS®SC 
Termiticide I Insecticide 

For sale to, use and storage only by individuals/firms licensed or registered 
by the state to apply termiticide and/or general pest control products. 
Active Ingredient: 
*Fipronil ............................................................................................ 9.10/o 
Other Ingredients: ........................................................................ 90.90/o 
Total: ............................................................................................. 1 OO.OO/o 

*(5-amino-1-(2,6-dichloro-4-(trifluoromethyl)phenyl)-4-((1 ,R,S)-(trifluoromethyl) 
sulfinyi)-1-H-pyrazole-3-carbonitrile) 
TAURUS® SC contains 0.8 lbs. active ingredient per gallon. 

KEEP OUT OF REACH OF CHILDREN 

CAUTION/PRECAUCION 
Si usted no entiende Ia etiqueta, busque a alguien para que se Ia 
explique a usted en detalle. (If you do not understand the label, 

find someone to explain it to you in detail.) 
See attached label for additional precautionary information and 

complete Directions for Use. 
EPA Reg. No. 53883-279 EPA Est. No. 53883-TX-002 

Control Solutions, Inc. 
5903 Genoa-Red Bluff 

Pasadena, TX 77507-1 041 
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FIRST AID 
Have the product container or label with you when calling a poison 
control center or doctor, or going for treatment. 

If • Call a Poison Control Center or doctor immediately for 
swallowed: treatment advice. 

• Have person sip a glass of water if able to swallow. 
• Do not induce vomiting unless told to do so by a poison 

control center or doctor. 
• Do not Qive anythinQ by mouth to an unconscious person. 

If on skin • Take off contaminated clothing. 
or clothing: • Rinse skin immediately with plenty of water for 15-20 minutes. 

• Call a poison control center or doctor for treatment advice. 
If inhaled: • Move person to fresh air. 

• If person is not breathing, call911 or an ambulance, then give 
artificial respiration, preferably by mouth-to-mouth, if possible. 

• Call a poison control center or doctor for treatment advice. 
If in eyes: • Hold eye open and rinse slowly and gently with water for 

15-20 minutes. Remove contact lenses, if present, after 
the first 5 minutes, then continue rinsing eye. 

• Call a poison control center or doctor for treatment advice. 
''' 
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Note to Physician: There is no specific antidote. All treatment should 
be based on observed signs and symptoms of distress in the patient. 
Overexposure to materials other than this product may have occurred. 
In severe cases of overexposure by oral ingestion, lethargy, muscle 
tremors, and in extreme cases, possibly convulsions may occur. 
Have the product container or label with you when calling a 
poison control center or doctor, or going for treatment. You may 
also contact SafetyCall® (866) 897-8050 for emergency medical 
treatment information 

PRECAUTIONARY STATEMENTS 
Hazards to Humans and Domestic Animals 

Caution 
Harmful if swallowed, absorbed through skin or inhaled. Do not get in 
eyes, on skin or on clothing. Do not breathe spray mist. Wash thoroughly 
with soap and water after handling and before eating, drinking, chewing 
gum, or using tobacco. Remove and wash contaminated clothing before 
reuse. 

Personal Protective Equipment (PPE): 
All pesticide handlers (mixers, loaders, and applicators) must wear 
long-sleeved shirt and long pants, socks, shoes, and chemical-resistant 
gloves. All pesticide handlers must wear a dust/mist filtering respirator 
(MSHNNIOSH approval number prefix TC-21 C), or a NIOSH ;;;pproved 
respirator with any N, R, P or HE filter, when working in a non-v8ntilated 
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space, including but not limited to crawl-spaces and basements. All 
pesticide handlers must wear protective eyewear (goggles, a faceshield, 
or safety glasses with front, brow, and temple protection) when working 
in a non-ventilated space, including but not limited to crawl-spaces 
and basements or when applying termiticide by rodding or sub-slab 
injection. 

User Safety Recommendations 
Users should wash hands thoroughly with soap and water before 
eating, drinking, chewing gum, using tobacco or using the toilet. 
Remove contaminated clothing. Then wash body thoroughly with soap 
and water and put on clean clothing. Wash clothing with detergent and 
hot water before reusing. 
Remove PPE immediately after handling this product. Wash outside of 

I Qloves before removinQ. Wash PPE before reusing. 

ENVIRONMENTAL HAZARDS 
This pesticide is toxic to birds, fish, and aquatic invertebrates. Do not 
apply directly to water, or to areas where surface water is present or to 
intertidal areas below the mean high water mark. Runoff from treated 
areas may be hazardous to aquatic organisms in neighboring areas. 
Care must be taken to avoid runoff. Do not contaminate water by 
cleaning equipment or disposal of wastes. Do not contaminate water 
when disposing of equipment washwaters. 
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DIRECTIONS FOR USE 
It is violation of federal law to use this product in a manner inconsistent 
with its labeling. 
Read entire label before using this product. 
For sale to, use and storage only by individuals/firms licensed or 
registered by state to apply termiticide and/or general pest control 
products. States may have more restrictive requirements regarding 
qualifications of persons using this product. Consult the structural pest 
control regulatory agency of your state prior to use of this product. 

DIRECTIONS FOR USE TO CONTROL TERMITES 
USE RESTRICTIONS: 
When treating adjacent to an existing structure, the applicator must check 
the area to be treated, and immediate adjacent areas of the structure, for 
visible and accessible cracks and holes to prevent any leaks or significant 
exposures to persons occupying the structure. People present or residing 
in the structure during application must be advised to remove their pets 
and themselves from the structure if they see any signs of leakage. After 
application, the applicator is required to check for leaks. All leaks resulting 
in the deposition of termiticide in locations other than those prescribed 
on this label must be cleaned up prior to leaving the application slte. Do 
not allow people or pets to contact contaminated areas or to woccupy 
contaminated areas of the structure until the clean up is completed. 
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• Prior to drilling and treating through concrete structures, such as 
patios, porches, sidewalks and foundation slabs applicator should 
first determine that there are no habitable areas below that could be 
unintentionally contaminated by the treatment. 

• Only protected applicators wearing personal protective equipment as 
required by this product label may be in the area during application. 

• All holes in commonly occupied areas into which this termiticide I 
insecticide product has been applied must be plugged. Plugs must be 
of a non-cellulose material or covered by an impervious, non-cellulose 
material. 

• Do not apply finished dilution of this product until all heating/air 
conditioning ducts, air vents, plumbing pipes, sewer lines, floor drains, 
heating pipes and electrical lines/conduits are known and identified. 
Do not puncture or contaminate any of these. 

• Do not treat within a distance of one foot out from the drip line of 
edible plants. 

• Do not contaminate public and private water supplies. 
• Do not make treatments while precipitation is occurring. 
• Do not treat soil that is water-saturated or frozen. 
• Use anti-backflow or air gap equipment with filling hoses. 
General Information 
When used in accordance with the directions in this label, this product 
provides effective prevention and/or control of subterranean termites. 
This product must be applied in manner which provides a continuous 
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treated zone to effectively prevent termites from infesting wood. 
This product may only be applied by licensed technicians familiar with 
trenching, rodding, short rodding, sub-slab injection, low-pressure 
banded surface applications and foam delivery techniques. This product 
is a highly effective termiticide against a variety of subterranean termites 
including species of Reticulitermes, Zootermopsis, Heterotermes, and 
Coptotermes. 
TAURUS SC is formulated as a water-based suspension concentrate 
liquid containing 9.1% active ingredient. 

Mixing Instructions 
To mix TAURUS SC: 
1. Fill the tank 1/4 to 1/3 full with water. The filling hose must be 

equipped with an anti-backflow device or water flow must include an 
air gap to protect against back siphoning. 

2. Start the pump to begin by-pass agitation and place the end of the 
treating tool in the tank to allow circulation through the hose. 

3. Add the appropriate amount of TAURUS SC required to prepare the 
desired dilution. 

4. Add the remaining water. 
5. Continue to run the pump allowing recirculation through the hose 

back into the tank until the TAURUS SC is completely dispersed. 
• To mix a 0.06% dilution, add 0.8 fluid ounces of TAURUS SC per 

gallon of finished dilution. 
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• To mix a 0.09% dilution, add 1.2 fluid ounces of TAURUS SC per 
gallon of finished dilution. 

• To mix a 0.125% dilution, add 1.6 fluid ounces of TAURUS SC per 
gallon of finished dilution. 

Application Rates for Termiticide Use 
For most applications, use the 0.06% dilution and apply at a rate of 4 
gallons of dilution per 10 linear feet per foot of depth. For example, for 
treatment of 10 linear feet with a four-foot depth, use 4 x 4 (16) gallons 
per 1 0 linear feet. Do not apply at a concentration less than 0.06%. 

Where severe termite infestations occur, where problem soils occur or 
where difficult or problem construction types are encountered, it may be 
advisable to use either 0.09% or 0.125% concentration. Apply the higher 
concentration at a rate of 4 gallons of solution per 10 linear feet per foot 
of depth. For example, for treatment of 10 linear feet with a four-foot 
depth, use 16 (4 x 4) gallons per 10 linear feet. 

In dense soil that will not accept a volume of 4 gallons per linear foot per 
foot of depth, use the 0.125% dilution, and apply at a rate of 2 gallons 
per 10 linear feet per foot of depth. For example, for treatment of 10 
linear feet with a four-foot depth, use 8 (2 x 4) gallons per 10 linear feet. 
When using the lower volume of application, be careful to maintain a 
continuous treated zone. If application requires drilling, drill holes less 
than 12" apart to maintain a continuous treated zone. 
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PRE-CONSTRUCTION TREATMENT 
In advance of treatment, applicators must notify the general contractor, 
construction superintendent, or other responsible personnel of the 
intended TAURUS SC application and the intended sites of application. 
Applicators must instruct the person responsible to notify construction 
workers and other individuals on site to vacate the treatment area 
and not to return until TAURUS SC has been absorbed into the soil. 
Do not apply at a dosage and/or concentration lower than 0.06% for 
applications up to and including installation of the final grade. 
General Information 
Pre-construction treatments include any treatment made during all 
phases of construction up to and including installation of the final grade. 
Establishing a thorough and complete horizontal and vertical treated 
zone will provide effective pre-construction termite control. 
When foundations are deeper than 4 feet, it is preferable to apply 
TAURUS SC as the backfill is being replaced. If the backfill is already in 
place, the applicator must trench and rod into the trench or trench along 
the foundation walls, around pillars and other foundation elements, at 
the rate prescribed from grade to a minimum depth of 4 feet. When 
trenching in sloping or tiered soil, the trench must be stepped to ensure 
adequate distribution and to prevent TAURUS SC from running out of 
the trench. When the top of the footing is exposed, the soil adjacent to 
the footing must be treated to a depth not to exceed the bottom of the 
footing. Never treat any structure below the footing. 
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Concrete Slab (Including Monolithic, Floating and Supported 
Concrete Slabs) on Ground or in Basements and Crawl Spaces 
Horizontal treated zones: Apply an overall treatment of TAURUS SC 
to the entire surface to be covered by the concrete slab. This includes 
living area, as well as carports, porches, basement floors, and any 
extended entrances. Apply this treatment at the rate of 1 to 1.5 gallons 
of finished dilution per 10 square feet using a coarse spray nozzle and 
low-pressure spray (less than 25 p.s.i.). Spray the dilution evenly and 
uniformly over the entire area to be treated. If the slab is not to be poured 
the same day as treatment, cover the treated soil with a waterproof 
barrier such as polyethylene sheeting. 
Vertical treated zones: Apply TAURUS SC at a rate of 1 gallon of 
finished dilution per square foot around anything penetrating the slab 
such as utility service and plumbing lines. Apply TAURUS SCat a rate of 
4 gallons of finished dilution per 1 0 linear feet per foot of depth along the 
inside and outside perimeter of foundation walls. The applicator must 
trench and rod into the trench or trench along the foundation walls and 
around pillars and other foundation elements. If the footing is more than 
4 feet below grade, make this treatment to a minimum of 4 feet below 
grade. A trench need not be any wider than 6 inches. Treat the soil which 
will be replaced into the trench using a low-pressure spray (not more 
than 25 p.s.i. at the nozzle). When rod ding from grade or from the bottom 
of a shallow trench, space the rod holes no more than 12 inches apart in 
a manner which will create a continuous treated zone. 
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It is highly recommended that a complete horizontal treated zone be 
created prior to the slab pour. However, if the slab was poured before 
a horizontal treatment could be made, refer to the "Post-Construction" 
section of this label for alternate application instructions. 

Hollow Block Foundations or Voids 
Create a continuous treatment zone by treating hollow block foundations 
or voids in masonry resting atop the footing. If voids in the masonry 
elements are not openly accessible, drill and treat into these voids by 
applying 2 gallons of finished dilution per 10 linear feet of footing using 
a nozzle pressure of 25 p.s.i. or lower. When using this treatment, drill 
the access holes as close to the footing as is practical. Drilling below the 
sill plate is acceptable. Applicators must examine the treated areas of 
voids in block or rubble foundation walls closely for possible runoff as a 
precaution against application leakage. Mechanical alteration to some 
areas may be required before a treatment can be made. Other areas 
may not be treatable. 
All leaks resulting during the application of TAURUS SC in locations 
other than those prescribed on this label must be cleaned up before 
leaving the application site. Do not allow people or pets to come 
in contact with contaminated areas or allow them to reoccupy the 
treatment site until the clean up is completed. 
Not for use in voids insulated with rigid foam. 
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POST-CONSTRUCTION CONVENTIONAL STRUCTURAL 
TERMITE TREATMENT 
General Information 
For applications of TAURUS SC made after the final grade is installed to 
protect the structure from termite infestation and/or to control existing 
termite populations, the applicator must trench and rod into the trench 
or trench along the foundation walls, around pillars and other foundation 
elements, at the rate prescribed from grade to the top of the footing. 
When the footing is more than 4 feet below grade, treat to a minimum 
depth of four feet. The depth of treatment will vary depending on soil 
type, degree of compaction and location of termite activity. When the 
top of the footing is exposed, the soil adjacent to the footing must be 
treated to a depth not to exceed the bottom of the footing. Never treat 
any structure below the footing. 
To establish a complete exterior perimeter treatment zone along the 
foundation wall, drill any exterior concrete structures adjoining the 
foundation, such as patios, porches and sidewalks, and treat by sub
slab injection of TAURUS SC finished dilution. 
Before treatment, locate and identify all heating or air conditioning vents 
and ducts, water and sewer plumbing lines, electrical lines and conduits, 
and avoid contamination or damage to these structural elements. 
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Concrete Slab Over Soil (Including Monolithic, Floating and 
Supported Slabs) 
Exterior perimeter: Apply by trenching and rodding into the trench 
or by trenching along the foundation walls at the rate of 4 gallons of 
finished dilution per 10 linear feet per foot of depth, or, if the footing 
is more than 4 feet below grade treat to a minimum depth of 4 feet. 
Trenches need not be wider than 6 inches and must be a minimum of 
6 inches deep or to the bottom of the footing. Never treat a structure 
below the footing. Space the rod holes no more than 12 inches apart in 
a manner which will create a continuous treated zone. Mix the finished 
dilution into the soil before replacing it into the trench. 
Sub-slab injection: Sub-slab injection treatments can be made 
from inside the structure, or in cases where this is not possible, from 
the outside of the structure by drilling through the foundation as 
directed below. Before treatment, locate and identify all heating or air 
conditioning vents and ducts, water and sewer plumbing lines, electrical 
lines and conduits, and avoid contamination or damage to these 
structural elements. 
Vertical drilling I injection: Make treatments under the slab by drilling 
vertically through the slab along the interior perimeter of the foundation 
including the garage. Drill holes along all concrete expansion joints, 
cracks, plumbing and utility services penetrating the slab. Drill holes 
along interior partition walls when there is clear evidence of termite 
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activity or damage. Space all drill-holes no more than 12 inches apart in 
a manner which will create a continuous treated zone. Inject the finished 
dilution of TAURUS SC into the drill-holes at a rate of 4 gallons per 10 
linear feet per foot of depth. When making applications, use a lateral 
dispersal nozzle to achieve the best results. After treatment, all holes 
in commonly occupied areas must be plugged with a non-cellulose 
material or covered with an impervious, non-cellulose material. 
Horizontal drilling I rodding I sub-slab injection from the exterior 
of the foundation: Use this technique to treat underneath the slab only 
when floors or interior design do not allow for treatment by vertical drilling. 
Care must be taken not to rod into heating or air conditioning vents and 
ducts, water and sewer plumbing lines, electrical lines and conduits. Use 
horizontal short rodding practices to create a continuous treated zone 
into the soil proximal to the inside of the foundation wall. Angle drill-holes 
through the outside of the foundation to ensure deposition of TAURUS 
SC below any existing heating ducts, water and sewer lines, or electrical 
conduits. Use horizontal long rodding practices only when the areas to 
be treated underneath the slab are not accessible by vertical rodding or 
horizontal short rodding. Do not use long rods exceeding 20 feet. For all 
horizontal rodding applications space drill-holes no more than 12 inches 
apart in a manner which will create a continuous treated zone. Inject the 
finished dilution of TAURUS SC into the drill-holes a rate of 4 gallons per 
10 linear feet per foot of depth. All holes must be plugged with a non
cellulose material or covered by and impervious, non-cellulose material. 
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Bath traps: Treat exposed soil or soil covered with tar or similar sealants 
beneath or around plumbing and/or drain pipe entry areas with a 
minimum of 1 gallon but not more than 4 gallons of finished dilution 
per square foot. It may be necessary to remove tar or sealant to ensure 
adequate soil penetration. Install an access door or inspection portal if 
one is not already present. After inspection and removal of all wood or 
cellulose debris, treat the soil by rodding or drenching with the finished 
dilution of TAURUS SC. 
Shower drains: To treat the soil beneath and adjacent to shower pan 
drains, drill through the slab adjacent to the shower pan and apply the 
finished dilution of TAURUS SC by sub-slab injection. Foam can be used 
to maximize dispersion. Drill multiple access points adjacent to the drain, 
and use a directional dispersion tip to enhance the treatment of the soil 
beneath the drain. Treat with a minimum of 1 gallon but not more than 4 
gallons of finished dilution per shower drain. Horizontal rodding can be 
used to access and treat soil associated with the shower drain. 

Structures with French Drains and Sump Pumps 
In sites where French drains exist at the footer along the foundation 
perimeter, common in hollow block foundation structures, the soil must 
be dry before applications can be made. Do not treat soil that is saturated 
or frozen. Do not make treatments while precipitation is occurring. To 
prevent seepage of finished dilution or damage to drains or tiles, do 
not rod through the slab any closer than 24 inches from French drains. 
Do not apply TAURUS SC within 5 feet from the sump pump pit and 
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pump. Do not drill through hollow block foundations that border French 
drains to prevent drainage or seepage from the block into the drains. 
Identify and locate French drains, then apply TAURUS SC in the 
following manner: 
1. Unplug the sump pump. Inspect the sump pit for water. If no water 

is present, keep the sump pump unplugged while making the 
treatment. 

2. If water is in the pump pit, unplug the sump pump and remove four 
cups of water from the pit. Mark the water level. Wait 10 minutes 
then check the water level in the pit. If the water level has risen, 
there is too much seepage to make a treatment. If the water level 
has not risen, a treatment can be made as long as the sump pump 
remains unplugged. 

During application, check the sump pump pit every few minutes for the 
presence of termiticide dilution. If dilution is detected, stop the treatment 
immediately and remove all dilution from the pump pit before plugging 
the pump back in. Dispose of the dilution from the sump pump pit as 
directed by this label in the "Storage and Disposal" section. 
Basement Structures 
Exterior perimeter: Apply by trenching and rodding into the trench 
or by trenching along the foundation walls at the rate of 4 gallons of 
finished dilution of TAURUS SC per 10 linear feet per foot of depth, 
or, if the footing is more than 4 feet below grade treat to a minimum 
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depth of 4 feet. Trenches need not be wider than 6 inches and must 
be a minimum of 6 inches deep or to the bottom of the footing. When 
trenching in sloping or tiered soil, the trench must be stepped to ensure 
adequate distribution and to prevent TAURUS SC from running out of 
the trench. Never treat a structure below the footing. Space the rod holes 
no more than 12 inches apart in a manner which will create a continuous 
treated zone. Mix the finished dilution into the soil before replacing it 
into the trench. 
Inside perimeter: To treat under the basement floor slab, drill vertically 
through the slab along the interior perimeter of the foundation. Drill 
holes along all concrete expansion joints, cracks, and any plumbing 
or utility services penetrating the slab. Drill holes along both sides 
of partition foundation walls, and around piers. Where there is clear 
evidence of termite activity in a non-foundation interior partition wall, 
drill holes through the slab adjacent to the wall along one side. Space all 
drill-holes no more than 12 inches apart in a manner which will create a 
continuous treated zone. Inject the finished dilution of TAURUS SC into 
the drill-holes at the rate of 4 gallons per 10 linear feet per foot of depth. 
When making applications, use a lateral dispersal nozzle to achieve the 
best results. After treatment, all holes in commonly occupied areas must 
be plugged with a non-cellulose material or covered with an impervious, 
non-cellulose material. 
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Accessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves 
air from the area to be treated to any untreated interior space of the 
structure. Do not turn the air circulation system back on until the 
application of TAURUS SC is completed and has been absorbed into 
the soil. 
Treat crawl spaces by applying a vertical TAURUS SC termiticide 
treatment at the rate of 4 gallons of finished dilution per 10 linear feet 
per foot of depth from grade to the top of the footing, or, if the footing is 
more than 4 feet below grade treat to a minimum depth of 4 feet. Apply 
by trenching, or by trenching and rodding into the trench. Treat both sides 
of foundation and around all piers and pipes. In areas where physical 
obstructions exist that prevent trenching, such as concrete walkways 
adjacent to the foundation, apply by rodding alone. Where soil type and/ 
or conditions make trenching impossible, apply by rodding. When the 
top of the footing is exposed, treat the soil adjacent to the footing to 
a depth not to exceed the bottom of the footing. Read and follow the 
mixing directions in the "Mixing Instructions" section of this label when 
encountering soil types which will not accept the full application volume. 
• Rod holes and trenches must not extend beneath the bottom of the 

footing. 
• Space the rod holes no more than 12 inches apart in a manner which 

will create a continuous treated zone. 
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• Trenches need not be wider than 6 inches and must be a minimum 
of 6 inches deep or to the bottom of the footing. When trenching in 
sloping or tiered soil, the trench must be stepped to ensure adequate 
distribution and to prevent TAURUS SC from running out of the trench. 
Mix the finished dilution into the soil before replacing it into the trench. 

Inaccessible Crawl Space Construction 
Before treatment turn off any air circulation equipment that moves 
air from the area to be treated to any untreated interior space of the 
structure. Do not turn the air circulation system back on until the 
application of TAURUS SC is completed and has been absorbed into 
the soil. 
For any inaccessible interior areas, for example where the clearance 
between the floor joists and ground surfaces do not allow for operator 
access, excavate, if possible, and follow the instructions for accessible 
crawl spaces. When excavation is not possible, apply one or a 
combination of the following two methods: 
1. Establish a horizontal treated zone by applying 1 gallon of finished 

dilution of TAURUS SC with a coarse application nozzle (e.g., 
Delavan Type RD Raindrop, RD-7 or larger, or Spraying Systems 
Co. 80110LP Teejet or comparable nozzle) per 10 square feet of 
soil surface using a nozzle pressure of less than 25 p.s.i. For any 
area which cannot be reached with the application wand, use one 
or more extension rods. Do not broadcast or power spray with high 
pressures. 
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2. Establish a horizontal treated zone by drilling through the foundation 
wall or through the floor above and treat the soil adjacent to the 
foundation at a rate of 1 gallon of finished dilution of TAURUS 
SC per 10 square feet. Drill spacing must not exceed 16 inches 
between drill-holes. Many states have smaller interval requirements 
so check state regulations before application. Treat the soil adjacent 
to foundation elements with short or long rodding techniques 
without drilling if it is possible to reach the soil to be treated with 
the treatment tool. 

Hollow Block Foundations I Voids 
Establish a continuous treated zone in hollow block foundations or 
voids in masonry resting on top of the footing by drilling and treating 
into voids of multiple masonry elements of the structure to soil level. 
If not openly accessible, drill and treat into voids of masonry elements. 
Apply 2 gallons of finished dilution per 10 linear feet of footing at a 
nozzle pressure of 25 p.s.i. or less. When making this treatment, drill 
access holes as close as possible to the footing, below the level of the 
sill plate if necessary. Applicators must examine the treated areas for 
possible runoff as a precaution against application leakage. Mechanical 
alteration to some areas may be required before a treatment can be 
made. Other areas may not be treatable. 
All leaks resulting during the application of TAURUS SC in locations other 
than those prescribed on this label must be cleaned up before leaving 
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the application site. Do not allow people or pets to come in contact with 
contaminated areas until the clean up is completed. 
Not for use in voids insulated with rigid foam. 

Treatment of Structures with Wells or Cisterns 
Do not contaminate wells or cisterns. 
Do not apply TAURUS SC within 5 feet of any well or cistern. Treat soil 
5 to 10 feet from any well or cistern by backfill method only. Treat soil 
adjacent to water pipes within 3 feet of grade by backfill method only. 
Backfill method: 
1. Trench to remove the soil to be treated and place it into a 

wheelbarrow or onto heavy plastic sheeting or similar material. 
2. Treat the soil at a rate of 4 gallons of finished dilution of TAURUS 

SC per 10 linear feet per foot of trench depth, or at a rate of 1 gallon 
per cubic foot of soil. Mix the TAURUS SC thoroughly into soil while 
taking care to prevent runoff or spillage. 

3. After the treated soil has completely absorbed the finished dilution 
of TAURUS SC, put it back into the trench. 

Structures Adjacent to Wells I Cisterns and I or Other Bodies of Water 
Prior to application examine any structure with nearby sources of water 
such as wells, cisterns, ponds, streams or other bodies of water, then 
follow the treatment procedures described below. 
1. If the pipe(s) from the well enter the structure with 3 feet of grade, 
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expose them if possible prior to treatment. Treat the soil adjacent to 
the water pipe(s) using the backfill method described above. 

2. Take precautions, prior to treatment, to limit the risk of TAURUS SC 
being applied into subsurface drains which empty into any bodies 
of water, including evaluating whether treatment of the footer could 
result in contamination of subsurface drains. Take into consideration 
such factors as depth to the drain system, soil type and degree of 
soil compaction when determining the depth of treatment. 

3. Use the treated backfill method, when appropriate (e.g., on the water 
side of the structure), to minimize off-site movement of TAURUS SC. 

4. To minimize potential runoff of TAURUS SC into non-target areas, 
apply a finished dilution of 0.125% at a rate of 2 gallons per 10 linear 
feet per foot of depth. 

Plenum Construction 
Before treatment turn off any air circulation equipment that moves 
air from the area to be treated to any untreated interior space of the 
structure. Do not turn the air circulation system back on until the 
application of TAURUS SC is completed and has been absorbed into 
the soil. 
Treat the soil exterior to the foundation walls according to the instructions 
in the "Accessible Crawl Space Construction" section of this label. 
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Follow the instructions below for interior treatment of plenum structures 
that use a sealed under floor space to circulate heated or cooled air 
throughout the structure: 
1. Remove sealing fabric and anything on the sealing fabric to expose 

no more than an 18 inch width adjacent to all foundation structures, 
including foundation walls, interior piers, pipes and any other 
structures in contact with soil. Treat according to the instructions 
for exterior and interior treatment in the 'f\ccessible Crawl Space 
Construction" section of this label. 

2. After the finished dilution of TAURUS SC has been absorbed into 
the soil, return the sealing fabric and anything removed from the 
surface of the sealing fabric to their original pre-treatment positions. 

Foam Application 
When construction practices, soil subsidence, or other factors make it 
difficult to establish a continuous treated zone with conventional liquid 
application methods, supplement treat with the use of foam-generating 
equipment. Foam applications are useful in the treatment of filled stoops 
and porches, chimney bases, into block voids, behind masonry or other 
veneers, and into stud walls. Utilize applications of dry foam only (a 
range of 15:1 to 50:1 expansion ratio) when treating voids in stud walls. 
Apply foam to wall voids where evidence of termite presence or damage 
exist or are suspected. 
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Foam only treatments under slabs are appropriate when maximum 
horizontal coverage is desired In areas with no deep foundation or 
footing (for example: around plumbing entries and near settlement 
cracks in concrete slabs). Use both conventional liquid application and 
foam treatment in areas where both lateral spread and deeper vertical 
penetration of TAURUS SC are desired. Effective treatment is highly 
dependent on volume and amount of active ingredient. Apply at least 75% 
of the finished dilution of TAURUS SC as a liquid treatment, then deliver 
the remaining 25% or less to the appropriate areas as a foam application. 
The total amount of product applied as a combined foam and liquid 
treatment should be equivalent to volume of TAURUS SC liquid finished 
dilution required for a liquid application alone. Foam applications provide 
a good supplement to liquid applications in difficult to treat areas. 
Foam mixing instructions: 
Prepare the desired finished dilution of TAURUS SC, then mix with the 
manufacturer's recommended quantity of foaming agent in foaming 
equipment. Apply a sufficient volume of TAURUS SC foam to establish 
a continuous treated zone at the rates recommended in this label for 
specific applications. When sufficient foam volume cannot be applied to 
achieve the recommended rate of TAURUS SC, supplement the treatment 
with additional liquid finished dilution to assure appropriate treatment 
volume and concentration in the treated area. 
• 1 gallon of finished dilution at a foam expansion ratio of 25:1 makes 

25 gallons of foam. 
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• 1.66 gallons of finished dilution at a foam expansion ratio of 15:1 
makes 25 gallons of foam. 

• 2.5 gallons of finished dilution at a foam expansion ratio of 10:1 makes 
25 gallons of foam. 

• 5 gallons of finished dilution at a foam expansion ratio of 5:1 makes 
25 gallons of foam. 

I POSTS, POLES, WOODEN LANDSCAPE ORNAMENTATION I 
Do not contaminate wells or cisterns. 
For preventative treatment: Create a continuous treatment zone in 
the soil around wooden posts, poles, fence posts, signs and landscaping 
ornamentation. Apply the finished dilution of TAURUS SC at the rate 
of 4 gallons per 10 linear feet per foot of depth. When performing the 
treatment at the time of installation, the finished dilution may be applied 
to the soil as it is replaced around the pole or post. The application should 
place termiticide to a depth of 6 inches below the bottom of posts, poles 
or other wooden objects in contact with soil. 
For a curative treatment: Treat previously installed wooden posts, 
poles, fence posts, signs and landscaping ornamentation with the 
finished dilution of TAURUS SC by sub-surface injection or by gravity flow 
through holes made at the bottom of a trench around posts and poles. 
When trenching, the trench need not be wider than 6 inches and should 
be 6 inches deep. When sub-surface injecting, treat all sides to create a 
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continuous treatment zone. Apply termiticide to a depth of 6 inches below 
the bottom of the wood. 

TERMITES ABOVE GROUND 
For Control of Termite Aerial Colonies or Drywood Termites 
To treat localized areas of wooden structures, apply the finished dilution 
of TAURUS SC to wooden members I voids. To treat inaccessible areas, 
drill and inject the finished dilution into the damaged wood of void spaces 
with a crack and crevice injector. Foam application can also be made into 
void spaces. 
To treat termite carton nests in trees or building voids, inject the finished 
dilution of TAURUS SC using a pointed injection tool. Multiple injection 
points to varying depths may be necessary. Physically remove carton nest 
material from building voids when such nests are found. 
After treatment, the applicator is required to check for leaks resulting in 
the deposition of TAURUS SC in locations other than those prescribed on 
this label. When found, this material must be cleaned up before leaving 
the application site. Do not allow people or pets to come in contact with 
contaminated areas or allow them to reoccupy the treatment site until the 
clean up is completed. 
DO NOT TREAT FRUIT- OR NUT-BEARING TREES. 
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I DIRECTIONS FOR USE TO CONTROL PERIMETER PESTS I 
USE RESTRICTIONS: 
• Only applicators wearing the personal protective equipment required 

by this product label may be in the area during application. 
• Do not treat within a distance of 1 foot out from the dripline of edible 

plants. 
• Do not contaminate public or private water supplies. 
• Do not apply to wasp or hornet nests if they are not attached to or 

within the structure. 
• Do not make treatments during times of precipitation. 
• Do not allow residents, children, other people or pets into the 

immediate area during application and until sprays have dried. After 
treatment, the applicator is required to check for leaks resulting in 
the deposition of treatment dilution in locations other than those 
prescribed in this label. When found, this material must be cleaned 
prior to leaving the application site. Do not allow people or pets to 
contact contaminated areas or to reoccupy contaminated areas of the 
structure until clean up is completed. 

• Do not spray air conditioning units or intake vents. 
• Do not use indoors except for application into wall voids. 
• Do not exceed the maximum of two applications per year. 
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• Do not apply to playground equipment and pet quarters. 
• Do not apply to applications to runoff or drip from treated surfaces. 
• Do not apply to boat houses, including their piers or pilings. 
• Do not apply within 5 feet of wells or cisterns. 
• Do not apply to French drains or other permeable drainage. 
• Doors and windows adjacent to application site must be closed during 

surface application. 
• Do not apply within 15 feet of bodies of fresh water; lakes, reservoirs, 

rivers, permanent streams, marshes, natural ponds and commercial 
fish ponds. A 15- foot buffer of uniform groundcover must exist 
between application zone and bodies of fresh water (uniform ground 
cover is defined as land which supports vegetation of greater than 2 
inches in height throughout). 

• Do not apply within 60 feet of estuarine bodies of water. Estuarine 
water bodies are brackish, tidal water bodies such as bays, mouths of 
rivers, salt marshes and lagoons. 
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PERIMETER PEST TREATMENT 
Use TAURUS SC to kill and to provide residual control of the following pests: 
Ants (acrobat, Argentine, big-headed, carpenter, crazy, odorous, pavement, 
pharaoh, and thief) 
Use TAURUS SC to kill the following pests: 
Asian lady beetles, darkling beetles 
Australian, Oriental, and smoky brown cockroaches 
Black widow, brown recluse, cellar, and hobo spiders 
Box-elder bugs, pill bugs 
Brown and dog ticks 
Centipedes 
Cluster flies 
European earwigs 
House crickets 
Millipedes 
Paper wasps* 
Silverfish 
Yellow jackets 
*TAURUS SC is not a knockdown agent 
Mixing Instructions 
For perimeter pest treatments mix a 0.06% spray dilution of TAURUS 
SC by filling the treatment tank 1/4 to 1/3 full with water, then add 0.8 
fluid ounces of TAURUS SC. The filling hose must be equipped with an 
anti-backflow device or the water flow must include an air gap to protect 
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against back siphoning. Add more water to the tank while agitating to 1 
gallon of finished dilution. 
Apply 0.06% of finished TAURUS SC dilution as a low-pressure spray 
to the exterior of the structure where listed pests enter, trail around the 
structure or where they crawl and hide. Also apply around any exterior 
openings where listed pests could enter the structure such as around 
doors, windows, vents, pipes, foundation cracks or drilled holes. Make 
sure to treat the joint where exterior siding (wood, vinyl, aluminum or 
other similar materials) meets the cement, brick or block foundation. 
Treat anywhere electrical, cable or telephone wires enter the house. This 
treatment should be made as a general surface spray, crack and crevice 
spray, or a wall void application. TAURUS SC may be applied as a foam 
treatment into wall voids to kill and I or control the above listed pests. 
Apply 2 quarts of 0.06% finished spray of TAURUS SC per 160 linear feet. 
Refer to the "Foam Application" section of this label for specific foam 
mixing and application instructions. 
Except for foam applications made into wall voids, application is limited 
to an area 1 foot out from and 1 foot up from were the ground meets the 
foundation. Do not exceed a maximum of 2 applications per year. Nests 
found on the ground within 1 foot of the foundation may be treated. 
Vegetation touching the structure may offer a route for the entry of 
ants into the structure without coming into contact with the treatment; 
therefore, remove or prune away any shrubbery, bushes, and tree 
branches touching the structure. 30 
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STORAGE AND DISPOSAL 
Do not contaminate water, food or feed by storage or disposal. 
Storage 
Store unused product in original container only, out of reach of children 
and animals. 
Pesticide Disposal 
Pesticide wastes are acutely hazardous. Improper disposal of excess 
pesticide is a violation of Federal law. If these wastes cannot be disposed 
of by use according to label instructions, contact your State Pesticide or 
Environmental Control Agency, or the Hazardous Waste representative 
at the nearest EPA Regional Office for guidance. 
Container Disposal 
Nonrefillable Container: Do not reuse or refill this container. Triple 
rinse or pressure rinse container (or equivalent) promptly after emptying; 
then offer for recycling, if available, or reconditioning, if appropriate, or 
puncture and dispose of in a sanitary landfill, or by incineration, or by 
other procedures approved by state and local authorities. 
Triple rinse containers small enough to shake (capacity < 5 
gallons) as follows: Empty the remaining contents into application 
equipment or a mix tank and drain for 10 seconds after the flow begins 
to drip. Fill the container 1/4 full with water and recap. Shake for 10 
seconds. Pour rinsate into application equipment or a mix tank, or store 
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STORAGE AND DISPOSAL (continued) 
rinsate for later use or disposal. Drain for 1 0 seconds after the flow 
begins to drip. Repeat this procedure two more times. 
Pressure rinse as follows: Empty the remaining contents into 
application equipment or mix tank. Hold container upside down over 
application equipment or mix tank, or collect rinsate for later use or 
disposal. Insert pressure rinsing nozzle in the side of the container and 
rinse at about 40 PSI for at least 30 seconds. Drain for 10 seconds after 
the flow begins to drip. 
In case of minor spills or leaks, soak up with sand, earth or other 
suitable material and dispose of as pesticide waste. 

WARRANTY STATEMENT 
Control Solutions, Inc. warrants that this product conforms to the 
chemical description on the label thereof and is reasonably fit for 
purposes stated on such label only when used in accordance with 
directions under normal use conditions. It is impossible to eliminate 
all risks inherently associated with use of this product. Crop injury, 
ineffectiveness, or other unintended consequences may result because 
of such factors as weather conditions, presence of other materials, or 
the manner of use or application, all of which are beyond the control 
of Control Solutions, Inc. To the extent consistent with applicable law, 
Control Solutions, Inc. shall in no event be liable for consequential, 
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special, or indirect damages resulting from the use or handling of this 
product. All such risks shall be assumed by the Buyer. In addition to the 
foregoing, no purchaser of this product (other than an end user) shall 
be entitled to any reimbursement for any loss suffered as a result of any 
suspension or cancellation of the registration for this product by the U.S. 
Environmental Protection Agency. Except, as expressly provided herein 
and to the extent consistent with applicable law, Control Solutions, Inc. 
makes no warranties, guarantees, or representations of any kind, either 
expressed or implied, or by usage of trade, statutory or otherwise, with 
regard to the product sold, including, but not limited to merchantability, 
fitness for a particular purpose, use or eligibility of the product for any 
particular trade usage. The exclusive remedy of any buyer or user of 
this product for any and all losses, injuries, or damage resulting from 
or in any way arising from the use, handling, or application of this 
product, whether in contract, warranty, tort, negligence, strict liability, 
or otherwise, shall be damages not exceeding the purchase price paid 
for this product or, at Control Solutions, Inc. election, the replacement 
of this product. 
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TAURUS®SC 
Termiticide I Insecticide 

For sale to, use and storage only by individuals/firms 
licensed or registered by the state to apply termiticide 
and/or general pest control products. 

Active Ingredient: 
*Fipronil ••••••.••••.•••••••••.•••••••••••••••••••••••••••••••.••••••••.••••.••••••••••• 9.10/o 
Other Ingredients: ••.•••••••.•.••••.•.••••••••••••••.••••••.••••••.•••••••••• 90.9o/o 
Total: ..........•.........•......•...............................•................... 1 OO.Oo/o 

*(5-amino-1-(2,6-dichloro-4-(trifluoromethyl)phenyl)-4-((1 ,R,S)
(trifluoromethyl)sulfinyi)-1-H-pyrazole-3-carbonitrile) 

TAURUS® SC contains 0.8 lbs. active ingredient per gallon. 

KEEP OUT OF REACH OF CHILDREf'! 

CAUTION/PRECAUCION 
Si usted no entiende Ia etiqueta, busque a alguien para que 
se Ia explique a usted en detalle. (If you do not understand 

the label, find someone to explain it to you in detail.) 
See attached label for additional precautionary information and 

complete Directions for Use. 

EPA Reg. No. 53883-279 EPA Est. No. 53883-TX-002 
Control Solutions, Inc. 
5903 Genoa-Red Bluff 

Pasadena, TX 77507-1 041 0911 
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co OL 
4 X 78 OZ. 

SOLUTIONS 
ineorporated 

TAURUS® SC 
Termiticide /Insecticide 

For sale to, use and stomge only by lndMdualslllnns Dcensed or registered by the state to apply tennitlclde and/or geneml pest control product5. 

Control Solutions, Inc. 
Pasadena, TX 77507 0 3 Product Code #CSI35998 
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co OL 
4 X 20 OZ. 

SOLUTIONS 
incorporated 

TAURUS® SC 
Termiticide /Insecticide 

For sale to, use and storage only by individuals/finns licensed or registered by the state to apply tenniticide and/or general pest control products. 

Control Solutions, Inc. 
Pasadena, TX 77507 0 0 Product Code #CSI3598 
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